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In the early days of racing, those who wanted to 
win races became innovators, pushing the envelope 
of speed in the quest for glory. Diamond Pistons, 
founded in 1968–the heyday of muscle cars and 
drag racing– was born of that innovation and 
continues today to be a driving force in performance 
and racing piston design.  

Original founders, “Diamond” Jim Cavallaro,  
Nick Plantas and Butch Eldkins, were a group of 
racers and entrepreneurs who combined resources 
to form the company’s first iteration. It didn’t 
take long for them to carve a niche in the high-
performance game, with Diamond quickly becoming 
involved with Super Stock and Pro Stock in the 
early ‘70s. Like many companies of that ilk and era, 
Diamond wasn’t focused on doing just one thing. 
Instead, they did it all. Cylinder head porting, engine 
building, and all other manner of performance took 
place under Diamond’s roof. From Pro Stock and 
NASCAR engines, to rocker arms and fittings  
were all built under Diamond’s roof. It was a fully 
operational machine shop that deigned anything 
needed, in-house. 

As demand for performance peaked, Diamond 
started to machine their own pistons using forged 
blanks, finished in-house to their rigid specs and 
quality. That business plan continued into the early 
‘90s when a new owner, Bob Fox, decided to shift 
the company’s considerable engineering resources 
solely to piston development. 

Fox, who previously worked for the trio of founders 
as a salesman, purchased the company from Jim, 
Butch, and Nick in 1999. With new leadership and 
product direction, Diamond’s resources became 
hyper-focused on performance and racing piston 
technology and innovation. As Diamond Pistons 
went up against corporate conglomerates, it was 
a classic case of David vs. Goliath. However, Fox 
realized this wasn’t a detriment, but a strength in 
scale. The goliaths of the world simply couldn’t 
provide the attention to detail and customer service 
that Diamond was and continues to be capable of. 
That individual customer focus allowed the company 
to grow into an industry leader in billet and prototype 
piston production.

Throughout the years Diamond has maintained their  
seat on the cutting-edge of manufacturing technology  
by continuously upgrading equipment, machinery, 
and software. In addition to hardware, Diamond 
has completely revolutionized the landscape of 
manufacturing methodology. A complete forged 
piston can now go from raw material to a finished 
part in a single machining cell, in one-operation.

A process that traditionally took weeks of 
manufacturing has been reduced to mere hours. 
Even more important, dimensional tolerances, 
repeatability, and overall quality have been improved  
25 percent over legacy manufacturing processes, 
further elevating Diamond’s level of excellence. This 
excellence is evident in Diamond’s relationships with 
top racing teams such as those of Pro Stock drivers 
Greg Anderson and Jason Line. That technology 
then trickles down to designs available to others 
spaces of the racing sphere.  

While some may think piston technology has 
reached its zenith, that’s hardly the case. Diamond 
is always looking forward, striving to develop the 
next big thing in piston technology. From materials 
and machining, to tooling techniques, and new 
engineering software, Diamond’s innovation is 
shaping the curve. 

History and Introduction

The proof is in the 
performance!

It’s not just a tagline,  

but the credo of Diamond’s business;  

six words that encompass our ideals  

and personal commitment  

to each and every product  

that leaves our doors. 
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Chevy LM75.3L STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Side gas ports for better ring seal
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.176" intake and .103" exhaust
•	 2618 material for High HP-NOS-Boost applications

LM7 Block: 3.780 Std Bore 3.622 Std Stroke            COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 70cc Ring Set Part #
 3.780  3.622  6.098  1.331  call  .945 x 2.500  -2.0cc  10.2  9.3  09543780  11592-R1

 3.800  3.622  6.098  1.331  call  .945 x 2.500  -2.0cc  10.3  9.4  09543800  11598-R1

 3.780  3.622  6.125  1.304  call  .927 x 2.500  -2.0cc  10.2  9.3  09543780  11593-R1

 3.800  3.622  6.125  1.304  call  .927 x 2.500  -2.0cc  10.3  9.4  09543800  11599-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.  
Contact Diamond Pistons for tech assistance.
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Chevy LS1 STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads	
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 1.2mm x 1.5mm x 3.0mm ring package on all 3.905 bore  

piston sets included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.176" intake and .105" exhaust
•	 2618 material for High HP-NOS-Boost applications

LS1 5.7L Block: 3.898 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 66cc 70cc Ring Set Part #
3.905 3.622 6.098 1.331 415 .945 x 2.500 -2.0cc 10.7 10.2 9.8 09453905 11500-R1

3.905 3.622 6.098 1.331 424 .945 x 2.500 0.0cc 11.0 10.5 10.0 09453905 11501-R1

3.905 3.622 6.125 1.304 408 .927 x 2.500 -2.0cc 10.7 10.2 9.8 09453905 11502-R1

3.905 4.000 6.125 1.115 375 .927 x 2.500 -2.0cc 11.7 11.2 10.7 09453905 11505-R1

LS2 Block: 4.000 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 66cc 70cc Ring Set Part #
4.005 4.000 6.125 1.115 402 .927 x 2.500 -2.0cc 12.2 11.6 11.1 09454005 11540-R1

LQ4/LQ9 6.0L Block: 4.000 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 66cc 70cc Ring Set Part #
4.030 3.622 6.098 1.331 449 .945 x 2.500 -2.0cc 11.3 10.7 10.3 09454030 11510-R1

4.060 3.622 6.098 1.331 457 .945 x 2.500 -2.0cc 11.4 10.9 10.4 09454065 11511-R1

4.030 3.622 6.125 1.304 451 .927 x 2.500 -2.0cc 11.3 10.7 10.3 09454030 11512-R1

4.060 3.622 6.125 1.304 452 .927 x 2.500 -2.0cc 11.4 10.9 10.4 09454065 11513-R1

4.000 4.000 6.125 1.115 402 .927 x 2.500 -2.0cc 12.2 11.6 11.1 09454005 11518-R1

4.030 4.000 6.125 1.115 412 .927 x 2.500 -2.0cc 12.3 11.8 11.2 09454030 11519-R1

4.060 4.000 6.125 1.115 418 .927 x 2.500 -2.0cc 12.5 11.9 11.4 09454065 11529-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.  
Contact Diamond Pistons for tech assistance.
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•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.176" intake and .105" exhaust
•	 2618 material for High HP-NOS-Boost applications

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design for maximum strength
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.206" intake and .148" exhaust
•	 2618 material for High HP-NOS-Boost applications

LS3-L92 Block: 4.065 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 70cc 76cc Ring Set Part #

4.005 3.622 6.125 1.304 438 .927 x 2.500 -2.0cc 11.1 10.1 9.5 09454005 11541-R1

4.005 4.000 6.125 1.115 413 .927 x 2.500 -2.0cc 12.2 11.1 10.4 09454005 11542-R1

4.065 3.622 6.125 1.304 457 .927 x 2.500 -2.0cc 11.5 10.4 9.8 09454065 11543-R1

4.065 4.000 6.125 1.115 421 .927 x 2.500 -2.0cc 12.5 11.4 10.7 09454065 11544-R1

4.070 3.622 6.125 1.304 458 .927 x 2.500 -2.0cc 11.5 10.5 9.8 09454070 11545-R1

4.070 4.000 6.125 1.115 423 .927 x 2.500 -2.0cc 12.6 11.4 10.7 09454070 11546-R1

4.125 3.622 6.125 1.304 call .927 x 2.500 -2.0cc 11.7 10.7 10.0 09454125 11560-R2

4.125 4.000 6.125 1.115 437 .927 x 2.500 -2.0cc 12.9 11.7 11.0 09454125 11547-R1

4.130 4.000 6.125 1.115 440 .927 x 2.500 -2.0cc 12.9 11.7 11.0 09454130 11548-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

LS7 Block: 4.125 Std Bore 4.000 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 70cc 72cc Ring Set Part #

4.125 4.000 6.077 1.163 456 .9252 x 2.250 -3.84cc 11.5 11.2 09454125 11580-R1

4.130 4.000 6.077 1.163 457 .9252 x 2.250 -3.84cc 11.5 11.3 09454130 11581-R1

4.125 4.000 6.125 1.115 449 .927 x 2.250 -3.84cc 11.5 11.2 09454125 11585-R1

4.130 4.000 6.125 1.115 455 .927 x 2.250 -3.84cc 11.5 11.3 09454130 11586-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Chevy LS3/L92

Chevy LS7

STREET/STRIP FLAT TOP SERIES

STREET/STRIP FLAT TOP SERIES
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Chevy LS1 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 1.2mm x 1.5mm x 3.0mm ring package on all 3.905 bore piston  

sets included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.176" intake and .105" exhaust
•	 2618 material for High HP-NOS-Boost applications

LS1 5.7L Block: 3.898 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 66cc 70cc Ring Set Part #
3.905 3.622 6.125 1.304 421 .927 x 2.500 -8.6cc 9.9 9.5 9.1 09453905 11503-R1

3.905 4.000 6.125 1.115 383 .927 x 2.500 -7.0cc 11.1 10.6 10.1 09453905 11504-R1

LS2 Block: 4.000 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 66cc 70cc Ring Set Part #
4.005 4.000 6.125 1.115 403 .927 x 2.500 -10.0cc 11.1 10.6 10.2 09454005 11550-R1

LQ4/LQ9 6.0L Block: 4.000 Std Bore 3.622 Std Stroke COMPRESSION RATIO
Bore Stroke Rod C.D. Weight Pin CC's 62cc 66cc 70cc Ring Set Part #
4.000 3.622 6.098 1.331 443 .945 x 2.500 -13.7cc 9.7 9.3 9.0 09454005 11514-R1

4.030 3.622 6.098 1.331 450 .945 x 2.500 -15.0cc 9.7 9.3 9.0 09454030 11515-R1

4.000 3.622 6.125 1.304 437 .927 x 2.500 -13.7cc 9.7 9.3 9.0 09454005 11516-R1

4.030 3.622 6.125 1.304 446 .927 x 2.500 -15.0cc 9.7 9.3 9.0 09454030 11517-R1

4.000 4.000 6.125 1.115 407 .927 x 2.500 -15.0cc 10.5 10.1 9.7 09454005 11520-R1

4.030 4.000 6.125 1.115 410 .927 x 2.500 -15.0cc 10.6 10.2 9.8 09454030 11521-R1

4.125 4.000 6.125 1.115 434 .927 x 2.500 -7.0cc 12.1 11.6 11.1 09454125 11522-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.
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LS3-L92 Block: 4.065 Std Bore 3.622 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  70cc  76cc  Ring Set  Part #
4.005 4.000 6.125 1.115 410 .927 x 2.500 -19.2cc 10.0 9.4 8.9 09454005 11551-R1

4.065 3.622 6.125 1.304 461 .927 x 2.500 -12.3cc 10.2 9.4 8.9 09454065 11552-R1

4.065 4.000 6.125 1.115 412 .927 x 2.500 -21.0cc 10.2 9.4 9.0 09454065 11553-R1

4.070 3.622 6.125 1.304 470 .927 x 2.500 -12.6cc 10.2 9.4 8.9 09454070 11554-R1

4.070 4.000 6.125 1.115 410 .927 x 2.500 -22.5cc 10.0 9.3 8.9 09454070 11555-R1

4.125 3.622 6.125 1.304 call .927 x 2.500 -13.0cc 10.3 9.5 9.0 09454125 11561-R2

4.125 4.000 6.125 1.115 call .927 x 2.500 -15.0cc 11.0 10.2 9.7 09454125 11584-R1

4.125 4.000 6.125 1.115 420 .927 x 2.500 -25.3cc 10.0 9.3 8.9 09454125 11556-R1

4.130 4.000 6.125 1.115 420 .927 x 2.500 -25.6cc 10.0 9.3 8.9 09454130 11557-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Chevy LS3/L92 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.176" intake and .105" exhaust
•	 2618 material for High HP-NOS-Boost applications

10
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•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design for maximum strength
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.206" intake and .148" exhaust
•	 2618 material for High HP-NOS-Boost applications

Chevy LS7STREET/STRIP DISH SERIES

COMPRESSION RATIOLS7 Block: 4.125 Std Bore 4.000 Std Stroke
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  70cc  72cc  Ring Set  Part #
 4.125  4.000  6.077  1.163  459  .9252 x 2.250  -23.0cc  9.5  9.4 09454125  11590-R1

 4.130  4.000  6.077  1.163  453  .9252 x 2.250  -23.0cc  9.5  9.4 09454130  11591-R1

 4.125  4.000  6.125  1.115  450  .927 x 2.250  -23.0cc  9.5  9.4 09454125  11595-R1

 4.130  4.000  6.125  1.115  445  .927 x 2.250  -23.0cc  9.5  9.4 09454130  11596-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.178" intake and .108" exhaust
•	 2618 material for High HP-NOS-Boost applications

Chevy LS9/LSA STREET/STRIP DISH SERIES

COMPRESSION RATIOLS9/LSA 6.2L Block: 4.065 Std Bore 3.622 Std Stroke
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  70cc  Ring Set  Part #
 4.065  3.622  6.125  1.304  call  .927 x 2.500  -11.0cc  9.5  09454065  11588-R1

 4.070  3.622  6.125  1.304  call  .927 x 2.500  -11.0cc  9.5  09454070  11589-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.
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•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Side gas ports for better ring seal
•	 Top ring down dimension: .250"
•	 Ratios figured for .053 head gasket
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.130" intake and .150" exhaust
•	 2618 material for High HP-NOS-Boost applications

Chevy L83

COMPRESSION RATIOL83 Block: 3.780 Std Bore 3.622 Std Stroke

Bore Stroke Rod C.D. Weight Pin CC's 57cc 60cc Ring Set Part #
3.780 3.622 6.098 1.331 call .943 x 2.500 2.0cc 11.2 10.7 09543780 21500-R1

3.800 3.622 6.098 1.331 call .943 x 2.500 2.0cc 11.3 10.8 09543800 21501-R1

3.780 3.622 6.125 1.304 call .927 x 2.500 2.0cc 11.2 10.7 09543780 21502-R1

3.800 3.622 6.125 1.304 call .927 x 2.500 2.0cc 11.3 10.8 09543800 21503-R1

3.780 3.622 6.125 1.304 call .927 x 2.500 -1.6cc 10.6 10.2 09543780 21504-R1

3.800 3.622 6.125 1.304 call .927 x 2.500 -1.6cc 10.7 10.3 09543800 21505-R1

3.780 3.622 6.125 1.304 call .927 x 2.500 -9.5cc 9.6 9.3 09543780 21506-R1

3.800 3.622 6.125 1.304 call .927 x 2.500 -9.5cc 9.7 9.4 09543800 21507-R1

3.780 4.000 6.125 1.115 call .927 x 2.500 -5.0cc 11.1 10.7 09543780 21508-R1

3.800 4.000 6.125 1.115 call .927 x 2.500 -5.0cc 11.2 10.8 09543800 21509-R1

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

ECOTEC3 5.3L STREET/STRIP SERIES
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•	 Designed for Chevy Gen V LT1/LT4 engine base
•	 Piston crowns designed to work with OEM direct injection
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Inboard forging design for maximum strength
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .300"
•	 Ratios figured for 4.125 x .050 head gasket
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package included
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.200" intake and .200" exhaust
•	 2618 material for High HP/Boost applications

Chevy Gen V LT1/LT4 STREET/STRIP SERIES

COMPRESSION RATIO Stock Bore 4.065 Stock Stroke 3.622

Bore Stroke Rod C.D. Weight Pin CC's 59cc 
(LT1)

65cc 
(LT4)

Ring Set Part #

4.065 3.622 6.098 1.331 575 .943 x 2.250 -1.0cc 11.5 10.7 09454065 11531-R2

4.065 3.622 6.098 1.331 567 .943 x 2.250 -7.0cc 10.7 10.0 09454065 11532-R2

4.065 3.622 6.125 1.304 call .927 x 2.250 -1.5cc 11.5 10.7 09454065 11533-R2

4.070 3.622 6.125 1.304 call .927 x 2.250 -1.5cc 11.5 10.7 09454070 11534-R2

4.065 3.622 6.125 1.304 call .927 x 2.250 -7.0cc 10.7 10.0 09454065 11535-R2

4.070 3.622 6.125 1.304 call .927 x 2.250 -7.0cc 10.8 10.1 09454070 11536-R2

4.065 4.000 6.125 1.115 call .927 x 2.250 -9.0cc 11.5 10.8 09454065 11569-R2

4.070 4.000 6.125 1.115 call .927 x 2.250 -9.0cc 11.5 10.8 09454070 11587-R2

4.065 4.000 6.125 1.115 call .927 x 2.250 -16.0cc 10.7 10.0 09454065 11539-R1

4.070 4.000 6.125 1.115 call .927 x 2.250 -16.0cc 10.7 10.1 09454070 11549-R1

4.125 4.000 6.125 1.115 call .927 x 2.250 -11.0cc 11.5 10.8 09454125 11594-R2

4.125 4.000 6.125 1.115 call .927 x 2.250 -19.0cc 10.6 10.0 09454125 11597-R2

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.
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•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with 5.7L & 6.1L cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .285"
•	 Ratios figured for .040 head gasket @ 9.250 Deck
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package
•	 Premium 8620 .185W wrist pins included chamfered for roundwire locks
•	 Valve pocket depth: 0.175" intake and .075" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.625"
•	 2618 material for High HP-NOS-Boost applications

Mopar

COMPRESSION RATIO5.7L Block: 3.917 Std Bore 3.578 Std Stroke

Bore Stroke Rod C.D. Weight Pin CC's 85cc Ring Set Part #
3.927 3.578 6.243 1.220 call .945 x 2.350 15.0cc 10.0 09453927 53033-R1

3.937 3.578 6.243 1.220 call .945 x 2.350 15.0cc 10.1 09453937 53034-R1

3.927 3.578 6.243 1.220 call .945 x 2.350 5.0cc 9.0 09453927 53036-R1

3.937 3.578 6.243 1.220 call .945 x 2.350 5.0cc 9.0 09453937 53037-R1

3.927 4.050 6.125 1.090 call .927 x 2.350 6.5cc 10.0 09453927 53003-R1

3.937 4.050 6.125 1.090 call .927 x 2.350 6.5cc 10.0 09453937 53004-R1

3.927 4.050 6.125 1.090 call .927 x 2.350 -5.0cc 9.0 09453927 53006-R1

3.937 4.050 6.125 1.090 call .927 x 2.350 -5.0cc 9.0 09453937 53007-R1

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

5.7L HEMI SERIES
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•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with 2009 & up 5.7L cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .285"
•	 Ratios figured for .040 head gasket @ 9.250 Deck
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package
•	 Premium 8620 .185W wrist pins included chamfered for roundwire locks
•	 Valve pocket depth: 0.175" intake and .075" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.625"
•	 2618 material for High HP-NOS-Boost applications

Mopar

COMPRESSION RATIO5.7L Block: 3.917 Std Bore 3.578 Std Stroke

Bore Stroke Rod C.D. Weight Pin CC's 64cc Ring Set Part #
3.927 4.050 6.125 1.090 call .927 x 2.350 -14.5cc 10.0 09453927 53051-R1

3.937 4.050 6.125 1.090 call .927 x 2.350 -14.5cc 10.0 09453937 53052-R1

3.927 4.050 6.125 1.090 call .927 x 2.350 -20.0cc 9.5 09453927 53054-R1

3.937 4.050 6.125 1.090 call .927 x 2.350 -20.0cc 9.5 09453937 53055-R1

3.927 4.050 6.125 1.090 call .927 x 2.350 -25.0cc 9.0 09453927 53057-R1

3.937 4.050 6.125 1.090 call .927 x 2.350 -25.0cc 9.1 09453937 53058-R1

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

5.7L 2009 & UP HEMI SERIES
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•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with 5.7L & 6.1L cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .285"
•	 Ratios figured for .040 head gasket @ 9.250 Deck
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package
•	 Premium 8620 .185W wrist pins included chamfered for roundwire locks
•	 Valve pocket depth: 0.175" intake and .075" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.625"
•	 2618 material for High HP-NOS-Boost applications

Mopar

COMPRESSION RATIO6.1L Block: 4.055 Std Bore 3.578 Std Stroke

Bore Stroke Rod C.D. Weight Pin CC's 74cc Ring Set Part #
4.060 3.578 6.243 1.220 call .984 x 2.350 3.5cc 10.5 09454060 53039-R1

4.070 3.578 6.243 1.220 call .984 x 2.350 3.5cc 10.6 09454070 53040-R1

4.080 3.578 6.243 1.220 call .984 x 2.350 3.5cc 10.6 09454080 53041-R1

4.060 3.578 6.243 1.220 call .984 x 2.350 -5.5cc 9.5 09454060 53043-R1

4.070 3.578 6.243 1.220 call .984 x 2.350 -5.5cc 9.6 09454070 53044-R1

4.080 3.578 6.243 1.220 call .984 x 2.350 -5.5cc 9.6 09454080 53045-R1

4.060 3.578 6.243 1.220 call .984 x 2.350 -11.0cc 9.0 09454060 53047-R1

4.070 3.578 6.243 1.220 call .984 x 2.350 -11.0cc 9.1 09454070 53048-R1

4.080 3.578 6.243 1.220 call .984 x 2.350 -11.0cc 9.1 09454080 53049-R1

4.060 4.050 6.125 1.090 call .927 x 2.350 -5.0cc 10.5 09454060 53009-R1

4.070 4.050 6.125 1.090 call .927 x 2.350 -5.0cc 10.5 09454070 53010-R1

4.080 4.050 6.125 1.090 call .927 x 2.350 -5.0cc 10.5 09454080 53011-R1

4.060 4.050 6.125 1.090 call .927 x 2.350 -15.0cc 9.5 09454060 53013-R1

4.070 4.050 6.125 1.090 call .927 x 2.350 -15.0cc 9.6 09454070 53014-R1

4.080 4.050 6.125 1.090 call .927 x 2.350 -15.0cc 9.6 09454080 53015-R1

4.060 4.050 6.125 1.090 call .927 x 2.350 -21.0cc 9.0 09454060 53017-R1

4.070 4.050 6.125 1.090 call .927 x 2.350 -21.0cc 9.1 09454070 53018-R1

4.080 4.050 6.125 1.090 call .927 x 2.350 -21.0cc 9.1 09454080 53019-R1

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

6.1L HEMI SERIES
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•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design for maximium strength
•	 Valve pockets designed to work with 6.2L Hellcat cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 9.280 Deck
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.130" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 2618 material for High HP-NOS-Boost applications

Mopar

COMPRESSION RATIOHellcat 6.2L Block: 4.090 Std Bore 3.578 Std Stroke

Bore Stroke Rod C.D. Weight Pin CC's 75cc Ring Set Part #
4.090 3.578 6.200 1.275 call .927 x 2.500 1.5cc 9.9 09454090 53100-R1

4.100 3.578 6.200 1.275 call .927 x 2.500 1.5cc 10.0 09454100 53101-R1

4.125 3.578 6.200 1.275 call .927 x 2.500 1.5cc 10.1 09454125 53102-R1

4.090 3.578 6.200 1.275 call .927 x 2.500 -3.0cc 9.5 09454090 53103-R1

4.100 3.578 6.200 1.275 call .927 x 2.500 -3.0cc 9.5 09454100 53104-R1

4.125 3.578 6.200 1.275 call .927 x 2.500 -3.0cc 9.6 09454125 53105-R1

4.090 3.578 6.200 1.275 call .927 x 2.500 -9.0cc 9.0 09454090 53106-R1

4.100 3.578 6.200 1.275 call .927 x 2.500 -9.0cc 9.0 09454100 53107-R1

4.125 3.578 6.200 1.275 call .927 x 2.500 -9.0cc 9.1 09454125 53108-R1

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

6.2L HELLCAT HEMI SERIES
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•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design for maximium strength
•	 Valve pockets designed to work with 6.4L Apache cylinder heads
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 9.280 Deck
•	 Premium 1.2mm x 1.2mm x 3.0mm ring package
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.130" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 2618 material for High HP-NOS-Boost applications

Mopar

COMPRESSION RATIOApache 6.4L Block: 4.090 Std Bore 3.724 Std Stroke

Bore Stroke Rod C.D. Weight Pin CC's 72cc Ring Set Part #
4.090 3.724 6.200 1.210 call .927 x 2.500 -6.0cc 10.0 09454090 53110-R1

4.100 3.724 6.200 1.210 call .927 x 2.500 -6.0cc 10.1 09454100 53111-R1

4.125 3.724 6.200 1.210 call .927 x 2.500 -6.0cc 10.2 09454125 53112-R1

4.090 3.724 6.200 1.210 call .927 x 2.500 -11.5cc 9.5 09454090 53113-R1

4.100 3.724 6.200 1.210 call .927 x 2.500 -11.5cc 9.5 09454100 53114-R1

4.125 3.724 6.200 1.210 call .927 x 2.500 -11.5cc 9.6 09454125 53115-R1

4.090 3.724 6.200 1.210 call .927 x 2.500 -17.0cc 9.0 09454090 53116-R1

4.100 3.724 6.200 1.210 call .927 x 2.500 -17.0cc 9.1 09454100 53117-R1

4.125 3.724 6.200 1.210 call .927 x 2.500 -17.0cc 9.2 09454125 53118-R1

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

6.4L APACHE HEMI SERIES
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Big Block Chevy 24°/26° COMPETITION SERIES

COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  124cc  Ring Set  Part #
 4.500  4.250  6.385  1.270  655  .990 x 2.750  45.0cc  14.0  13.2  12.4  09244500  20000

 4.530  4.250  6.385  1.270  668  .990 x 2.750  45.0cc  14.2  13.3  12.6  09244530  20001

 4.560  4.250  6.385  1.270  680  .990 x 2.750  45.0cc  14.4  13.5  12.7  09244560  20002

 4.600  4.250  6.385  1.270  683  .990 x 2.750  45.0cc  14.6  13.7  12.9  09244600  20003

 4.610  4.250  6.385  1.270  693  .990 x 2.750  45.0cc  14.7  13.8  13.0  09244610  20004

 4.625  4.250  6.385  1.270  700  .990 x 2.750  45.0cc  14.7  13.8  13.0  09244625  20005

 4.500  4.375  6.385  1.215  645  .990 x 2.750  45.0cc  14.7  13.8  13.0  09244500  20006

 4.530  4.375  6.385  1.215  656  .990 x 2.750  45.0cc  14.9  14.0  13.1  09244530  20007

 4.560  4.375  6.385  1.215  668  .990 x 2.750  45.0cc  15.1  14.1  13.3  09244560  20008

 4.600  4.375  6.385  1.215  682  .990 x 2.750  45.0cc  15.3  14.4  13.5  09244600  20009

 4.610  4.375  6.385  1.215  677  .990 x 2.750  45.0cc  15.4  14.4  13.6  09244610  20010

 4.625  4.375  6.385  1.215  682  .990 x 2.750  45.0cc  15.5  14.5  13.7  09244625  20011

 4.500  4.375  6.535  1.065  612  .990 x 2.750  45.0cc  14.7  13.8  13.0  09244500  20012

 4.530  4.375  6.535  1.065  619  .990 x 2.750  45.0cc  14.9  14.0  13.1  09244530  20013

 4.560  4.375  6.535  1.065  634  .990 x 2.750  45.0cc  15.1  14.1  13.3  09244560  20014

 4.600  4.375  6.535  1.065  635  .990 x 2.750  45.0cc  15.3  14.4  13.5  09244600  20015

 4.610  4.375  6.535  1.065  636  .990 x 2.750  45.0cc  15.4  14.4  13.6  09244610  20016

 4.625  4.375  6.535  1.065  652  .990 x 2.750  45.0cc  15.5  14.5  13.7  09244625  20017

 4.500  4.500  6.385  1.155  633  .990 x 2.750  45.0cc  15.3  14.3  13.5  09244500  20018

 4.530  4.500  6.385  1.155  641  .990 x 2.750  45.0cc  15.4  14.4  13.5  09244530  20019

 4.560  4.500  6.385  1.155  656  .990 x 2.750  45.0cc  15.7  14.7  13.9  09244560  20020

 4.600  4.500  6.385  1.155  667  .990 x 2.750  45.0cc  15.8  14.8  14.0  09244600  20021

 4.610  4.500  6.385  1.155  669  .990 x 2.750  45.0cc  15.9  14.9  14.0  09244610  20022

 4.625  4.500  6.385  1.155  678  .990 x 2.750  45.0cc  16.0  15.0  14.1  09244625  20023

 4.500  4.750  6.700  1.120  623  .990 x 2.750  45.0cc  16.5  15.4  14.5  09244500  20024

 4.530  4.750  6.700  1.120  639  .990 x 2.750  45.0cc  16.6  15.5  14.6  09244530  20025

 4.560  4.750  6.700  1.120  648  .990 x 2.750  45.0cc  16.7  15.6  14.7  09244560  20026

 4.600  4.750  6.700  1.120  654  .990 x 2.750  45.0cc  16.8  15.7  14.8  09244600  20027

 4.610  4.750  6.700  1.120  666  .990 x 2.750  45.0cc  16.9  15.8  14.9  09244610  20028

 4.625  4.750  6.700  1.120  660  .990 x 2.750  45.0cc  17.0  15.9  15.0  09244625  20029

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

•	 Designed for use with most 24°/26° cylinder heads
•	 Vertical gas ports for maximum ring seal
•	 Inboard forging design for maximum strength
•	 Suitable for small to medium nitrous applications
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Premium .043mm x .043mm x 3/16 ring package
•	 H-13 tool steel .185W wrist pins included
•	 Top ring down dimension: .300" - .290" on 1.065cd
•	 Will work with up to a intake valve size of 2.350" and exhaust valve size of 1.900"
•	 Valve pocket depth: 0.325" intake and -.120" exhaust
•	 Made from 2618 alloy
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 Big Block Chevy 20° COMPETITION SERIES

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  95cc  Ring Set  Part #
 4.600  4.375  6.385  1.215  655  .990 x 2.750  27.94cc  15.3  09224600  21000

 4.605  4.375  6.385  1.215  657  .990 x 2.750  27.94cc  15.3  09224600  21001

 4.610  4.375  6.385  1.215  658  .990 x 2.750  27.94cc  15.3  09224610  21002

 4.625  4.375  6.385  1.215  663  .990 x 2.750  27.94cc  15.4  09224625  21003

 4.600  4.375  6.535  1.065  618  .990 x 2.750  27.94cc  15.3  09224600  21004

 4.605  4.375  6.535  1.065  620  .990 x 2.750  27.94cc  15.3  09224600  21005

 4.610  4.375  6.535  1.065  622  .990 x 2.750  27.94cc  15.3  09224610  21006

 4.625  4.375  6.535  1.065  629  .990 x 2.750  27.94cc  15.4  09224625  21007

 4.600  4.500  6.385  1.155  643  .990 x 2.750  27.94cc  15.8  09224600  21008

 4.605  4.500  6.385  1.155  644  .990 x 2.750  27.94cc  15.9  09224600  21009

 4.610  4.500  6.385  1.155  647  .990 x 2.750  27.94cc  15.9  09224610  21010

 4.625  4.500  6.385  1.155  652  .990 x 2.750  27.94cc  16.0  09224625  21011

 4.600  4.750  6.700  1.120  625  .990 x 2.750  27.94cc  16.9  09224600  21012

 4.605  4.750  6.700  1.120  636  .990 x 2.750  27.94cc  17.0  09224600  21013

 4.610  4.750  6.700  1.120  639  .990 x 2.750  27.94cc  17.0  09224610  21014

 4.625  4.750  6.700  1.120  643  .990 x 2.750  27.94cc  17.1  09224625  21015

 4.600  4.250  6.385  1.270  662  .990 x 2.750  27.94cc  14.6  09224600  21016

 4.605  4.250  6.385  1.270  669  .990 x 2.750  27.94cc  14.6  09224600  21017

 4.610  4.250  6.385  1.270  670  .990 x 2.750  27.94cc  14.7  09224610  21018

 4.625  4.250  6.385  1.270  676  .990 x 2.750  27.94cc  14.7  09224625  21019

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

•	 Designed for use with Brodix SR20 and Dart 20° cylinder heads
•	 Vertical gas ports for maximum ring seal
•	 Inboard forging design for maximum strength
•	 Suitable for small to medium nitrous applications
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Premium .043mm x .043mm x 3.0mm ring package
•	 H-13 tool steel .185W wrist pins included
•	 Top ring down dimension: .295" - .280" on 1.065cd
•	 Will work with up to a intake valve size of 2.400" and exhaust valve size of 1.800"
•	 Valve pocket depth: 0.345" intake and -.030" exhaust
•	 Made from 2618 alloy

COMPRESSION RATIO
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Big Block Chevy 18° COMPETITION SERIES

COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  70cc  85cc  95cc  100cc  Ring Set  Part #
 4.600  4.250  6.385  1.270  633  .990 x 2.750  15.8cc  17.0  14.2  12.9  12.3  09224600  23000

 4.605  4.250  6.385  1.270  635  .990 x 2.750  15.8cc  17.0  14.2  12.9  12.3  09224600  23001

 4.610  4.250  6.385  1.270  636  .990 x 2.750  15.8cc  17.0  14.2  12.9  12.3  09224610  23002

 4.625  4.250  6.385  1.270  645  .990 x 2.750  15.8cc  17.1  14.3  13.0  12.4  09224625  23003

 4.600  4.375  6.385  1.215  623  .990 x 2.750  15.8cc  17.9  14.9  13.5  12.9  09224600  23004

 4.605  4.375  6.385  1.215  626  .990 x 2.750  15.8cc  17.9  14.9  13.5  12.9  09224600  23005

 4.610  4.375  6.385  1.215  627  .990 x 2.750  15.8cc  17.9  14.9  13.5  12.9  09224610  23006

 4.625  4.375  6.385  1.215  630  .990 x 2.750  15.8cc  18.0  15.0  13.6  13.0  09224625  23007

 4.600  4.375  6.535  1.065  650  .990 x 2.750  15.8cc  17.9  14.9  13.5  12.9  09314600  23008

 4.605  4.375  6.535  1.065  585  .990 x 2.750  15.8cc  17.9  14.9  13.5  12.9  09314600  23009

 4.610  4.375  6.535  1.065  588  .990 x 2.750  15.8cc  17.9  14.9  13.5  12.9  09314610  23010

 4.625  4.375  6.535  1.065  595  .990 x 2.750  15.8cc  18.0  15.0  13.6  13.0  09314625  23011

 4.600  4.750  6.700  1.120  576  .990 x 2.750  7.0cc  17.8  15.1  13.7  13.1  09224600  23012

 4.605  4.750  6.700  1.120  578  .990 x 2.750  7.0cc  17.8  15.1  3.7  13.1  09224600  23013

 4.610  4.750  6.700  1.120  580  .990 x 2.750  7.0cc  17.8  15.1  13.7  13.1  09224610  23014

 4.625  4.750  6.700  1.120  587  .990 x 2.750  7.0cc  17.9  15.2  13.8  13.2  09224625  23015

 4.600  4.500  6.385  1.155  603  .990 x 2.750  13.0cc  17.9  15.0  13.6  13.0  09224600  23016

 4.605  4.500  6.385  1.155  609  .990 x 2.750  13.0cc  17.9  15.0  13.6  13.0  09224600  23017

 4.610  4.500  6.385  1.155  613  .990 x 2.750  13.0cc  17.9  15.0  13.6  13.0  09224610  23018

 4.625  4.500  6.385  1.155  620  .990 x 2.750  13.0cc  18.0  15.1  13.7  13.1  09224625  23019

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

•	 Designed for use with Dart 18° Big Chief & Brodix 18° Big Duke cylinder heads
•	 Vertical gas ports for maximum ring seal
•	 Inboard forging design for maximum strength
•	 Suitable for small to medium nitrous applications
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Premium .043mm x .043mm x 3.0mm ring package
•	 H-13 tool steel .185W wrist pins included
•	 Top ring down dimension: .320" - .280" on 1.065cd
•	 Will work with up to a intake valve size of 2.450" and exhaust valve size of 1.900"
•	 Valve pocket depth: 0.310" intake and .080" exhaust
•	 Made from 2618 alloy
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 350 Block: 4.057 Std Bore 3.385 Std Stroke
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  95cc  Ring Set  Part #
 4.060  3.385  6.000  1.620  510  .984 x 2.500  -1.3cc  8.8  09024030  22001

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.	 	  	  	  	  	  

  Oldsmobile 350 STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM & aftermarket  

cylinder heads
•	 Top ring down dimension: .200"
•	 Ratios figured for .040 head gasket @ 9.330 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.075" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 Made from 4032 alloy and designed for applications up to 650hp

 455 Block: 4.125 Std Bore 4.250 Std Stroke
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  77cc  Ring Set  Part #
 4.125  4.250  6.735  1.750  554  .984 x 2.500  -1.3cc  11.2  09024125  61200

 4.155  4.250  6.735  1.750  560  .984 x 2.500  -1.3cc  11.3  09024155  61201

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.	 	  	  	  	  	  

  Oldsmobile 455 STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM & aftermarket cylinder heads
•	 Top ring down dimension: .200"
•	 Ratios figured for .040 head gasket @ 10.625 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.075" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 Made from 4032 alloy and designed for applications up to 650hp	

COMPRESSION RATIO

COMPRESSION RATIO

24
Order now! 586.792.6620

Fax 586.792.1105

C
O

M
P

E
T

IT
IO

N
 S

E
R

IE
S



  Oldsmobile 455 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM & aftermarket cylinder heads
•	 Top ring down dimension: .200"
•	 Ratios figured for .040 head gasket @ 10.625 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.075" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 Made from 4032 alloy and designed for applications up to 650hp

COMPRESSION RATIO 455 Block: 4.125 Std Bore 4.250 Std Stroke
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  77cc  Ring Set  Part #
 4.125  4.250  6.735  1.750  550  .984 x 2.500  -8.5cc  10.4  09024125  61202

 4.155  4.250  6.735  1.750  560  .984 x 2.500  -8.5cc  10.5  09024155  61203

 4.165  4.250  6.735  1.750  565  .984 x 2.500  -8.5cc  10.5  09024165  61204

 4.155  4.500  7.100  1.260  465  .990 x 2.500  -15.0cc  10.5  09024155  61205

 4.165  4.500  7.100  1.260  470  .990 x 2.500  -15.0cc  10.6  09024165  61206

All items in red are non-stocking parts, made-to-order as necessary.		
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.	 	  	  	  	  	  
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Pontiac 455 STREET/STRIP FLAT TOP SERIES

 455 Block: 4.151 Std Bore 4.210 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  72cc  77cc  87cc  Ring Set  Part #
 4.155  4.210  6.625  1.480  505  .980 x 2.500  -4.6cc  11.4  10.8  9.9  09024155  61000

 4.165  4.210  6.625  1.480  510  .980 x 2.500  -4.6cc  11.4  10.9  9.9  09024165  61001

 4.185  4.210  6.625  1.480  515  .980 x 2.500  -4.6cc  11.5  11.0  10.0  09024185  61002

 4.155  4.250  6.800  1.280  470  .990 x 2.500  -4.6cc  11.4  10.8  9.9  09024155  61003

 4.165  4.250  6.800  1.280  475  .990 x 2.500  -4.6cc  11.4  10.9  9.9  09024165  61004

 4.185  4.250  6.800  1.280  480  .990 x 2.500  -4.6cc  11.5  11.0  10.0  09024185  61005

 4.350  4.250  6.800  1.280  call  .990 x 2.500  -4.6cc  12.2  11.6  10.6  09024350  61006

All items in red are non-stocking parts, made-to-order as necessary	  	  	  
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Pontiac 400 STREET/STRIP FLAT TOP SERIES

 400 Block: 4.120 Std Bore 3.750 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  72cc  77cc  87cc  Ring Set  Part #
 4.125  3.750  6.700  1.630  call  .990 x 2.500  -4.6cc  10.0  9.5  8.7  09024125  22100

 4.155  3.750  6.700  1.630  call  .990 x 2.500  -4.6cc  10.1  9.7  8.8  09024155  22102

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM & aftermarket cylinder heads
•	 Top ring down dimension: .200"
•	 Ratios figured for .040 head gasket @ 10.225 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.209" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 Made from 4032 alloy and designed for applications up to 650hp

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM & aftermarket cylinder heads
•	 Top ring down dimension: .200"
•	 Ratios figured for .040 head gasket @ 10.225 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.209" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 Made from 4032 alloy and designed for applications up to 650hp
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Pontiac 455 STREET/STRIP DISH SERIES

 455 Block: 4.151 Std Bore 4.210 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  72cc  77cc  87cc  Ring Set  Part #
 4.155  4.250  6.800  1.280  call  .980 x 2.500  -10.0cc  10.8  10.3  9.5  09024155  61010

 4.165  4.250  6.800  1.280  call  .980 x 2.500  -10.0cc  10.8  10.3  9.5  09024165  61011

 4.185  4.250  6.800  1.280  call  .980 x 2.500  -10.0cc  10.9  10.4  9.6  09024185  61012

 4.155  4.500  6.700  1.255  call  .990 x 2.500  -17.0cc  10.7  10.2  9.4  09024155  61013

 4.165  4.500  6.700  1.255  call  .990 x 2.500  -17.0cc  10.7  10.3  9.5  09024165  61014

 4.185  4.500  6.700  1.255  call  .990 x 2.500  -17.0cc  10.8  10.3  9.6  09024185  61015

All items in red are non-stocking parts, made-to-order as necessary.	  	  	  
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM & aftermarket cylinder heads
•	 Top ring down dimension: .200"
•	 Ratios figured for .040 head gasket @ 10.225 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.209" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.150"
•	 Made from 4032 alloy and designed for applications up to 650hp
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Designed For Use With OEM and Aftermarket Blocks COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  70cc  76cc  Ring Set  Part #
4.000 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.3 10.7 10.4 09054005 21510-RS

4.005 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.3 10.7 10.4 09054005 21511-RS

4.010 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.3 10.7 10.4 09054010 21512-RS

4.030 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.4 10.8 10.5 09054030 21513-RS

4.035 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.5 10.9 10.5 09054030 21514-RS

4.065 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.6 11.0 10.7 09054065 21515-RS

4.070 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.7 11.0 10.7 09054070 21516-RS

4.080 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.7 11.1 10.7 09054080 21517-RS

4.125 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 11.9 11.3 10.9 09054125 21518-RS

4.185 4.000 6.125 1.115 call .927 x 2.250 -3.0cc 12.3 11.6 11.2 09054185 21519-RS

4.030 4.125 6.125 1.053 call .927 x 2.250 -3.0cc 11.8 11.1 10.8 09054030 21520-RS

4.070 4.125 6.125 1.053 call .927 x 2.250 -3.0cc 12.0 11.3 11.0 09054070 21521-RS

4.125 4.125 6.125 1.053 call .927 x 2.250 -3.0cc 12.3 11.6 11.3 09054125 21522-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Chevy LS2K 15° FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket 15° cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .280" (1.115cd) .250" (1.053cd)
•	 Ratios figured for .053 head gasket
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.200" intake and .145" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP
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Designed For Use With OEM and Aftermarket Blocks COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  70cc  76cc  Ring Set  Part #
4.000 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 10.0 9.5 9.2 09054005 21536-RS

4.005 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 10.0 9.5 9.2 09054005 21537-RS

4.010 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 10.0 9.5 9.2 09024010 21538-RS

4.030 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 10.0 9.5 9.3 09054030 21539-RS

4.035 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 10.0 9.5 9.3 09054030 21540-RS

4.065 4.000 6.125 1.115 call .927 x 2.250 -18.0cc 10.0 9.5 9.3 09054065 21541-RS

4.070 4.000 6.125 1.115 call .927 x 2.250 -18.0cc 10.0 9.5 9.3 09054070 21542-RS

4.080 4.000 6.125 1.115 call .927 x 2.250 -18.0cc 10.0 9.5 9.3 09054080 21543-RS

4.125 4.000 6.125 1.115 call .927 x 2.250 -21.0cc 10.0 9.5 9.3 09054125 21544-RS

4.185 4.000 6.125 1.115 call .927 x 2.250 -24.0cc 10.0 9.5 9.3 09054185 21545-RS

4.030 4.125 6.125 1.053 call .927 x 2.250 -20.0cc 10.0 9.5 9.3 09054030 21546-RS

4.070 4.125 6.125 1.053 call .927 x 2.250 -21.0cc 10.0 9.5 9.3 09054070 21547-RS

4.125 4.125 6.125 1.053 call .927 x 2.250 -24.0cc 10.0 9.5 9.3 09054125 21548-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Chevy LS2K 15° DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket 15° cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .280" (1.115cd) .250" (1.053cd)
•	 Ratios figured for .053 head gasket
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.200" intake and .145" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP			 
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Designed For Use With OEM and Aftermarket Blocks COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  70cc  76cc  Ring Set  Part #
4.000 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.6 10.4 10.2 09054005 21523-RS

4.005 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.6 10.4 10.2 09054005 21524-RS

4.010 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.6 10.4 10.2 09024010 21525-RS

4.030 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.7 10.5 10.3 09054030 21526-RS

4.035 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.8 10.5 10.3 09054030 21527-RS

4.065 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.9 10.7 10.5 09054065 21528-RS

4.070 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 10.9 10.7 10.5 09054070 21529-RS

4.080 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 11.0 10.8 10.5 09054080 21530-RS

4.125 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 11.2 11.0 10.7 09054125 21531-RS

4.185 4.000 6.125 1.115 call .927 x 2.250 -4.8cc 11.5 11.3 11.0 09054185 21532-RS

4.030 4.125 6.125 1.053 call .927 x 2.250 -4.8cc 11.0 10.8 10.6 09054030 21533-RS

4.070 4.125 6.125 1.053 call .927 x 2.250 -4.8cc 11.2 11.0 10.8 09054070 21534-RS

4.125 4.125 6.125 1.053 call .927 x 2.250 -4.8cc 11.5 11.3 11.1 09054125 21535-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Chevy LS2K 12° FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket 12° cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .280" (1.115cd) .250" (1.053cd)
•	 Ratios figured for .053 head gasket
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.220" intake and .162" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP
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Designed For Use With OEM and Aftermarket Blocks COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  70cc  76cc  Ring Set  Part #
4.000 4.000 6.125 1.115 call .927 x 2.250 -14.0cc 9.7 9.5 9.3 09054005 21549-RS

4.005 4.000 6.125 1.115 call .927 x 2.250 -14.0cc 9.7 9.5 9.3 09054005 21550-RS

4.010 4.000 6.125 1.115 call .927 x 2.250 -14.0cc 9.7 9.5 9.4 09054010 21551-RS

4.030 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 9.7 9.5 9.4 09054030 21552-RS

4.035 4.000 6.125 1.115 call .927 x 2.250 -15.0cc 9.7 9.5 9.4 09054030 21553-RS

4.065 4.000 6.125 1.115 call .927 x 2.250 -17.0cc 9.7 9.5 9.3 09054065 21554-RS

4.070 4.000 6.125 1.115 call .927 x 2.250 -17.0cc 9.7 9.5 9.4 09054070 21555-RS

4.080 4.000 6.125 1.115 call .927 x 2.250 -18.0cc 9.7 9.5 9.3 09054080 21556-RS

4.125 4.000 6.125 1.115 call .927 x 2.250 -20.0cc 9.7 9.5 9.3 09054125 21557-RS

4.185 4.000 6.125 1.115 call .927 x 2.250 -23.0cc 9.7 9.5 9.3 09054185 21558-RS

4.030 4.125 6.125 1.053 call .927 x 2.250 -18.0cc 9.7 9.5 9.4 09054030 21559-RS

4.070 4.125 6.125 1.053 call .927 x 2.250 -20.0cc 9.7 9.5 9.4 09054070 21560-RS

4.125 4.125 6.125 1.053 call .927 x 2.250 -23.0cc 9.7 9.5 9.4 09054125 21561-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Chevy LS2K 12° DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket 12° cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .280" (1.115cd) .250" (1.053cd)
•	 Ratios figured for .053 head gasket
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.220" intake and .162" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP
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Ford MOD2K 4.6L TRICK FLOW 2V SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.180" intake and .100" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP

4.6L Block: 3.552" Std Bore - 3.543" Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  44cc  Ring Set  Part #
3.552 3.543 5.933 1.220 call .866 x 2.250 -9.5cc 10.0 09053552 30300-RS

3.562 3.543 5.933 1.220 call .866 x 2.250 -9.5cc 10.0 09053562 30301-RS

3.572 3.543 5.933 1.220 call .866 x 2.250 -9.5cc 10.1 09053572 30302-RS

3.582 3.543 5.933 1.220 call .866 x 2.250 -9.5cc 10.1 09053582 30303-RS

3.552 3.543 5.933 1.220 call .866 x 2.250 -13.5cc 9.5 09053552 30304-RS

3.562 3.543 5.933 1.220 call .866 x 2.250 -13.5cc 9.5 09053562 30305-RS

3.572 3.543 5.933 1.220 call .866 x 2.250 -13.5cc 9.6 09053572 30306-RS

3.582 3.543 5.933 1.220 call .866 x 2.250 -13.5cc 9.6 09053582 30307-RS

3.552 3.750 5.850 1.200 call .866 x 2.250 -13.5cc 10.0 09053552 30308-RS

3.562 3.750 5.850 1.200 call .866 x 2.250 -13.5cc 10.0 09053562 30309-RS

3.572 3.750 5.850 1.200 call .866 x 2.250 -13.5cc 10.1 09053572 30310-RS

3.582 3.750 5.850 1.200 call .866 x 2.250 -13.5cc 10.1 09053582 30311-RS

3.552 3.750 5.850 1.200 call .866 x 2.250 -17.5cc 9.5 09053552 30312-RS

3.562 3.750 5.850 1.200 call .866 x 2.250 -17.5cc 9.5 09053562 30313-RS

3.572 3.750 5.850 1.200 call .866 x 2.250 -17.5cc 9.6 09053572 30314-RS

3.582 3.750 5.850 1.200 call .866 x 2.250 -17.5cc 9.6 09053582 30315-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.
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Ford MOD2K 4.6L DOHC 4V SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.165" intake and .070" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP

4.6L Block: 3.552" Std Bore - 3.543" Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  52cc  Ring Set  Part #
3.552 3.543 5.933 1.220 call .866 x 2.250 -1.8cc 10.0 09053552 30316-RS

3.562 3.543 5.933 1.220 call .866 x 2.250 -1.8cc 10.0 09053562 30317-RS

3.572 3.543 5.933 1.220 call .866 x 2.250 -1.8cc 10.1 09053572 30318-RS

3.582 3.543 5.933 1.220 call .866 x 2.250 -1.8cc 10.1 09053582 30319-RS

3.552 3.543 5.933 1.220 call .866 x 2.250 -5.5cc 9.5 09053552 30320-RS

3.562 3.543 5.933 1.220 call .866 x 2.250 -5.5cc 9.5 09053562 30321-RS

3.572 3.543 5.933 1.220 call .866 x 2.250 -5.5cc 9.6 09053572 30322-RS

3.582 3.543 5.933 1.220 call .866 x 2.250 -5.5cc 9.6 09053582 30323-RS

3.552 3.750 5.850 1.200 call .866 x 2.250 -5.5cc 10.0 09053552 30324-RS

3.562 3.750 5.850 1.200 call .866 x 2.250 -5.5cc 10.0 09053562 30325-RS

3.572 3.750 5.850 1.200 call .866 x 2.250 -5.5cc 10.1 09053572 30326-RS

3.582 3.750 5.850 1.200 call .866 x 2.250 -5.5cc 10.1 09053582 30327-RS

3.552 3.750 5.850 1.200 call .866 x 2.250 -9.5cc 9.5 09053552 30328-RS

3.562 3.750 5.850 1.200 call .866 x 2.250 -9.5cc 9.5 09053562 30329-RS

3.572 3.750 5.850 1.200 call .866 x 2.250 -9.5cc 9.6 09053572 30330-RS

3.582 3.750 5.850 1.200 call .866 x 2.250 -9.5cc 9.6 09053582 30331-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.
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Ford MOD2K 5.0L COYOTE SERIES

•	 Factory piston oil squiters must be removed when using this product
•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with Gen 1,2 and 3 (DI) cylinder heads
•	 Inboard forging design with fully machined under crown for maximum strength
•	 Valve pockets designed to work with most aftermarket cylinder heads
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium H-13 .225W wrist pins included chamfered for round wire locks
•	 Valve pocket depth: 0.100" intake and .100" exhaust
•	 2618 material for High HP-NOS-Boost applications - rated for 2000HP

    GEN 1 & 2 5.0L Block: 3.630" Std Bore - 3.650" Std Stroke COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 57cc Ring Set Part #

3.630 3.650 5.933 1.169 call .866 x 2.250 8.0cc 11.5 09053630 30332-RS

3.635 3.650 5.933 1.169 call .866 x 2.250 8.0cc 11.6 09053630 30333-RS

3.640 3.650 5.933 1.169 call .866 x 2.250 8.0cc 11.6 09053640 30334-RS

3.650 3.650 5.933 1.169 call .866 x 2.250 8.0cc 11.6 09053650 30335-RS

3.630 3.650 5.933 1.169 call .866 x 2.250 5.0cc 11.0 09053630 30336-RS

3.635 3.650 5.933 1.169 call .866 x 2.250 5.0cc 11.0 09053630 30337-RS

3.640 3.650 5.933 1.169 call .866 x 2.250 5.0cc 11.1 09053640 30338-RS

3.650 3.650 5.933 1.169 call .866 x 2.250 5.0cc 11.1 09053650 30339-RS

3.630 3.650 5.933 1.169 call .866 x 2.250 1.8cc 10.5 09053630 30340-RS

3.635 3.650 5.933 1.169 call .866 x 2.250 1.8cc 10.5 09053630 30341-RS

3.640 3.650 5.933 1.169 call .866 x 2.250 1.8cc 10.6 09053640 30342-RS

3.650 3.650 5.933 1.169 call .866 x 2.250 1.8cc 10.6 09053650 30343-RS

3.630 3.650 5.933 1.169 call .866 x 2.250 -2.0cc 10.0 09053630 30344-RS

3.635 3.650 5.933 1.169 call .866 x 2.250 -2.0cc 10.0 09053630 30345-RS

3.640 3.650 5.933 1.169 call .866 x 2.250 -2.0cc 10.0 09053640 30346-RS

3.650 3.650 5.933 1.169 call .866 x 2.250 -2.0cc 10.1 09053650 30347-RS

3.630 3.650 5.933 1.169 call .866 x 2.250 -6.0cc 9.5 09053630 30348-RS

3.635 3.650 5.933 1.169 call .866 x 2.250 -6.0cc 9.5 09053630 30349-RS

3.640 3.650 5.933 1.169 call .866 x 2.250 -6.0cc 9.5 09053640 30350-RS

3.650 3.650 5.933 1.169 call .866 x 2.250 -6.0cc 9.6 09053650 30351-RS

    GEN 3 5.0L Block: 3.661" Std Bore - 3.650" Std Stroke COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 57cc Ring Set Part #

3.661 3.650 5.933 1.165 call .866 x 2.250 8.0cc 11.6 09053662 30352-RS

3.681 3.650 5.933 1.165 call .866 x 2.250 8.0cc 11.7 09053682 30353-RS

3.661 3.650 5.933 1.165 call .866 x 2.250 1.0cc 10.5 09053662 30354-RS

3.681 3.650 5.933 1.165 call .866 x 2.250 1.0cc 10.6 09053682 30355-RS

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.
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Ratio Figured For 9.800" Deck Height COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 110cc 118cc 124cc  Ring Set  Part #
4.250 4.000 6.135 1.645 call .990 x 2.930 -3.0cc 8.5 8.1 7.7 09714250 70200

4.280 4.000 6.135 1.645 call .990 x 2.930 -3.0cc 8.6 8.1 7.8 09714280 70201

4.310 4.000 6.135 1.645 call .990 x 2.930 -3.0cc 8.7 8.2 7.9 09714310 70202

4.320 4.000 6.135 1.645 call .990 x 2.930 -3.0cc 8.8 8.3 8.0 09714320 70203

4.250 4.000 6.385 1.395 call .990 x 2.930 -3.0cc 8.5 8.1 7.7 09714250 70204

4.280 4.000 6.385 1.395 call .990 x 2.930 -3.0cc 8.6 8.1 7.8 09714280 70205

4.310 4.000 6.385 1.395 call .990 x 2.930 -3.0cc 8.7 8.2 7.9 09714310 70206

4.320 4.000 6.385 1.395 call .990 x 2.930 -3.0cc 8.8 8.3 8.0 09714320 70207

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

24°/26° MARINE FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .325"
•	 Ratios figured for .041 head gasket
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.325" intake and 0.000" exhaust
•	 2618 material

Big Block Chevy
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Ratio Figured For 10.180" Deck Height COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 110cc 118cc 124cc  Ring Set  Part #
4.470 4.500 6.535 1.395 call .990 x 2.930 -32.0cc 8.5 8.1 7.9 09714470 70239
4.500 4.500 6.535 1.395 call .990 x 2.930 -32.0cc 8.6 8.2 8.0 09714500 70240
4.505 4.500 6.535 1.395 call .990 x 2.930 -32.0cc 8.6 8.2 8.0 09714500 70241
4.530 4.500 6.535 1.395 call .990 x 2.930 -36.0cc 8.5 8.1 7.9 09714530 70242
4.560 4.500 6.535 1.395 call .990 x 2.930 -36.0cc 8.6 8.2 8.0 09714560 70243
4.570 4.500 6.535 1.395 call .990 x 2.930 -39.0cc 8.5 8.1 7.9 09714570 70244
4.580 4.500 6.535 1.395 call .990 x 2.930 -39.0cc 8.5 8.2 7.9 09714580 70245
4.590 4.500 6.535 1.395 call .990 x 2.930 -39.0cc 8.5 8.2 7.9 09714590 70246
4.600 4.500 6.535 1.395 call .990 x 2.930 -39.0cc 8.6 8.2 8.0 09714600 70247

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number.
Contact Diamond Pistons for tech assistance.

Ratio Figured For 9.780" Deck Height COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 110cc 118cc 124cc  Ring Set  Part #
4.470 4.000 6.135 1.645 call .990 x 2.930 -15.0cc 8.5 8.1 7.8 09714470 70208
4.500 4.000 6.135 1.645 call .990 x 2.930 -15.0cc 8.6 8.2 7.9 09714500 70209
4.505 4.000 6.135 1.645 call .990 x 2.930 -15.0cc 8.6 8.2 7.9 09714500 70210
4.530 4.000 6.135 1.645 call .990 x 2.930 -18.0cc 8.5 8.1 7.8 09714530 70211
4.560 4.000 6.135 1.645 call .990 x 2.930 -18.0cc 8.6 8.2 7.9 09714560 70212
4.570 4.000 6.135 1.645 call .990 x 2.930 -18.0cc 8.7 8.2 8.0 09714570 70213
4.580 4.000 6.135 1.645 call .990 x 2.930 -20.0cc 8.6 8.2 7.9 09714580 70214
4.590 4.000 6.135 1.645 call .990 x 2.930 -20.0cc 8.6 8.2 7.9 09714590 70215
4.600 4.000 6.135 1.645 call .990 x 2.930 -20.0cc 8.6 8.2 8.0 09714600 70216
4.470 4.000 6.385 1.395 call .990 x 2.930 -15.0cc 8.5 8.1 7.8 09714470 70217
4.500 4.000 6.385 1.395 call .990 x 2.930 -15.0cc 8.6 8.2 7.9 09714500 70218
4.505 4.000 6.385 1.395 call .990 x 2.930 -15.0cc 8.6 8.2 7.9 09714500 70219
4.530 4.000 6.385 1.395 call .990 x 2.930 -18.0cc 8.5 8.1 7.8 09714530 70220
4.560 4.000 6.385 1.395 call .990 x 2.930 -18.0cc 8.6 8.2 7.9 09714560 70221
4.570 4.000 6.385 1.395 call .990 x 2.930 -18.0cc 8.7 8.2 8.0 09714570 70222
4.580 4.000 6.385 1.395 call .990 x 2.930 -20.0cc 8.6 8.2 7.9 09714580 70223
4.590 4.000 6.385 1.395 call .990 x 2.930 -20.0cc 8.6 8.2 7.9 09714590 70224
4.600 4.000 6.385 1.395 call .990 x 2.930 -20.0cc 8.6 8.2 8.0 09714600 70225
4.250 4.250 6.385 1.270 call .990 x 2.930 -10.0cc 8.5 8.1 7.8 09714250 70226
4.280 4.250 6.385 1.270 call .990 x 2.930 -10.0cc 8.7 8.2 7.9 09714280 70227
4.310 4.250 6.385 1.270 call .990 x 2.930 -14.0cc 8.5 8.1 7.8 09714310 70228
4.320 4.250 6.385 1.270 call .990 x 2.930 -14.0cc 8.5 8.1 7.8 09714320 70229
4.470 4.250 6.385 1.270 call .990 x 2.930 -24.0cc 8.5 8.1 7.8 09714470 70230
4.500 4.250 6.385 1.270 call .990 x 2.930 -24.0cc 8.6 8.2 7.9 09714500 70231
4.505 4.250 6.385 1.270 call .990 x 2.930 -24.0cc 8.6 8.2 7.9 09714500 70232
4.530 4.250 6.385 1.270 call .990 x 2.930 -28.0cc 8.5 8.1 7.8 09714530 70233
4.560 4.250 6.385 1.270 call .990 x 2.930 -28.0cc 8.6 8.2 7.9 09714560 70234
4.570 4.250 6.385 1.270 call .990 x 2.930 -28.0cc 8.6 8.2 7.9 09714570 70235
4.580 4.250 6.385 1.270 call .990 x 2.930 -30.0cc 8.5 8.1 7.9 09714580 70236
4.590 4.250 6.385 1.270 call .990 x 2.930 -30.0cc 8.5 8.2 7.9 09714590 70237
4.600 4.250 6.385 1.270 call .990 x 2.930 -30.0cc 8.6 7.2 7.9 09714600 70238

24°/26° MARINE DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 D-shaped dish design for ideal quench for marine grade gas applications.
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Top ring down dimension: .300"
•	 Ratios figured for .041 head gasket
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.325" intake and 0.000" exhaust
•	 2618 material

Big Block Chevy
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MERCURY7.4L 454 MAGNUM/MPI SERIES

•	 3D milling on piston crowns for ready to install finish 
•	 Direct replacement piston for the Mercury/Quicksilver Part# 737-881714T 
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: .290" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included 
•	 Premium 8620 .155W wrist pins chamfered for roundwire locks included 
•	 Valve pocket depth: 0.115" intake and 0.000" exhaust 
•	 4032 material 

Ratio Figured For 9.800" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.000 6.135 1.645 646 .990 x 2.930 -0.70cc 7.8 09714250 70000

4.251 4.000 6.135 1.645 call .990 x 2.930 -0.70cc 7.8 09714250 70001

4.252 4.000 6.135 1.645 call .990 x 2.930 -0.70cc 7.8 09714250 70002

4.253 4.000 6.135 1.645 call .990 x 2.930 -0.70cc 7.8 09714250 70003

4.254 4.000 6.135 1.645 call .990 x 2.930 -0.70cc 7.8 09714250 70004

4.255 4.000 6.135 1.645 call .990 x 2.930 -0.70cc 7.8 09714250 70005

4.280 4.000 6.135 1.645 call .990 x 2.930 -0.70cc 7.9 09714280 70006

Ratio Figured For 9.790" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.8 09714250 70007

4.251 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.8 09714250 70008

4.252 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.8 09714250 70009

4.253 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.8 09714250 70010

4.254 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.8 09714250 70011

4.255 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.8 09714250 70012

4.280 4.000 6.135 1.635 call .990 x 2.930 -0.70cc 7.9 09714280 70013

Ratio Figured For 9.780" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.8 09714250 70014

4.251 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.8 09714250 70015

4.252 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.8 09714250 70016

4.253 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.8 09714250 70017

4.254 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.8 09714250 70018

4.255 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.8 09714250 70019

4.280 4.000 6.135 1.625 call .990 x 2.930 -0.70cc 7.9 09714280 70020

4.250" Std Bore - 1.645" Std C.D.- 9.800" Std Deck Height
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MERCURY7.4L 454 MAGNUM/MPI SERIES

Ratio Figured For 9.770" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.8 09714250 70021

4.251 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.8 09714250 70022

4.252 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.8 09714250 70023

4.253 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.8 09714250 70024

4.254 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.8 09714250 70025

4.255 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.8 09714250 70026

4.280 4.000 6.135 1.615 call .990 x 2.930 -0.70cc 7.9 09714280 70027

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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4.250" Std Bore - 1.365" Std C.D.- 10.231" Std Deck Height

MERCURY8.1L 496 MAGNUM SERIES

•	 3D milling on piston crowns for ready to install finish 
•	� Direct replacement piston for the Mercury/Quicksilver  

Part# 735-883515002 (Port)
•	� Direct replacement piston for the Mercury/Quicksilver  

Part# 735-881592002 (Starboard) 
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: .200" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included 
•	� Premium 8620 .165W wrist pins chamfered for roundwire  

locks included 
•	 Valve pocket depth: 0.125" intake and 0.000" exhaust 
•	 4032 material 

Ratio Figured For 10.231" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.370 6.695 1.365 575 1.040 x 2.930 -0.40cc 8.9 09714250 70028

4.251 4.370 6.695 1.365 call 1.040 x 2.930 -0.40cc 8.9 09714250 70029

4.252 4.370 6.695 1.365 call 1.040 x 2.930 -0.40cc 8.9 09714250 70030

4.253 4.370 6.695 1.365 call 1.040 x 2.930 -0.40cc 8.9 09714250 70031

4.254 4.370 6.695 1.365 call 1.040 x 2.930 -0.40cc 8.9 09714250 70032

4.255 4.370 6.695 1.365 call 1.040 x 2.930 -0.40cc 8.9 09714250 70033

4.280 4.370 6.695 1.365 call 1.040 x 2.930 -0.40cc 9.0 09714280 70034

Ratio Figured For 10.221" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 8.9 09714250 70035

4.251 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 8.9 09714250 70036

4.252 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 8.9 09714250 70037

4.253 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 8.9 09714250 70038

4.254 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 8.9 09714250 70039

4.255 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 8.9 09714250 70040

4.280 4.370 6.695 1.355 call 1.040 x 2.930 -0.40cc 9.0 09714280 70041

Ratio Figured For 10.211" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 8.9 09714250 70042

4.251 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 8.9 09714250 70043

4.252 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 8.9 09714250 70044

4.253 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 8.9 09714250 70045

4.254 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 8.9 09714250 70046

4.255 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 8.9 09714250 70047

4.280 4.370 6.695 1.345 call 1.040 x 2.930 -0.40cc 9.0 09714280 70048
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MERCURY8.1L 496 MAGNUM SERIES

Ratio Figured For 10.201" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.250 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 8.9 09714250 70049

4.251 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 8.9 09714250 70050

4.252 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 8.9 09714250 70051

4.253 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 8.9 09714250 70052

4.254 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 8.9 09714250 70053

4.255 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 8.9 09714250 70054

4.280 4.370 6.695 1.335 call 1.040 x 2.930 -0.40cc 9.0 09714280 70055

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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4.470" Std Bore - 1.645" Std C.D.- 9.800" Std Deck Height

MERCURY
•	 3D milling on piston crowns for ready to install finish 
•	� Direct replacement piston for the Mercury/Quicksilver Part# 737-827664  

(8.2L Mag/MPI Gen 6) 
•	� Direct replacement piston for the Mercury/Quicksilver Part# 700-8M0005739 

(500EFI & 525EFI)
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: .305" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included 
•	 Premium 8620 .155W wrist pins chamfered for roundwire locks included 
•	 Valve pocket depth: 0.280" intake and 0.000" exhaust
•	 4032 material   

Ratio Figured For 9.800" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.645 688 .990 x 2.930 3.3cc 8.6 09714470 70056

4.471 4.000 6.135 1.645 call .990 x 2.930 3.3cc 8.6 09714470 70057

4.472 4.000 6.135 1.645 call .990 x 2.930 3.3cc 8.6 09714470 70058

4.473 4.000 6.135 1.645 call .990 x 2.930 3.3cc 8.6 09714470 70059

4.474 4.000 6.135 1.645 call .990 x 2.930 3.3cc 8.6 09714470 70060

4.475 4.000 6.135 1.645 call .990 x 2.930 3.3cc 8.6 09714470 70061

4.500 4.000 6.135 1.645 call .990 x 2.930 3.3cc 8.7 09714500 70062

Ratio Figured For 9.790" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.6 09714470 70063

4.471 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.6 09714470 70064

4.472 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.6 09714470 70065

4.473 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.6 09714470 70066

4.474 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.6 09714470 70067

4.475 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.6 09714470 70068

4.500 4.000 6.135 1.635 call .990 x 2.930 3.3cc 8.7 09714500 70069

Ratio Figured For 9.780" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.6 09714470 70070

4.471 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.6 09714470 70071

4.472 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.6 09714470 70072

4.473 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.6 09714470 70073

4.474 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.6 09714470 70074

4.475 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.6 09714470 70075

4.500 4.000 6.135 1.625 call .990 x 2.930 3.3cc 8.7 09714500 70076

8.2L 502 MAG/MPI, 500EFI & 525EFI SERIES
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MERCURY
Ratio Figured For 9.770" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.6 09714470 70077

4.471 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.6 09714470 70078

4.472 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.6 09714470 70079

4.473 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.6 09714470 70080

4.474 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.6 09714470 70081

4.475 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.6 09714470 70082

4.500 4.000 6.135 1.615 call .990 x 2.930 3.3cc 8.7 09714500 70083

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

8.2L 502 MAG/MPI, 500EFI & 525EFI SERIES
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4.466" Std Bore - 1.287" Std C.D.- 9.800" Std Deck Height

MERCURY
•	 3D milling on piston crowns for ready to install finish 
•	 Direct replacement piston for the Mercury/Quicksilver Part# 700-8M0064630 
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: 210" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included 
•	 Premium H-13 .195W wrist pins chamfered for roundwire locks included 
•	 Valve pocket depth: 0.130" intake and 0.000" exhaust
•	 2618 material   

Ratio Figured For 9.800" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.466 4.250 6.385 1.285 571 .984 x 2.650 -0.55cc 9.1 09714470 70084

4.467 4.250 6.385 1.285 call .984 x 2.650 -0.55cc 9.1 09714470 70085

4.468 4.250 6.385 1.285 call .984 x 2.650 -0.55cc 9.1 09714470 70086

4.469 4.250 6.385 1.285 call .984 x 2.650 -0.55cc 9.1 09714470 70087

4.470 4.250 6.385 1.285 call .984 x 2.650 -0.55cc 9.1 09714470 70088

4.471 4.250 6.385 1.285 call .984 x 2.650 -0.55cc 9.1 09714470 70089

4.496 4.250 6.385 1.285 call .984 x 2.650 -0.55cc 9.2 09714500 70090

Ratio Figured For 9.790" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.466 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.1 09714470 70091

4.467 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.1 09714470 70092

4.468 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.1 09714470 70093

4.469 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.1 09714470 70094

4.470 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.1 09714470 70095

4.471 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.1 09714470 70096

4.496 4.250 6.385 1.275 call .984 x 2.650 -0.55cc 9.2 09714500 70097

Ratio Figured For 9.780" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.466 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.1 09714470 70098

4.467 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.1 09714470 70099

4.468 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.1 09714470 70100

4.469 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.1 09714470 70101

4.470 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.1 09714470 70102

4.471 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.1 09714470 70103

4.496 4.250 6.385 1.265 call .984 x 2.650 -0.55cc 9.2 09714500 70104

565EFI SERIES
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MERCURY
Ratio Figured For 9.770" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.466 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.1 09714470 70105

4.467 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.1 09714470 70106

4.468 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.1 09714470 70107

4.469 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.1 09714470 70108

4.470 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.1 09714470 70109

4.471 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.1 09714470 70110

4.496 4.250 6.385 1.255 call .984 x 2.650 -0.55cc 9.2 09714500 70111

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

565EFI SERIES

45
DiamondRacing.net
Tech support 586.792.6620

M
A

R
IN

E
 S

E
R

IE
S



4.470" Std Bore - 1.641" Std C.D.- 9.800" Std Deck Height

MERCURY
•	 3D milling on piston crowns for ready to install finish 
•	 Direct replacement piston for the Mercury/Quicksilver Part# 798-849022T1 
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: .385" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included 
•	 Premium H-13 .195W wrist pins chamfered for roundwire locks included 
•	 Valve pocket depth: 0.295" intake and 0.000" exhaust
•	 2618 material

Ratio Figured For 9.800" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.641 673 .990 x 2.650 -13.0cc 7.7 09714470 70112

4.471 4.000 6.135 1.641 call .990 x 2.650 -13.0cc 7.7 09714470 70113

4.472 4.000 6.135 1.641 call .990 x 2.650 -13.0cc 7.7 09714470 70114

4.473 4.000 6.135 1.641 call .990 x 2.650 -13.0cc 7.7 09714470 70115

4.474 4.000 6.135 1.641 call .990 x 2.650 -13.0cc 7.8 09714470 70116

4.475 4.000 6.135 1.641 call .990 x 2.650 -13.0cc 7.8 09714470 70117

4.500 4.000 6.135 1.641 call .990 x 2.650 -13.0cc 7.8 09714500 70118

Ratio Figured For 9.790" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.7 09714470 70119

4.471 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.7 09714470 70120

4.472 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.7 09714470 70121

4.473 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.7 09714470 70122

4.474 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.8 09714470 70123

4.475 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.8 09714470 70124

4.500 4.000 6.135 1.631 call .990 x 2.650 -13.0cc 7.8 09714500 70125

Ratio Figured For 9.780" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.7 09714470 70126

4.471 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.7 09714470 70127

4.472 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.7 09714470 70128

4.473 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.7 09714470 70129

4.474 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.8 09714470 70130

4.475 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.8 09714470 70131

4.500 4.000 6.135 1.621 call .990 x 2.650 -13.0cc 7.8 09714500 70132

575SCI SERIES
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MERCURY
Ratio Figured For 9.770" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.7 09714470 70133

4.471 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.7 09714470 70134

4.472 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.7 09714470 70135

4.473 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.7 09714470 70136

4.474 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.8 09714470 70137

4.475 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.8 09714470 70138

4.500 4.000 6.135 1.611 call .990 x 2.650 -13.0cc 7.8 09714500 70139

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

575SCI SERIES
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4.470" Std Bore - 1.415" Std C.D.- 9.800" Std Deck Height

MERCURY
•	 3D milling on piston crowns for ready to install finish 
•	 Direct replacement piston for the Mercury/Quicksilver Part# 798-843231T01 
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: .285" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included 
•	 Premium H-13 .195W wrist pins chamfered for roundwire locks included 
•	 Valve pocket depth: 0.000" intake and 0.000" exhaust   
•	 2618 material   

Ratio Figured For 9.800" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.385 1.415 590 .984 x 2.650 -21.5cc 7.7 09714470 70140

4.471 4.000 6.385 1.415 call .984 x 2.650 -21.5cc 7.7 09714470 70141

4.472 4.000 6.385 1.415 call .984 x 2.650 -21.5cc 7.7 09714470 70142

4.473 4.000 6.385 1.415 call .984 x 2.650 -21.5cc 7.7 09714470 70143

4.474 4.000 6.385 1.415 call .984 x 2.650 -21.5cc 7.7 09714470 70144

4.475 4.000 6.385 1.415 call .984 x 2.650 -21.5cc 7.7 09714470 70145

4.500 4.000 6.385 1.415 call .984 x 2.650 -21.5cc 7.7 09714500 70146

Ratio Figured For 9.790" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714470 70147

4.471 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714470 70148

4.472 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714470 70149

4.473 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714470 70150

4.474 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714470 70151

4.475 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714470 70152

4.500 4.000 6.385 1.405 call .984 x 2.650 -21.5cc 7.7 09714500 70153

Ratio Figured For 9.780" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714470 70154

4.471 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714470 70155

4.472 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714470 70156

4.473 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714470 70157

4.474 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714470 70158

4.475 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714470 70159

4.500 4.000 6.385 1.395 call .984 x 2.650 -21.5cc 7.7 09714500 70160

600SCI, 662SCI & 700SCI SERIES
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MERCURY
Ratio Figured For 9.770" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 118cc Ring Set Part #
4.470 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714470 70161

4.471 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714470 70162

4.472 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714470 70163

4.473 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714470 70164

4.474 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714470 70165

4.475 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714470 70166

4.500 4.000 6.385 1.385 call .984 x 2.650 -21.5cc 7.7 09714500 70167

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

600SCI, 662SCI & 700SCI SERIES
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4.500" Std Bore - 1.380" Std C.D.- 10.200" Std Deck Height

MERCURY 850SCI, 1025SCI, 1075SCI  
&1200SCI SERIES

•	 3D milling on piston crowns for ready to install finish  
•	� Direct replacement piston for the Mercury/Quicksilver Part# 2700-842604A06
•	 Moly skirt coating for friction loss and skirt wear protection  
•	 Top ring down dimension: .290"  
•	 Ratios figured for .051 head gasket  
•	 Premium 1.5mm x 1.5mm x 4.0mm ring package included  
•	� DLC coated H-13 .210W tapered wrist pins chamfered for roundwire  

locks included  
•	 Valve pocket depth: 0.075" intake and 0.000" exhaust   
•	 2618 material   

Ratio Figured For 10.200" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 124cc Ring Set Part #
4.500 4.375 6.535 1.380 668 .990 x 2.930 -0.20cc 7.9 09714500 70168

4.501 4.375 6.535 1.380 call .990 x 2.930 -0.20cc 7.9 09714500 70169

4.502 4.375 6.535 1.380 call .990 x 2.930 -0.20cc 7.9 09714500 70170

4.503 4.375 6.535 1.380 call .990 x 2.930 -0.20cc 7.9 09714500 70171

4.504 4.375 6.535 1.380 call .990 x 2.930 -0.20cc 7.9 09714500 70172

4.505 4.375 6.535 1.380 call .990 x 2.930 -0.20cc 7.9 09714500 70173

4.530 4.375 6.535 1.380 call .990 x 2.930 -0.20cc 8.0 09714530 70174

Ratio Figured For 10.190" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 124cc Ring Set Part #
4.500 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 7.9 09714500 70175

4.501 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 7.9 09714500 70176

4.502 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 7.9 09714500 70177

4.503 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 7.9 09714500 70178

4.504 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 7.9 09714500 70179

4.505 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 7.9 09714500 70180

4.530 4.375 6.535 1.370 call .990 x 2.930 -0.20cc 8.0 09714530 70181

Ratio Figured For 10.180" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 124cc Ring Set Part #
4.500 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 7.9 09714500 70182

4.501 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 7.9 09714500 70183

4.502 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 7.9 09714500 70184

4.503 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 7.9 09714500 70185

4.504 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 7.9 09714500 70186

4.505 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 7.9 09714500 70187

4.530 4.375 6.535 1.360 call .990 x 2.930 -0.20cc 8.0 09714530 70188
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MERCURY 850SCI, 1025SCI, 1075SCI  
&1200SCI SERIES

Ratio Figured For 10.170" Deck Height COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's 124cc Ring Set Part #
4.500 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 7.9 09714500 70189

4.501 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 7.9 09714500 70190

4.502 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 7.9 09714500 70191

4.503 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 7.9 09714500 70192

4.504 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 7.9 09714500 70193

4.505 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 7.9 09714500 70194

4.530 4.375 6.535 1.350 call .990 x 2.930 -0.20cc 8.0 09714530 70195

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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MERCURY
•	 3D milling on piston crowns for ready to install finish 
•	 Direct replacement piston for the Mercury/Quicksilver Part# 700-8M0058439 
•	 Moly skirt coating for friction loss and skirt wear protection 
•	 Top ring down dimension: .250" 
•	 Ratios figured for .051 head gasket 
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included 
•	 DLC coated H-13 .250W wrist pins chamfered for roundwire locks included 
•	 Valve pocket depth: 0.120" intake and 0.000" exhaust 
•	 2618 material 

4.570" Std Bore - 1.297" Std C.D COMPRESSION RATIO

Bore Stroke Rod C.D. Weight Pin CC's Factory CC Ring Set Part #
4.570 4.210 Factory 1.297 615 1.024 x 2.350 -38.0cc Factory Compression 09724570 70196

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

1100 & 1350 QC4V SERIES
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COMPRESSION RATIO

Buick 231

Buick 3800

FORCED INDUCTION DISH SERIES

FORCED INDUCTION DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Engineered for turbo applications
•	 Top ring down dimension: .280"
•	 Ratios figured for .040 head gasket @ 9.540 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.158" intake and sym. exhaust
•	 2618 material for High HP applications

•	 3D milling on piston crowns for ready to install finish
•	 Engineered for turbo applications
•	 Top ring down dimension: .240"
•	 Ratios figured for .062 head gasket @ 8.525 Deck
•	 Standard 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Made from 2618 alloy

231 Block: 3.800 Std Bore 3.400 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  40cc  44cc  48cc  Ring Set  Part #
 3.820  3.400  5.960  1.850  531  .940 x 2.750  -29.5cc  8.6  8.2  8.0  09023820  21401

 3.830  3.400  5.960  1.850  536  .940 x 2.750  -29.5cc  8.6  8.3  8.0  09023830  21402

 3.840  3.400  5.960  1.850  541  .940 x 2.750  -29.5cc  8.7  8.3  8.0  09023840  21403

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

231 Block: 3.800 Std Bore 3.400 Std Stroke
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  Ring Set  Part #
 3.800  3.400  5.640  1.205  397  .905 x 2.500  -3.6cc  9.5  09063800  21405

 3.810  3.400  5.640  1.205  400  .905 x 2.500  -3.6cc  9.5  09063810  21406

 3.820  3.400  5.640  1.205  403  .905 x 2.500  -3.6cc  9.5  09063820  21407

 3.800  3.400  5.640  1.205  395  .905 x 2.500  -13.3cc  8.5  09063800  21408

 3.810  3.400  5.640  1.205  398  .905 x 2.500  -13.3cc  8.5  09063810  21409

 3.820  3.400  5.640  1.205  400  .905 x 2.500  -13.3cc  8.5  09063820  21410

 3.800  3.400  5.640  1.205  394  .905 x 2.500  -19.5cc  8.0  09063800  21411

 3.810  3.400  5.640  1.205  397  .905 x 2.500  -19.5cc  8.0  09063810  21412

 3.820  3.400  5.640  1.205  399  .905 x 2.500  -19.5cc  8.0  09063820  21413

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy ULTRALITE FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 23° cylinder heads
•	 Lightweight inboard pin boss forging for maximum acceleration
•	 Top ring down dimension: .160"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .125W wrist pins included
•	 Valve pocket depth: 0.260" intake and .169" exhaust
•	 Made from 4032 alloy and designed for applications up to 450hp

350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  64cc  70cc  Ring Set  Part #
 4.020  3.480  5.700  1.550  386  .927 x 2.500  -2.8cc  10.7  10.2  9.6  09024020  11001

 4.030  3.480  5.700  1.550  387  .927 x 2.500  -2.8cc  10.8  10.3  9.6  09024030  11002

 4.035  3.480  5.700  1.550  391  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024030  11003

 4.040  3.480  5.700  1.550  391  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024040  11004

 4.045  3.480  5.700  1.550  398  .927 x 2.500  -2.8cc  10.9  10.4  9.7  09024040  11005

 4.060  3.480  5.700  1.550  402  .927 x 2.500  -2.8cc  10.9  10.4  9.8  09024060  11006

 4.020  3.480  6.000  1.250  356  .927 x 2.500  -2.8cc  10.7  10.2  9.6  09024020  11011

 4.030  3.480  6.000  1.250  358  .927 x 2.500  -2.8cc  10.8  10.3  9.6  09024030  11012

 4.035  3.480  6.000  1.250  362  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024030  11013

 4.040  3.480  6.000  1.250  367  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024040  11014

 4.045  3.480  6.000  1.250  363  .927 x 2.500  -2.8cc  10.9  10.4  9.7  09024040  11015

 4.060  3.480  6.000  1.250  372  .927 x 2.500  -2.8cc  10.9  10.4  9.8  09024060  11016

 4.020  3.480  6.125  1.125  347  .927 x 2.500  -2.8cc  10.7  10.2  9.6  09024020  11021

 4.030  3.480  6.125  1.125  349  .927 x 2.500  -2.8cc  10.8  10.3  9.6  09024030  11022

 4.035  3.480  6.125  1.125  351  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024030  11023

 4.040  3.480  6.125  1.125  356  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024040  11024

 4.030  3.480  6.250  1.000  325  .927 x 2.500  -2.8cc  10.8  10.3  9.6  09024030  11032

 4.035  3.480  6.250  1.000  328  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024030  11033

 4.040  3.480  6.250  1.000  330  .927 x 2.500  -2.8cc  10.8  10.3  9.7  09024040  11034

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy RACELITE FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 23° cylinder heads
•	 Lightweight inboard pin boss forging for maximum acceleration
•	 Top ring down dimension: .160"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Premium 8620 .125W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.260" intake and .169" exhaust
•	 Made from 4032 alloy and designed for applications up to 500hp

350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  64cc  70cc  Ring Set  Part #
 4.030  3.480  5.700  1.550  388  .927 x 2.400  -2.8cc  10.8  10.3  9.6  09084030  11040

 4.035  3.480  5.700  1.550  388  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084030  11041

 4.040  3.480  5.700  1.550  403  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084040  11042

 4.060  3.480  5.700  1.550  395  .927 x 2.400  -2.8cc  10.9  10.4  9.8  09084060  11044

 4.030  3.480  5.850  1.410  360  .927 x 2.400  -2.8cc  10.8  10.3  9.6  09084030  11046

 4.035  3.480  5.850  1.410  364  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084030  11047

 4.040  3.480  5.850  1.410  384  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084040  11048

 4.030  3.480  6.000  1.250  361  .927 x 2.400  -2.8cc  10.8  10.3  9.6  09084030  11052

 4.035  3.480  6.000  1.250  353  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084030  11053

 4.040  3.480  6.000  1.250  354  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084040  11054

 4.030  3.480  6.125  1.125  332  .927 x 2.400  -2.8cc  10.8  10.3  9.6  09084030  11062

 4.035  3.480  6.125  1.125  340  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084030  11063

 4.040  3.480  6.125  1.125  342  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084040  11064

 4.030  3.480  6.200  1.050  323  .927 x 2.400  -2.8cc  10.8  10.3  9.6  09084030  11067

 4.035  3.480  6.200  1.050  328  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084030  11068

 4.040  3.480  6.200  1.050  324  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084040  11069

 4.030  3.480  6.250  1.000  325  .927 x 2.400  -2.8cc  10.8  10.3  9.6  09084030  11072

 4.035  3.480  6.250  1.000  324  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084030  11073

 4.040  3.480  6.250  1.000  334  .927 x 2.400  -2.8cc  10.8  10.3  9.7  09084040  11074

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 17°/18° FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 18° cylinder heads
•	 Top ring down dimension: .205"-.260"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.297" intake and .244" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.625"
•	 Made from 2618 alloy

 350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  52cc  55cc  58cc  Ring Set  Part #
 4.030  3.480  6.000  1.250  489  .927 x 2.750  -6.0cc  11.4  11.0  10.6  09224030  11200

 4.040  3.480  6.000  1.250  491  .927 x 2.750  -6.0cc  11.5  11.1  10.7  09224040  11201

 350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  52cc  55cc  58cc  Ring Set  Part #
 4.125  3.875  6.000  1.062  446  .927 x 2.750  -6.0cc  13.5  12.9  12.5  09224125  11202

 4.130  3.875  6.000  1.062  453  .927 x 2.750  -6.0cc  13.5  12.9  12.5  09224130  11203

 4.145  3.875  6.000  1.062  459  .927 x 2.750  -6.0cc  13.6  13.0  12.6  09224145  11204

 4.155  3.875  6.000  1.062  465  .927 x 2.750  -6.0cc  13.6  13.0  12.6  09224155  11205

 4.165  3.875  6.000  1.062  467  .927 x 2.750  -6.0cc  13.7  13.2  12.7  09224165  11206

 4.125  4.000  6.000  1.000  428  .927 x 2.750  -6.0cc  13.9  13.3  12.8  09224125  11207

 4.130  4.000  6.000  1.000  431  .927 x 2.750  -6.0cc  13.9  13.3  12.8  09224130  11208

 4.145  4.000  6.000  1.000  443  .927 x 2.750  -6.0cc  14.0  13.4  12.9  09224145  11209

 4.155  4.000  6.000  1.000  449  .927 x 2.750  -6.0cc  14.0  13.5  13.0  09224155  11210

 4.165  4.000  6.000  1.000  447  .927 x 2.750  -6.0cc  14.1  13.6  13.1  09224165  11211

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 23° cylinder heads
•	 Top ring down dimension: .190"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.295" intake and .200" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 4032 alloy and designed for applications up to 650hp

  350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.030  3.480  5.700  1.550  467  .927 x 2.500  -11.5cc  10.0  9.4  8.8  09024030  11401

 4.035  3.480  5.700  1.550  464  .927 x 2.500  -11.5cc  10.0  9.4  8.8  09024030  11402

 4.040  3.480  5.700  1.550  470  .927 x 2.500  -11.5cc  10.0  9.4  8.9  09024040  11403

 4.060  3.480  5.700  1.550  475  .927 x 2.500  -11.5cc  10.1  9.5  8.9  09024060  11404

 4.030  3.750  6.000  1.125  418  .927 x 2.500  -18.0cc  10.2  9.6  9.0  09024030  11405

 4.040  3.750  6.000  1.125  412  .927 x 2.500  -18.0cc  10.2  9.6  9.1  09024040  11406

 4.060  3.750  6.000  1.125  418  .927 x 2.500  -18.0cc  10.3  9.7  9.2  09024060  11407

 4.030  3.480  6.000  1.250  421  .927 x 2.500  -11.5cc  10.0  9.4  8.8  09024030  11411

 4.035  3.480  6.000  1.250  422  .927 x 2.500  -11.5cc  10.0  9.4  8.8  09024030  11412

 4.040  3.480  6.000  1.250  422  .927 x 2.500  -11.5cc  10.0  9.4  8.9  09024040  11413

 4.060  3.480  6.000  1.250  433  .927 x 2.500  -11.5cc  10.1  9.5  8.9  09024060  11414

 400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.750  6.000  1.125  469  .927 x 2.500  -22.0cc  10.1  9.6  9.1  09024125  11408

 4.145  3.750  6.000  1.125  508  .927 x 2.500  -22.0cc  10.2  9.7  9.1  09024145  11409

 4.155  3.750  6.000  1.125  511  .927 x 2.500  -22.0cc  10.3  9.7  9.2  09024155  11410

 4.165  3.750  6.000  1.125  477  .927 x 2.500  -22.0cc  10.3  9.7  9.2  09024165  11415

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° RACE DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 23° cylinder heads
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.295" intake and .200" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

 350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.030  3.480  5.700  1.550  564  .927 x 2.950  -22.0cc  8.9  8.4  8.0  09194030  11420

 4.035  3.480  5.700  1.550  566  .927 x 2.950  -22.0cc  8.9  8.4  8.0  09194030  11421

 4.040  3.480  5.700  1.550  569  .927 x 2.950  -22.0cc  8.9  8.5  8.0  09194040  11422

 4.060  3.480  5.700  1.550  579  .927 x 2.950  -22.0cc  9.0  8.5  8.1  09194060  11432

 4.030  3.480  6.000  1.250  496  .927 x 2.950  -22.0cc  8.9  8.4  8.0  09194030  11423

 4.035  3.480  6.000  1.250  499  .927 x 2.950  -22.0cc  8.9  8.4  8.0  09194030  11424

 4.040  3.480  6.000  1.250  501  .927 x 2.950  -22.0cc  8.9  8.5  8.0  09194040  11425

 4.060  3.480  6.000  1.250  510  .927 x 2.950  -22.0cc  9.0  8.5  8.1  09194060  11433

 4.030  3.750  6.000  1.125  426  .927 x 2.950  -31.0cc  8.9  8.5  8.1  09194030  11426

 4.035  3.750  6.000  1.125  427  .927 x 2.950  -31.0cc  9.0  8.5  8.1  09194030  11427

 4.040  3.750  6.000  1.125  430  .927 x 2.950  -31.0cc  9.0  8.5  8.1  09194040  11428

 4.060  3.750  6.000  1.125  438  .927 x 2.950  -31.0cc  9.1  8.6  8.2  09194060  11434

 4.030  3.875  6.000  1.062  403  .927 x 2.950  -34.0cc  8.9  8.5  8.1  09194030  11435

 4.040  3.875  6.000  1.062  408  .927 x 2.950  -34.0cc  9.0  8.5  8.1  09194040  11436

 4.060  3.875  6.000  1.062  416  .927 x 2.950  -34.0cc  9.1  8.6  8.2  09194060  11437

 400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.750  6.000  1.125  444  .927 x 2.950  -36.0cc  8.9  8.5  8.1  09194125  11429

 4.155  3.750  6.000  1.125  454  .927 x 2.950  -36.0cc  9.0  8.6  8.2  09194155  11430

 4.165  3.750  6.000  1.125  466  .927 x 2.950  -36.0cc  9.0  8.6  8.2  09194165  11431

 4.125  3.875  6.000  1.062  410  .927 x 2.950  -38.0cc  9.0  8.5  8.2  09194125  11438

 4.155  3.875  6.000  1.062  421  .927 x 2.950  -38.0cc  9.1  8.7  8.3  09194155  11439

 4.165  3.875  6.000  1.062  425  .927 x 2.950  -38.0cc  9.1  8.7  8.3  09194165  11440

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° STREET/STRIP DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most aftermarket 23° cylinder heads
•	 Top ring down dimension: .170"-.210"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.293" intake and .202" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy and designed for applications up to 750hp

  350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO

Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.030  3.000  5.700  1.790  call  .927 x 2.950  9.0cc  11.3  10.3  9.6  09024030  11630

 4.040  3.000  5.700  1.790  call  .927 x 2.950  9.0cc  11.3  10.4  9.6  09024040  11631

 4.060  3.000  5.700  1.790  call  .927 x 2.950  9.0cc  11.4  10.5  9.7  09024060  11632

 4.030  3.250  5.700  1.665  call  .927 x 2.950  4.0cc  11.3  10.4  9.7  09024030  11640

 4.040  3.250  5.700  1.665  call  .927 x 2.950  4.0cc  11.3  10.5  9.7  09024040  11641

 4.060  3.250  5.700  1.665  call  .927 x 2.950  4.0cc  11.4  10.6  9.8  09024060  11642

 4.030  3.480  5.700  1.550  552  .927 x 2.950  13.7cc  14.0  12.7  11.7  09024030  11651

 4.035  3.480  5.700  1.550  554  .927 x 2.950  13.7cc  14.0  12.8  11.7  09024030  11652

 4.040  3.480  5.700  1.550  556  .927 x 2.950  13.7cc  14.1  12.8  11.8  09024040  11653

 4.060  3.480  5.700  1.550  562  .927 x 2.950  13.7cc  14.2  12.9  11.9  09024060  11654

 4.030  3.625  5.700  1.488  call  .927 x 2.950  11.0cc  14.4  13.1  12.0  09024030  11661

 4.030  3.750  5.700  1.425  525  .927 x 2.950  11.0cc  14.9  13.5  12.4  09024030  11671

 4.040  3.750  5.700  1.425  534  .927 x 2.950  11.0cc  14.9  13.6  12.5  09024040  11673

 4.060  3.750  5.700  1.425  540  .927 x 2.950  11.0cc  15.1  13.7  12.6  09024060  11674

 4.020  3.480  6.000  1.250  487  .927 x 2.950  13.7cc  13.9  12.7  11.7  09024020  11685

 4.030  3.480  6.000  1.250  489  .927 x 2.950  13.7cc  14.0  12.7  11.7  09024030  11686

 4.035  3.480  6.000  1.250  497  .927 x 2.950  13.7cc  14.0  12.8  11.7  09024030  11687

 4.040  3.480  6.000  1.250  500  .927 x 2.950  13.7cc  14.1  12.8  11.8  09024040  11688

 4.060  3.480  6.000  1.250  505  .927 x 2.950  13.7cc  14.2  12.9  11.9  09024060  11689

 4.030  3.562  6.000  1.218  496  .927 x 2.950  13.7cc  14.8  13.4  12.3  09024030  11691

 4.040  3.562  6.000  1.218  500  .927 x 2.950  13.7cc  14.8  13.5  12.3  09024040  11693

 4.030  3.625  6.000  1.187  491  .927 x 2.950  11.0cc  14.3  13.1  12.0  09024030  11696

 4.040  3.625  6.000  1.187  493  .927 x 2.950  11.0cc  14.4  13.1  12.1  09024040  11698

 4.030  3.750  6.000  1.125  488  .927 x 2.950  11.0cc  14.9  13.5  12.4  09024030  11705

 4.040  3.750  6.000  1.125  490  .927 x 2.950  11.0cc  14.9  13.6  12.5  09024040  11707

 4.060  3.750  6.000  1.125  495  .927 x 2.950  11.0cc  15.1  13.7  12.6  09024060  11709

 4.030  4.000  6.000  1.000  call  .927 x 2.950  8.0cc  15.1  13.8  12.7  09024030  11710

 4.040  4.000  6.000  1.000  call  .927 x 2.950  8.0cc  15.1  13.8  12.8  09024040  11711

 4.060  4.000  6.000  1.000  call  .927 x 2.950  8.0cc  15.3  14.0  12.9  09024060  11712
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Small Block Chevy 23° STREET/STRIP DOME SERIES

 400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.480  5.700  1.550  556  .927 x 2.950  13.7cc  14.5  13.2  12.2  09024125  11730

 4.155  3.480  5.700  1.550  566  .927 x 2.950  13.7cc  14.7  13.4  12.3  09024155  11733

 4.165  3.480  5.700  1.550  572  .927 x 2.950  13.7cc  14.8  13.5  12.4  09024165  11735

 4.125  3.480  6.000  1.250  497  .927 x 2.950  13.7cc  14.5  13.2  12.2  09024125  11750

 4.155  3.480  6.000  1.250  505  .927 x 2.950  13.7cc  14.7  13.4  12.3  09024155  11752

 4.155  3.562  6.000  1.219  490  .927 x 2.950  11.0cc  14.9  13.6  12.5  09024155  11755

 4.125  3.625  6.000  1.187  473  .927 x 2.950  11.0cc  14.9  13.6  12.5  09024125  11760

 4.155  3.625  6.000  1.187  483  .927 x 2.950  11.0cc  15.1  13.8  12.7  09024155  11762

 4.125  3.750  6.000  1.125  470  .927 x 2.950  8.0cc  14.8  13.5  12.5  09024125  11765

 4.145  3.750  6.000  1.125  482  .927 x 2.950  8.0cc  14.9  13.6  12.6  09024145  11766

 4.155  3.750  6.000  1.125  482  .927 x 2.950  8.0cc  15.0  13.7  12.6  09024155  11767

 4.160  3.750  6.000  1.125  485  .927 x 2.950  8.0cc  15.0  13.7  12.6  09024165  11768

 4.165  3.750  6.000  1.125  487  .927 x 2.950  8.0cc  15.0  13.7  12.7  09024165  11769

 4.125  3.800  6.000  1.100  466  .927 x 2.950  8.0cc  14.9  13.7  12.6  09024125  11770

 4.145  3.800  6.000  1.100  474  .927 x 2.950  8.0cc  15.1  13.8  12.7  09024145  11771

 4.155  3.800  6.000  1.100  478  .927 x 2.950  8.0cc  15.1  13.9  12.8  09024155  11772

 4.125  3.875  6.000  1.062  457  .927 x 2.950  8.0cc  15.2  13.9  12.8  09024125  11775

 4.145  3.875  6.000  1.062  464  .927 x 2.950  8.0cc  15.3  14.0  12.9  09024145  11776

 4.155  3.875  6.000  1.062  474  .927 x 2.950  8.0cc  15.4  14.1  13.0  09024155  11777

 4.160  3.875  6.000  1.062  471  .927 x 2.950  8.0cc  15.4  14.1  13.0  09024165  11778

 4.165  3.875  6.000  1.062  472  .927 x 2.950  8.0cc  15.4  14.1  13.0  09024165  11779

 4.125  4.000  6.000  1.000  437  .927 x 2.950  8.0cc  15.7  14.3  13.2  09024125  11780

 4.145  4.000  6.000  1.000  450  .927 x 2.950  8.0cc  15.8  14.5  13.3  09024145  11781

 4.155  4.000  6.000  1.000  453  .927 x 2.950  8.0cc  15.9  14.5  13.4  09024155  11782

 4.160  4.000  6.000  1.000  458  .927 x 2.950  8.0cc  15.9  14.6  13.4  09024165  11783

 4.165  4.000  6.000  1.000  458  .927 x 2.950  8.0cc  16.0  14.6  13.5  09024165  11784

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° RACE DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most aftermarket 23° cylinder heads
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Side gas ports for better ring seal
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.320" intake and .220" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy and designed for applications up to 850hp

 350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.030  3.480  6.000  1.260  475  .927 x 2.750  14.0cc  14.5  13.2  12.1  09224030  11916

 4.040  3.480  6.000  1.260  481  .927 x 2.750  14.0cc  14.6  13.2  12.1  09224040  11917

 4.060  3.480  6.000  1.260  486  .927 x 2.750  14.0cc  14.7  13.4  12.2  09224060  11918

 4.030  3.750  6.000  1.125  468  .927 x 2.750  14.0cc  15.6  14.1  12.9  09224030  11919

 4.040  3.750  6.000  1.125  466  .927 x 2.750  14.0cc  15.7  14.2  13.0  09224040  11920

 4.060  3.750  6.000  1.125  471  .927 x 2.750  14.0cc  15.8  14.3  13.1  09224060  11921

 4.030  3.875  6.000  1.063  453  .927 x 2.750  14.0cc  16.1  14.6  13.3  09224030  11922

 4.040  3.875  6.000  1.063  464  .927 x 2.750  14.0cc  16.1  14.6  13.4  09224040  11923

 4.060  3.875  6.000  1.063  467  .927 x 2.750  14.0cc  16.3  14.8  13.5  09224060  11924

 4.030  4.000  6.000  1.000  433  .927 x 2.750  12.0cc  16.0  14.5  13.3  09224030  11925

 4.040  4.000  6.000  1.000  435  .927 x 2.750  12.0cc  16.1  14.6  13.4  09224040  11926

 4.060  4.000  6.000  1.000  438  .927 x 2.750  12.0cc  16.2  14.7  13.5  09224060  11927

 400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.750  6.000  1.125  477  .927 x 2.750  13.0cc  15.9  14.5  13.3  09224125  11928

 4.145  3.750  6.000  1.125  488  .927 x 2.750  13.0cc  16.1  14.6  13.4  09224145  11929

 4.155  3.750  6.000  1.125  492  .927 x 2.750  13.0cc  16.1  14.7  13.4  09224155  11930

 4.165  3.750  6.000  1.125  494  .927 x 2.750  13.0cc  16.2  14.7  13.5  09224165  11931

 4.125  3.875  6.000  1.063  454  .927 x 2.750  11.0cc  15.9  14.5  13.3  09224125  11932

 4.145  3.875  6.000  1.063  461  .927 x 2.750  11.0cc  16.0  14.6  13.4  09224145  11933

 4.155  3.875  6.000  1.063  472  .927 x 2.750  11.0cc  16.1  14.7  13.5  09224155  11934

 4.165  3.875  6.000  1.063  467  .927 x 2.750  11.0cc  16.2  14.7  13.5  09224165  11935

 4.125  4.000  6.000  1.000  438  .927 x 2.750  9.0cc  15.8  14.5  13.3  09224125  11936

 4.145  4.000  6.000  1.000  448  .927 x 2.750  9.0cc  16.0  14.6  13.5  09224145  11937

 4.155  4.000  6.000  1.000  449  .927 x 2.750  9.0cc  16.1  14.7  13.5  09224155  11938

 4.165  4.000  6.000  1.000  451  .927 x 2.750  9.0cc  16.1  14.7  13.6  09224165  11939

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° ASCS/USMTS DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most ASCS/USMTS 23° cylinder heads
•	 Top ring down dimension: .180"
•	 Ratios figured for .040 head gasket @ 9.010 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Side gas ports for better ring seal
•	 Premium 8620 .185W chamfered wrist pins included
•	 Valve pocket depth: 0.320" intake and .220" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy and designed for applications up to 850hp

  400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.335  6.000  1.335  call  .927 x 2.750  14.0cc  14.1  12.9  11.8  09224125  11940

 4.130  3.335  6.000  1.335  call  .927 x 2.750  14.0cc  14.2  12.9  11.8  09224130  11941

 4.135  3.335  6.000  1.335  call  .927 x 2.750  14.0cc  14.2  12.9  11.9  09224135  11942

 4.145  3.335  6.000  1.335  call  .927 x 2.750  14.0cc  14.3  13.0  11.9  09224145  11943

 4.155  3.335  6.000  1.335  call  .927 x 2.750  14.0cc  14.3  13.0  12.0  09224155  11944

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° LATE MODEL DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed for IMCA Late Model combinations
•	 Designed to work with most aftermarket 23° cylinder heads
•	 Top ring down dimension: .250"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Side gas ports for better ring seal
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.320" intake and .240" exhaust
•	 Will work with up to a intake valve size of 2.125" and exhaust valve size of 1.625"
•	 Made from 2618 alloy

  400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  14.9  13.6  12.6  09224125  11250

 4.130  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  14.9  13.7  12.6  09224130  11251

 4.135  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.0  13.7  12.6  09224135  11252

 4.140  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.0  13.7  12.6  09224140  11253

 4.145  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.1  13.8  12.7  09224145  11254

 4.150  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.1  13.8  12.7  09224155  11255

 4.155  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.1  13.8  12.7  09224155  11256

 4.160  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.2  13.8  12.8  09224165  11257

 4.165  3.750  6.000  1.125  call  .927 x 2.250  9.0cc  15.2  13.8  12.8  09224165  11258

 4.125  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.4  14.1  13.0  09224125  11259

 4.130  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.4  14.1  13.0  09224130  11260

 4.135  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.4  14.1  13.0  09224135  11261

 4.140  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.5  14.1  13.0  09224140  11262

 4.145  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.5  14.2  13.1  09224145  11263

 4.150  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.6  14.2  13.1  09224155  11264

 4.155  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.6  14.2  13.1  09224155  11265

 4.160  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.6  14.3  13.2  09224165  11266

 4.165  3.875  6.000  1.063  call  .927 x 2.250  9.0cc  15.7  14.3  13.2  09224165  11267

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 23° NITROUS DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most aftermarket 23° cylinder heads
•	 Top ring down dimension: .250"-.300"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x 1/16 x 3/16 ring package
•	 1.000CD & 1.062CD use premium .043 x .043 x 3/16 ring package
•	 Vertical gas ports for better ring seal	
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.322" intake and .217" exhaust
•	 Will work with up to a intake valve size of 2.125" and exhaust valve size of 1.625"
•	 Made from 2618 alloy and designed for small-medium nitrous levels (Up To 450HP)

  350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.030  3.480  6.000  1.250  call  .927 x 2.950  13.5cc  13.9  12.6  11.6  09234030  11801

 4.040  3.480  6.000  1.250  call  .927 x 2.950  13.5cc  13.9  12.7  11.7  09234040  11803

 4.060  3.480  6.000  1.250  call  .927 x 2.950  13.5cc  14.1  12.8  11.8  09234060  11821

 4.030  3.750  6.000  1.125  519  .927 x 2.950  13.5cc  15.5  14.0  12.8  09234030  11804

 4.040  3.750  6.000  1.125  524  .927 x 2.950  13.5cc  15.5  14.1  12.9  09234040  11805

 4.060  3.750  6.000  1.125  524  .927 x 2.950  13.5cc  15.7  14.2  13.0  09234060  11806

 4.030  3.875  6.000  1.062  487  .927 x 2.950  9.5cc  14.9  13.6  12.5  09244030  11825

 4.040  3.875  6.000  1.062  492  .927 x 2.950  9.5cc  14.9  13.6  12.6  09244040  11826

 4.060  3.875  6.000  1.062  495  .927 x 2.950  9.5cc  15.1  13.8  12.7  09244060  11827

 4.030  4.000  6.000  1.000  470  .927 x 2.950  7.5cc  14.9  13.6  12.6  09244030  11807

 4.040  4.000  6.000  1.000  475  .927 x 2.950  7.5cc  14.9  13.7  12.6  09244040  11808

 4.060  4.000  6.000  1.000  478  .927 x 2.950  7.5cc  15.1  13.8  12.7  09244060  11809

  400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  64cc  70cc  Ring Set  Part #
 4.125  3.480  6.000  1.250  599  .927 x 2.950  13.5cc  14.4  13.1  12.1  09234125  11810

 4.145  3.480  6.000  1.250  602  .927 x 2.950  13.5cc  14.5  13.2  12.2  09234145  11811

 4.155  3.480  6.000  1.250  605  .927 x 2.950  13.5cc  14.6  13.3  12.2  09234155  11812

 4.165  3.480  6.000  1.250  608  .927 x 2.950  13.5cc  14.6  13.3  12.3  09234165  11822

 4.125  3.750  6.000  1.125  495  .927 x 2.950  9.0cc  14.9  13.6  12.6  09234125  11815

 4.145  3.750  6.000  1.125  550  .927 x 2.950  9.0cc  15.1  13.8  12.7  09234145  11816

 4.155  3.750  6.000  1.125  558  .927 x 2.950  9.0cc  15.1  13.8  12.7  09234155  11817

 4.165  3.750  6.000  1.125  562  .927 x 2.950  9.0cc  15.2  13.9  12.8  09234165  11823

 4.125  3.875  6.000  1.062  474  .927 x 2.950  7.0cc  14.9  13.7  12.6  09244125  11828

 4.145  3.875  6.000  1.062  520  .927 x 2.950  7.0cc  15.0  13.8  12.7  09244145  11829

 4.155  3.875  6.000  1.062  522  .927 x 2.950  7.0cc  15.1  13.8  12.8  09244155  11830

 4.165  3.875  6.000  1.062  527  .927 x 2.950  7.0cc  15.2  13.9  12.8  09244165  11831

 4.125  4.000  6.000  1.000  500  .927 x 2.950  4.5cc  14.8  13.6  12.6  09244125  11818

 4.145  4.000  6.000  1.000  491  .927 x 2.950  4.5cc  14.9  13.7  12.7  09244145  11819

 4.155  4.000  6.000  1.000  500  .927 x 2.950  4.5cc  15.0  13.8  12.8  09244155  11820

 4.165  4.000  6.000  1.000  497  .927 x 2.950  4.5cc  15.1  13.8  12.8  09244165  11824

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Chevy 17°/18° DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 18° cylinder heads
•	 Top ring down dimension: .205"-.330"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.297" intake and .215" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.625"
•	 Made from 2618 alloy

  350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  52cc  55cc  58cc  Ring Set  Part #
 4.030  3.480  6.000  1.250  470  .927 x 2.750  3.0cc  12.8  12.3  11.8  09224030  11300

 4.040  3.480  6.000  1.250  473  .927 x 2.750  3.0cc  12.9  12.4  11.9  09224040  11302

 4.060  3.480  6.000  1.250  483  .927 x 2.750  3.0cc  13.0  12.5  12.0  09224060  11303

 4.030  3.480  6.000  1.250  489  .927 x 2.750  8.0cc  14.0  13.3  12.7  09224030  11304

 4.040  3.480  6.000  1.250  495  .927 x 2.750  8.0cc  14.0  13.4  12.8  09224040  11327

 4.060  3.480  6.000  1.250  502  .927 x 2.750  8.0cc  14.1  13.5  12.9  09224060  11305

  350 Block: 4.000 Std Bore 3.480 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  52cc  55cc  58cc  Ring Set  Part #
 4.125  3.750  6.000  1.125  483  .927 x 2.750  1.0cc  14.5  13.8  13.3  09224125  11306

 4.130  3.750  6.000  1.125  483  .927 x 2.750  1.0cc  14.5  13.9  13.3  09224130  11307

 4.135  3.750  6.000  1.125  494  .927 x 2.750  1.0cc  14.5  13.9  13.3  09224135  11308

 4.145  3.750  6.000  1.125  498  .927 x 2.750  1.0cc  14.6  14.0  13.4  09224145  11309

 4.155  3.750  6.000  1.125  493  .927 x 2.750  1.0cc  14.7  14.0  13.4  09224155  11310

 4.165  3.750  6.000  1.125  500  .927 x 2.750  1.0cc  14.7  14.1  13.5  09224165  11311

 4.125  3.800  6.000  1.100  484  .927 x 2.750  1.0cc  14.6  14.0  13.4  09224125  11312

 4.130  3.800  6.000  1.100  480  .927 x 2.750  1.0cc  14.7  14.0  13.5  09224130  11313

 4.135  3.800  6.000  1.100  484  .927 x 2.750  1.0cc  14.7  14.1  13.5  09224135  11314

 4.145  3.800  6.000  1.100  488  .927 x 2.750  1.0cc  14.8  14.1  13.5  09224145  11315

 4.155  3.800  6.000  1.100  490  .927 x 2.750  1.0cc  14.8  14.2  13.6  09224155  11316

 4.165  3.800  6.000  1.100  497  .927 x 2.750  1.0cc  14.9  14.3  13.7  09224165  11328

 4.125  3.875  6.000  1.062  475  .927 x 2.750  2.5cc  15.2  14.5  13.9  09224125  11317

 4.130  3.875  6.000  1.062  497  .927 x 2.750  2.5cc  15.3  14.6  13.9  09224130  11329

 4.135  3.875  6.000  1.062  479  .927 x 2.750  2.5cc  15.3  14.6  14.0  09224135  11318

 4.145  3.875  6.000  1.062  479  .927 x 2.750  2.5cc  15.4  14.7  14.0  09224145  11319

 4.155  3.875  6.000  1.062  484  .927 x 2.750  2.5cc  15.4  14.7  14.1  09224155  11320

 4.165  3.875  6.000  1.062  488  .927 x 2.750  2.5cc  15.5  14.8  14.2  09224165  11330

 4.125  4.000  6.000  1.000  454  .927 x 2.750  2.5cc  15.7  15.0  14.4  09224125  11321

 4.130  4.000  6.000  1.000  456  .927 x 2.750  2.5cc  15.8  15.1  14.4  09224130  11322

 4.135  4.000  6.000  1.000  460  .927 x 2.750  2.5cc  15.8  15.1  14.5  09224135  11323

 4.145  4.000  6.000  1.000  465  .927 x 2.750  2.5cc  15.9  15.2  14.5  09224145  11324

 4.155  4.000  6.000  1.000  468  .927 x 2.750  2.5cc  16.0  15.2  14.6  09224155  11325

 4.165  4.000  6.000  1.000  470  .927 x 2.750  2.5cc  16.0  15.3  14.7  09224165  11331

All items in red are non-stocking parts, made-to-order as necessary.
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Small Block Chevy 15° BRODIX -12 DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with the 15° Brodix -12 Series cylinder heads
•	 Top ring down dimension: .190"
•	 Ratios figured for .040 head gasket @ 9.000 Deck
•	 Premium .043 x .043 x 3.0mm ring package
•	 Side gas ports for better ring seal
•	 Premium 8620 .155W wrist pins chamfered for roundwire locks included
•	 Valve pocket depth: 0.267" intake and .217" exhaust
•	 Will work with up to a intake valve size of 2.180" and exhaust valve size of 1.625"
•	 Made from 2618 alloy

  400 Block: 4.125 Std Bore 3.750 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  52cc  55cc  58cc  Ring Set  Part #
 4.125  3.750  6.000  1.125  475  .927 x 2.750  2.0cc  14.3  13.1  11.8  09224125  11850

 4.130  3.750  6.000  1.125  478  .927 x 2.750  2.0cc  14.3  13.1  11.9  09224130  11851

 4.135  3.750  6.000  1.125  479  .927 x 2.750  2.0cc  14.3  13.2  11.9  09224135  11852

 4.145  3.750  6.000  1.125  482  .927 x 2.750  2.0cc  14.4  13.2  11.9  09224145  11853

 4.155  3.750  6.000  1.125  484  .927 x 2.750  2.0cc  14.5  13.3  12.0  09224155  11854

 4.160  3.750  6.000  1.125  494  .927 x 2.750  2.0cc  14.5  13.3  12.0  09224165  11855

 4.165  3.750  6.000  1.125  486  .927 x 2.750  2.0cc  14.5  13.3  12.0  09224165  11856

 4.125  3.800  6.000  1.100  474  .927 x 2.750  2.0cc  14.5  13.3  12.0  09224125  11860

 4.130  3.800  6.000  1.100  475  .927 x 2.750  2.0cc  14.5  13.3  12.0  09224130  11861

 4.135  3.800  6.000  1.100  476  .927 x 2.750  2.0cc  14.5  13.3  12.0  09224135  11862

 4.145  3.800  6.000  1.100  479  .927 x 2.750  2.0cc  14.6  13.4  12.1  09224145  11863

 4.155  3.800  6.000  1.100  480  .927 x 2.750  2.0cc  14.6  13.4  12.1  09224155  11864

 4.160  3.800  6.000  1.100  465  .927 x 2.750  2.0cc  14.7  13.5  12.2  09224165  11865

 4.165  3.800  6.000  1.100  487  .927 x 2.750  2.0cc  14.7  13.5  12.2  09224165  11866

 4.125  3.875  6.000  1.062  489  .927 x 2.750  2.0cc  14.7  13.5  12.2  09224125  11870

 4.130  3.875  6.000  1.062  492  .927 x 2.750  2.0cc  14.8  13.5  12.2  09224130  11871

 4.135  3.875  6.000  1.062  494  .927 x 2.750  2.0cc  14.8  13.6  12.2  09224135  11876

 4.145  3.875  6.000  1.062  496  .927 x 2.750  2.0cc  14.9  13.6  12.3  09224145  11872

 4.155  3.875  6.000  1.062  468  .927 x 2.750  2.0cc  14.9  13.7  12.4  09224155  11873

 4.160  3.875  6.000  1.062  468  .927 x 2.750  2.0cc  15.0  13.7  12.4  09224165  11874

 4.165  3.875  6.000  1.062  476  .927 x 2.750  2.0cc  15.0  13.7  12.4  09224165  11875

 4.125  4.000  6.000  1.000  437  .927 x 2.750  2.0cc  15.2  13.9  12.5  09224125  11880

 4.130  4.000  6.000  1.000  443  .927 x 2.750  2.0cc  15.2  13.9  12.6  09224130  11881

 4.135  4.000  6.000  1.000  445  .927 x 2.750  2.0cc  15.2  14.0  12.6  09224135  11886

 4.145  4.000  6.000  1.000  450  .927 x 2.750  2.0cc  15.3  14.0  12.7  09224145  11882

 4.155  4.000  6.000  1.000  455  .927 x 2.750  2.0cc  15.4  14.1  12.7  09224155  11883

 4.160  4.000  6.000  1.000  454  .927 x 2.750  2.0cc  15.4  14.1  12.7  09224165  11884

 4.165  4.000  6.000  1.000  456  .927 x 2.750  2.0cc  15.4  14.2  12.8  09224165  11885

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Big Block Chevy 24°/26° STREET/STRIP  
FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 24°/26° cylinder heads
•	 Top ring down dimension: .290"-.320"
•	 Ratios figured for .040 head gasket @ 9.800 Deck & 10.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.310" intake
•	 Will work with up to a intake valve size of 2.300" and exhaust valve size of 1.880"
•	 Made from 2618 alloy

   454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.280  3.766  6.135  1.765  call  .990 x 2.930  -3.0cc  7.8  7.5  7.4  09024280  12001

 4.310  3.766  6.135  1.765  call  .990 x 2.930  -3.0cc  7.9  7.6  7.5  09024310  12002

 4.320  3.766  6.135  1.765  call  .990 x 2.930  -3.0cc  8.0  7.6  7.5  09024320  12003

 4.350  3.766  6.135  1.765  call  .990 x 2.930  -3.0cc  8.0  7.7  7.6  09024350  12004

 4.280  4.000  6.135  1.645  617  .990 x 2.930  -3.0cc  8.2  7.9  7.7  09024280  12006

 4.310  4.000  6.135  1.645  633  .990 x 2.930  -3.0cc  8.3  8.0  7.8  09024310  12007

 4.320  4.000  6.135  1.645  639  .990 x 2.930  -3.0cc  8.3  8.0  7.9  09024320  12008

 4.350  4.000  6.135  1.645  642  .990 x 2.930  -3.0cc  8.4  8.1  8.0  09024350  12009

 4.500  4.000  6.135  1.645  655  .990 x 2.930  -3.0cc  8.9  8.5  8.4  09024500  12010

 4.530  4.000  6.135  1.645  675  .990 x 2.930  -3.0cc  9.0  8.6  8.5  09024530  12011

 4.560  4.000  6.135  1.645  682  .990 x 2.930  -3.0cc  9.1  8.7  8.6  09024560  12012

 4.600  4.000  6.135  1.645  717  .990 x 2.930  -3.0cc  9.2  8.8  8.7  09024600  12013

 4.280  4.250  6.135  1.520  602  .990 x 2.930  -3.0cc  8.7  8.3  8.2  09024280  12016

 4.310  4.250  6.135  1.520  610  .990 x 2.930  -3.0cc  8.8  8.4  8.3  09024310  12017

 4.320  4.250  6.135  1.520  612  .990 x 2.930  -3.0cc  8.8  8.5  8.3  09024320  12018

 4.350  4.250  6.135  1.520  630  .990 x 2.930  -3.0cc  8.9  8.6  8.4  09024350  12019

 4.500  4.250  6.135  1.520  636  .990 x 2.930  -3.0cc  9.4  9.0  8.8  09024500  12020

 4.530  4.250  6.135  1.520  641  .990 x 2.930  -3.0cc  9.5  9.1  8.9  09024530  12021

 4.560  4.250  6.135  1.520  649  .990 x 2.930  -3.0cc  9.6  9.2  9.0  09024560  12022

 4.600  4.250  6.135  1.520  662  .990 x 2.930  -3.0cc  9.7  9.3  9.2  09024600  12023

 4.280  4.000  6.385  1.395  call  .990 x 2.930  -3.0cc  8.2  7.9  7.7  09024280  12036

 4.310  4.000  6.385  1.395  call  .990 x 2.930  -3.0cc  8.3  8.0  7.8  09024310  12037

 4.320  4.000  6.385  1.395  call  .990 x 2.930  -3.0cc  8.3  8.0  7.9  09024320  12038

 4.350  4.000  6.385  1.395  call  .990 x 2.930  -3.0cc  8.4  8.1  8.0  09024350  12039

 4.500  4.000  6.385  1.395  591  .990 x 2.930  -3.0cc  8.9  8.5  8.4  09024500  12040

 4.530  4.000  6.385  1.395  617  .990 x 2.930  -3.0cc  9.0  8.6  8.5  09024530  12041

 4.560  4.000  6.385  1.395  619  .990 x 2.930  -3.0cc  9.1  8.7  8.6  09024560  12042

 4.600  4.000  6.385  1.395  625  .990 x 2.930  -3.0cc  9.2  8.8  8.7  09024600  12043

 4.310  4.250  6.385  1.270  568  .990 x 2.930  -3.0cc  8.8  8.4  8.3  09024310  12047

 4.320  4.250  6.385  1.270  567  .990 x 2.930  -3.0cc  8.8  8.5  8.3  09024320  12048

 4.350  4.250  6.385  1.270  582  .990 x 2.930  -3.0cc  8.9  8.6  8.4  09024350  12049

 4.500  4.250  6.385  1.270  581  .990 x 2.930  -3.0cc  9.4  9.0  8.8  09024500  12050
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Big Block Chevy 24°/26° STREET/STRIP  
FLAT TOP SERIES

   454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.530  4.250  6.385  1.270  600  .990 x 2.930  -3.0cc  9.5  9.1  8.9  09024530  12051

 4.560  4.250  6.385  1.270  601  .990 x 2.930  -3.0cc  9.6  9.2  9.0  09024560  12052

 4.600  4.250  6.385  1.270  616  .990 x 2.930  -3.0cc  9.7  9.3  9.2  09024600  12053

 4.310  4.000  6.535  1.245  552  .990 x 2.930  -3.0cc  8.3  8.0  7.8  09024310  12062

 4.320  4.000  6.535  1.245  557  .990 x 2.930  -3.0cc  8.3  8.0  7.9  09024320  12063

 4.350  4.000  6.535  1.245  569  .990 x 2.930  -3.0cc  8.4  8.1  8.0  09024350  12064

 4.500  4.375  6.385  1.218  call  .990 x 2.930  -3.0cc  9.6  9.2  9.1  09024500  12069

 4.530  4.375  6.385  1.218  call  .990 x 2.930  -3.0cc  9.7  9.3  9.2  09024530  12070

 4.560  4.375  6.385  1.218  call  .990 x 2.930  -3.0cc  9.8  9.5  9.3  09024560  12071

 4.600  4.375  6.385  1.218  call  .990 x 2.930  -3.0cc  10.0  9.6  9.4  09024600  12072

 4.625  4.375  6.385  1.218  call  .990 x 2.930  -3.0cc  10.1  9.7  9.5  09024625  12073

   454 Block 10.200 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.500  6.700  1.245  579  .990 x 2.930  -3.0cc  10.1  9.7  9.5  09024500  12065

 4.530  4.500  6.700  1.245  587  .990 x 2.930  -3.0cc  10.2  9.8  9.6  09024530  12066

 4.560  4.500  6.700  1.245  608  .990 x 2.930  -3.0cc  10.4  9.9  9.7  09024560  12067

 4.600  4.500  6.700  1.245  617  .990 x 2.930  -3.0cc  10.5  10.1  9.9  09024600  12068

 4.500  4.750  6.700  1.120  call  .990 x 2.930  -3.0cc  10.6  10.2  10.0  09024500  12074

 4.530  4.750  6.700  1.120  call  .990 x 2.930  -3.0cc  10.8  10.3  10.1  09024530  12075

 4.560  4.750  6.700  1.120  call  .990 x 2.930  -3.0cc  10.9  10.5  10.3  09024560  12076

 4.600  4.750  6.700  1.120  call  .990 x 2.930  -3.0cc  11.0  10.6  10.4  09024600  12077

 4.625  4.750  6.700  1.120  call  .990 x 2.930  -3.0cc  11.2  10.7  10.5  09024625  12078

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Big Block Chevy 24°/26° STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 24°/26° cylinder heads
•	 Top ring down dimension: .290"-.340"
•	 Ratios figured for .040 head gasket @ 9.800 Deck & 10.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.306" intake
•	 Will work with up to a intake valve size of 2.300" and exhaust valve size of 1.880"
•	 Made from 2618 alloy

   454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.000  6.135  1.645  657  .990 x 2.930  -12.0cc  8.4  8.1  7.9  09024500  12405

 4.530  4.000  6.135  1.645  678  .990 x 2.930  -12.0cc  8.5  8.2  8.0  09024530  12406

 4.560  4.000  6.135  1.645  686  .990 x 2.930  -12.0cc  8.6  8.3  8.1  09024560  12407

 4.600  4.000  6.135  1.645  704  .990 x 2.930  -17.0cc  8.7  8.4  8.2  09024600  12408

 4.310  4.250  6.135  1.520  608  .990 x 2.930  -8.5cc  8.4  8.1  8.0  09024310  12412

 4.320  4.250  6.135  1.520  613  .990 x 2.930  -8.5cc  8.5  8.2  8.0  09024320  12413

 4.350  4.250  6.135  1.520  621  .990 x 2.930  -8.5cc  8.6  8.3  8.1  09024350  12414

 4.500  4.250  6.135  1.520  645  .990 x 2.930  -21.0cc  8.3  8.1  7.9  09024500  12415

 4.530  4.250  6.135  1.520  654  .990 x 2.930  -21.0cc  8.4  8.2  8.0  09024530  12416

 4.560  4.250  6.135  1.520  664  .990 x 2.930  -21.0cc  8.5  8.2  8.1  09024560  12417

 4.600  4.250  6.135  1.520  672  .990 x 2.930  -21.0cc  8.7  8.4  8.2  09024600  12418

 4.500  4.000  6.385  1.395  626  .990 x 2.930  -12.0cc  8.4  8.1  7.9  09024500  12425

 4.530  4.000  6.385  1.395  643  .990 x 2.930  -12.0cc  8.4  8.1  8.0  09024530  12426

 4.560  4.000  6.385  1.395  645  .990 x 2.930  -12.0cc  8.5  8.2  8.1  09024560  12427

 4.600  4.000  6.385  1.395  662  .990 x 2.930  -12.0cc  8.7  8.4  8.2  09024600  12428

 4.280  4.250  6.385  1.270  558  .990 x 2.930  -8.5cc  8.3  8.0  7.9  09024280  12431

 4.310  4.250  6.385  1.270  561  .990 x 2.930  -8.5cc  8.4  8.1  8.0  09024310  12432

 4.320  4.250  6.385  1.270  571  .990 x 2.930  -8.5cc  8.5  8.2  8.0  09024320  12433

 4.350  4.250  6.385  1.270  580  .990 x 2.930  -8.5cc  8.6  8.3  8.1  09024350  12434

 4.500  4.250  6.385  1.270  592  .990 x 2.930  -21.0cc  8.3  8.1  7.9  09024500  12435

 4.530  4.250  6.385  1.270  610  .990 x 2.930  -21.0cc  8.4  8.2  8.0  09024530  12436

 4.560  4.250  6.385  1.270  617  .990 x 2.930  -21.0cc  8.5  8.2  8.1  09024560  12437

 4.600  4.250  6.385  1.270  633  .990 x 2.930  -26.0cc  8.4  8.1  8.0  09024600  12438

 4.500  4.375  6.385  1.218  call  .990 x 2.930  -26.0cc  8.4  8.2  8.0  09024500  12450

 4.530  4.375  6.385  1.218  call  .990 x 2.930  -26.0cc  8.5  8.3  8.1  09024530  12451

 4.560  4.375  6.385  1.218  call  .990 x 2.930  -26.0cc  8.6  8.4  8.2  09024560  12452

 4.600  4.375  6.385  1.218  call  .990 x 2.930  -26.0cc  8.8  8.5  8.3  09024600  12453

 4.625  4.375  6.385  1.218  call  .990 x 2.930  -26.0cc  8.9  8.6  8.4  09024625  12454
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Big Block Chevy 24°/26° STREET/STRIP DISH SERIES

   454 Block 10.200 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.310  4.500  6.535  1.395  595  .990 x 2.930  -14.5cc  8.5  8.2  8.1  09024310  12442

 4.320  4.500  6.535  1.395  602  .990 x 2.930  -14.5cc  8.6  8.3  8.1  09024320  12443

 4.350  4.500  6.535  1.395  612  .990 x 2.930  -14.5cc  8.7  8.4  8.2  09024350  12444

 4.500  4.500  6.535  1.395  628  .990 x 2.930  -30.0cc  8.3  8.1  7.9  09024500  12445

 4.530  4.500  6.535  1.395  645  .990 x 2.930  -30.0cc  8.4  8.2  8.0  09024530  12446

 4.560  4.500  6.535  1.395  647  .990 x 2.930  -30.0cc  8.5  8.3  8.1  09024560  12447

 4.600  4.500  6.535  1.395  661  .990 x 2.930  -35.5cc  8.7  8.4  8.2  09024600  12448

 4.500  4.500  6.700  1.245  call  .990 x 2.930  -26.0cc  8.7  8.4  8.3  09024500  12455

 4.530  4.500  6.700  1.245  call  .990 x 2.930  -26.0cc  8.8  8.5  8.4  09024530  12456

 4.560  4.500  6.700  1.245  call  .990 x 2.930  -26.0cc  8.9  8.6  8.5  09024560  12457

 4.600  4.500  6.700  1.245  call  .990 x 2.930  -26.0cc  9.1  8.8  8.6  09024600  12458

 4.625  4.500  6.700  1.245  call  .990 x 2.930  -26.0cc  9.2  8.8  8.7  09024625  12459

 4.500  4.750  6.700  1.120  call  .990 x 2.930  -38.0cc  8.6  8.3  8.2  09024500  12460

 4.530  4.750  6.700  1.120  call  .990 x 2.930  -38.0cc  8.7  8.4  8.3  09024530  12461

 4.560  4.750  6.700  1.120  call  .990 x 2.930  -38.0cc  8.8  8.5  8.4  09024560  12462

 4.600  4.750  6.700  1.120  call  .990 x 2.930  -38.0cc  8.9  8.6  8.5  09024600  12463

 4.625  4.750  6.700  1.120  call  .990 x 2.930  -38.0cc  9.0  8.7  8.6  09024625  12464

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

73
DiamondRacing.net
Tech support 586.792.6620

D
O

M
E

S
T

IC
 S

E
R

IE
S



24°/26° STREET DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 24°/26° cylinder heads
•	 Top ring down dimension: .280"
•	 Ratios figured for .040 head gasket @ 9.800 Deck & 10.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Part# 12201-12234 Valve pocket depth: 0.277" intake and -.145" exhaust
•	 Part# 12235-12248 Valve pocket depth: 0.307" intake and -.140" exhaust
•	 Part# 12201-12234 Will work with up to a intake valve size of 2.190" and exhaust 

valve size of 1.880"
•	 Part# 12235-12248 Will work with up to a intake valve size of 2.300" and exhaust 

valve size of 1.880"
•	 Made from 2618 alloy

Big Block Chevy

    396 Block 9.800 Deck Height: 4.125 Std Bore 3.766 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  98cc  102cc  110cc  Ring Set  Part #
 4.155  3.766  6.135  1.765  628  .990 x 2.930  23.5cc  10.5  10.0  9.3  09024155  12221

 4.165  3.766  6.135  1.765  630  .990 x 2.930  23.5cc  10.5  10.1  9.4  09024165  12222

 4.175  3.766  6.135  1.765  632  .990 x 2.930  23.5cc  10.5  10.1  9.4  09024175  12223

 4.185  3.766  6.135  1.765  635  .990 x 2.930  23.5cc  10.6  10.2  9.4  09024185  12224

 4.155  4.000  6.135  1.655  597  .990 x 2.930  18.0cc  10.6  10.2  9.5  09024155  12231

 4.165  4.000  6.135  1.655  594  .990 x 2.930  18.0cc  10.7  10.3  9.6  09024165  12232

 4.175  4.000  6.135  1.655  600  .990 x 2.930  18.0cc  10.7  10.3  9.6  09024175  12233

 4.185  4.000  6.135  1.655  605  .990 x 2.930  18.0cc  10.8  10.3  9.6  09024185  12234

    454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  98cc  102cc  110cc  Ring Set  Part #
 4.280  3.766  6.135  1.765  689  .990 x 2.930  27.5cc  11.4  10.9  10.1  09024280  12201

 4.310  3.766  6.135  1.765  698  .990 x 2.930  27.5cc  11.5  11.0  10.2  09024310  12202

 4.320  3.766  6.135  1.765  705  .990 x 2.930  27.5cc  11.6  11.1  10.3  09024320  12203

 4.350  3.766  6.135  1.765  717  .990 x 2.930  27.5cc  11.7  11.2  10.4  09024350  12204

 4.360  3.766  6.135  1.765  721  .990 x 2.930  27.5cc  11.7  11.3  10.4  09024360  12205

 4.280  4.000  6.135  1.655  644  .990 x 2.930  21.2cc  11.5  10.0  10.2  09024280  12211

 4.310  4.000  6.135  1.655  660  .990 x 2.930  21.2cc  11.6  11.2  10.4  09024310  12212

 4.320  4.000  6.135  1.655  665  .990 x 2.930  21.2cc  11.7  11.2  10.4  09024320  12213

 4.350  4.000  6.135  1.655  670  .990 x 2.930  21.2cc  11.8  11.3  10.5  09024350  12214

 4.360  4.000  6.135  1.655  675  .990 x 2.930  21.2cc  11.8  11.4  10.6  09024360  12215

    Designed for open chamber cylinder heads COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.470  4.000  6.135  1.655  670  .990 x 2.930  20.0cc  10.6  10.1  9.9  09024470  12235

 4.500  4.000  6.135  1.655  675  .990 x 2.930  20.0cc  10.8  10.2  10.0  09024500  12236

 4.530  4.000  6.135  1.655  694  .990 x 2.930  20.0cc  10.9  10.4  10.1  09024530  12237

 4.560  4.000  6.135  1.655  700  .990 x 2.930  20.0cc  11.0  10.5  10.2  09024560  12238

 4.600  4.000  6.135  1.655  708  .990 x 2.930  20.0cc  11.2  10.6  10.4  09024600  12239

 4.470  4.250  6.385  1.280  642  .990 x 2.930  12.0cc  10.5  10.0  9.8  09024470  12240

 4.500  4.250  6.385  1.280  649  .990 x 2.930  12.0cc  10.6  10.2  9.9  09024500  12241

 4.530  4.250  6.385  1.280  652  .990 x 2.930  12.0cc  10.8  10.3  10.1  09024530  12242
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24°/26° STREET DOME SERIESBig Block Chevy
    Designed for open chamber cylinder heads COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.560  4.250  6.385  1.280  661  .990 x 2.930  12.0cc  10.9  10.4  10.2  09024560  12243

 4.600  4.250  6.385  1.280  669  .990 x 2.930  12.0cc  11.1  10.6  10.3  09024600  12244

 4.500  4.250  6.385  1.270  call  .990 x 2.930  28.0cc  11.9  11.3  10.0  09024500  12245

 4.530  4.250  6.385  1.270  call  .990 x 2.930  28.0cc  12.0  11.4  11.1  09024530  12246

 4.560  4.250  6.385  1.270  call  .990 x 2.930  28.0cc  12.2  11.6  11.3  09024560  12247

 4.600  4.250  6.385  1.270  call  .990 x 2.930  28.0cc  12.4  11.7  11.4  09024600  12248

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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24°/26° PRO DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 24°/26° cylinder heads
•	 Top ring down dimension: .250"-.300"
•	 Ratios figured for .040 head gasket @ 9.800 Deck & 10.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 1.068CD & 1.218CD use premium .043 x .043 x 3.0mm ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.320" intake and -.130" exhaust
•	 Will work with up to a intake valve size of 2.350" and exhaust valve size of 1.900"
•	 Made from 2618 alloy and designed for small nitrous levels (Up To 300HP)

Big Block Chevy

454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.270  4.000  6.135  1.645  708  .990 x 2.930  46.0cc  12.5  11.7  11.3  09024270  12301

 4.280  4.000  6.135  1.645  711  .990 x 2.930  46.0cc  12.5  11.7  11.4  09024280  12302

 4.290  4.000  6.135  1.645  714  .990 x 2.930  46.0cc  12.6  11.8  11.4  09024290  12303

 4.310  4.000  6.135  1.645  731  .990 x 2.930  46.0cc  12.7  11.9  11.5  09024310  12304

 4.320  4.000  6.135  1.645  735  .990 x 2.930  46.0cc  12.7  11.9  11.6  09024320  12305

 4.350  4.000  6.135  1.645  740  .990 x 2.930  46.0cc  12.9  12.1  11.7  09024350  12306

 4.500  4.000  6.135  1.645  745  .990 x 2.930  46.0cc  13.5  12.6  12.3  09024500  12310

 4.530  4.000  6.135  1.645  759  .990 x 2.930  46.0cc  13.6  12.8  12.4  09024530  12311

 4.560  4.000  6.135  1.645  762  .990 x 2.930  46.0cc  13.8  12.9  12.5  09024560  12312

 4.600  4.000  6.135  1.645  768  .990 x 2.930  46.0cc  14.0  13.1  12.7  09024600  12313

 4.625  4.000  6.135  1.645  770  .990 x 2.930  46.0cc  14.1  13.2  12.9  09024625  12314

 4.270  4.000  6.385  1.395  650  .990 x 2.930  46.0cc  12.5  11.7  11.3  09024270  12316

 4.280  4.000  6.385  1.395  654  .990 x 2.930  46.0cc  12.5  11.7  11.4  09024280  12317

 4.290  4.000  6.385  1.395  658  .990 x 2.930  46.0cc  12.6  11.8  11.4  09024290  12318

 4.310  4.000  6.385  1.395  668  .990 x 2.930  46.0cc  12.7  11.9  11.5  09024310  12319

 4.320  4.000  6.385  1.395  677  .990 x 2.930  46.0cc  12.7  11.9  11.6  09024320  12320

 4.350  4.000  6.385  1.395  676  .990 x 2.930  46.0cc  12.9  12.1  11.7  09024350  12321

 4.500  4.000  6.385  1.395  685  .990 x 2.930  46.0cc  13.5  12.6  12.3  09024500  12330

 4.530  4.000  6.385  1.395  701  .990 x 2.930  46.0cc  13.6  12.8  12.4  09024530  12331

 4.560  4.000  6.385  1.395  720  .990 x 2.930  46.0cc  13.8  12.9  12.5  09024560  12332

 4.600  4.000  6.385  1.395  720  .990 x 2.930  46.0cc  14.0  13.1  12.7  09024600  12333

 4.625  4.000  6.385  1.395  725  .990 x 2.930  46.0cc  14.1  13.2  12.9  09024625  12334

 4.270  4.250  6.385  1.270  632  .990 x 2.930  46.0cc  13.2  12.4  12.0  09024270  12336

 4.280  4.250  6.385  1.270  638  .990 x 2.930  46.0cc  13.2  12.4  12.0  09024280  12337

 4.290  4.250  6.385  1.270  648  .990 x 2.930  46.0cc  13.3  12.5  12.1  09024290  12338

 4.310  4.250  6.385  1.270  658  .990 x 2.930  46.0cc  13.4  12.6  12.2  09024310  12339

 4.320  4.250  6.385  1.270  664  .990 x 2.930  46.0cc  13.5  12.6  12.2  09024320  12340

 4.350  4.250  6.385  1.270  661  .990 x 2.930  46.0cc  13.6  12.8  12.4  09024350  12341

 4.500  4.250  6.385  1.270  669  .990 x 2.930  46.0cc  14.2  13.4  13.0  09024500  12342

 4.530  4.250  6.385  1.270  686  .990 x 2.930  46.0cc  14.4  13.5  13.1  09024530  12343

 4.560  4.250  6.385  1.270  704  .990 x 2.930  46.0cc  14.6  13.7  13.3  09024560  12344

 4.600  4.250  6.385  1.270  709  .990 x 2.930  46.0cc  14.8  13.9  13.5  09024600  12345
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24°/26° PRO DOME SERIESBig Block Chevy
454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.625  4.250  6.385  1.270  715  .990 x 2.930  46.0cc  14.9  14.0  13.6  09024625  12346

 4.500  4.375  6.385  1.218  695  .990 x 2.930  42.0cc  14.4  13.5  13.1  09224500  12388

 4.530  4.375  6.385  1.218  679  .990 x 2.930  42.0cc  14.6  13.7  13.3  09224530  12389

 4.560  4.375  6.385  1.218  692  .990 x 2.930  42.0cc  14.8  13.9  13.4  09224560  12390

 4.600  4.375  6.385  1.218  692  .990 x 2.930  42.0cc  15.0  14.1  13.7  09224600  12391

 4.625  4.375  6.385  1.218  700  .990 x 2.930  42.0cc  15.1  14.2  13.8  09224625  12392

 4.500  4.375  6.535  1.068  625  .990 x 2.930  42.0cc  14.4  13.5  13.1  09224500  12393

 4.530  4.375  6.535  1.068  630  .990 x 2.930  42.0cc  14.6  13.7  13.3  09224530  12394

 4.560  4.375  6.535  1.068  635  .990 x 2.930  42.0cc  14.8  13.9  13.4  09224560  12395

 4.600  4.375  6.535  1.068  641  .990 x 2.930  42.0cc  15.0  14.1  13.7  09224600  12396

 4.625  4.375  6.535  1.068  651  .990 x 2.930  42.0cc  15.1  14.2  13.8  09224625  12397

454 Block 10.200 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.270  4.500  6.700  1.245  628  .990 x 2.930  46.0cc  13.8  13.0  12.6  09024270  12348

 4.280  4.500  6.700  1.245  632  .990 x 2.930  46.0cc  13.9  13.0  12.6  09024280  12349

 4.290  4.500  6.700  1.245  637  .990 x 2.930  46.0cc  14.0  13.1  12.7  09024290  12350

 4.310  4.500  6.700  1.245  652  .990 x 2.930  46.0cc  14.1  13.2  12.8  09024310  12351

 4.320  4.500  6.700  1.245  654  .990 x 2.930  46.0cc  14.1  13.2  12.8  09024320  12352

 4.350  4.500  6.700  1.245  657  .990 x 2.930  46.0cc  14.3  13.4  13.0  09024350  12353

 4.500  4.500  6.700  1.245  667  .990 x 2.930  46.0cc  15.0  14.1  13.7  09024500  12354

 4.530  4.500  6.700  1.245  681  .990 x 2.930  46.0cc  15.2  14.2  13.8  09024530  12355

 4.560  4.500  6.700  1.245  698  .990 x 2.930  46.0cc  15.4  14.4  14.0  09024560  12356

 4.600  4.500  6.700  1.245  705  .990 x 2.930  46.0cc  15.6  14.7  14.2  09024600  12357

 4.625  4.500  6.700  1.245  710  .990 x 2.930  46.0cc  15.8  14.8  14.3  09024625  12358

 4.500  4.750  6.700  1.120  617  .990 x 2.930  42.0cc  15.8  14.8  14.4  09024500  12383

 4.530  4.750  6.700  1.120  622  .990 x 2.930  42.0cc  16.0  15.0  14.5  09024530  12384

 4.560  4.750  6.700  1.120  635  .990 x 2.930  42.0cc  16.2  15.2  14.7  09024560  12385

 4.600  4.750  6.700  1.120  646  .990 x 2.930  42.0cc  16.4  15.4  14.9  09024600  12386

 4.625  4.750  6.700  1.120  664  .990 x 2.930  42.0cc  16.6  15.6  15.1  09024625  12387

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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24°/26° NITROUS DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 24°/26° cylinder heads
•	 Vertical gas ports for maximum ring seal
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 9.800 Deck & 10.200 Deck
•	 Premium .043 x 1/16 x 3/16 ring package
•	 Part# 12722-12727 use premium .043 x .043 x 3/16 ring package
•	 Premium H-13 .205W wrist pins included
•	 Valve pocket depth: 0.322" intake and -.130" exhaust
•	 Will work with up to a intake valve size of 2.350" and exhaust valve size of 1.900"
•	 Made from 2618 alloy and designed for medium nitrous levels (Up To 450HP)

Big Block Chevy

  454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke   COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.250  6.385  1.270  671  .990 x 2.930  46.0cc  14.2  13.3  12.9  09234500  12710

 4.530  4.250  6.385  1.270  683  .990 x 2.930  46.0cc  14.4  13.5  13.1  09234530  12711

 4.560  4.250  6.385  1.270  693  .990 x 2.930  46.0cc  14.6  13.7  13.2  09234560  12712

 4.600  4.250  6.385  1.270  723  .990 x 2.930  46.0cc  14.8  13.9  13.4  09234600  12713

 4.610  4.250  6.385  1.270  725  .990 x 2.930  46.0cc  14.8  13.9  13.5  09234610  12720

 4.625  4.250  6.385  1.270  718  .990 x 2.930  46.0cc  14.9  14.0  13.6  09234625  12714

     454 Block 10.200 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.500  6.700  1.240  648  .990 x 2.930  41.0cc  14.6  13.7  13.3  09234500  12715

 4.530  4.500  6.700  1.240  668  .990 x 2.930  41.0cc  14.8  13.9  13.5  09234530  12716

 4.560  4.500  6.700  1.240  673  .990 x 2.930  41.0cc  15.0  14.1  13.7  09234560  12717

 4.600  4.500  6.700  1.240  685  .990 x 2.930  41.0cc  15.2  14.3  13.9  09234600  12718

 4.610  4.500  6.700  1.240  689  .990 x 2.930  41.0cc  15.3  14.3  13.9  09234610  12721

 4.625  4.500  6.700  1.240  701  .990 x 2.930  41.0cc  15.4  14.4  14.0  09234625  12719

 4.500  4.750  6.700  1.120  call  .990 x 2.930  34.0cc  14.5  13.7  13.3  09244500  12722

 4.530  4.750  6.700  1.120  call  .990 x 2.930  34.0cc  14.7  13.8  13.4  09244530  12723

 4.560  4.750  6.700  1.120  call  .990 x 2.930  34.0cc  14.8  14.0  13.6  09244560  12724

 4.600  4.750  6.700  1.120  683  .990 x 2.930  34.0cc  15.1  14.2  13.8  09244600  12725

 4.610  4.750  6.700  1.120  671  .990 x 2.930  34.0cc  15.1  14.3  13.9  09244610  12726

 4.625  4.750  6.700  1.120  684  .990 x 2.930  34.0cc  15.2  14.4  14.0  09244625  12727

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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24°/26° BLOWN ALCOHOL SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 24°/26° cylinder heads
•	 Designed for blown alcohol applications
•	 Top ring down dimension: .340"
•	 Ratios figured for .040 head gasket @ 9.800
•	 Premium 1/16 x 1/16 x 3/16 ring package
•	 Premium H-13 .250W wrist pins included
•	 Pistons will work with double spirolocs or pin buttons (buttons sold separately)
•	 Valve pocket depth: 0.340" intake and -0.100" exhaust
•	 Will work with up to a intake valve size of 2.350" and exhaust valve size of 1.900"
•	 Made from 2618 alloy

Big Block Chevy

  454 Block: 4.250 Std Bore 4.000 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.000  6.385  1.395  714  .990 x 3.100  35.0cc  12.0  11.3  11.0  09194500  12850

 4.530  4.000  6.385  1.395  724  .990 x 3.100  35.0cc  12.1  11.5  11.2  09194530  12851

 4.560  4.000  6.385  1.395  741  .990 x 3.100  35.0cc  12.3  11.6  11.3  09194560  12852

 4.600  4.000  6.385  1.395  752  .990 x 3.100  35.0cc  12.5  11.8  11.5  09194600  12853

 4.500  4.250  6.385  1.270  682  .990 x 3.100  35.0cc  12.7  12.0  11.7  09194500  12854

 4.530  4.250  6.385  1.270  696  .990 x 3.100  35.0cc  12.8  12.1  11.8  09194530  12855

 4.560  4.250  6.385  1.270  712  .990 x 3.100  35.0cc  13.0  12.3  11.9  09194560  12856

 4.600  4.250  6.385  1.270  730  .990 x 3.100  35.0cc  13.2  12.5  12.1  09194600  12857

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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BRODIX HEAD HUNTER MC SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed for use with Brodix Head Hunter 383-395 MC cylinder heads
•	 Side gas ports for maximum ring seal
•	 Top ring down dimension: .300"
•	 Ratios figured for .040 head gasket @ 9.800 & 10.200 deck height
•	 Premium .043 x .043 x 3.0mm ring package
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.340" intake and -0.080" exhaust
•	 Will work with up to a intake valve size of 2.400" and exhaust valve size of 1.900"
•	 Made from 2618 alloy

Big Block Chevy

454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.250  6.385  1.270  643  .990 x 2.930  48.0cc  14.6  13.6  13.2  09224500  12520

 4.530  4.250  6.385  1.270  650  .990 x 2.930  48.0cc  14.7  13.8  13.4  09224530  12521

 4.560  4.250  6.385  1.270  652  .990 x 2.930  48.0cc  14.9  14.0  13.5  09224560  12522

 4.600  4.250  6.385  1.270  656  .990 x 2.930  48.0cc  15.1  14.2  13.7  09224600  12523

 4.610  4.250  6.385  1.270  657  .990 x 2.930  48.0cc  15.2  14.2  13.8  09204610  12524

 4.625  4.250  6.385  1.270  662  .990 x 2.930  48.0cc  15.3  14.3  13.9  09224625  12525

454 Block 10.200 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  112cc  118cc  121cc  Ring Set  Part #
 4.500  4.500  6.700  1.240  647  .990 x 2.930  48.0cc  15.8  14.8  14.3  09224500  12526

 4.530  4.500  6.700  1.240  649  .990 x 2.930  48.0cc  16.0  15.0  14.5  09224530  12527

 4.560  4.500  6.700  1.240  653  .990 x 2.930  48.0cc  16.2  15.2  14.7  09224560  12528

 4.600  4.500  6.700  1.240  656  .990 x 2.930  48.0cc  16.5  15.4  14.9  09224600  12529

 4.610  4.500  6.700  1.240  658  .990 x 2.930  48.0cc  16.5  15.5  15.0  09204610  12530

 4.625  4.500  6.700  1.240  667  .990 x 2.930  48.0cc  16.6  15.5  15.0  09224625  12531

 4.500  4.750  6.700  1.120  599  .990 x 2.930  42.0cc  15.8  14.8  14.4  09224500  12532

 4.530  4.750  6.700  1.120  602  .990 x 2.930  42.0cc  16.0  15.0  14.5  09224530  12533

 4.560  4.750  6.700  1.120  604  .990 x 2.930  42.0cc  16.2  15.2  14.7  09224560  12534

 4.600  4.750  6.700  1.120  610  .990 x 2.930  42.0cc  16.4  15.4  14.9  09224600  12535

 4.610  4.750  6.700  1.120  611  .990 x 2.930  42.0cc  16.5  15.5  15.0  09204610  12536

 4.625  4.750  6.700  1.120  620  .990 x 2.930  42.0cc  16.6  15.6  15.1  09224625  12537

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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18° BIG CHIEF/BIG DUKE  
NITROUS DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed for use with Dart 18° Big Chief & Brodix 18° Big Duke cylinder heads
•	 Vertical gas ports for maximum ring seal
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 9.800 Deck & 10.200 Deck
•	 Premium .043 x 1/16 x 3/16 ring package
•	 Part# 12765-12767 use premium .043 x .043 x 3/16 ring package
•	 Premium H-13 .205W wrist pins included
•	 Valve pocket depth: 0.315" intake and .068" exhaust
•	 Will work with up to an intake valve size of 2.400" and exhaust valve size of 1.950"
•	 Part# 12765-12767 will work with up to a intake valve size of 2.450"
•	 Made from 2618 alloy and designed for medium nitrous levels (Up To 450HP)

Big Block Chevy

454 Block 9.800 Deck Height: 4.250 Std Bore 4.000 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  91cc  95cc  100cc  Ring Set  Part #
 4.500  4.250  6.385  1.270  647  .990 x 2.930  13.0cc  12.6  12.1  11.6  09234500  12750

 4.530  4.250  6.385  1.270  650  .990 x 2.930  13.0cc  12.7  12.2  11.7  09234530  12751

 4.560  4.250  6.385  1.270  652  .990 x 2.930  13.0cc  12.9  12.4  11.8  09234560  12752

 4.600  4.250  6.385  1.270  661  .990 x 2.930  13.0cc  13.1  12.6  12.0  09234600  12753

 4.610  4.250  6.385  1.270  666  .990 x 2.930  13.0cc  13.1  12.6  12.1  09234610  12768

 4.625  4.250  6.385  1.270  672  .990 x 2.930  13.0cc  13.2  12.7  12.1  09234625  12757

 4.500  4.250  6.535  1.120  582  .990 x 2.930  13.0cc  12.6  12.1  11.6  09234500  12758

 4.530  4.250  6.535  1.120  590  .990 x 2.930  13.0cc  12.7  12.2  11.7  09234530  12754

 4.560  4.250  6.535  1.120  596  .990 x 2.930  13.0cc  12.9  12.4  11.8  09234560  12755

 4.600  4.250  6.535  1.120  607  .990 x 2.930  13.0cc  13.1  12.6  12.0  09234600  12756

 4.610  4.250  6.535  1.120  610  .990 x 2.930  13.0cc  13.1  12.6  12.1  09234610  12769

 4.625  4.250  6.535  1.120  606  .990 x 2.930  13.0cc  13.2  12.7  12.1  09234625  12759

454 Block 10.200 Deck Height: 4.250 Std Bore 4.000 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  91cc  95cc  100cc  Ring Set  Part #
 4.500  4.500  6.700  1.240  648  .990 x 2.930  13.0cc  13.6  13.1  12.5  09234500  12760

 4.530  4.500  6.700  1.240  652  .990 x 2.930  13.0cc  13.8  13.2  12.6  09234530  12761

 4.560  4.500  6.700  1.240  654  .990 x 2.930  13.0cc  13.9  13.4  12.8  09234560  12762

 4.600  4.500  6.700  1.240  643  .990 x 2.930  13.0cc  14.1  13.6  13.0  09234600  12763

 4.610  4.500  6.700  1.240  644  .990 x 2.930  13.0cc  14.2  13.6  13.0  09234610  12770

 4.625  4.500  6.700  1.240  648  .990 x 2.930  13.0cc  14.3  13.7  13.1  09234625  12764

 4.600  4.750  6.700  1.120  623  .990 x 2.930  6.0cc  14.1  13.6  13.0  09244600  12765

 4.610  4.750  6.700  1.120  625  .990 x 2.930  6.0cc  14.1  13.6  13.0  09244610  12766

 4.625  4.750  6.700  1.120  635  .990 x 2.930  6.0cc  14.2  13.7  13.1  09244625  12767

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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4.6L 2V  
STREET/STRIP FLAT TOP SERIES

4.6L 4V  
STREET/STRIP FLAT TOP SERIES

•	 Designed to be used with SOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets tfor larger than stock valve sizes
•	 Valve pocket depth: 0.151" intake and 0.050" exhaust
•	 Made from 2618 alloy

•	 Designed to be used with DOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.151" intake and 0.050" exhaust
•	 Made from 2618 alloy

Ford Modular

Ford Modular

4.6L Block: 3.552 Std Bore 3.543 Std Stroke  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.230  360  .866 x 2.500  -1.5cc  11.6  10.5  9.9  09053552  30003

 3.572  3.543  5.933  1.230  365  .866 x 2.500  -1.5cc  11.7  10.6  10.0  09053572  30004

 3.700  3.543  5.933  1.220  385  .866 x 2.500  -1.4cc  12.2  11.1  10.5  09053700  30024

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

4.6L Block: 3.552 Std Bore 3.543 Std Stroke  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.230  365  .866 x 2.500  -2.0cc  11.6  10.5  9.9  09053552  30012

 3.572  3.543  5.933  1.230  370  .866 x 2.500  -2.0cc  11.7  10.6  10.0  09053572  30013

 3.700  3.543  5.933  1.220  390  .866 x 2.500  -2.4cc  12.0  10.9  10.3  09053700  30022

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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4.6L 3V  
STREET/STRIP FLAT TOP SERIES

•	 Designed to be used with 2005-2010 3V SOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .275"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.000" intake and 0.075" exhaust
•	 Made from 2618 alloy

Ford Modular

4.6L Block: 3.552 Std Bore 3.543 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  53cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.220  365  .866 x 2.500  -0.6cc  11.1  10.2  9.9  09053552  30033

 3.572  3.543  5.933  1.220  370  .866 x 2.500  -0.6cc  11.2  10.3  10.0  09053572  30034

 3.582  3.543  5.933  1.220  372  .866 x 2.500  -0.6cc  11.3  10.3  10.0  09053582  30035

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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4.6L STREET/STRIP DISH SERIES

•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium ring package 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Made from 2618 alloy

Ford Modular

 4.6L Block: 3.552 Std Bore 3.543 Std Stroke   COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.220  365  .866 x 2.500  -2.0cc  11.2  10.3  9.7  09053552  30017

 3.572  3.543  5.933  1.220  370  .866 x 2.500  -2.0cc  11.4  10.4  9.8  09053572  30018

 3.552  3.543  5.933  1.220  362  .866 x 2.500  -5.2cc  10.7  9.8  9.3  09053552  30010

 3.572  3.543  5.933  1.220  367  .866 x 2.500  -5.2cc  10.8  9.9  9.4  09053572  30011

 3.582  3.543  5.933  1.220  369  .866 x 2.500  -5.2cc  10.9  9.9  9.4  09053582  30015

 3.552  3.543  5.933  1.220  358  .866 x 2.500  -11.5cc  9.8  9.0  8.6  09053552  30001

 3.572  3.543  5.933  1.220  363  .866 x 2.500  -11.5cc  9.9  9.1  8.7  09053572  30002

 3.582  3.543  5.933  1.220  366  .866 x 2.500  -11.5cc  9.9  9.2  8.7  09053582  30008

 3.552  3.543  5.933  1.220  356  .866 x 2.500  -15.0cc  9.3  8.7  8.3  09053552  30030

 3.572  3.543  5.933  1.220  362  .866 x 2.500  -15.0cc  9.4  8.7  8.3  09053572  30031

 3.582  3.543  5.933  1.220  364  .866 x 2.500  -15.0cc  9.5  8.8  8.4  09053582  30032

 3.552  3.543  5.933  1.220  348  .866 x 2.500  -19.0cc  8.9  8.3  7.9  09053552  30005

 3.572  3.543  5.933  1.220  352  .866 x 2.500  -19.0cc  9.0  8.3  8.0  09053572  30006

 3.582  3.543  5.933  1.220  354  .866 x 2.500  -19.0cc  9.0  8.4  8.0  09053582  30007

 3.700  3.543  5.933  1.220  377  .866 x 2.500  -15.0cc  10.0  9.3  8.9  09053700  30020

 3.700  3.543  5.933  1.220  378  .866 x 2.500  -25.0cc  8.9  8.3  8.0  09053700  30021

 4.6L Block: 3.552 Std Bore 3.543 Std Stroke   COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.750  5.850  1.200  342  .866 x 2.500  -9.0cc  10.7  9.8  9.3  09053552  30040

 3.572  3.750  5.850  1.200  367  .866 x 2.500  -9.0cc  10.8  9.9  9.4  09053572  30041

 3.582  3.750  5.850  1.200  368  .866 x 2.500  -9.0cc  10.8  10.0  9.5  09053582  30042

 3.552  3.750  5.850  1.200  355  .866 x 2.500  -17.0cc  9.6  8.9  8.5  09053552  30050

 3.572  3.750  5.850  1.200  361  .866 x 2.500  -17.0cc  9.7  9.0  8.6  09053572  30051

 3.582  3.750  5.850  1.200  365  .866 x 2.500  -17.0cc  9.7  9.0  8.6  09053582  30052

 3.552  3.750  5.850  1.200  340  .866 x 2.500  -23.0cc  8.9  8.3  8.0  09053552  30060

 3.572  3.750  5.850  1.200  346  .866 x 2.500  -23.0cc  9.0  8.4  8.1  09053572  30061

 3.582  3.750  5.850  1.200  352  .866 x 2.500  -23.0cc  9.0  8.5  8.1  09053582  30062

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact your Diamond Pistons Ref for tech assistance. 	  	
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4.6L 2V STREET/STRIP DISH SERIES

•	 Designed to be used with SOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.151" intake and 0.050" exhaust
•	 Made from 2618 alloy

Ford Modular

4.6L Block: 3.552 Std Bore 3.543 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.220  358  .866 x 2.500  -2.0cc  11.2  10.3  9.7  09053552  30017-2

 3.572  3.543  5.933  1.220  360  .866 x 2.500  -2.0cc  11.4  10.4  9.8  09053572  30018-2

 3.552  3.543  5.933  1.220  355  .866 x 2.500  -5.2cc  10.7  9.8  9.3  09053552  30010-2

 3.572  3.543  5.933  1.220  357  .866 x 2.500  -5.2cc  10.8  9.9  9.4  09053572  30011-2

 3.582  3.543  5.933  1.220  359  .866 x 2.500  -5.2cc  10.9  9.9  9.4  09053582  30015-2

 3.552  3.543  5.933  1.220  350  .866 x 2.500  -11.5cc  9.8  9.0  8.6  09053552  30001-2

 3.572  3.543  5.933  1.220  352  .866 x 2.500  -11.5cc  9.9  9.1  8.7  09053572  30002-2

 3.582  3.543  5.933  1.220  354  .866 x 2.500  -11.5cc  9.9  9.2  8.7  09053582  30008-2

 3.552  3.543  5.933  1.220  347  .866 x 2.500  -15.0cc  9.3  8.7  8.3  09053552  30030-2

 3.572  3.543  5.933  1.220  351  .866 x 2.500  -15.0cc  9.4  8.7  8.3  09053572  30031-2

 3.582  3.543  5.933  1.220  355  .866 x 2.500  -15.0cc  9.5  8.8  8.4  09053582  30032-2

 3.552  3.543  5.933  1.220  348  .866 x 2.500  -19.0cc  8.9  8.3  7.9  09053552  30005-2

 3.572  3.543  5.933  1.220  352  .866 x 2.500  -19.0cc  9.0  8.3  8.0  09053572  30006-2

 3.582  3.543  5.933  1.220  354  .866 x 2.500  -19.0cc  9.0  8.4  8.0  09053582  30007-2

 3.700  3.543  5.933  1.220  377  .866 x 2.500  -15.0cc  10.0  9.3  8.9  09053700  30020-2

 3.700  3.543  5.933  1.220  378  .866 x 2.500  -25.0cc  8.9  8.3  8.0  09053700  30021-2

4.6L Block: 3.552 Std Bore 3.543 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.750  5.850  1.200  342  .866 x 2.500  -9.0cc  10.7  9.8  9.3  09053552  30040-2

 3.572  3.750  5.850  1.200  367  .866 x 2.500  -9.0cc  10.8  9.9  9.4  09053572  30041-2

 3.582  3.750  5.850  1.200  368  .866 x 2.500  -9.0cc  10.8  10.0  9.5  09053582  30042-2

 3.552  3.750  5.850  1.200  355  .866 x 2.500  -17.0cc  9.6  8.9  8.5  09053552  30050-2

 3.572  3.750  5.850  1.200  361  .866 x 2.500  -17.0cc  9.7  9.0  8.6  09053572  30051-2

 3.582  3.750  5.850  1.200  365  .866 x 2.500  -17.0cc  9.7  9.0  8.6  09053582  30052-2

 3.552  3.750  5.850  1.200  340  .866 x 2.500  -23.0cc  8.9  8.3  8.0  09053552  30060-2

 3.572  3.750  5.850  1.200  346  .866 x 2.500  -23.0cc  9.0  8.4  8.1  09053572  30061-2

 3.582  3.750  5.850  1.200  352  .866 x 2.500  -23.0cc  9.0  8.5  8.1  09053582  30062-2

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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4.6L 4V STREET/STRIP DISH SERIES

•	 Designed to be used with DOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.151" intake and 0.050" exhaust
•	 Made from 2618 alloy

Ford Modular

4.6L Block: 3.552 Std Bore 3.543 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.220  358  .866 x 2.500  -2.0cc  11.2  10.3  9.7  09053552  30017-4

 3.572  3.543  5.933  1.220  360  .866 x 2.500  -2.0cc  11.4  10.4  9.8  09053572  30018-4

 3.552  3.543  5.933  1.220  355  .866 x 2.500  -5.2cc  10.7  9.8  9.3  09053552  30010-4

 3.572  3.543  5.933  1.220  357  .866 x 2.500  -5.2cc  10.8  9.9  9.4  09053572  30011-4

 3.582  3.543  5.933  1.220  359  .866 x 2.500  -5.2cc  10.9  9.9  9.4  09053582  30015-4

 3.552  3.543  5.933  1.220  350  .866 x 2.500  -11.5cc  9.8  9.0  8.6  09053552  30001-4

 3.572  3.543  5.933  1.220  352  .866 x 2.500  -11.5cc  9.9  9.1  8.7  09053572  30002-4

 3.582  3.543  5.933  1.220  354  .866 x 2.500  -11.5cc  9.9  9.2  8.7  09053582  30008-4

 3.552  3.543  5.933  1.220  347  .866 x 2.500  -15.0cc  9.3  8.7  8.3  09053552  30030-4

 3.572  3.543  5.933  1.220  351  .866 x 2.500  -15.0cc  9.4  8.7  8.3  09053572  30031-4

 3.582  3.543  5.933  1.220  355  .866 x 2.500  -15.0cc  9.5  8.8  8.4  09053582  30032-4

 3.552  3.543  5.933  1.220  348  .866 x 2.500  -19.0cc  8.9  8.3  7.9  09053552  30005-4

 3.572  3.543  5.933  1.220  352  .866 x 2.500  -19.0cc  9.0  8.3  8.0  09053572  30006-4

 3.582  3.543  5.933  1.220  354  .866 x 2.500  -19.0cc  9.0  8.4  8.0  09053582  30007-4

 3.700  3.543  5.933  1.220  377  .866 x 2.500  -15.0cc  10.0  9.3  8.9  09053700  30020-4

 3.700  3.543  5.933  1.220  378  .866 x 2.500  -25.0cc  8.9  8.3  8.0  09053700  30021-4

4.6L Block: 3.552 Std Bore 3.543 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  3.750  5.850  1.200  342  .866 x 2.500  -9.0cc  10.7  9.8  9.3  09053552  30040-4

 3.572  3.750  5.850  1.200  367  .866 x 2.500  -9.0cc  10.8  9.9  9.4  09053572  30041-4

 3.582  3.750  5.850  1.200  368  .866 x 2.500  -9.0cc  10.8  10.0  9.5  09053582  30042-4

 3.552  3.750  5.850  1.200  355  .866 x 2.500  -17.0cc  9.6  8.9  8.5  09053552  30050-4

 3.572  3.750  5.850  1.200  361  .866 x 2.500  -17.0cc  9.7  9.0  8.6  09053572  30051-4

 3.582  3.750  5.850  1.200  365  .866 x 2.500  -17.0cc  9.7  9.0  8.6  09053582  30052-4

 3.552  3.750  5.850  1.200  340  .866 x 2.500  -23.0cc  8.9  8.3  8.0  09053552  30060-4

 3.572  3.750  5.850  1.200  346  .866 x 2.500  -23.0cc  9.0  8.4  8.1  09053572  30061-4

 3.582  3.750  5.850  1.200  352  .866 x 2.500  -23.0cc  9.0  8.5  8.1  09053582  30062-4

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

86
Order now! 586.792.6620

Fax 586.792.1105

D
O

M
E

S
T

IC
 S

E
R

IE
S



4.6L 3V STREET/STRIP DISH SERIES

5.4L STREET/STRIP DISH SERIES

•	 Designed to be used with 2005-2010 3V SOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .275"
•	 Ratios figured for .036 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.000" intake and 0.075" exhaust
•	 Made from 2618 alloy

•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .036 head gasket @ 10.079 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Made from 2618 alloy

Ford Modular

Ford Modular

4.6L Block: 3.552 Std Bore 3.543 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  53cc  55cc  Ring Set  Part #
 3.552  3.543  5.933  1.220  370  .866 x 2.500  -6.0cc  10.3  9.5  9.2  09053552  30063

 3.572  3.543  5.933  1.220  375  .866 x 2.500  -6.0cc  10.4  9.5  9.3  09053572  30064

 3.582  3.543  5.933  1.220  377  .866 x 2.500  -6.0cc  10.4  9.6  9.3  09053582  30065

 3.552  3.543  5.933  1.220  356  .866 x 2.500  -15.0cc  9.1  8.5  8.3  09053552  30066

 3.572  3.543  5.933  1.220  361  .866 x 2.500  -15.0cc  9.2  8.5  8.4  09053572  30067

 3.582  3.543  5.933  1.220  364  .866 x 2.500  -15.0cc  9.2  8.6  8.4  09053582  30068

 3.552  3.543  5.933  1.220  354  .866 x 2.500  -19.0cc  8.7  8.1  7.9  09053552  30069

 3.572  3.543  5.933  1.220  359  .866 x 2.500  -19.0cc  8.7  8.2  8.0  09053572  30070

 3.582  3.543  5.933  1.220  361  .866 x 2.500  -19.0cc  8.8  8.2  8.0  09053582  30071

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

5.4L Block: 3.552 Std Bore 4.165 Std Stroke   COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  51cc  55cc  Ring Set  Part #
 3.552  4.165  6.657  1.330  377  .866 x 2.500  -19.0cc  10.3  9.6  9.2  09053552  30901

 3.572  4.165  6.657  1.330  383  .866 x 2.500  -19.0cc  10.4  9.7  9.3  09053572  30903

 3.582  4.165  6.657  1.330  385  .866 x 2.500  -19.0cc  10.5  9.7  9.3  09053582  30905

 3.552  4.165  6.657  1.330  369  .866 x 2.500  -30.0cc  9.1  8.5  8.2  09053552  30911

 3.572  4.165  6.657  1.330  374  .866 x 2.500  -30.0cc  9.2  8.6  8.3  09053572  30913

 3.582  4.165  6.657  1.330  377  .866 x 2.500  -30.0cc  9.2  8.7  8.3  09053582  30915

All items in red are non-stocking parts, made-to-order as necessary.
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5.0L GEN 1-2 
COYOTE STREET/STRIP SERIES

•	 Designed to be used with 2011-17 5.0L Coyote cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .040 head gasket @ 8.937 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.075" intake and 0.075" exhaust
•	 Made from 2618 alloy

Ford Modular

5.0L Block: 3.630 Std Bore 3.650 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  57cc  Ring Set  Part #
 3.630  3.650  5.933  1.169  385  .866 x 2.500  8.0cc  11.5  09053630  30100

 3.640  3.650  5.933  1.169  388  .866 x 2.500  8.0cc  11.6  09053640  30101

 3.650  3.650  5.933  1.169  392  .866 x 2.500  8.0cc  11.6  09053650  30102

 3.660  3.650  5.933  1.169  394  .866 x 2.500  8.0cc  11.7  09053660  30103

 3.630  3.650  5.933  1.169  380  .866 x 2.500  5.0cc  11.0  09053630  30104

 3.640  3.650  5.933  1.169  384  .866 x 2.500  5.0cc  11.1  09053640  30105

 3.650  3.650  5.933  1.169  385  .866 x 2.500  5.0cc  11.1  09053650  30106

 3.660  3.650  5.933  1.169  388  .866 x 2.500  5.0cc  11.2  09053660  30107

 3.630  3.650  5.933  1.169  376  .866 x 2.500  1.8cc  10.5  09053630  30108

 3.640  3.650  5.933  1.169  378  .866 x 2.500  1.8cc  10.6  09053640  30109

 3.650  3.650  5.933  1.169  383  .866 x 2.500  1.8cc  10.6  09053650  30110

 3.660  3.650  5.933  1.169  388  .866 x 2.500  1.8cc  10.7  09053660  30111

 3.630  3.650  5.933  1.169  370  .866 x 2.500  -6.0cc  9.5  09053630  30112

 3.640  3.650  5.933  1.169  376  .866 x 2.500  -6.0cc  9.5  09053640  30113

 3.650  3.650  5.933  1.169  379  .866 x 2.500  -6.0cc  9.6  09053650  30114

 3.660  3.650  5.933  1.169  382  .866 x 2.500  -6.0cc  9.6  09053660  30115

 3.630  3.650  5.933  1.169  call  .866 x 2.500  -10.0cc  9.1  09053630  30116

 3.640  3.650  5.933  1.169  call  .866 x 2.500  -10.0cc  9.1  09053640  30117

 3.650  3.650  5.933  1.169  call  .866 x 2.500  -10.0cc  9.1  09053650  30118

 3.660  3.650  5.933  1.169  call  .866 x 2.500  -10.0cc  9.2  09053660  30119

 3.630  3.650  5.933  1.169  call  .866 x 2.500  -15.5cc  8.5  09053630  30120

 3.640  3.650  5.933  1.169  call  .866 x 2.500  -15.5cc  8.6  09053640  30121

 3.650  3.650  5.933  1.169  call  .866 x 2.500  -15.5cc  8.6  09053650  30122

 3.660  3.650  5.933  1.169  call  .866 x 2.500  -15.5cc  8.6  09053660  30123

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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5.0L GEN 3 
COYOTE STREET/STRIP SERIES

5.2L VOODOO SERIES

•	 Designed to be used with 2018 Direct Injection 5.0L Coyote cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .040 head gasket @ 8.937 Deck
•	 Premium ring package 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.100" intake and 0.100" exhaust
•	 Made from 2618 alloy

Ford Modular

5.0L Block: 3.661 Std Bore 3.650 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  57cc  Ring Set  Part #
3.661 3.650 5.933 1.165 call .866 x 2.500 8.0cc 11.6 09053662 30125

3.681 3.650 5.933 1.165 call .866 x 2.500 8.0cc 11.7 09053682 30126

3.661 3.650 5.933 1.165 call .866 x 2.500 1.0cc 10.5 09053662 30127

3.681 3.650 5.933 1.165 call .866 x 2.500 1.0cc 10.6 09053682 30128

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

5.2L Voodoo Block: 3.700 Std Bore 3.661 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  57cc  Ring Set  Part #
3.700 3.661 5.933 1.155 call .827 x 2.250 7.5cc 12.0 09513700 30700

3.705 3.661 5.933 1.155 call .827 x 2.250 7.5cc 12.0 09513700 30701

3.700 3.661 5.933 1.155 call .827 x 2.250 2.0cc 11.0 09513700 30702

3.705 3.661 5.933 1.155 call .827 x 2.250 2.0cc 11.0 09513700 30703

3.700 3.661 5.933 1.155 call .827 x 2.250 -5.0cc 10.0 09513700 30704

3.705 3.661 5.933 1.155 call .827 x 2.250 -5.0cc 10.0 09513700 30705

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for  3.740 x .040 head gasket @ 8.925 Deck Height
•	 Top ring down dimension: .260"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.2mm x 1.2mm x 2.0mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.140" intake and 0.075" exhaust
•	 2618 material for High HP/Boost applications

Ford Modular
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5.8L GT-500 STREET/STRIP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 3.700 x .036 head gasket
•	 Top ring down dimension: .320"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.2mm x 1.5mm x 3.0mm ring package
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.151" intake and .050" exhaust
•	 2618 material for High HP/Boost applications

Ford Modular

   93.5mm (3.6810) Std Bore - 105.79mm (4.165) Stock Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  54cc  Ring Set  Part #
 3.681  4.165  6.657  1.315  call  .866 x 2.500  -31.0cc  8.5  09523681  30800

 3.681  4.165  6.657  1.315  call  .866 x 2.500  -25.0cc  9.0  09523681  30801

 3.681  4.165  6.657  1.315  call  .866 x 2.500  -19.5cc  9.5  09523681  30802

 3.681  4.165  6.657  1.315  call  .866 x 2.500  -15.0cc  10.0  09523681  30803

 3.681  4.165  6.657  1.315  call  .866 x 2.500  -10.5cc  10.5  09523681  30804

Resleeved Block   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  54cc  Ring Set  Part #
 3.650  4.165  6.657  1.315  call  .866 x 2.500  -29.5cc  8.5  09523650  30805

 3.670  4.165  6.657  1.315  call  .866 x 2.500  -30.5cc  8.5  09523670  30806

 3.650  4.165  6.657  1.315  call  .866 x 2.500  -23.5cc  9.0  09523650  30807

 3.670  4.165  6.657  1.315  call  .866 x 2.500  -24.5cc  9.0  09523670  30808

 3.650  4.165  6.657  1.315  call  .866 x 2.500  -13.5cc  10.0  09523650  30809

 3.670  4.165  6.657  1.315  call  .866 x 2.500  -14.5cc  10.0  09523670  30810

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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6.2L RAPTOR STREET/STRIP SERIES

•	 Designed to be used with 6.2L SOHC cylinder heads
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Top ring down dimension: .300"
•	 Ratios figured for .040 head gasket @ 9.408 Deck
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.190" intake and 0.075" exhaust
•	 Made from 2618 alloy

Ford Modular

6.2L Block: 4.0157 Std Bore 3.740 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  72cc  Ring Set  Part #
 4.020  3.740  6.200  1.325  call  .927 x 2.500  -8.0cc  9.5  09054020  30600

 4.030  3.740  6.200  1.325  call  .927 x 2.500  -8.0cc  9.5  09054030  30601

 4.020  3.740  6.200  1.325  call  .927 x 2.500  6.0cc  11.0  09054020  30602

 4.030  3.740  6.200  1.325  call  .927 x 2.500  6.0cc  11.0  09054030  30603

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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302/351 INLINE  
STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 20° inline valve  

cylinder heads
•	 Top ring down dimension: .260"
•	 Ratios figured for .040 head gasket @ 8.200 Deck, 9.470 Deck & 9.500 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.300" intake and .234" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

Small Block Ford

302 Block: 4.000 Std Bore 3.000 Std Stroke   COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  480  .912 x 2.750  -6.0cc  9.3  8.4  7.7  09024030  31001

 4.035  3.000  5.090  1.600  481  .912 x 2.750  -6.0cc  9.3  8.4  7.7  09024030  31002

 4.040  3.000  5.090  1.600  483  .912 x 2.750  -6.0cc  9.3  8.4  7.7  09024040  31003

 4.060  3.000  5.090  1.600  490  .912 x 2.750  -6.0cc  9.4  8.5  7.8  09024060  31004

 4.125  3.000  5.090  1.600  521  .912 x 2.750  -6.0cc  9.6  8.7  8.0  09024125  31005

 4.030  3.250  5.400  1.165  417  .927 x 2.750  -6.0cc  10.0  9.0  8.2  09024030  31006

 4.035  3.250  5.400  1.165  418  .927 x 2.750  -6.0cc  10.0  9.0  8.3  09024030  31007

 4.040  3.250  5.400  1.165  420  .927 x 2.750  -6.0cc  10.0  9.0  8.3  09024040  31008

 4.060  3.250  5.400  1.165  428  .927 x 2.750  -6.0cc  10.1  9.1  8.3  09024060  31009

 4.125  3.250  5.400  1.165  459  .927 x 2.750  -6.0cc  10.4  9.4  8.6  09024125  31010

 4.030  3.400  5.400  1.090  403  .927 x 2.750  -6.0cc  10.4  9.4  8.6  09024030  31011

 4.035  3.400  5.400  1.090  402  .927 x 2.750  -6.0cc  10.4  9.4  8.6  09024030  31012

 4.040  3.400  5.400  1.090  405  .927 x 2.750  -6.0cc  10.4  9.4  8.6  09024040  31013

 4.060  3.400  5.400  1.090  410  .927 x 2.750  -6.0cc  10.5  9.5  8.7  09024060  31014

 4.125  3.400  5.400  1.090  441  .927 x 2.750  -6.0cc  10.8  9.8  8.9  09024125  31015
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302/351 INLINE  
STREET/STRIP FLAT TOP SERIESSmall Block Ford

351 9.470 Block: 4.000 Std Bore 3.500 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  3.500  5.956  1.764  506  .912 x 2.750  -6.0cc  10.9  9.8  9.0  09024030  31016

 4.035  3.500  5.956  1.764  507  .912 x 2.750  -6.0cc  10.9  9.9  9.0  09024030  31017

 4.040  3.500  5.956  1.764  510  .912 x 2.750  -6.0cc  11.0  9.9  9.0  09024040  31018

 4.060  3.500  5.956  1.764  527  .912 x 2.750  -6.0cc  11.1  10.0  9.1  09024060  31019

 4.125  3.500  5.956  1.764  556  .912 x 2.750  -6.0cc  11.4  10.3  9.3  09024125  31020

 4.030  3.850  6.200  1.345  439  .927 x 2.750  -6.0cc  11.9  10.7  9.8  09024030  31026

 4.035  3.850  6.200  1.345  440  .927 x 2.750  -6.0cc  11.9  10.7  9.8  09024030  31027

 4.040  3.850  6.200  1.345  444  .927 x 2.750  -6.0cc  12.0  10.8  9.8  09024040  31028

 4.060  3.850  6.200  1.345  450  .927 x 2.750  -6.0cc  12.1  10.9  9.9  09024040  31029

 4.125  3.850  6.200  1.345  483  .927 x 2.750  -6.0cc  12.4  11.2  10.2  09024125  31030

 4.030  4.000  6.200  1.270  423  .927 x 2.750  -6.0cc  12.3  11.1  10.1  09024030  31031

 4.035  4.000  6.200  1.270  425  .927 x 2.750  -6.0cc  12.4  11.1  10.1  09024030  31032

 4.040  4.000  6.200  1.270  428  .927 x 2.750  -6.0cc  12.4  11.2  10.2  09024040  31033

 4.060  4.000  6.200  1.270  450  .927 x 2.750  -6.0cc  12.5  11.3  10.2  09024060  31034

 4.125  4.000  6.200  1.270  481  .927 x 2.750  -6.0cc  12.9  11.6  10.5  09024125  31035

351 9.500 Block: 4.000 Std Bore 3.500 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  4.000  6.200  1.295  477  .927 x 2.750  -6.0cc  12.2  11.0  10.0  09024030  31036

 4.035  4.000  6.200  1.295  478  .927 x 2.750  -6.0cc  12.2  11.0  10.0  09024030  31037

 4.040  4.000  6.200  1.295  485  .927 x 2.750  -6.0cc  12.2  11.0  10.1  09024040  31038

 4.060  4.000  6.200  1.295  445  .927 x 2.750  -6.0cc  12.3  11.1  10.1  09024060  31039

 4.125  4.000  6.200  1.295  473  .927 x 2.750  -6.0cc  12.7  11.4  10.4  09024125  31040

 4.030  4.000  6.250  1.250  436  .927 x 2.750  -6.0cc  12.3  11.1  10.1  09024030  31041

 4.035  4.000  6.250  1.250  437  .927 x 2.750  -6.0cc  12.4  11.1  10.1  09024030  31042

 4.040  4.000  6.250  1.250  440  .927 x 2.750  -6.0cc  12.4  11.2  10.2  09024040  31043

 4.060  4.000  6.250  1.250  448  .927 x 2.750  -6.0cc  12.5  11.3  10.2  09024060  31044

 4.125  4.000  6.250  1.250  477  .927 x 2.750  -6.0cc  12.9  11.6  10.5  09024125  31045

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Trick Flow Twisted Wedge cylinder heads
•	 Top ring down dimension: .300"
•	 Top ring down dimension: .265" on part#’s 31711-31714
•	 Ratios figured for .040 head gasket @ 8.200 Deck, 9.470 Deck & 9.500 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.308" intake and .258" exhaust
•	 Valve pocket depth: 0.289" intake and .260" exhaust on part#’s 31711-31714 
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

 302 Block: 4.000 Std Bore 3.000 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  525  .912 x 2.750  -7.7cc  9.1  8.8  8.3  09024030  31700

 4.040  3.000  5.090  1.600  528  .912 x 2.750  -7.7cc  9.1  8.8  8.4  09024040  31701

 4.060  3.000  5.090  1.600  531  .912 x 2.750  -7.7cc  9.2  8.9  8.4  09024060  31702

 4.125  3.000  5.090  1.600  574  .912 x 2.750  -7.7cc  9.4  9.1  8.7  09024125  31703

 4.030  3.250  5.400  1.165  452  .927 x 2.750  -7.7cc  9.7  9.4  8.9  09024030  31706

 4.040  3.250  5.400  1.165  455  .927 x 2.750  -7.7cc  9.8  9.5  9.0  09024040  31707

 4.060  3.250  5.400  1.165  466  .927 x 2.750  -7.7cc  9.9  9.5  9.0  09024060  31708

 4.125  3.250  5.400  1.165  494  .927 x 2.750  -7.7cc  10.1  9.8  9.3  09024125  31709

 4.030  3.400  5.400  1.090  443  .927 x 2.750  -7.0cc  10.2  9.9  9.4  09024030  31711

 4.040  3.400  5.400  1.090  447  .927 x 2.750  -7.0cc  10.3  9.9  9.4  09024040  31712

 4.060  3.400  5.400  1.090  457  .927 x 2.750  -7.0cc  10.4  10.0  9.5  09024060  31713

 4.125  3.400  5.400  1.090  474  .927 x 2.750  -7.0cc  10.7  10.3  9.8  09024125  31714

302/351 T/W  
STREET/STRIP FLAT TOP SERIESSmall Block Ford
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302/351 T/W  
STREET/STRIP FLAT TOP SERIESSmall Block Ford

 351 9.470 Block: 4.000 Std Bore 3.500 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  3.500  5.956  1.764  call  .912 x 2.750  -7.7cc  10.7  10.3  9.7  09024030  31716

 4.040  3.500  5.956  1.764  call  .912 x 2.750  -7.7cc  10.7  10.4  9.8  09024040  31717

 4.060  3.500  5.956  1.764  call  .912 x 2.750  -7.7cc  10.8  10.4  9.9  09024060  31718

 4.125  3.500  5.956  1.764  call  .912 x 2.750  -7.7cc  11.1  10.7  10.2  09024125  31719

 4.030  3.850  6.200  1.345  call  .927 x 2.750  -7.7cc  11.6  11.2  10.6  09024030  31721

 4.040  3.850  6.200  1.345  call  .927 x 2.750  -7.7cc  11.7  11.3  10.7  09024040  31722

 4.060  3.850  6.200  1.345  call  .927 x 2.750  -7.7cc  11.8  11.4  10.8  09024060  31723

 4.125  3.850  6.200  1.345  call  .927 x 2.750  -7.7cc  12.1  11.7  11.1  09024125  31724

 4.030  4.000  6.200  1.270  482  .927 x 2.750  -7.7cc  12.1  11.6  11.0  09024030  31726

 4.040  4.000  6.200  1.270  480  .927 x 2.750  -7.7cc  12.1  11.7  11.0  09024040  31727

 4.060  4.000  6.200  1.270  482  .927 x 2.750  -7.7cc  12.2  11.8  11.1  09024060  31728

 4.125  4.000  6.200  1.270  525  .927 x 2.750  -7.7cc  12.6  12.1  11.5  09024125  31729

351 9.500 Block: 4.000 Std Bore 3.500 Std Stroke   COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  4.000  6.200  1.295  483  .927 x 2.750  -7.7cc  11.9  11.5  10.9  09024030  31735

 4.040  4.000  6.200  1.295  485  .927 x 2.750  -7.7cc  12.0  11.5  10.9  09024040  31736

 4.060  4.000  6.200  1.295  492  .927 x 2.750  -7.7cc  12.1  11.6  11.0  09024060  31737

 4.125  4.000  6.200  1.295  535  .927 x 2.750  -7.7cc  12.4  12.0  11.3  09024125  31738

 4.030  4.000  6.250  1.250  476  .927 x 2.750  -7.7cc  12.1  11.6  11.0  09024030  31731

 4.040  4.000  6.250  1.250  478  .927 x 2.750  -7.7cc  12.1  11.7  11.0  09024040  31732

 4.060  4.000  6.250  1.250  482  .927 x 2.750  -7.7cc  12.2  11.8  11.1  09024060  31733

 4.125  4.000  6.250  1.250  523  .927 x 2.750  -7.7cc  12.6  12.1  11.5  09024125  31734

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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302/351 CLEVELAND  
STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and aftermarket 351C cylinder heads
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 8.200 Deck & 9.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.210" intake and .000" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.710"
•	 Made from 2618 alloy

Small Block Ford

  Boss 302 Block: 4.000 Std Bore 3.000 Std Stroke   COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  62cc  72cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  508  .912 x 2.750  -3.5cc  9.3  9.1  8.2  09024030  31600

 4.035  3.000  5.090  1.600  510  .912 x 2.750  -3.5cc  9.3  9.1  8.2  09024030  31601

 4.040  3.000  5.090  1.600  518  .912 x 2.750  -3.5cc  9.3  9.1  8.2  09024040  31602

 4.060  3.000  5.090  1.600  531  .912 x 2.750  -3.5cc  9.4  9.2  8.3  09024060  31603

 4.030  3.000  5.155  1.535  499  .912 x 2.750  -3.5cc  9.3  9.1  8.2  09024030  31610

 4.035  3.000  5.155  1.535  500  .912 x 2.750  -3.5cc  9.3  9.1  8.2  09024030  31611

 4.040  3.000  5.155  1.535  504  .912 x 2.750  -3.5cc  9.3  9.1  8.2  09024040  31612

 4.060  3.000  5.155  1.535  516  .912 x 2.750  -3.5cc  9.4  9.2  8.3  09024060  31613

 4.030  3.250  5.400  1.175  441  .927 x 2.750  -3.5cc  10.2  10.0  8.9  09024030  31620

 4.035  3.250  5.400  1.175  443  .927 x 2.750  -3.5cc  10.3  10.0  9.0  09024030  31621

 4.040  3.250  5.400  1.175  446  .927 x 2.750  -3.5cc  10.3  10.0  9.0  09024040  31622

 4.060  3.250  5.400  1.175  452  .927 x 2.750  -3.5cc  10.4  10.1  9.1  09024060  31623

 4.030  3.400  5.400  1.100  425  .927 x 2.750  -3.5cc  10.7  10.4  9.3  09024030  31630

 4.035  3.400  5.400  1.100  427  .927 x 2.750  -3.5cc  10.7  10.4  9.3  09024030  31631

 4.040  3.400  5.400  1.100  429  .927 x 2.750  -3.5cc  10.7  10.5  9.4  09024040  31632

 4.060  3.400  5.400  1.100  434  .927 x 2.750  -3.5cc  10.8  10.5  9.4  09024060  31633
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302/351 CLEVELAND  
STREET/STRIP FLAT TOP SERIESSmall Block Ford

 Cleveland 351 9.200 Block: 4.000 Std Bore 3.500 Std Stroke  COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  62cc  72cc  Ring Set  Part #
 4.030  3.500  5.780  1.660  520  .912 x 2.750  -3.5cc  10.7  10.4  9.3  09024030  31640

 4.035  3.500  5.780  1.660  522  .912 x 2.750  -3.5cc  10.7  10.4  9.4  09024030  31641

 4.040  3.500  5.780  1.660  525  .912 x 2.750  -3.5cc  10.7  10.5  9.4  09024040  31642

 4.060  3.500  5.780  1.660  535  .912 x 2.750  -3.5cc  10.8  10.6  9.5  09024060  31643

 4.030  3.850  5.956  1.310  468  .912 x 2.750  -3.5cc  11.7  11.4  10.2  09024030  31650

 4.035  3.850  5.956  1.310  472  .912 x 2.750  -3.5cc  11.7  11.4  10.2  09024030  31651

 4.040  3.850  5.956  1.310  476  .912 x 2.750  -3.5cc  11.7  11.4  10.3  09024040  31652

 4.060  3.850  5.956  1.310  487  .912 x 2.750  -3.5cc  11.8  11.5  10.3  09024060  31653

 4.030  3.850  6.000  1.265  459  .927 x 2.750  -3.5cc  11.6  11.4  10.2  09024030  31660

 4.035  3.850  6.000  1.265  462  .927 x 2.750  -3.5cc  11.7  11.4  10.2  09024030  31661

 4.040  3.850  6.000  1.265  466  .927 x 2.750  -3.5cc  11.7  11.4  10.2  09024040  31662

 4.060  3.850  6.000  1.265  477  .927 x 2.750  -3.5cc  11.8  11.5  10.3  09024060  31663

 4.030  4.000  6.000  1.190  443  .927 x 2.750  -3.5cc  12.1  11.8  10.5  09024030  31670

 4.035  4.000  6.000  1.190  445  .927 x 2.750  -3.5cc  12.1  11.8  10.6  09024030  31671

 4.040  4.000  6.000  1.190  447  .927 x 2.750  -3.5cc  12.1  11.8  10.6  09024040  31672

 4.060  4.000  6.000  1.190  454  .927 x 2.750  -3.5cc  12.2  11.9  10.7  09024060  31673

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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302/351 INLINE  
STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most aftermarket 20° inline valve  

cylinder heads
•	 Top ring down dimension: .265"
•	 Ratios figured for .040 head gasket @ 8.200 Deck, 9.470 Deck & 9.500 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.300" intake and .234" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

Small Block Ford

  302 Block: 4.000 Std Bore 3.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  518  .912 x 2.950  -11.0cc  8.8  8.0  7.3  09194030  31401

 4.035  3.000  5.090  1.600  519  .912 x 2.950  -11.0cc  8.8  8.0  7.4  09194030  31402

 4.040  3.000  5.090  1.600  523  .912 x 2.950  -11.0cc  8.8  8.0  7.4  09194040  31403

 4.060  3.000  5.090  1.600  533  .912 x 2.950  -11.0cc  8.9  8.1  7.4  09194060  31404

 4.125  3.000  5.090  1.600  551  .912 x 2.950  -11.0cc  9.1  8.3  7.6  09194125  31405

 4.030  3.250  5.400  1.165  453  .927 x 2.950  -17.0cc  8.8  8.1  7.5  09194030  31406

 4.035  3.250  5.400  1.165  454  .927 x 2.950  -17.0cc  8.8  8.1  7.5  09194030  31407

 4.040  3.250  5.400  1.165  456  .927 x 2.950  -17.0cc  8.9  8.1  7.5  09194040  31408

 4.060  3.250  5.400  1.165  467  .927 x 2.950  -17.0cc  8.9  8.2  7.6  09194060  31409

 4.125  3.250  5.400  1.165  491  .927 x 2.950  -17.0cc  9.2  8.4  7.8  09194125  31410

 4.030  3.400  5.400  1.090  433  .927 x 2.950  -21.5cc  8.8  8.1  7.5  09194030  31411

 4.035  3.400  5.400  1.090  435  .927 x 2.950  -21.5cc  8.8  8.1  7.5  09194030  31412

 4.040  3.400  5.400  1.090  437  .927 x 2.950  -21.5cc  8.8  8.1  7.5  09194040  31413

 4.060  3.400  5.400  1.090  447  .927 x 2.950  -21.5cc  8.9  8.2  7.6  09194060  31414

 4.125  3.400  5.400  1.090  462  .927 x 2.950  -21.5cc  9.1  8.4  7.8  09194125  31415

351 9.470 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  3.500  5.956  1.764  561  .912 x 2.950  -24.2cc  9.0  8.2  7.7  09194030  31416

 4.035  3.500  5.956  1.764  563  .912 x 2.950  -24.2cc  9.0  8.3  7.7  09194030  31417

 4.040  3.500  5.956  1.764  564  .912 x 2.950  -24.2cc  9.0  8.3  7.7  09194040  31418

 4.060  3.500  5.956  1.764  575  .912 x 2.950  -24.2cc  9.1  8.4  7.8  09194060  31419

 4.125  3.500  5.956  1.764  595  .912 x 2.950  -24.2cc  9.3  8.6  8.0  09194125  31420

 4.030  3.850  6.200  1.345  479  .927 x 2.950  -34.6cc  8.9  8.2  7.7  09194030  31421

 4.035  3.850  6.200  1.345  481  .927 x 2.950  -34.6cc  8.9  8.2  7.7  09194030  31422

 4.040  3.850  6.200  1.345  483  .927 x 2.950  -34.6cc  8.9  8.3  7.7  09194040  31423

 4.060  3.850  6.200  1.345  485  .927 x 2.950  -34.6cc  9.0  8.3  7.8  09194060  31424

 4.125  3.850  6.200  1.345  519  .927 x 2.950  -34.6cc  9.2  8.6  8.0  09194125  31425

 4.030  4.000  6.200  1.270  462  .927 x 2.950  -37.2cc  9.0  8.3  7.8  09194030  31426

 4.035  4.000  6.200  1.270  462  .927 x 2.950  -37.2cc  9.0  8.4  7.8  09194030  31427

 4.040  4.000  6.200  1.270  459  .927 x 2.950  -37.2cc  9.0  8.4  7.8  09194040  31428

 4.060  4.000  6.200  1.270  466  .927 x 2.950  -37.2cc  9.1  8.4  7.9  09194060  31429

 4.125  4.000  6.200  1.270  483  .927 x 2.950  -37.2cc  9.3  8.7  8.1  09194125  31432
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302/351 INLINE  
STREET/STRIP DISH SERIESSmall Block Ford

351 9.500 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  4.000  6.200  1.295  500  .927 x 2.950  -36.0cc  9.0  8.3  7.8  09194030  31433

 4.035  4.000  6.200  1.295  502  .927 x 2.950  -36.0cc  9.0  8.4  7.8  09194030  31434

 4.040  4.000  6.200  1.295  504  .927 x 2.950  -36.0cc  9.0  8.4  7.8  09194040  31435

 4.060  4.000  6.200  1.295  508  .927 x 2.950  -36.0cc  9.1  8.5  7.9  09194060  31436

 4.125  4.000  6.200  1.295  540  .927 x 2.950  -36.0cc  9.3  8.7  8.1  09194125  31445

 4.030  4.000  6.250  1.250  458  .927 x 2.950  -36.0cc  9.1  8.4  7.9  09194030  31440

 4.040  4.000  6.250  1.250  460  .927 x 2.950  -36.0cc  9.1  8.4  7.9  09194040  31441

 4.060  4.000  6.250  1.250  470  .927 x 2.950  -36.0cc  9.2  8.5  8.0  09194060  31442

 4.125  4.000  6.250  1.250  480  .927 x 2.950  -36.0cc  9.4  8.8  8.2  09194125  31443

 4.155  4.000  6.250  1.250  512  .927 x 2.950  -36.0cc  9.6  8.9  8.3  09194155  31444

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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Small Block Ford 302/351 T/W  
STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Trick Flow Twisted Wedge cylinder heads
•	 Top ring down dimension: .245" to .260"
•	 Ratios figured for .040 head gasket @ 8.200 Deck, 9.470 Deck & 9.500 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.177" intake and .140" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

  302 Block: 4.000 Std Bore 3.000 Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  535  .912 x 2.950  -11.0cc  8.8  8.5  8.1  09194030  31501

 4.040  3.000  5.090  1.600  538  .912 x 2.950  -11.0cc  8.8  8.5  8.1  09194040  31503

 4.060  3.000  5.090  1.600  541  .912 x 2.950  -11.0cc  8.9  8.6  8.2  09194060  31505

 4.125  3.000  5.090  1.600  565  .912 x 2.950  -11.0cc  9.1  8.8  8.4  09194125  31504

 4.030  3.250  5.400  1.165  457  .927 x 2.950  -20.4cc  8.5  8.3  7.9  09194030  31506

 4.040  3.250  5.400  1.165  465  .927 x 2.950  -20.4cc  8.6  8.3  7.9  09194040  31508

 4.060  3.250  5.400  1.165  472  .927 x 2.950  -20.4cc  8.6  8.4  8.0  09194060  31510

 4.125  3.250  5.400  1.165  495  .927 x 2.950  -20.4cc  8.9  8.6  8.2  09194125  31507

 4.030  3.400  5.400  1.090  424  .927 x 2.950  -25.4cc  8.5  8.2  7.9  09194030  31511

 4.040  3.400  5.400  1.090  427  .927 x 2.950  -25.4cc  8.5  8.3  7.9  09194040  31513

 4.060  3.400  5.400  1.090  428  .927 x 2.950  -25.4cc  8.6  8.3  8.0  09194060  31515

 4.125  3.400  5.400  1.090  450  .927 x 2.950  -25.4cc  8.8  8.6  8.2  09194125  31512
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351 9.470 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  3.500  5.956  1.764  574  .912 x 2.950  -25.0cc  8.9  8.6  8.3  09194030  31516

 4.040  3.500  5.956  1.764  576  .912 x 2.950  -25.0cc  8.9  8.7  8.3  09194040  31518

 4.060  3.500  5.956  1.764  578  .912 x 2.950  -25.0cc  9.0  8.8  8.4  09194060  31520

 4.125  3.500  5.956  1.764  601  .912 x 2.950  -25.0cc  9.3  9.0  8.6  09194125  31517

 4.030  3.850  6.200  1.345  492  .927 x 2.950  -37.0cc  8.7  8.5  8.1  09194030  31521

 4.040  3.850  6.200  1.345  492  .927 x 2.950  -37.0cc  8.7  8.5  8.2  09194040  31523

 4.060  3.850  6.200  1.345  496  .927 x 2.950  -37.0cc  8.8  8.6  8.2  09194060  31525

 4.125  3.850  6.200  1.345  525  .927 x 2.950  -37.0cc  9.0  8.8  8.5  09194125  31524

 4.030  4.000  6.200  1.270  432  .927 x 2.950  -41.4cc  8.7  8.5  8.1  09194030  31526

 4.040  4.000  6.200  1.270  434  .927 x 2.950  -41.4cc  8.7  8.5  8.2  09194040  31527

 4.060  4.000  6.200  1.270  435  .927 x 2.950  -41.4cc  8.8  8.6  8.2  09194060  31528

 4.125  4.000  6.200  1.270  454  .927 x 2.950  -41.4cc  9.0  8.8  8.5  09194125  31529

 4.030  4.000  6.200  1.270  442  .927 x 2.950  -27.0cc  9.8  9.6  9.1  09194030  31530

 4.040  4.000  6.200  1.270  449  .927 x 2.950  -27.0cc  9.9  9.6  9.2  09194040  31531

 4.060  4.000  6.200  1.270  451  .927 x 2.950  -27.0cc  10.0  9.7  9.3  09194060  31532

 4.125  4.000  6.200  1.270  474  .927 x 2.950  -27.0cc  10.2  10.0  9.5  09194125  31533

351 9.500 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  4.000  6.200  1.295  443  .927 x 2.950  -41.0cc  8.6  8.4  8.1  09194030  31540

 4.040  4.000  6.200  1.295  445  .927 x 2.950  -41.0cc  8.7  8.4  8.1  09194040  31541

 4.060  4.000  6.200  1.295  447  .927 x 2.950  -41.0cc  8.7  8.5  8.2  09194060  31542

 4.125  4.000  6.200  1.295  471  .927 x 2.950  -41.0cc  9.0  8.8  8.4  09194125  31543

 4.030  4.000  6.200  1.295  454  .927 x 2.950  -27.0cc  9.7  9.5  9.1  09194030  31545

 4.040  4.000  6.200  1.295  458  .927 x 2.950  -27.0cc  9.8  9.5  9.1  09194040  31546

 4.060  4.000  6.200  1.295  462  .927 x 2.950  -27.0cc  9.9  9.6  9.2  09194060  31547

 4.125  4.000  6.200  1.295  492  .927 x 2.950  -27.0cc  10.1  9.9  9.4  09194125  31548

 4.030  4.000  6.250  1.250  475  .927 x 2.950  -27.0cc  9.8  9.6  9.1  09194030  31534

 4.040  4.000  6.250  1.250  478  .927 x 2.950  -27.0cc  9.9  9.6  9.2  09194040  31535

 4.060  4.000  6.250  1.250  480  .927 x 2.950  -27.0cc  10.0  9.7  9.3  09194060  31536

 4.125  4.000  6.250  1.250  483  .927 x 2.950  -27.0cc  10.2  10.0  9.5  09194125  31537

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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302/351 CLEVELAND  
STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and aftermarket 351C cylinder heads
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.205" intake and .000" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.710"
•	 Made from 2618 alloy

Small Block Ford

  Cleveland 351 9.200 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  62cc  72cc  Ring Set  Part #
 4.005  3.750  6.000  1.310  510  .927 x 2.750  -8.0cc  10.5  10.3  9.3  09024000  32601

 4.020  3.750  6.000  1.310  518  .927 x 2.750  -8.0cc  10.6  10.4  9.4  09024020  32602

 4.030  3.750  6.000  1.310  520  .927 x 2.750  -8.0cc  10.7  10.4  9.4  09024030  32603

 4.035  3.750  6.000  1.310  521  .927 x 2.750  -8.0cc  10.7  10.4  9.4  09024030  32604

 4.040  3.750  6.000  1.310  522  .927 x 2.750  -8.0cc  10.7  10.5  9.5  09024040  32605

 4.045  3.750  6.000  1.310  523  .927 x 2.750  -8.0cc  10.7  10.5  9.5  09024040  32606

 4.060  3.750  6.000  1.310  528  .927 x 2.750  -8.0cc  10.8  10.6  9.5  09024060  32607

 4.005  3.850  5.956  1.310  500  .912 x 2.750  -11.5cc  10.5  10.3  9.3  09024000  32611

 4.020  3.850  5.956  1.310  504  .912 x 2.750  -11.5cc  10.6  10.4  9.4  09024020  32612

 4.030  3.850  5.956  1.310  516  .912 x 2.750  -11.5cc  10.6  10.4  9.4  09024030  32613

 4.035  3.850  5.956  1.310  517  .912 x 2.750  -11.5cc  10.7  10.4  9.5  09024030  32614

 4.040  3.850  5.956  1.310  519  .912 x 2.750  -11.5cc  10.7  10.5  9.5  09024040  32615

 4.045  3.850  5.956  1.310  520  .912 x 2.750  -11.5cc  10.7  10.5  9.5  09024040  32616

 4.060  3.850  5.956  1.310  525  .912 x 2.750  -11.5cc  10.8  10.6  9.6  09024060  32617

 4.005  3.850  6.000  1.265  443  .927 x 2.750  -11.5cc  10.5  10.3  9.3  09024000  32621

 4.020  3.850  6.000  1.265  446  .927 x 2.750  -11.5cc  10.6  10.4  9.4  09024020  32622

 4.030  3.850  6.000  1.265  447  .927 x 2.750  -11.5cc  10.6  10.4  9.4  09024030  32623

 4.035  3.850  6.000  1.265  448  .927 x 2.750  -11.5cc  10.6  10.4  9.4  09024030  32624

 4.040  3.850  6.000  1.265  450  .927 x 2.750  -11.5cc  10.7  10.4  9.5  09024040  32625

 4.045  3.850  6.000  1.265  451  .927 x 2.750  -11.5cc  10.7  10.5  9.5  09024040  32626

 4.060  3.850  6.000  1.265  459  .927 x 2.750  -11.5cc  10.8  10.5  9.5  09024060  32627

 4.005  4.000  6.000  1.190  427  .927 x 2.750  -14.5cc  10.5  10.3  9.4  09024000  32631

 4.020  4.000  6.000  1.190  429  .927 x 2.750  -14.5cc  10.6  10.4  9.4  09024020  32632

 4.030  4.000  6.000  1.190  434  .927 x 2.750  -14.5cc  10.7  10.4  9.5  09024030  32633

 4.035  4.000  6.000  1.190  435  .927 x 2.750  -14.5cc  10.7  10.5  9.5  09024030  32634

 4.040  4.000  6.000  1.190  437  .927 x 2.750  -14.5cc  10.7  10.5  9.5  09024040  32635

 4.045  4.000  6.000  1.190  438  .927 x 2.750  -14.5cc  10.7  10.5  9.5  09024040  32636

 4.060  4.000  6.000  1.190  448  .927 x 2.750  -14.5cc  10.8  10.6  9.6  09024060  32637

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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302/351 HIGHPORT  
STREET/STRIP DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Dome designed to work with OEM & Highport cylinder heads
•	 Top ring down dimension: .260"
•	 Ratios figured for .040 head gasket @ 8.200 Deck, 9.470 Deck & 9.500 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.300" intake and .234" exhaust
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

Small Block Ford

302 Block: 4.000 Std Bore 3.000 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  542  .912 x 2.750  9.1cc  11.3  10.0  8.9  09024030  32001

 4.040  3.000  5.090  1.600  530  .912 x 2.750  9.1cc  11.3  10.0  9.0  09024040  32002

 4.060  3.000  5.090  1.600  542  .912 x 2.750  9.1cc  11.4  10.1  9.1  09024060  32003

 4.030  3.250  5.400  1.165  472  .927 x 2.750  9.1cc  12.1  10.7  9.6  09024030  32006

 4.040  3.250  5.400  1.165  473  .927 x 2.750  9.1cc  12.2  10.8  9.6  09024040  32007

 4.060  3.250  5.400  1.165  475  .927 x 2.750  9.1cc  12.3  10.8  9.7  09024060  32008

 4.125  3.250  5.400  1.165  502  .927 x 2.750  9.1cc  12.6  11.2  10.0  09024125  32009

 4.030  3.400  5.400  1.090  441  .927 x 2.750  9.1cc  12.7  11.2  10.0  09024030  32011

 4.040  3.400  5.400  1.090  448  .927 x 2.750  9.1cc  12.7  11.2  10.0  09024040  32012

 4.060  3.400  5.400  1.090  456  .927 x 2.750  9.1cc  12.8  11.3  10.1  09024060  32013

 4.125  3.400  5.400  1.090  480  .927 x 2.750  9.1cc  13.2  11.6  10.4  09024125  32014

 351 9.470 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  3.500  5.956  1.764  542  .912 x 2.750  9.1cc  13.4  11.8  10.5  09024030  32016

 4.040  3.500  5.956  1.764  543  .912 x 2.750  9.1cc  13.5  11.8  10.6  09024040  32017

 4.060  3.500  5.956  1.764  544  .912 x 2.750  9.1cc  13.6  11.9  10.7  09024060  32018

 4.125  3.500  5.956  1.764  556  .912 x 2.750  9.1cc  14.0  12.3  11.0  09024125  32019

 4.030  3.850  6.200  1.345  480  .927 x 2.750  8.0cc  14.4  12.7  11.3  09024030  32021

 4.040  3.850  6.200  1.345  486  .927 x 2.750  8.0cc  14.5  12.7  11.4  09024040  32022

 4.060  3.850  6.200  1.345  494  .927 x 2.750  8.0cc  14.6  12.8  11.5  09024060  32023

 4.125  3.850  6.200  1.345  521  .927 x 2.750  8.0cc  15.0  13.2  11.8  09024125  32024

 4.030  4.000  6.200  1.270  473  .927 x 2.750  6.0cc  14.5  12.8  11.5  09024030  32026

 4.040  4.000  6.200  1.270  474  .927 x 2.750  6.0cc  14.6  12.8  11.5  09024040  32027

 4.060  4.000  6.200  1.270  485  .927 x 2.750  6.0cc  14.7  13.0  11.6  09024060  32028

 4.125  4.000  6.200  1.270  515  .927 x 2.750  6.0cc  15.1  13.3  11.9  09024125  32029

351 9.500 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  67cc  76cc  Ring Set  Part #
 4.030  4.000  6.250  1.250  470  .927 x 2.750  6.0cc  14.5  12.8  11.5  09024030  32031

 4.040  4.000  6.250  1.250  469  .927 x 2.750  6.0cc  14.6  12.8  11.5  09024040  32032

 4.060  4.000  6.250  1.250  471  .927 x 2.750  6.0cc  14.7  13.0  11.6  09024060  32033

 4.125  4.000  6.250  1.250  506  .927 x 2.750  6.0cc  15.1  13.3  11.9  09024125  32034

All items in red are non-stocking parts, made-to-order as necessary
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302/351 T/W  
STREET/STRIP DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Dome designed to work with Trick Flow T/W & T/W-R cylinder heads
•	 Top ring down dimension: .300"
•	 Ratios figured for .040 head gasket @ 8.200 Deck, 9.470 Deck & 9.500 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.252" intake and .137" exhaust
•	 Valve pocket depth: 0.279" intake and .172" exhaust on part#’s 32336-32346
•	 Will work with up to a intake valve size of 2.080" and exhaust valve size of 1.600"
•	 Made from 2618 alloy

Small Block Ford

302 Block: 4.000 Std Bore 3.000 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  call  .912 x 2.950  8.9cc  11.2  10.7  10.0  09024030  32301

 4.040  3.000  5.090  1.600  call  .912 x 2.950  8.9cc  11.3  10.8  10.1  09024040  32303

 4.060  3.000  5.090  1.600  call  .912 x 2.950  8.9cc  11.4  10.9  10.2  09024060  32304

 4.125  3.000  5.090  1.600  call  .912 x 2.950  8.9cc  11.7  11.2  10.5  09024125  32305

 4.030  3.250  5.400  1.165  485  .927 x 2.950  8.9cc  12.1  11.6  10.8  09024030  32307

 4.040  3.250  5.400  1.165  487  .927 x 2.950  8.9cc  12.1  11.6  10.8  09024040  32309

 4.060  3.250  5.400  1.165  492  .927 x 2.950  8.9cc  12.2  11.7  10.9  09024060  32310

 4.125  3.250  5.400  1.165  522  .927 x 2.950  8.9cc  12.6  12.0  11.2  09024125  32311

 4.030  3.400  5.400  1.090  463  .927 x 2.950  8.9cc  12.6  12.0  11.2  09024030  32313

 4.040  3.400  5.400  1.090  465  .927 x 2.950  8.9cc  12.6  12.1  11.3  09024040  32315

 4.060  3.400  5.400  1.090  469  .927 x 2.950  8.9cc  12.8  12.2  11.4  09024060  32316

 4.125  3.400  5.400  1.090  500  .927 x 2.950  8.9cc  13.1  12.6  11.7  09024125  32317

 351 9.470 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  3.500  5.956  1.764  586  .912 x 2.950  8.9cc  13.3  12.8  11.9  09024030  32318

 4.040  3.500  5.956  1.764  588  .912 x 2.950  8.9cc  13.4  12.8  11.9  09024040  32320

 4.060  3.500  5.956  1.764  592  .912 x 2.950  8.9cc  13.5  12.9  12.0  09024060  32321

 4.125  3.500  5.956  1.764  612  .912 x 2.950  8.9cc  13.9  13.3  12.4  09024125  32322

 4.030  3.850  5.956  1.589  call  .912 x 2.950  8.9cc  14.6  13.9  13.0  09024030  32324

 4.040  3.850  5.956  1.589  call  .912 x 2.950  8.9cc  14.6  14.0  13.0  09024040  32326

 4.060  3.850  5.956  1.589  call  .912 x 2.950  8.9cc  14.8  14.1  13.1  09024060  32327

 4.125  3.850  5.956  1.589  call  .912 x 2.950  8.9cc  15.2  14.5  13.5  09024125  32328

 4.030  3.850  6.200  1.345  503  .927 x 2.950  8.9cc  14.6  13.9  13.0  09024030  32330

 4.040  3.850  6.200  1.345  506  .927 x 2.950  8.9cc  14.6  14.0  13.0  09024040  32332

 4.060  3.850  6.200  1.345  510  .927 x 2.950  8.9cc  14.8  14.1  13.1  09024060  32333

 4.125  3.850  6.200  1.345  530  .927 x 2.950  8.9cc  15.2  14.5  13.5  09024125  32334

 4.030  4.000  6.200  1.270  504  .927 x 2.950  5.0cc  12.4  12.0  11.3  09024030  32336

 4.040  4.000  6.200  1.270  506  .927 x 2.950  5.0cc  12.5  12.0  11.4  09024040  32338

 4.060  4.000  6.200  1.270  521  .927 x 2.950  5.0cc  12.6  12.1  11.5  09024060  32339

 4.125  4.000  6.200  1.270  523  .927 x 2.950  5.0cc  13.0  12.5  11.8  09024125  32340
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302/351 T/W  
STREET/STRIP DOME SERIESSmall Block Ford

351 9.500 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  58cc  61cc  66cc  Ring Set  Part #
 4.030  4.000  6.250  1.250  513  .927 x 2.950  5.0cc  12.4  12.0  11.3  09024030  32342

 4.040  4.000  6.250  1.250  515  .927 x 2.950  5.0cc  12.5  12.0  11.4  09024040  32344

 4.060  4.000  6.250  1.250  518  .927 x 2.950  5.0cc  12.6  12.1  11.5  09024060  32345

 4.125  4.000  6.250  1.250  538  .927 x 2.950  5.0cc  13.0  12.5  11.8  09024125  32346

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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302 BOSS/351 CLEVELAND 
STREET/STRIP DOME SERIESSmall Block Ford

•	 3D milling on piston crowns for ready to install finish
•	 Dome designed to work with all OEM open & closed chamber, Motorsports A-4, 

C-302B & Blue Thunder 3.6 cylinder heads
•	 Top ring down dimension: .325"
•	 Ratios figured for .040 head gasket @ 8.200 Deck & 9.200 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.209" intake and -.017" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.710"
•	 Made from 2618 alloy

 Boss 302 Block: 4.000 Std Bore 3.000 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  62cc  72cc  Ring Set  Part #
 4.030  3.000  5.090  1.600  535  .912 x 2.750  6.1cc  10.5  10.2  9.0  09024030  32500

 4.040  3.000  5.090  1.600  541  .912 x 2.750  6.1cc  10.5  10.2  9.1  09024040  32502

 4.060  3.000  5.090  1.600  551  .912 x 2.750  6.1cc  10.6  10.3  9.1  09024060  32503

 4.030  3.000  5.155  1.535  529  .912 x 2.750  6.1cc  10.5  10.2  9.0  09024030  32510

 4.040  3.000  5.155  1.535  528  .912 x 2.750  6.1cc  10.5  10.2  9.1  09024040  32512

 4.060  3.000  5.155  1.535  538  .912 x 2.750  6.1cc  10.6  10.3  9.1  09024060  32513

 4.030  3.250  5.400  1.165  468  .927 x 2.750  6.1cc  11.3  11.0  9.7  09024030  32520

 4.040  3.250  5.400  1.165  470  .927 x 2.750  6.1cc  11.3  11.0  9.7  09024040  32522

 4.060  3.250  5.400  1.165  481  .927 x 2.750  6.1cc  11.4  11.1  9.8  09024060  32523

 4.030  3.400  5.400  1.090  430  .927 x 2.750  6.1cc  11.7  11.4  10.1  09024030  32530

 4.040  3.400  5.400  1.090  432  .927 x 2.750  6.1cc  11.8  11.5  10.1  09024040  32532

 4.060  3.400  5.400  1.090  443  .927 x 2.750  6.1cc  11.9  11.6  10.2  09024060  32533

 Cleveland 351 9.200 Block: 4.000 Std Bore 3.500 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  60cc  62cc  72cc  Ring Set  Part #
 4.030  3.500  5.780  1.660  551  .912 x 2.750  6.1cc  12.0  11.7  10.4  09024030  32540

 4.040  3.500  5.780  1.660  551  .912 x 2.750  6.1cc  12.1  11.8  10.4  09024040  32542

 4.060  3.500  5.780  1.660  561  .912 x 2.750  6.1cc  12.2  11.9  10.5  09024060  32543

 4.030  3.850  5.956  1.310  482  .912 x 2.750  6.1cc  13.2  12.8  11.3  09024030  32550

 4.040  3.850  5.956  1.310  485  .912 x 2.750  6.1cc  13.2  12.9  11.4  09024040  32552

 4.060  3.850  5.956  1.310  495  .912 x 2.750  6.1cc  13.4  12.8  11.3  09024060  32553

 4.030  3.850  6.000  1.265  490  .927 x 2.750  6.1cc  13.1  12.8  11.3  09024030  32560

 4.040  3.850  6.000  1.265  492  .927 x 2.750  6.1cc  13.2  12.8  11.3  09024040  32562

 4.060  3.850  6.000  1.265  502  .927 x 2.750  6.1cc  13.3  13.0  11.4  09024060  32563

 4.030  4.000  6.000  1.190  470  .927 x 2.750  6.1cc  13.6  13.3  11.7  09024030  32570

 4.040  4.000  6.000  1.190  478  .927 x 2.750  6.1cc  13.7  13.3  11.7  09024040  32572

 4.060  4.000  6.000  1.190  488  .927 x 2.750  6.1cc  13.8  13.4  11.8  09024060  32573

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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390 STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.226" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

390 Block: 4.050 Std Bore 3.780 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  68cc  72cc  76cc  Ring Set  Part #
 4.070  3.784  6.490  1.775  580  .975 x 2.930  -6.2cc  10.3  9.9  9.5  09024070  41001

 4.080  3.784  6.490  1.775  582  .975 x 2.930  -6.2cc  10.3  9.9  9.5  09024080  41002

 4.090  3.784  6.490  1.775  585  .975 x 2.930  -6.2cc  10.4  9.9  9.6  09024090  41003

 4.100  3.784  6.490  1.775  595  .975 x 2.930  -6.2cc  10.4  10.0  9.6  09024100  41004

 4.070  3.784  6.490  1.775  585  .990 x 2.930  -6.2cc  10.3  9.9  9.5  09024070  41010

 4.080  3.784  6.490  1.775  587  .990 x 2.930  -6.2cc  10.3  9.9  9.5  09024080  41011

 4.090  3.874  6.490  1.775  560  .990 x 2.930  -6.2cc  10.4  9.9  9.6  09024090  41012

 4.100  3.784  6.490  1.775  595  .990 x 2.930  -6.2cc  10.4  10.0  9.6  09024100  41013

 4.070  3.984  6.490  1.675  558  .975 x 2.930  -6.2cc  10.8  10.3  9.9  09024070  41005

 4.080  3.984  6.490  1.675  582  .975 x 2.930  -6.2cc  10.8  10.4  10.0  09024080  41006

 4.090  3.984  6.490  1.675  585  .975 x 2.930  -6.2cc  10.8  10.4  10.0  09024090  41007

 4.100  3.984  6.490  1.675  590  .975 x 2.930  -6.2cc  10.9  10.5  10.1  09024100  41008

 4.070  3.984  6.490  1.675  563  .990 x 2.930  -6.2cc  10.8  10.3  9.9  09024070  41014

 4.080  3.984  6.490  1.675  567  .990 x 2.930  -6.2cc  10.8  10.4  10.0  09024080  41015

 4.090  3.984  6.490  1.675  572  .990 x 2.930  -6.2cc  10.8  10.4  10.0  09024090  41016

 4.100  3.984  6.490  1.675  575  .990 x 2.930  -6.2cc  10.9  10.5  10.1  09024100  41013

 4.070  4.125  6.700  1.392  500  .990 x 2.930  -6.2cc  11.0  10.6  10.2  09024070  41020

 4.080  4.125  6.700  1.392  506  .990 x 2.930  -6.2cc  11.1  10.7  10.3  09024080  41021

 4.090  4.125  6.700  1.392  511  .990 x 2.930  -6.2cc  11.1  10.7  10.3  09024090  41022

 4.100  4.125  6.700  1.392  516  .990 x 2.930  -6.2cc  10.2  10.7  10.3  09024100  41023

 4.070  4.250  6.700  1.330  490  .990 x 2.930  -6.2cc  11.4  10.9  10.5  09024070  41030

 4.080  4.250  6.700  1.330  494  .990 x 2.930  -6.2cc  11.4  10.9  10.5  09024080  41031

 4.090  4.250  6.700  1.330  498  .990 x 2.930  -6.2cc  11.5  11.0  10.6  09024090  41032

 4.100  4.250  6.700  1.330  500  .990 x 2.930  -6.2cc  11.5  11.0  10.6  09024100  41033

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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406/428 STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.226" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

406 Block: 4.130 Std Bore 3.780 Std Stroke (428 Block 3.980 Std Stroke) COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  68cc  72cc  76cc  Ring Set  Part #
 4.155  3.784  6.490  1.775  600  .975 x 2.930  -6.0cc  10.7  10.2  9.8  09024155  41301

 4.165  3.784  6.490  1.775  597  .975 x 2.930  -6.0cc  10.7  10.3  9.9  09024165  41302

 4.175  3.784  6.490  1.775  602  .975 x 2.930  -6.0cc  10.7  10.3  9.9  09024175  41303

 4.185  3.784  6.490  1.775  607  .975 x 2.930  -6.0cc  10.8  10.4  10.0  09024185  41304

 4.155  3.784  6.490  1.775  600  .990 x 2.930  -6.0cc  10.7  10.2  9.8  09024155  41310

 4.165  3.784  6.490  1.775  604  .990 x 2.930  -6.0cc  10.7  10.3  9.9  09024165  41311

 4.175  3.784  6.490  1.775  609  .990 x 2.930  -6.0cc  10.7  10.3  9.9  09024175  41312

 4.185  3.784  6.490  1.775  612  .990 x 2.930  -6.0cc  10.8  10.4  10.0  09024185  41313

 4.155  3.984  6.490  1.675  566  .975 x 2.930  -6.0cc  11.2  10.7  10.3  09024155  41305

 4.165  3.984  6.490  1.675  571  .975 x 2.930  -6.0cc  11.2  10.8  10.4  09024165  41306

 4.175  3.984  6.490  1.675  576  .975 x 2.930  -6.0cc  11.3  10.8  10.4  09024175  41307

 4.185  3.984  6.490  1.675  580  .975 x 2.930  -6.0cc  11.3  10.9  10.4  09024185  41308

 4.155  3.984  6.490  1.675  564  .990 x 2.930  -6.0cc  11.2  10.7  10.3  09024155  41314

 4.165  3.984  6.490  1.675  568  .990 x 2.930  -6.0cc  11.2  10.8  10.4  09024165  41315

 4.175  3.984  6.490  1.675  572  .990 x 2.930  -6.0cc  11.3  10.8  10.4  09024175  41316

 4.185  3.984  6.490  1.675  577  .990 x 2.930  -6.0cc  11.3  10.9  10.4  09024185  41317

 4.155  4.125  6.700  1.392  496  .990 x 2.930  -6.0cc  11.4  11.0  10.6  09024155  41320

 4.165  4.125  6.700  1.392  499  .990 x 2.930  -6.0cc  11.5  11.0  10.6  09024165  41321

 4.175  4.125  6.700  1.392  503  .990 x 2.930  -6.0cc  11.5  11.1  10.7  09024175  41322

 4.185  4.125  6.700  1.392  507  .990 x 2.930  -6.0cc  11.6  11.1  10.7  09024185  41323

 4.155  4.250  6.700  1.330  479  .990 x 2.930  -6.0cc  11.8  11.3  10.9  09024155  41330

 4.160  4.250  6.700  1.330  480  .990 x 2.930  -6.0cc  11.8  11.3  10.9  09024155  41335

 4.165  4.250  6.700  1.330  485  .990 x 2.930  -6.0cc  11.8  11.4  10.9  09024165  41331

 4170  4.250  6.700  1.330  486  .990 x 2.930  -6.0cc  11.9  11.4  11.0  09024165  41336

 4.175  4.250  6.700  1.330  488  .990 x 2.930  -6.0cc  11.9  11.4  11.0  09024175  41332

 4.180  4.250  6.700  1.330  489  .990 x 2.930  -6.0cc  11.9  11.4  11.0  09024175  41337

 4.185  4.250  6.700  1.330  491  .990 x 2.930  -6.0cc  11.9  11.5  11.0  09024185  41333

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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427 STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.226" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

427 Block: 4.233 Std Bore 3.780 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  76cc  82cc  88cc  Ring Set  Part #
 4.250  3.784  6.490  1.775  610  .975 x 2.930  -6.0cc  10.2  9.7  9.2  09024250  41501

 4.270  3.784  6.490  1.775  607  .975 x 2.930  -6.0cc  10.3  9.7  9.3  09024270  41502

 4.280  3.784  6.490  1.775  616  .975 x 2.930  -6.0cc  10.3  9.8  9.3  09024280  41503

 4.250  3.784  6.490  1.775  597  .990 x 2.930  -6.0cc  10.2  9.7  9.2  09024250  41510

 4.270  3.784  6.490  1.775  605  .990 x 2.930  -6.0cc  10.3  9.7  9.3  09024270  41511

 4.280  3.784  6.490  1.775  614  .990 x 2.930  -6.0cc  10.3  9.8  9.3  09024280  41512

 4.250  3.984  6.490  1.675  573  .975 x 2.930  -6.0cc  10.7  10.1  9.6  09024250  41505

 4.270  3.984  6.490  1.675  580  .975 x 2.930  -6.0cc  10.8  10.2  9.7  09024270  41506

 4.280  3.984  6.490  1.675  589  .975 x 2.930  -6.0cc  10.8  10.2  9.7  09024280  41507

 4.250  3.984  6.490  1.675  call  .990 x 2.930  -6.0cc  10.7  10.1  9.6  09024250  41514

 4.270  3.984  6.490  1.675  call  .990 x 2.930  -6.0cc  10.8  10.2  9.7  09024270  41515

 4.280  3.984  6.490  1.675  call  .990 x 2.930  -6.0cc  10.8  10.2  9.7  09024280  41516

 4.250  4.125  6.700  1.392  542  .990 x 2.930  -6.0cc  11.0  10.4  9.9  09024250  41520

 4.270  4.125  6.700  1.392  539  .990 x 2.930  -6.0cc  11.0  10.5  9.9  09024270  41521

 4.280  4.125  6.700  1.392  545  .990 x 2.930  -6.0cc  11.1  10.5  10.0  09024280  41522

 4.250  4.250  6.700  1.330  513  .990 x 2.930  -6.0cc  11.3  10.7  10.1  09024250  41530

 4.270  4.250  6.700  1.330  522  .990 x 2.930  -6.0cc  11.4  10.7  10.2  09024270  41531

 4.280  4.250  6.700  1.330  525  .990 x 2.930  -6.0cc  11.4  10.8  10.2  09024280  41532

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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390 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.226" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

390 Block: 4.050 Std Bore 3.780 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  68cc  72cc  76cc  Ring Set  Part #
 4.070  3.984  6.490  1.675  571  .975 x 2.930  -11.0cc  10.2  9.9  9.5  09024070  42001

 4.080  3.984  6.490  1.675  579  .975 x 2.930  -11.0cc  10.3  9.9  9.5  09024080  42003

 4.090  3.984  6.490  1.675  584  .975 x 2.930  -11.0cc  10.3  9.9  9.6  09024090  42005

 4.100  3.984  6.490  1.675  592  .975 x 2.930  -11.0cc  10.4  10.0  9.6  09024100  42007

 4.070  3.984  6.490  1.675  575  .990 x 2.930  -11.0cc  10.2  9.9  9.5  09024070  42002

 4.080  3.984  6.490  1.675  580  .990 x 2.930  -11.0cc  10.3  9.9  9.5  09024080  42004

 4.090  3.984  6.490  1.675  586  .990 x 2.930  -11.0cc  10.3  9.9  9.6  09024090  42006

 4.100  3.984  6.490  1.675  592  .990 x 2.930  -11.0cc  10.4  10.0  9.6  09024100  42008

 4.070  4.125  6.700  1.392  520  .990 x 2.930  -14.0cc  10.2  9.8  9.5  09024070  42010

 4.080  4.125  6.700  1.392  525  .990 x 2.930  -14.0cc  10.3  9.9  9.5  09024080  42011

 4.090  4.125  6.700  1.392  536  .990 x 2.930  -14.0cc  10.3  9.9  9.6  09024090  42012

 4.100  4.125  6.700  1.392  536  .990 x 2.930  -14.0cc  10.3  10.0  9.6  09024100  42013

 4.070  4.250  6.700  1.330  506  .990 x 2.930  -17.0cc  10.2  9.9  9.5  09024070  42020

 4.080  4.250  6.700  1.330  510  .990 x 2.930  -17.0cc  10.3  9.9  9.6  09024080  42021

 4.090  4.250  6.700  1.330  514  .990 x 2.930  -17.0cc  10.3  9.9  9.6  09024090  42022

 4.100  4.250  6.700  1.330  519  .990 x 2.930  -17.0cc  10.4  10.0  9.6  09024100  42023

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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406/428 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.226" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

 406 Block: 4.130 Std Bore 3.780 Std Stroke (428 Block 3.980 Std Stroke) COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  68cc  72cc  76cc  Ring Set  Part #
 4.155  3.984  6.490  1.675  569  .975 x 2.930  -14.0cc  10.3  9.9  9.6  09024155  42301

 4.165  3.984  6.490  1.675  573  .975 x 2.930  -14.0cc  10.4  10.0  9.6  09024165  42303

 4.175  3.984  6.490  1.675  577  .975 x 2.930  -14.0cc  10.4  10.0  9.7  09024175  42305

 4.185  3.984  6.490  1.675  581  .975 x 2.930  -14.0cc  10.4  10.1  9.7  09024185  42307

 4.155  3.984  6.490  1.675  565  .990 x 2.930  -14.0cc  10.3  9.9  9.6  09024155  42302

 4.165  3.984  6.490  1.675  568  .990 x 2.930  -14.0cc  10.4  10.0  9.6  09024165  42304

 4.175  3.984  6.490  1.675  573  .990 x 2.930  -14.0cc  10.4  10.0  9.7  09024175  42306

 4.185  3.984  6.490  1.675  577  .990 x 2.930  -14.0cc  10.4  10.1  9.7  09024185  42308

 4.155  4.125  6.700  1.392  521  .990 x 2.930  -17.0cc  10.3  9.9  9.6  09024155  42310

 4.165  4.125  6.700  1.392  529  .990 x 2.930  -17.0cc  10.3  10.0  9.6  09024165  42311

 4.175  4.125  6.700  1.392  532  .990 x 2.930  -17.0cc  10.4  10.0  9.7  09024175  42312

 4.185  4.125  6.700  1.392  537  .990 x 2.930  -17.0cc  10.4  10.0  9.7  09024185  42313

 4.155  4.250  6.700  1.330  503  .990 x 2.930  -21.0cc  10.2  9.9  9.5  09024155  42320

 4.160  4.250  6.700  1.330  504  .990 x 2.930  -21.0cc  10.2  9.9  9.6  09024155  42325

 4.165  4.250  6.700  1.330  516  .990 x 2.930  -21.0cc  10.3  9.9  9.6  09024165  42321

 4.170  4.250  6.700  1.330  517  .990 x 2.930  -21.0cc  10.3  9.9  9.6  09024165  42326

 4.175  4.250  6.700  1.330  514  .990 x 2.930  -21.0cc  10.3  9.9  9.6  09024175  42322

 4.180  4.250  6.700  1.330  515  .990 x 2.930  -21.0cc  10.3  10.0  9.6  09024175  42327

 4.185  4.250  6.700  1.330  520  .990 x 2.930  -21.0cc  10.3  10.0  9.7  09024185  42323

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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427 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM and Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.226" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

427 Block: 4.233 Std Bore 3.780 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  76cc  82cc  88cc  Ring Set  Part #
 4.250  3.984  6.490  1.675  585  .975 x 2.930  -11.0cc  10.2  9.7  9.2  09024250  42501

 4.270  3.984  6.490  1.675  600  .975 x 2.930  -11.0cc  10.3  9.8  9.3  09024270  42503

 4.280  3.984  6.490  1.675  609  .975 x 2.930  -11.0cc  10.3  9.8  9.3  09024280  42505

 4.250  3.984  6.490  1.675  592  .990 x 2.930  -11.0cc  10.2  9.7  9.2  09024250  42502

 4.270  3.984  6.490  1.675  607  .990 x 2.930  -11.0cc  10.3  9.8  9.3  09024270  42504

 4.280  3.984  6.490  1.675  616  .990 x 2.930  -11.0cc  10.3  9.8  9.3  09024280  42506

 4.250  4.125  6.700  1.392  532  .990 x 2.930  -14.0cc  10.2  9.7  9.2  09024250  42510

 4.270  4.125  6.700  1.392  538  .990 x 2.930  -14.0cc  10.3  9.8  9.3  09024270  42511

 4.280  4.125  6.700  1.392  544  .990 x 2.930  -14.0cc  10.3  9.8  9.4  09024280  42512

 4.250  4.250  6.700  1.330  521  .990 x 2.930  -17.0cc  10.2  9.7  9.3  09024250  42520

 4.270  4.250  6.700  1.330  526  .990 x 2.930  -17.0cc  10.3  9.8  9.4  09024270  42521

 4.280  4.250  6.700  1.330  520  .990 x 2.930  -17.0cc  10.4  9.9  9.4  09024280  42522

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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427 S.O.H.C. DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM 427 S.O.H.C. cylinder heads
•	 Top ring down dimension: 460"-.480"	
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.301" intake and .142" exhaust
•	 Will work with up to a intake valve size of 2.320" and exhaust valve size of 1.970"
•	 Made from 2618 alloy - can be used with small nitrous kits (250HP or less)

Ford FE

427 Block: 4.233 Std Bore 3.780 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  95cc  98cc  102cc  Ring Set  Part #
 4.250  3.784  6.490  1.775  call  .975 x 2.930  44.0cc  14.6  14.0  13.3  09024250  43000

 4.250  3.984  6.490  1.675  713  .975 x 2.930  39.0cc  14.3  13.8  13.1  09024250  43001

 4.250  4.250  6.700  1.330  641  .990 x 2.930  33.0cc  14.0  13.5  12.9  09024250  43002

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

427 REPLACEMENT DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with OEM Medium Riser, High Riser and  

Edelbrock cylinder heads
•	 Top ring down dimension: .275"
•	 Ratios figured for .040 head gasket @ 10.170 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.225" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Ford FE

 427 Block: 4.233 Std Bore 3.780 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  76cc  82cc  88cc  Ring Set  Part #
4.250  3.784  6.490  1.775  595  .975 x 2.930  5.0cc  11.4  10.7  10.1  09024250  43501

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460  
STREET/STRIP FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with all cast iron or aluminum cylinder heads  

with OEM valve layouts
•	 Top ring down dimension: .290"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.297" intake and .109" exhaust
•	 Will work with up to a intake valve size of 2.250" and exhaust valve size of 1.880"
•	 Made from 2618 alloy - can be used with small nitrous kits (250HP or less)

Big Block Ford

429-460 STREET/STRIP Flat Top Series COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  95cc  Ring Set  Part #
 4.390  3.850  6.605  1.765  654  1.040 x 2.930  -5.0cc  11.3  10.9  9.4  09024390  40001

 4.400  3.850  6.605  1.765  658  1.040 x 2.930  -5.0cc  11.3  11.0  9.5  09024400  40002

 4.420  3.850  6.605  1.765  667  1.040 x 2.930  -5.0cc  11.4  11.1  9.6  09024420  40003

 4.440  3.850  6.605  1.765  675  1.040 x 2.930  -5.0cc  11.5  11.2  9.6  09024440  40004

 4.390  4.300  6.605  1.540  612  1.040 x 2.930  -5.0cc  12.5  12.1  10.4  09024390  40010

 4.400  4.300  6.605  1.540  614  1.040 x 2.930  -5.0cc  12.5  12.2  10.5  09024400  40013

 4.420  4.300  6.605  1.540  627  1.040 x 2.930  -5.0cc  12.6  12.2  10.6  09024420  40032

 4.440  4.300  6.605  1.540  631  1.040 x 2.930  -5.0cc  12.7  12.3  10.6  09024440  40019

 4.390  4.300  6.605  1.540  599  .990 x 2.930  -5.0cc  12.5  12.1  10.4  09024390  40011

 4.400  4.300  6.605  1.540  606  .990 x 2.930  -5.0cc  12.5  12.2  10.5  09024400  40014

 4.420  4.300  6.605  1.540  613  .990 x 2.930  -5.0cc  12.6  12.2  10.6  09024420  40016

 4.440  4.300  6.605  1.540  620  .990 x 2.930  -5.0cc  12.7  12.3  10.6  09024440  40033

 4.390  4.150  6.800  1.420  580  .990 x 2.930  -5.0cc  12.1  11.7  10.1  09024390  40020

 4.400  4.150  6.800  1.420  572  .990 x 2.930  -5.0cc  12.1  11.8  10.1  09024400  40021

 4.420  4.150  6.800  1.420  578  .990 x 2.930  -5.0cc  12.2  11.9  10.2  09024420  40022

 4.440  4.150  6.800  1.420  599  .990 x 2.930  -5.0cc  12.3  12.0  10.3  09024440  40023

 4.390  4.300  6.800  1.345  568  .990 x 2.930  -5.0cc  12.5  12.1  10.4  09024390  40012

 4.400  4.300  6.800  1.345  572  .990 x 2.930  -5.0cc  12.5  12.2  10.5  09024400  40015

 4.420  4.300  6.800  1.345  578  .990 x 2.930  -5.0cc  12.6  12.2  10.6  09024420  40017

 4.440  4.300  6.800  1.345  583  .990 x 2.930  -5.0cc  12.7  12.3  10.6  09024440  40018

 4.390  4.500  6.800  1.245  545  .990 x 2.930  -5.0cc  13.0  12.6  10.9  09024390  40024

 4.400  4.500  6.800  1.245  550  .990 x 2.930  -5.0cc  13.0  12.7  10.9  09024400  40025

 4.420  4.500  6.800  1.245  557  .990 x 2.930  -5.0cc  13.2  12.8  11.0  09024420  40026

 4.440  4.500  6.800  1.245  565  .990 x 2.930  -5.0cc  13.3  12.9  11.1  09024440  40027

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460 M-6049-SCJ & P-51  
KAASE FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Ford M-6049-SCJ & Kaase P-51  

cylinder heads
•	 Top ring down dimension: .285"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.195" intake and .000" exhaust
•	 Will work with up to a intake valve size of 2.250" and exhaust valve size of 1.760"
•	 Made from 2618 alloy - can be used with small nitrous kits (250HP or less)

Big Block Ford

460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  68cc  72cc  74cc  Ring Set  Part #
 4.390  3.850  6.605  1.765  658  1.040 x 2.930  -3.2cc  12.3  11.8  11.6  09024390  40501

 4.400  3.850  6.605  1.765  662  1.040 x 2.930  -3.2cc  12.4  11.9  11.6  09024400  40502

 4.420  3.850  6.605  1.765  670  1.040 x 2.930  -3.2cc  12.5  12.0  11.7  09024420  40503

 4.440  3.850  6.605  1.765  679  1.040 x 2.930  -3.2cc  12.6  12.1  11.8  09024440  40504

 4.390  4.300  6.605  1.540  call  1.040 x 2.930  -3.2cc  13.7  13.1  12.8  09024390  40510

 4.400  4.300  6.605  1.540  call  1.040 x 2.930  -3.2cc  13.7  13.1  12.9  09024400  40513

 4.420  4.300  6.605  1.540  call  1.040 x 2.930  -3.2cc  13.8  13.3  13.0  09024420  40532

 4.440  4.300  6.605  1.540  call  1.040 x 2.930  -3.2cc  13.9  13.4  13.1  09024440  40519

 4.390  4.300  6.605  1.540  602  .990 x 2.930  -3.2cc  13.7  13.1  12.8  09024390  40511

 4.400  4.300  6.605  1.540  607  .990 x 2.930  -3.2cc  13.7  13.1  12.9  09024400  40514

 4.420  4.300  6.605  1.540  615  .990 x 2.930  -3.2cc  13.8  13.3  13.0  09024420  40516

 4.440  4.300  6.605  1.540  624  .990 x 2.930  -3.2cc  13.9  13.4  13.1  09024440  40533

 4.390  4.150  6.800  1.420  575  .990 x 2.930  -3.2cc  13.2  12.7  12.4  09024390  40520

 4.400  4.150  6.800  1.420  582  .990 x 2.930  -3.2cc  13.3  12.7  12.5  09024400  40521

 4.420  4.150  6.800  1.420  588  .990 x 2.930  -3.2cc  13.4  12.8  12.6  09024420  40522

 4.440  4.150  6.800  1.420  594  .990 x 2.930  -3.2cc  13.5  12.9  12.7  09024440  40523

 4.390  4.300  6.800  1.345  562  .990 x 2.930  -3.2cc  13.7  13.1  12.8  09024390  40512

 4.400  4.300  6.800  1.345  568  .990 x 2.930  -3.2cc  13.7  13.1  12.9  09024400  40515

 4.420  4.300  6.800  1.345  577  .990 x 2.930  -3.2cc  13.8  13.3  13.0  09024420  40517

 4.440  4.300  6.800  1.345  584  .990 x 2.930  -3.2cc  13.9  13.4  13.1  09024440  40518

 4.390  4.500  6.800  1.245  556  .990 x 2.930  -3.2cc  14.3  13.7  13.4  09024390  40524

 4.400  4.500  6.800  1.245  561  .990 x 2.930  -3.2cc  14.3  13.7  13.4  09024400  40525

 4.420  4.500  6.800  1.245  569  .990 x 2.930  -3.2cc  14.4  13.8  13.5  09024420  40526

 4.440  4.500  6.800  1.245  577  .990 x 2.930  -3.2cc  14.6  13.9  13.6  09024440  40527

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460 FORD MOTORSPORTS  
A&B FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Motorsports A&B, IDT Eliminator,  

TFS & EX-514 cylinder heads
•	 Top ring down dimension: .350"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 1.220CD use premium .043 x .043 x 3/16 ring package
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.275" intake and .050" exhaust
•	 Will work with up to a intake valve size of 2.400" and exhaust valve size of 1.900"
•	 Made from 2618 alloy and designed for small-medium nitrous levels  

(Up To 450HP)

Big Block Ford

460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  85cc  87cc  Ring Set  Part #
 4.500  4.300  6.800  1.345  622  .990 x 2.930  -5.0cc  13.0  11.8  11.6  09194500  40311

 4.530  4.300  6.800  1.345  632  .990 x 2.930  -5.0cc  13.2  12.0  11.8  09194530  40312

 4.560  4.300  6.800  1.345  642  .990 x 2.930  -5.0cc  13.3  12.1  11.9  09194560  40313

 4.600  4.300  6.800  1.345  653  .990 x 2.930  -5.0cc  13.5  12.3  12.1  09194600  40314

 4.625  4.300  6.800  1.345  664  .990 x 2.930  -5.0cc  13.7  12.4  12.2  09194625  40315

 4.500  4.500  6.800  1.245  592  .990 x 2.930  -5.0cc  13.6  12.3  12.1  09194500  40321

 4.530  4.500  6.800  1.245  602  .990 x 2.930  -5.0cc  13.7  12.5  12.3  09194530  40322

 4.560  4.500  6.800  1.245  614  .990 x 2.930  -5.0cc  13.9  12.6  12.4  09194560  40323

 4.600  4.500  6.800  1.245  629  .990 x 2.930  -5.0cc  14.1  12.8  12.6  09194600  40324

 4.625  4.500  6.800  1.245  639  .990 x 2.930  -5.0cc  14.3  13.0  12.7  09194625  40325

 4.500  4.750  6.700  1.220  587  .990 x 2.930  -5.0cc  14.3  13.0  12.8  09244500  40341

 4.530  4.750  6.700  1.220  597  .990 x 2.930  -5.0cc  14.4  13.1  12.9  09244530  40342

 4.560  4.750  6.700  1.220  607  .990 x 2.930  -5.0cc  14.6  13.3  13.1  09244560  40343

 4.600  4.750  6.700  1.220  622  .990 x 2.930  -5.0cc  14.8  13.5  13.3  09244600  40344

 4.625  4.750  6.700  1.220  632  .990 x 2.930  -5.0cc  15.0  13.6  13.4  09244625  40345

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460 YATES M-6049-C460  
FLAT TOP SERIES

429-460 BLUE THUNDER THOR 
FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Ford Motorsports M-6049-C460 “Yates" 

cylinder head
•	 Top ring down dimension: .350"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Premium .043 x .043 x 3/16 ring package
•	 Side gas ports for better ring seal
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.185" intake and .080" exhaust
•	 Will work with up to a intake valve size of 2.450" and exhaust valve size of 1.900"
•	 Made from 2618 alloy and designed for small-medium nitrous levels  

(Up To 450HP)

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Blue Thunder Gen I THOR cylinder head
•	 Top ring down dimension: .320"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Premium .043 x .043 x 3/16 ring package
•	 Side gas ports for better ring seal
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.190" intake and .080" exhaust
•	 Will work with up to a intake valve size of 2.520" and exhaust valve size of 1.880"
•	 Made from 2618 alloy and designed for small-medium nitrous levels  

(Up To 450HP)

Big Block Ford

Big Block Ford

460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  62cc  65cc  68cc  Ring Set  Part #
 4.600  4.500  6.700  1.350  609  .990 x 2.930  -4.6cc  16.5  15.9  15.4  09244600  40634

 4.625  4.500  6.700  1.350  625  .990 x 2.930  -4.6cc  16.6  16.1  15.5  09244625  40635

 4.600  4.500  6.800  1.250  605  .990 x 2.930  -4.6cc  16.5  15.9  15.4  09244600  40624

 4.625  4.500  6.800  1.250  603  .990 x 2.930  -4.6cc  16.6  16.1  15.5  09244625  40625

 4.600  4.750  6.700  1.225  577  .990 x 2.930  -4.6cc  17.3  16.7  16.2  09244600  40644

 4.625  4.750  6.700  1.225  592  .990 x 2.930  -4.6cc  17.5  16.9  16.3  09244625  40645

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  70cc  75cc  84cc  Ring Set  Part #
 4.600  4.500  6.700  1.350  call  .990 x 2.930  -3.6cc  15.2  14.5  13.2  09244600  40910

 4.625  4.500  6.700  1.350  call  .990 x 2.930  -3.6cc  15.4  14.6  13.4  09244625  40911

 4.600  4.500  6.800  1.250  call  .990 x 2.930  -3.6cc  15.2  14.5  13.2  09244600  40901

 4.625  4.500  6.800  1.250  call  .990 x 2.930  -3.6cc  15.4  14.6  13.4  09244625  40902

 4.600  4.750  6.700  1.225  580  .990 x 2.930  -3.6cc  16.0  15.2  13.9  09244600  40921

 4.625  4.750  6.700  1.225  592  .990 x 2.930  -3.6cc  16.2  15.4  14.1  09244625  40922

All items in red are non-stocking parts, made-to-order as necessary.
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429 BOSS FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with OEM, Motorsport “Boss" Heads, E2ZM, E3ZM &  

Kaase Boss cylinder heads
•	 Top ring down dimension: .375"
•	 Ratios figured for .040 head gasket @ 10.320 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.275" intake and .269" exhaust
•	 Will work with up to a intake valve size of 2.400" and exhaust valve size of 1.900"
•	 Made from 2618 alloy

Big Block Ford

429 Block: 4.360 Std Bore 3.590 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  82cc  84cc  90cc  Ring Set  Part #
 4.390  3.850  6.605  1.785  699  1.040 x 2.930  -7.0cc  10.3  10.2  9.7  09024390  40805

 4.390  4.150  6.800  1.440  637  .990 x 2.930  -7.0cc  11.1  10.9  10.3  09024390  40809

 4.390  4.300  6.800  1.365  620  .990 x 2.930  -7.0cc  11.4  11.2  10.7  09024390  40813

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with all cast iron or aluminum cylinder heads  

with OEM valve layouts
•	 Top ring down dimension: .290"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.297" intake and .109" exhaust
•	 Will work with up to a intake valve size of 2.250" and exhaust valve size of 1.880"
•	 Made from 2618 alloy - can be used with small nitrous kits (250HP or less)

Big Block Ford

460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  95cc  Ring Set  Part #
 4.390  3.850  6.605  1.765  646  1.040 x 2.930  -25.0cc  9.5  9.2  8.2  09024390  40201

 4.400  3.850  6.605  1.765  638  1.040 x 2.930  -25.0cc  9.5  9.3  8.2  09024400  40202

 4.420  3.850  6.605  1.765  653  1.040 x 2.930  -25.0cc  9.6  9.4  8.3  09024420  40203

 4.440  3.850  6.605  1.765  665  1.040 x 2.930  -25.0cc  9.6  9.4  8.3  09024440  40204

 4.390  4.150  6.800  1.420  573  .990 x 2.930  -32.0cc  9.6  9.4  8.4  09024390  40210

 4.400  4.150  6.800  1.420  578  .990 x 2.930  -32.0cc  9.6  9.4  8.4  09024400  40211

 4.420  4.150  6.800  1.420  582  .990 x 2.930  -32.0cc  9.7  9.5  8.5  09024420  40212

 4.440  4.150  6.800  1.420  600  .990 x 2.930  -32.0cc  9.8  9.6  8.5  09024440  40213

 4.390  4.300  6.800  1.345  547  .990 x 2.930  -36.0cc  9.6  9.4  8.4  09024390  40222

 4.400  4.300  6.800  1.345  532  .990 x 2.930  -36.0cc  9.6  9.4  8.4  09024400  40225

 4.420  4.300  6.800  1.345  554  .990 x 2.930  -36.0cc  9.7  9.5  8.5  09024420  40227

 4.440  4.300  6.800  1.345  560  .990 x 2.930  -36.0cc  9.8  9.6  8.5  09024440  40228

 4.390  4.500  6.800  1.245  530  .990 x 2.930  -38.0cc  9.9  9.7  8.7  09024390  40230

 4.400  4.500  6.800  1.245  549  .990 x 2.930  -38.0cc  9.9  9.7  8.7  09024400  40231

 4.420  4.500  6.800  1.245  535  .990 x 2.930  -38.0cc  10.0  9.8  8.8  09024420  40232

 4.440  4.500  6.800  1.245  542  .990 x 2.930  -38.0cc  10.1  9.9  8.8  09024440  40233

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460 M-6049-SCJ & P-51  
KAASE DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Ford M-6049-SCJ & Kaase P-51  

cylinder heads
•	 Top ring down dimension: .285"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.195" intake and .000" exhaust
•	 Will work with up to a intake valve size of 2.250" and exhaust valve size of 1.760"
•	 Made from 2618 alloy - can be used with small nitrous kits (250HP or less)

Big Block Ford

460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  68cc  72cc  74cc  Ring Set  Part #
 4.390  3.850  6.605  1.765  668  1.040 x 2.930  -25.0cc  10.0  9.7  9.5  09024390  40401

 4.400  3.850  6.605  1.765  672  1.040 x 2.930  -25.0cc  10.1  9.7  9.5  09024400  40402

 4.390  4.150  6.800  1.420  538  .990 x 2.930  -32.0cc  10.1  9.8  9.7  09024390  40410

 4.400  4.150  6.800  1.420  542  .990 x 2.930  -32.0cc  10.2  9.8  9.7  09024400  40411

 4.420  4.150  6.800  1.420  550  .990 x 2.930  -32.0cc  10.2  9.9  9.8  09024420  40412

 4.440  4.150  6.800  1.420  560  .990 x 2.930  -32.0cc  10.3  10.0  9.9  09024440  40413

 4.390  4.300  6.800  1.345  531  .990 x 2.930  -36.0cc  10.1  9.8  9.7  09024390  40422

 4.400  4.300  6.800  1.345  538  .990 x 2.930  -36.0cc  10.2  9.9  9.7  09024400  40425

 4.420  4.300  6.800  1.345  544  .990 x 2.930  -36.0cc  10.2  9.9  9.8  09024420  40427

 4.440  4.300  6.800  1.345  552  .990 x 2.930  -36.0cc  10.3  10.0  9.9  09024440  40428

 4.390  4.500  6.800  1.245  524  .990 x 2.930  -38.0cc  10.4  10.1  9.9  09024390  40430

 4.400  4.500  6.800  1.245  533  .990 x 2.930  -38.0cc  10.4  10.1  10.0  09024400  40431

 4.420  4.500  6.800  1.245  543  .990 x 2.930  -38.0cc  10.5  10.2  10.1  09024420  40432

 4.440  4.500  6.800  1.245  554  .990 x 2.930  -38.0cc  10.6  10.3  10.1  09024440  40433

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429-460 FORD MOTORSPORTS  
A&B DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Motorsports A&B & TFS cylinder heads
•	 Top ring down dimension: .350"
•	 Ratios figured for .040 head gasket @ 10.300 Deck
•	 Premium .043 x .043 x 3/16 ring package
•	 Premium H-13 .185W wrist pins included
•	 Valve pocket depth: 0.275" intake and .059" exhaust
•	 Will work with up to a intake valve size of 2.400" and exhaust valve size of 1.900"
•	 Made from 2618 alloy and designed for small-medium nitrous levels  

(Up To 450HP)

Big Block Ford

 460 Block: 4.360 Std Bore 3.850 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  85cc  87cc  Ring Set  Part #
 4.500  4.150  6.800  1.420  656  .990 x 2.930  12.5cc  15.2  13.5  13.2  09244500  40705

 4.530  4.150  6.800  1.420  674  .990 x 2.930  12.5cc  15.3  13.7  13.4  09244530  40706

 4.560  4.150  6.800  1.420  692  .990 x 2.930  12.5cc  15.5  13.8  13.6  09244560  40707

 4.600  4.150  6.800  1.420  697  .990 x 2.930  12.5cc  15.8  14.1  13.8  09244600  40708

 4.625  4.150  6.800  1.420  709  .990 x 2.930  12.5cc  15.9  14.2  13.9  09244625  40709

 4.500  4.300  6.800  1.335  645  .990 x 2.930  12.5cc  15.2  13.6  13.3  09244500  40715

 4.530  4.300  6.800  1.335  663  .990 x 2.930  12.5cc  15.4  13.7  13.5  09244530  40716

 4.560  4.300  6.800  1.335  681  .990 x 2.930  12.5cc  15.5  13.9  13.6  09244560  40717

 4.600  4.300  6.800  1.335  687  .990 x 2.930  12.5cc  15.8  14.1  13.8  09244600  40718

 4.625  4.300  6.800  1.335  702  .990 x 2.930  12.5cc  15.9  14.3  14.0  09244625  40719

 4.500  4.500  6.800  1.235  630  .990 x 2.930  12.5cc  15.8  14.2  13.9  09244500  40725

 4.530  4.500  6.800  1.235  643  .990 x 2.930  12.5cc  16.0  14.3  14.0  09244530  40726

 4.560  4.500  6.800  1.235  648  .990 x 2.930  12.5cc  16.2  14.5  14.2  09244560  40727

 4.600  4.500  6.800  1.235  666  .990 x 2.930  12.5cc  16.5  14.7  14.4  09244600  40728

 4.625  4.500  6.800  1.235  673  .990 x 2.930  12.5cc  16.6  14.9  14.6  09244625  40729

 4.500  4.750  6.700  1.210  603  .990 x 2.930  10.0cc  16.2  14.5  14.2  09244500  40745

 4.530  4.750  6.700  1.210  621  .990 x 2.930  10.0cc  16.4  14.7  14.4  09244530  40746

 4.560  4.750  6.700  1.210  639  .990 x 2.930  10.0cc  16.6  14.9  14.6  09244560  40747

 4.600  4.750  6.700  1.210  645  .990 x 2.930  10.0cc  16.8  15.1  14.8  09244600  40748

 4.625  4.750  6.700  1.210  659  .990 x 2.930  10.0cc  17.0  15.2  14.9  09244625  40749

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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429 BOSS DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 �Designed to work with OEM, Motorsport “Boss” Heads, E2ZM, E3ZM &  

Kaase Boss cylinder heads
•	 Original shaped “square” dome design
•	 Top ring down dimension: .375"
•	 Ratios figured for .035 O-Ring @ 10.300 Deck
•	 Standard ring package 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.275" intake and .269" exhaust
•	 Will work with up to a intake valve size of 2.400" and exhaust valve size of 1.900"
•	 Made from 2618 alloy

Big Block Ford

429 Block: 4.360 Std Bore 3.590 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  82cc  84cc  90cc  Ring Set  Part #
4.390 3.590 6.605 1.865 721 1.040 x 2.930 -3.0cc 10.3 10.2 9.6 09024390 40801

4.400 3.590 6.605 1.865 729 1.040 x 2.930 -3.0cc 10.4 10.2 9.7 09024400 40802

4.420 3.590 6.605 1.865 738 1.040 x 2.930 -3.0cc 10.5 10.3 9.7 09024420 40803

4.440 3.590 6.605 1.865 744 1.040 x 2.930 -3.0cc 10.5 10.3 9.8 09024440 40804

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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318 STREET/STRIP  
FLAT TOP SERIES

340 STREET/STRIP  
FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.600 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.292" intake and .224" exhaust
•	 Will work with up to a intake valve size of 2.070" and exhaust valve size of 1.625"
•	 Made from 4032 alloy

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder head
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.600 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.292" intake and .224" exhaust
•	 Will work with up to a intake valve size of 2.070" and exhaust valve size of 1.625"
•	 Made from 4032 alloy

Small Block Mopar

Small Block Mopar

 318 Block: 3.910 Std Bore 3.310 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  63cc  65cc  70cc  Ring Set  Part #
3.940  4.000  6.123  1.457  480  .984 x 2.750  -5.4cc  10.7  10.5  10.0  09023940  50001

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

 340 Block: 4.040 Std Bore 3.310 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  63cc  65cc  70cc  Ring Set  Part #
 4.070  3.310  6.123  1.802  578  .984 x 2.750  -5.6cc  9.5  9.3  8.8  09024070  51001

 4.040  4.000  6.123  1.457  508  .984 x 2.750  -5.6cc  11.1  10.9  10.3  09024040  51005

 4.070  4.000  6.123  1.457  517  .984 x 2.750  -5.6cc  11.3  11.0  10.5  09024070  51007

 4.080  4.000  6.123  1.457  521  .984 x 2.750  -5.6cc  11.4  11.1  10.5  09024080  51010

 4.100  4.000  6.123  1.457  527  .984 x 2.750  -5.6cc  11.4  11.2  10.6  09024100  51013

 4.070  4.000  6.125  1.457  519  .927 x 2.750  -5.6cc  11.3  11.1  10.5  09024070  51008

 4.080  4.000  6.125  1.457  523  .927 x 2.750  -5.6cc  11.4  11.1  10.6  09024080  51009

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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360 STREET/STRIP  
FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.600 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.292" intake and .224" exhaust
•	 Will work with up to a intake valve size of 2.070" and exhaust valve size of 1.625"
•	 Made from 4032 alloy

Small Block Mopar

360 Block: 4.000 Std Bore 3.580 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  63cc  65cc  70cc  Ring Set  Part #
 4.030  3.580  6.123  1.667  541  .984 x 2.750  -5.6cc  10.0  9.8  9.3  09024030  51021

 4.040  3.580  6.123  1.667  545  .984 x 2.750  -5.6cc  10.1  9.9  9.4  09024040  51022

 4.060  3.580  6.123  1.667  551  .984 x 2.750  -5.6cc  10.2  9.9  9.4  09024060  51023

 4.020  4.000  6.123  1.457  501  .984 x 2.750  -5.6cc  11.0  10.8  10.3  09024020  51025

 4.030  4.000  6.123  1.457  504  .984 x 2.750  -5.6cc  11.1  10.8  10.3  09024030  51026

 4.060  4.000  6.123  1.457  514  .984 x 2.750  -5.6cc  11.2  11.0  10.4  09024060  51028

 4.030  4.000  6.125  1.457  506  .927 x 2.750  -5.6cc  11.1  10.9  10.3  09024030  51027

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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340 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.600 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.292" intake and .224" exhaust
•	 Will work with up to a intake valve size of 2.070" and exhaust valve size of 1.625"
•	 Made from 4032 alloy

Small Block Mopar

340 Block: 4.040 Std Bore 3.310 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  63cc  65cc  70cc  Ring Set  Part #
 4.070  4.000  6.123  1.457  517  .984 x 2.750  -9.3cc  10.8  10.6  10.1  09024070  51411

 4.070  4.000  6.123  1.457  521  .984 x 2.750  -21.5cc  9.6  9.5  9.1  09024070  51409

 4.080  4.000  6.123  1.457  524  .984 x 2.750  -21.5cc  9.7  9.5  9.1  09024080  51412

 4.100  4.000  6.123  1.457  530  .984 x 2.750  -21.5cc  9.7  9.6  9.2  09024100  51416

 4.070  4.000  6.125  1.457  523  .927 x 2.750  -21.5cc  9.7  9.5  9.1  09024070  51410

 4.080  4.000  6.125  1.457  526  .927 x 2.750  -21.5cc  9.7  9.5  9.1  09024080  51413

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

318 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.600 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.292" intake and .224" exhaust
•	 Will work with up to a intake valve size of 2.070" and exhaust valve size of 1.625"
•	 Made from 4032 alloy

Small Block Mopar

 318 Block: 3.910 Std Bore 3.310 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  63cc  65cc  70cc  Ring Set  Part #
 3.940  4.000  6.123  1.457  486  .984 x 2.750  -16.9cc  9.5  9.4  9.0  09023940  50010

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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360 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .310"
•	 Ratios figured for .040 head gasket @ 9.600 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.292" intake and .224" exhaust
•	 Will work with up to a intake valve size of 2.070" and exhaust valve size of 1.625"
•	 Made from 4032 alloy

Small Block Mopar

360 Block: 4.000 Std Bore 3.580 Std Stroke COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  63cc  65cc  70cc  Ring Set  Part #
 4.005  3.580  6.123  1.667  531  .984 x 2.750  -9.0cc  9.6  9.4  9.0  09024000  51400

 4.020  3.580  6.123  1.667  538  .984 x 2.750  -9.0cc  9.6  9.4  9.0  09024020  51420

 4.005  4.000  6.123  1.457  500  .984 x 2.750  -19.0cc  9.6  9.4  9.0  09024000  51401

 4.020  4.000  6.123  1.457  504  .984 x 2.750  -20.0cc  9.6  9.4  9.0  09024020  51403

 4.030  4.000  6.123  1.457  507  .984 x 2.750  -20.0cc  9.6  9.4  9.0  09024030  51405

 4.040  4.000  6.123  1.457  510  .984 x 2.750  -20.0cc  9.6  9.5  9.1  09024040  51407

 4.060  4.000  6.123  1.457  518  .984 x 2.750  -21.5cc  9.6  9.4  9.0  09024060  51408

 4.005  4.000  6.125  1.457  502  .927 x 2.750  -19.0cc  9.6  9.4  9.0  09024000  51402

 4.020  4.000  6.125  1.457  506  .927 x 2.750  -20.0cc  9.6  9.4  9.0  09024020  51404

 4.030  4.000  6.125  1.457  509  .927 x 2.750  -20.0cc  9.6  9.5  9.0  09024030  51406

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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383 STREET/STRIP  
FLAT TOP SERIES

400 STREET/STRIP  
FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .240"
•	 Ratios figured for .040 head gasket @ 9.980 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.197" intake and .163" exhaust
•	 Will work with up to a intake valve size of 2.140" and exhaust valve size of 1.850"
•	 Made from 4032 alloy

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .190"
•	 Ratios figured for .040 head gasket @ 9.980 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.212" intake and .163" exhaust
•	 Will work with up to a intake valve size of 2.320" and exhaust valve size of 1.880"
•	 Made from 4032 alloy

Big Block Mopar

Big Block Mopar

383 Block: 4.250 Std Bore 3.375 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  84cc  Ring Set  Part #
 4.280  3.375  6.360  1.916  630  1.094 x 2.930  -3.0cc  9.6  9.3  8.8  09024280  51900

 4.310  3.375  6.360  1.916  632  1.094 x 2.930  -3.0cc  9.7  9.4  8.9  09024310  51903

 4.280  3.750  6.360  1.720  597  1.094 x 2.930  -3.0cc  10.3  10.0  9.5  09024280  51910

 4.310  3.750  6.360  1.720  600  1.094 x 2.930  -3.0cc  10.5  10.2  9.6  09024310  51912

 4.280  3.375  6.768  1.516  548  .990 x 2.930  -3.0cc  9.7  9.5  9.0  09024280  51907

 4.310  3.375  6.768  1.516  543  .990 x 2.930  -3.0cc  9.9  9.6  9.1  09024310  51908

 4.280  3.750  6.768  1.320  488  .990 x 2.930  -3.0cc  10.5  10.2  9.7  09024280  51950

 4.310  3.750  6.768  1.320  500  .990 x 2.930  -3.0cc  10.6  10.3  9.5  09024310  51952

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

 400 Block: 4.340 Std Bore 3.375 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  84cc  Ring Set  Part #
 4.375  3.750  6.768  1.320  515  1.094 x 2.930  -3.4cc  10.9  10.6  10.0  09024375  52006

 4.375  3.750  6.768  1.320  523  .990 x 2.930  -3.4cc  10.9  10.6  10.0  09024375  52007

 4.375  4.150  6.768  1.120  487  .990 x 2.930  -3.4cc  12.0  11.6  11.0  09024375  52008

 4.375  4.250  6.535  1.305  513  .990 x 2.930  -3.4cc  12.3  11.9  11.3  09024375  52015

All items in red are non-stocking parts, made-to-order as necessary.
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440 STREET/STRIP  
FLAT TOP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most oem open and closed chamber cylinder heads
•	 Top ring down dimension: .240"
•	 Ratios figured for .040 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.212" intake and .163" exhaust
•	 Will work with up to a intake valve size of 2.320" and exhaust valve size of 1.880"
•	 Made from 4032 alloy

Big Block Mopar

440 Block: 4.320 Std Bore 3.750 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  84cc  Ring Set  Part #
 4.350  3.750  6.768  2.065  646  1.094 x 2.930  -3.4cc  10.9  10.6  10.0  09024350  52001

 4.350  3.750  6.768  2.065  653  .990 x 2.930  -3.4cc  10.9  10.6  10.0  09024350  52002

 4.360  3.750  6.768  2.065  660  .990 x 2.930  -3.4cc  10.9  10.6  10.0  09024360  52003

 4.350  4.150  6.768  1.865  614  1.094 x 2.930  -3.4cc  11.9  11.6  11.0  09024350  52004

 4.360  4.150  6.768  1.865  618  1.094 x 2.930  -3.4cc  12.0  11.6  11.0  09024360  52009

 4.375  4.150  6.768  1.865  621  1.094 x 2.930  -3.4cc  12.1  11.7  11.1  09024375  52011

 4.350  4.150  6.768  1.865  614  .990 x 2.930  -3.4cc  11.9  11.6  11.0  09024350  52005

 4.360  4.150  6.768  1.865  624  .990 x 2.930  -3.4cc  12.0  11.6  11.0  09024360  52010

 4.375  4.150  6.768  1.865  633  .990 x 2.930  -3.4cc  12.1  11.7  11.1  09024375  52012

 4.380  4.150  6.768  1.865  635  .990 x 2.930  -3.4cc  12.1  11.7  11.1  09024375  52013

 4.350  4.250  6.768  1.815  610  .990 x 2.930  -3.4cc  12.2  11.8  11.2  09024350  52017

 4.360  4.250  6.768  1.815  613  .990 x 2.930  -3.4cc  12.2  11.9  11.2  09024360  52020

 4.375  4.250  6.768  1.815  624  .990 x 2.930  -3.4cc  12.3  12.0  11.3  09024375  52023

 4.380  4.250  6.768  1.815  617  .990 x 2.930  -3.4cc  12.3  12.0  11.3  09024380  52024

 4.350  4.250  6.800  1.780  603  .990 x 2.930  -3.4cc  12.1  11.8  11.1  09024350  52027

 4.360  4.250  6.800  1.780  612  .990 x 2.930  -3.4cc  12.2  11.8  11.2  09024360  52028

 4.380  4.250  6.800  1.780  618  .990 x 2.930  -3.4cc  12.3  11.9  11.3  09024380  52029

 4.350  4.250  7.100  1.480  553  .990 x 2.930  -3.4cc  12.1  11.8  11.1  09024350  52030

 4.360  4.250  7.100  1.480  548  .990 x 2.930  -3.4cc  12.2  11.8  11.2  09024360  52031

 4.380  4.250  7.100  1.480  556  .990 x 2.930  -3.4cc  12.3  11.9  11.3  09024380  52032

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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572 STREET/STRIP  
FLAT TOP SERIES

400 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Edelbrock Victor, Performer RPM, Indy 

440SR, Indy 440-1 and Indy 440 EZ cylinder heads
•	 Top ring down dimension: .280"
•	 Ratios figured for .040 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.280" intake and .230" exhaust
•	 Will work with up to a intake valve size of 2.250" and exhaust valve size of 1.810"
•	 Made from 2618 alloy

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with oem and most aftermarket cylinder heads
•	 Top ring down dimension: .190"
•	 Ratios figured for .040 head gasket @ 9.980 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.212" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Big Block Mopar

Big Block Mopar

440 Block: 4.320 Std Bore 3.750 Std Stroke COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  72cc  75cc  80cc  Ring Set  Part #
 4.500  4.500  7.100  1.360  call  .990 x 2.930  -6.9cc  13.5  13.1  12.5  09024500  52040

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

400 Block: 4.340 Std Bore 3.375 Std Stroke    COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  84cc  Ring Set  Part #
 4.375  3.750  6.768  1.320  515  1.094 x 2.930  -12.5cc  10.0  9.8  9.3  09024375  52406

 4.375  3.750  6.768  1.320  528  .990 x 2.930  -12.5cc  10.0  9.8  9.3  09024375  52407

 4.375  4.150  6.768  1.120  473  .990 x 2.930  -20.0cc  10.3  10.0  9.6  09024375  52408

 4.375  4.250  6.535  1.305  529  .990 x 2.930  -24.0cc  10.2  10.0  9.5  09024375  52409

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.	
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440 STREET/STRIP DISH SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most oem open and closed chamber cylinder heads
•	 Top ring down dimension: .240"
•	 Ratios figured for .040 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.212" intake and sym exhaust
•	 Will work with up to a intake valve size of 2.320"
•	 Made from 4032 alloy

Big Block Mopar

 440 Block: 4.320 Std Bore 3.750 Std Stroke    COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  84cc  Ring Set  Part #
 4.350  3.750  6.768  2.065  667  1.094 x 2.930  -13.0cc  9.9  9.7  9.2  09024350  52401

 4.350  3.750  6.768  2.065  668  .990 x 2.930  -13.0cc  9.9  9.7  9.2  09024350  52402

 4.350  3.900  7.100  1.658  598  .990 x 2.930  -16.5cc  10.0  9.7  9.3  09024350  52411

 4.350  4.150  6.768  1.865  635  1.094 x 2.930  -13.0cc  10.9  10.6  10.1  09024350  52416

 4.350  4.150  6.768  1.865  642  1.094 x 2.930  -24.0cc  9.9  9.7  9.3  09024350  52421

 4.350  4.150  6.768  1.865  635  .990 x 2.930  -13.0cc  10.9  10.6  10.1  09024350  52415

 4.360  4.150  6.768  1.865  646  .990 x 2.930  -13.0cc  10.9  10.7  10.1  09024360  52417

 4.350  4.250  6.768  1.815  650  1.094 x 2.930  -24.0cc  10.2  9.9  9.5  09024350  52425

 4.375  4.250  6.768  1.815  662  1.094 x 2.930  -24.0cc  10.3  10.0  9.6  09024375  52429

 4.350  4.250  6.768  1.815  658  .990 x 2.930  -24.0cc  10.2  9.9  9.5  09024350  52424

 4.360  4.250  6.768  1.815  659  .990 x 2.930  -24.0cc  10.2  10.0  9.5  09024360  52426

 4.380  4.250  6.768  1.815  664  .990 x 2.930  -24.0cc  10.3  10.0  9.6  09024380  52430

 4.350  4.250  6.800  1.780  620  .990 x 2.930  -24.0cc  10.1  9.9  9.4  09024350  52437

 4.360  4.250  6.800  1.780  635  .990 x 2.930  -24.0cc  10.1  9.9  9.5  09024360  52438

 4.380  4.250  6.800  1.780  638  .990 x 2.930  -24.0cc  10.2  10.0  9.5  09024380  52439

 4.350  4.250  7.100  1.480  568  .990 x 2.930  -24.0cc  10.1  9.9  9.4  09024350  52460

 4.360  4.250  7.100  1.480  570  .990 x 2.930  -24.0cc  10.1  9.9  9.5  09024360  52461

 4.380  4.250  7.100  1.480  587  .990 x 2.930  -24.0cc  10.2  10.0  9.5  09024380  52462

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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572 STREET/STRIP DISH SERIES

440 HIGH COMPRESSION  
DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with Edelbrock Victor, Performer RPM, Indy 

440SR, Indy 440-1 and Indy 440 EZ cylinder heads
•	 Top ring down dimension: .280"
•	 Ratios figured for .040 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.280" intake and .230" exhaust
•	 Will work with up to a intake valve size of 2.250" and exhaust valve size of 1.810"
•	 Made from 2618 alloy

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with most oem open and closed chamber cylinder heads
•	 Top ring down dimension: .240"
•	 Ratios figured for .040 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.225" intake and .191" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.880"
•	 Made from 4032 alloy

Big Block Mopar

Big Block Mopar

 440 Block: 4.320 Std Bore 3.750 Std Stroke    COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  72cc  75cc  80cc  Ring Set  Part #
 4.500  4.500  7.100  1.360  call  .990 x 2.930  -34.0cc  10.7  10.5  10.1  09024500  52470

 4.500  4.500  7.100  1.360  call  .990 x 2.930  -31.0cc  10.9  10.7  10.3  09024500  52471

 4.500  4.500  7.100  1.360  call  .990 x 2.930  -26.0cc  11.4  11.1  10.7  09024500  52472

 4.500  4.500  7.100  1.360  call  .990 x 2.930  -22.0cc  11.8  11.5  11.0  09024500  52473

 4.500  4.500  7.100  1.360  call  .990 x 2.930  -18.0cc  12.2  11.9  11.4  09024500  52474

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

440 Block: 4.320 Std Bore 3.750 Std Stroke    COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  75cc  78cc  84cc  Ring Set  Part #
 4.350  3.750  6.768  2.029  660  1.094 x 2.930  8.6cc  11.3  10.9  10.3  09024350  52440

 4.360  3.750  6.768  2.029  668  1.094 x 2.930  8.6cc  11.3  11.0  10.4  09024360  52441

 4.380  3.750  6.768  2.029  673  1.094 x 2.930  8.6cc  11.4  11.0  10.4  09024380  52442

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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440 EDELBROCK DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Designed to work with Edelbrock 60929 and 60189 Performer RPM cylinder heads
•	 Top ring down dimension: .240"
•	 Ratios figured for .040 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.203" intake and .163" exhaust
•	 Will work with up to a intake valve size of 2.190" and exhaust valve size of 1.880"
•	 Made from 2618 alloy

Big Block Mopar

440 Block: 4.320 Std Bore 3.750 Std Stroke    COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  80cc  84cc  88cc  Ring Set  Part #
 4.350  3.750  6.768  2.065  680  1.094 x 2.930  19.0cc  13.2  12.6  12.0  09024350  52445

 4.375  3.750  6.768  2.065  700  1.094 x 2.930  19.0cc  13.3  12.7  12.2  09024375  52448

 4.350  3.750  6.768  2.065  680  .990 x 2.930  19.0cc  13.2  12.6  12.0  09024350  52446

 4.375  3.750  6.768  2.065  695  .990 x 2.930  19.0cc  13.3  12.7  12.2  09024375  52449

 4.350  4.150  6.768  1.865  665  1.094 x 2.930  13.3cc  13.6  13.0  12.4  09024350  52451

 4.375  4.150  6.768  1.865  678  1.094 x 2.930  13.3cc  13.7  13.1  12.5  09024370  52454

 4.350  4.150  6.768  1.865  667  .990 x 2.930  13.3cc  13.6  13.0  12.4  09024350  52452

 4.375  4.150  6.768  1.865  680  .990 x 2.930  13.3cc  13.7  13.1  12.5  09024375  52455

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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426 HEMI STREET DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most oem and aftermarket cylinder heads
•	 Top ring down dimension: .460"
•	 Ratios figured for .041 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .185W wrist pins included
•	 Valve pocket depth: 0.263" intake and -.256" exhaust
•	 Will work with up to a intake valve size of 2.320" and exhaust valve size of 1.940"
•	 Made from 4032 alloy

Mopar Hemi

426 Block: 4.250 Std Bore 3.750 Std Stroke    COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  168cc  173cc  178cc  Ring Set  Part #
 4.250  3.750  6.860  1.965  829  1.031 x 2.930  85.0cc  9.8  9.3  9.0  09024250  52500

 4.280  3.750  6.860  1.965  841  1.031 x 2.930  85.0cc  9.9  9.5  9.1  09024280  52502

 4.310  3.750  6.860  1.965  858  1.031 x 2.930  85.0cc  10.0  9.6  9.2  09024310  52505

 4.250  4.150  6.860  1.765  778  1.031 x 2.930  75.0cc  9.8  9.4  9.1  09024250  52520

 4.280  4.150  6.860  1.765  795  1.031 x 2.930  75.0cc  9.9  9.5  9.2  09024280  52522

 4.310  4.150  6.860  1.765  793  1.031 x 2.930  75.0cc  10.0  9.7  9.3  09024310  52525

 4.250  4.150  6.860  1.765  793  1.031 x 2.930  96.0cc  11.9  11.3  10.8  09024250  52530

 4.280  4.150  6.860  1.765  call  1.031 x 2.930  96.0cc  12.0  11.5  10.9  09024280  52531

 4.310  4.150  6.860  1.765  call  1.031 x 2.930  96.0cc  12.2  11.6  11.1  09024310  52532

 4.500  3.750  6.860  1.965  call  1.031 x 2.930  86.0cc  10.9  10.4  10.0  09024500  52560

 4.500  4.150  6.860  1.765  785  1.031 x 2.930  74.0cc  10.7  10.3  9.9  09024500  52565

 4.500  4.150  6.860  1.765  call  1.031 x 2.930  86.0cc  11.9  11.4  10.9  09024500  52566

 4.500  4.250  6.860  1.725  call  1.031 x 2.930  72.0cc  11.0  10.6  10.2  09024500  52567

 4.500  4.250  7.100  1.485  call  .990 x 2.930  72.0cc  11.0  10.6  10.2  09024500  52568

 4.500  4.500  6.860  1.600  call  1.031 x 2.930  65.0cc  11.0  10.6  10.2  09024500  52569

 4.500  4.500  7.100  1.360  call  .990 x 2.930  65.0cc  11.0  10.6  10.2  09024500  52570

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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426 HEMI RACE DOME SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Valve pockets designed to work with most oem and aftermarket cylinder heads
•	 Top ring down dimension: .400"
•	 Ratios figured for .041 head gasket @ 10.720 Deck
•	 Standard 1/16 x 1/16 x 3/16 ring package
•	 Premium 8620 .155W wrist pins included
•	 Valve pocket depth: 0.242" intake and -.250" exhaust
•	 Will work with up to a intake valve size of 2.320" and exhaust valve size of 1.940"
•	 Made from 2618 alloy

Mopar Hemi

426 Block: 4.250 Std Bore 3.750 Std Stroke    COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  168cc  173cc  178cc  Ring Set  Part #
 4.280  3.750  6.860  1.965  797  1.031 x 2.930  112.0cc  13.2  12.4  11.7  09024280  52550

 4.310  3.750  6.860  1.965  807  1.031 x 2.930  112.0cc  13.4  12.6  11.9  09024310  52552

 4.280  4.150  6.860  1.765  775  1.031 x 2.930  103.0cc  13.0  12.3  11.7  09024280  52540

 4.310  4.150  6.860  1.765  800  1.031 x 2.930  103.0cc  13.2  12.5  11.9  09024310  52542

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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ECOTEC STREET/STRIP SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Ratios figured for 86.25mm x .040 head gasket
•	 Top ring down dimension: .230"
•	 Standard 1.2mm x 1.5mm x 2.8mm ring package
•	 Premium 8620 .155W wrist pins included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.077" intake and .091" exhaust
•	 2618 material for High HP/Boost applications

GM

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's Factory CC  Ring Set  Part #
 86.00mm  3.724  5.768  1.053  335  .787 x 2.250  -2.2cc  9.5  09143385  10000

 85.98mm  3.386  5.725  1.257  358  .906 x 2.500  1.0cc  9.5  09143385  10101

 85.98mm  3.386  5.725  1.257  358  .906 x 2.500  4.3cc  10.0  09143385  10103

 85.98mm  3.386  5.725  1.257  364  .906 x 2.500  7.0cc  10.5  09143385  10105

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

COMPRESSION RATIO
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•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	  Moly skirt coating for friction loss and skirt wear protection
•	  Side gas ports for better ring seal
•	  Ratios figured for 94mm x .040 head gasket @ 9.228 Deck Height
•	  Top ring down dimension: .280"
•	  Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	  Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	  Oversized valve pockets - for larger than stock valve sizes
•	  Valve pocket depth: 0.122" intake and 0.000" exhaust
•	  2618 material for High HP/Boost applications

XR-6 4.0L TURBO SERIESFord/Barra

Stock Bore 92.26mm Stock Stroke 99.31mm COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  70cc  Ring Set  Part #
3.632 3.910 6.058 1.215 call .866 x 2.500 -15.0cc 8.5 09533632 30200

3.642 3.910 6.058 1.215 call .866 x 2.500 -15.0cc 8.5 09533642 30201

3.652 3.910 6.058 1.215 call .866 x 2.500 -15.0cc 8.6 09533652 30202

3.632 3.910 6.058 1.215 call .866 x 2.500 -9.0cc 9.0 09533632 30203

3.642 3.910 6.058 1.215 call .866 x 2.500 -9.0cc 9.1 09533642 30204

3.652 3.910 6.058 1.215 call .866 x 2.500 -9.0cc 9.1 09533652 30205

3.632 3.910 6.058 1.215 call .866 x 2.500 -4.0cc 9.5 09533632 30206

3.642 3.910 6.058 1.215 call .866 x 2.500 -4.0cc 9.6 09533642 30207

3.652 3.910 6.058 1.215 call .866 x 2.500 -4.0cc 9.6 09533652 30208

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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COMPRESSION RATIO

COMPRESSION RATIO

1.6L FORD ECOBOOST SERIES

2.0L FORD ECOBOOST SERIES

•	 Piston crowns designed to work with OEM direct injection	
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 3.150 x .040 head gasket
•	 Top ring down dimension: .250"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.115" intake and .145" exhaust
•	 2618 material for High HP/Boost applications

•	 Piston crowns designed to work with OEM direct injection
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 3.641 x .040 head gasket
•	 Top ring down dimension: .250"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.150" intake and .145" exhaust
•	 2618 material for High HP/Boost applications

Ford

Ford

79.0mm (3.110) Std Bore - 83.0mm (3.205) Stock Stroke  
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's Factory CC  Ring Set  Part #

 79.0mm  81.4mm  5.2758  1.130  271  .827 x 2.250  -5.9cc  Factory Replacement  09513110  33100

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

 87.5mm (3.3449) Std Bore - 83.0mm (3.2677) Stock Stroke  
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's Factory CC  Ring Set  Part #

 87.5mm  83.0mm  6.136  1.290  348  .886 x 2.250  -6.9cc  Factory Replacement  09513445  33000

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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COMPRESSION RATIO

COMPRESSION RATIO

2.3L FORD ECOBOOST SERIES

3.5L FORD ECOBOOST SERIES

•	 Piston crowns designed to work with OEM direct injection
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 3.641 x .040 head gasket
•	 Top ring down dimension: .280"
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.075" intake and .150" exhaust
•	 2618 material for High HP/Boost applications

•	 Piston crowns designed to work with OEM direct injection
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operat
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 3.671 x .040 head gasket
•	 Top ring down dimension: .300"
•	 Premium 1.5mm x 1.5mm x 3.0mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.090" intake and .000" exhaust
•	 2618 material for High HP/Boost applications

Ford

Ford

87.5mm (3.3449) Std Bore - 93.98mm (3.700) Stock Stroke  
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's Factory CC  Ring Set  Part #

 87.5mm  3.700  5.875  1.290  call  .886 x 2.500  -6.41cc  9.5  09513445  23100

 88.0mm  3.700  5.875  1.290  call  .886 x 2.500  -6.41cc  9.5  09513465  23101

 88.5mm  3.700  5.875  1.290  call  .886 x 2.500  -6.41cc  9.5  09513485  23102

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

92.50mm (3.6417) Std Bore - 86.70mm (3.4133) Stock Stroke  
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's Factory CC  Ring Set  Part #

 92.50mm  3.4133  6.0137  1.240  call  .905 x 2.500  -.67cc  10.0  09053641  35000

 92.75mm  3.4133  6.0137  1.240  call  .905 x 2.500  -.67cc  10.0  09053651  35001

 93.00mm  3.4133  6.0137  1.240  call  .905 x 2.500  -.67cc  10.0  09053661  35002

 92.50mm  3.4133  6.0137  1.240  call  .905 x 2.500  -4.5cc  9.5  09053641  35003

 92.75mm  3.4133  6.0137  1.240  call  .905 x 2.500  -4.5cc  9.5  09053651  35004

 93.0mm  3.4133  6.0137  1.240  call  .905 x 2.500  -4.5cc  9.5  09053661  35005

 92.50mm  3.4133  6.0137  1.240  call  .905 x 2.500  -8.8cc  9.0  09053641  35006

 92.75mm  3.4133  6.0137  1.240  call  .905 x 2.500  -8.8cc  9.0  09053651  35007

 93.00mm  3.4133  6.0137  1.240  call  .905 x 2.500  -8.8cc  9.0  09053661  35008

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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B18 REBEL SERIES

K20 REBEL SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Side gas ports for better ring seal
•	 Ratios figured for 85mm x .030 head gasket @ 8.345" Deck Height
•	 Top ring down dimension: .300"
•	 Designed for pin buttons for maximum strength
•	 Premium H-13 .200W wrist pins included
•	 Premium 1.2mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets •	 for larger than stock valve sizes
•	 Valve pocket depth: 0.200" intake and 0.150" exhaust
•	 2618 material for High HP/Boost applications - rated for 1400hp

•	 3D milling on piston crowns for ready to install finish
•	 Side gas ports for better ring seal
•	 Ratios figured for 90mm x .030 head gasket @ 8.345" Deck Height
•	 Top ring down dimension: .300"
•	 Designed for pin buttons for maximum strength
•	 Premium H-13 .200W wrist pins included
•	 Premium 1.2mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets •	 for larger than stock valve sizes
•	 Valve pocket depth: 0.200" intake and 0.150" exhaust
•	 2618 material for High HP/Boost applications - rated for 1400hp

Honda

Honda

B18A/B Block: 81.0mm Std Bore 89.0mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 45CC  Ring Set  Part #
84.0mm 89.0mm 5.394 1.181 call .8267 x 2.250 -2.5cc 9.9 09583307 71000

84.5mm 89.0mm 5.394 1.181 call .8267 x 2.250 -2.5cc 10.0 09583327 71001

85.0mm 89.0mm 5.394 1.181 call .8267 x 2.250 -2.5cc 10.1 09583347 71002

84.0mm 89.0mm 5.394 1.181 call .866 x 2.250 -2.5cc 9.9 09583307 71003

84.5mm 89.0mm 5.394 1.181 call .866 x 2.250 -2.5cc 10.0 09583327 71004

85.0mm 89.0mm 5.394 1.181 call .866 x 2.250 -2.5cc 10.1 09583347 71005

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

K20/K24 Block: 86.0mm Std Bore 86.0mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 50CC  Ring Set  Part #
86.0mm 86.0mm 5.472 1.181 call .866 x 2.250 2.0cc 10.2 09583385 71100

86.5mm 86.0mm 5.472 1.181 call .866 x 2.250 2.0cc 10.3 09583405 71101

87.0mm 86.0mm 5.472 1.181 call .866 x 2.250 2.0cc 10.4 09583425 71102

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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 K24 REBEL SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Side gas ports for better ring seal
•	 Ratios figured for 90mm x .030 head gasket @ 9.120" Deck Height
•	 Top ring down dimension: .300"
•	 Designed for pin buttons for maximum strength
•	 Premium H-13 .200W wrist pins included
•	 Premium 1.2mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets •	 for larger than stock valve sizes
•	 Valve pocket depth: 0.200" intake and 0.150" exhaust
•	 2618 material for High HP/Boost applications - rated for 1400hp

Honda

K20/K24 Block: 86.0mm Std Bore 86.0mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 50CC  Ring Set  Part #
87.0mm 99.0mm 5.984 1.181 call .866 x 2.250 -6.0cc 10.1 09583425 71200

87.5mm 99.0mm 5.984 1.181 call .866 x 2.250 -6.0cc 10.2 09583445 71201

88.0mm 99.0mm 5.984 1.181 call .866 x 2.250 -6.0cc 10.3 09583465 71202

89.0mm 99.0mm 5.984 1.181 call .866 x 2.250 -6.0cc 10.4 09583505 71203

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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2002-05 EJ205 WRX/STI SERIES

2006-08 EJ255 WRX SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 94mm x .0236 head gasket
•	 Top ring down dimension: .300"
•	 Premium 1.2mm x 1.2mm x 2.0mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve size
•	 Valve pocket depth: 0.220" intake and .220" exhaust
•	 2618 material for High HP/Boost applications

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 101mm x .0236 head gasket
•	 Top ring down dimension: .300"
•	 Premium 1.2mm x 1.2mm x 2.0mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.220" intake and .220" exhaust
•	 2618 material for High HP/Boost applications

Subaru

Subaru

  Stock Bore 92.0mm (3.622) Stock Stroke 75mm (2.953)  COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  48cc  Ring Set  Part #

 92.0mm  75.0mm  5.137  1.287  call  .905 x 2.500  -12.0cc  8.3  09513622  36001

 92.5mm  75.0mm  5.137  1.287  call  .905 x 2.500  -12.0cc  8.4  09513642  36002

 93.0mm  75.0mm  5.137  1.287  call  .905 x 2.500  -12.0cc  8.5  09513662  36003

  Stock Bore 92.0mm (3.622) Stock Stroke 75mm (2.953)  COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  48cc  Ring Set  Part #

 92.0mm  79.0mm  5.137  1.208  call  .905 x 2.500  -15.5cc  8.3  09513622  36004

 92.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -15.5cc  8.4  09513642  36005

 93.0mm  79.0mm  5.137  1.208  call  .905 x 2.500  -15.5cc  8.5  09513662  36006

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance

 Stock Bore 99.5mm (3.9173) Stock Stroke 79mm (3.110)  COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  50cc  Ring Set  Part #

 99.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -24.0cc  8.5  09513917  36007

 99.75mm  79.0mm  5.137  1.208  call  .905 x 2.500  -24.0cc  8.5  09513927  36008

 100.0mm  79.0mm  5.137  1.208  call  .905 x 2.500  -24.0cc  8.5  09513937  36009

 100.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -24.0cc  8.5  09513957  36010

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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2004-UP EJ257 WRX/STI SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 101mm x .0236 head gasket
•	 Top ring down dimension: .250"(1.208cd) - .240" (1.129cd)
•	 Premium 1.2mm x 1.2mm x 2.0mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.220" intake and .220" exhaust
•	 2618 material for High HP/Boost applications

Subaru

  Stock Bore 99.5mm (3.9173) Stock Stroke 79mm (3.110)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  56cc  Ring Set  Part #

 99.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -22.0cc  8.1  09513917  36011

 99.75mm  79.0mm  5.137  1.208  call  .905 x 2.500  -22.0cc  8.1  09513927  36012

 100.0mm  79.0mm  5.137  1.208  call  .905 x 2.500  -22.0cc  8.2  09513937  36013

 100.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -22.0cc  8.3  09513957  36014

 99.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -12.0cc  9.0  09513917  36015

 99.75mm  79.0mm  5.137  1.208  call  .905 x 2.500  -12.0cc  9.1  09513927  36016

 100.0mm  79.0mm  5.137  1.208  call  .905 x 2.500  -12.0cc  9.1  09513937  36017

 100.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -12.0cc  9.2  09513957  36018

 99.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -4.5cc  9.9  09513917  36019

 99.75mm  79.0mm  5.137  1.208  call  .905 x 2.500  -4.5cc  10.0  09513927  36020

 100.0mm  79.0mm  5.137  1.208  call  .905 x 2.500  -4.5cc  10.0  09513937  36021

 100.5mm  79.0mm  5.137  1.208  call  .905 x 2.500  -4.5cc  10.1  09513957  36022

 Stock Bore 99.5mm (3.9173) Stock Stroke 79mm (3.110) COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  56cc  Ring Set  Part #

 99.5mm  83.0mm  5.137  1.129  call  .905 x 2.500  -26.0cc  8.1  09513917  36023

 99.75mm  83.0mm  5.137  1.129  call  .905 x 2.500  -26.0cc  8.2  09513927  36024

 100.0mm  83.0mm  5.137  1.129  call  .905 x 2.500  -26.0cc  8.2  09513937  36025

 100.5mm  83.0mm  5.137  1.129  call  .905 x 2.500  -26.0cc  8.3  09513957  36026

 99.5mm  83.0mm  5.137  1.129  call  .905 x 2.500  -16.0cc  9.0  09513917  36027

 99.75mm  83.0mm  5.137  1.129  call  .905 x 2.500  -16.0cc  9.1  09513927  36028

 100.0mm  83.0mm  5.137  1.129  call  .905 x 2.500  -16.0cc  9.1  09513937  36029

 100.5mm  83.0mm  5.137  1.129  call  .905 x 2.500  -16.0cc  9.2  09513957  36030

 99.5mm  83.0mm  5.137  1.129  call  .905 x 2.500  -8.0cc  9.9  09513917  36031

 99.75mm  83.0mm  5.137  1.129  call  .905 x 2.500  -8.0cc  10.0  09513927  36032

 100.0mm  83.0mm  5.137  1.129  call  .905 x 2.500  -8.0cc  10.0  09513937  36033

 100.5mm  83.0mm  5.137  1.129  call  .905 x 2.500  -8.0cc  10.1  09513957  36034

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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FA20 BRZ/4U-GSE SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	  Moly skirt coating for friction loss and skirt wear protection
•	  Ratios figured for 89.5mm x .022" head gasket @ 8.070" Deck Height
•	  Top ring down dimension: .250"
•	  Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	  Premium 1.2mm x 1.2mm x 2.0mm ring package included
•	  Oversized valve pockets - for larger than stock valve sizes
•	  Valve pocket depth: 0.100" intake and 0.090" exhaust
•	  2618 material for High HP/Boost applications

Subaru/ Toyota

FA20 Block: 86.0mm Std Bore 86.0mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  40.3cc  Ring Set  Part #
86.0mm 86.0mm 5.090 1.285 call .866 x 2.250 -11.0cc 10.0 09573385 36040

86.25mm 86.0mm 5.090 1.285 call .866 x 2.250 -11.0cc 10.0 09573395 36041

86.5mm 86.0mm 5.090 1.285 call .866 x 2.250 -11.0cc 10.0 09573405 36042

86.0mm 86.0mm 5.090 1.285 call .866 x 2.250 -14.5cc 9.5 09573385 36043

86.25mm 86.0mm 5.090 1.285 call .866 x 2.250 -14.5cc 9.5 09573395 36044

86.5mm 86.0mm 5.090 1.285 call .866 x 2.250 -14.5cc 9.5 09573405 36045

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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FA20DIT WRX SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	  Moly skirt coating for friction loss and skirt wear protection
•	  Ratios figured for 89.5mm x .022" head gasket @ 8.070" Deck Height
•	  Top ring down dimension: .280"
•	  Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	  Premium 1.2mm x 1.2mm x 2.0mm ring package included
•	  Oversized valve pockets - for larger than stock valve sizes
•	  Valve pocket depth: 0.190" intake and 0.170" exhaust
•	  2618 material for High HP/Boost applications

Subaru

FA20DIT Block: 86.0mm Std Bore 86.0mm Std Stroke COMPRESSION RATIO

Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  39cc  Ring Set  Part #
86.0mm 86.0mm 5.090 1.285 call .866 x 2.250 -9.0cc 10.5 09573385 36046

86.25mm 86.0mm 5.090 1.285 call .866 x 2.250 -9.0cc 10.5 09573395 36047

86.5mm 86.0mm 5.090 1.285 call .866 x 2.250 -9.0cc 10.6 09573405 36048

86.0mm 86.0mm 5.090 1.285 call .866 x 2.250 -12.0cc 10.0 09573385 36049

86.25mm 86.0mm 5.090 1.285 call .866 x 2.250 -12.0cc 10.0 09573395 36050

86.5mm 86.0mm 5.090 1.285 call .866 x 2.250 -12.0cc 10.1 09573405 36051

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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1999-2007 EVO VI-IX - 4G63 SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for .040 head gasket @ 9.015 Deck
•	 Top ring down dimension: .325"-.265" 1.020cd
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.200" intake and .190" exhaust
•	 2618 material for High HP/Boost applications

Mitsubishi

  Stock Bore 85.0mm (3.3464) Stock Stroke 88mm (3.4645)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  Ring Set  Part #

 85.0mm  88.0mm  5.905  1.375  call  .866 x 2.250  -12.3cc  8.5  09513346  82000

 85.5mm  88.0mm  5.905  1.375  call  .866 x 2.250  -12.3cc  8.6  09513366  82001

 86.0mm  88.0mm  5.905  1.375  call  .866 x 2.250  -12.3cc  8.7  09513386  82002

 85.0mm  88.0mm  5.905  1.375  call  .866 x 2.250  -8.0cc  9.0  09513346  82003

 85.5mm  88.0mm  5.905  1.375  call  .866 x 2.250  -8.0cc  9.1  09513366  82004

 86.0mm  88.0mm  5.905  1.375  call  .866 x 2.250  -8.0cc  9.2  09513386  82005

 85.0mm  88.0mm  5.905  1.375  call  .866 x 2.250  -1.0cc  10.0  09513346  82006

 85.5mm  88.0mm  5.905  1.375  call  .866 x 2.250  -1.0cc  10.1  09513366  82007

 86.0mm  88.0mm  5.905  1.375  call  .866 x 2.250  -1.0cc  10.2  09513386  82008

  Stock Bore 85.0mm (3.3464) Stock Stroke 88mm (3.4645)  COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  Ring Set  Part #

 85.0mm  94.0mm  5.905  1.255  call  .866 x 2.250  -16.5cc  8.5  09513346  82009

 85.5mm  94.0mm  5.905  1.255  call  .866 x 2.250  -16.5cc  8.6  09513366  82010

 86.0mm  94.0mm  5.905  1.255  call  .866 x 2.250  -16.5cc  8.7  09513386  82011

 85.0mm  94.0mm  5.905  1.255  call  .866 x 2.250  -12.3cc  9.0  09513346  82012

 85.5mm  94.0mm  5.905  1.255  call  .866 x 2.250  -12.3cc  9.0  09513366  82013

 86.0mm  94.0mm  5.905  1.255  call  .866 x 2.250  -12.3cc  9.1  09513386  82014

 85.0mm  94.0mm  5.905  1.255  call  .866 x 2.250  -4.5cc  10.0  09513346  82015

 85.5mm  94.0mm  5.905  1.255  call  .866 x 2.250  -4.5cc  10.1  09513366  82016

 86.0mm  94.0mm  5.905  1.255  call  .866 x 2.250  -4.5cc  10.2  09513386  82017

Stock Bore 85.0mm (3.3464) Stock Stroke 88mm (3.4645) COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  Ring Set  Part #

 85.0mm  100.0mm  5.905  1.135  call  .866 x 2.250  -21.0cc  8.5  09513346  82018

 85.5mm  100.0mm  5.905  1.135  call  .866 x 2.250  -21.0cc  8.6  09513366  82019

 86.0mm  100.0mm  5.905  1.135  call  .866 x 2.250  -21.0cc  8.7  09513386  82020

 85.0mm  100.0mm  5.905  1.135  call  .866 x 2.250  -16.5cc  9.0  09513346  82021

 85.5mm  100.0mm  5.905  1.135  call  .866 x 2.250  -16.5cc  9.0  09513366  82022

 86.0mm  100.0mm  5.905  1.135  call  .866 x 2.250  -16.5cc  9.1  09513386  82023

 85.0mm  100.0mm  5.905  1.135  call  .866 x 2.250  -8.0cc  10.0  09513346  82024

 85.5mm  100.0mm  5.905  1.135  call  .866 x 2.250  -8.0cc  10.1  09513366  82025

 86.0mm  100.0mm  5.905  1.135  call  .866 x 2.250  -8.0cc  10.1  09513386  82026
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99-07 EVO VI-IX - 4G63 SERIESMitsubishi
  Stock Bore 85.0mm (3.3464) Stock Stroke 88mm (3.4645)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  Ring Set  Part #

 85.0mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -11.8cc  8.5  09513346  82027

 85.5mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -11.8cc  8.6  09513366  82028

 86.0mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -11.8cc  8.7  09513386  82029

 85.0mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -8.0cc  8.9  09513346  82030

 85.5mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -8.0cc  9.0  09513366  82031

 86.0mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -8.0cc  9.1  09513386  82032

 85.0mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -1.0cc  9.9  09513346  82033

 85.5mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -1.0cc  10.0  09513366  82034

 86.0mm  88.0mm  6.1417  1.135  call  .866 x 2.250  -1.0cc  10.0  09513386  82035

  Stock Bore 85.0mm (3.3464) Stock Stroke 88mm (3.4645)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  47cc  Ring Set  Part #

 85.0mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -16.5cc  8.5  09513346  82036

 85.5mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -16.5cc  8.6  09513366  82037

 86.0mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -16.5cc  8.7  09513386  82038

 85.0mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -11.8cc  9.0  09513346  82039

 85.5mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -11.8cc  9.1  09513366  82040

 86.0mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -11.8cc  9.2  09513386  82041

 85.0mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -4.5cc  10.0  09513346  82042

 85.5mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -4.5cc  10.1  09513366  82043

 86.0mm  94.0mm  6.1417  1.020  call  .866 x 2.250  -4.5cc  10.2  09513386  82044

All items in red are non-stocking parts, made-to-order as necessary
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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2008-UP EVO X - 4B11 SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Side gas ports for better ring seal
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 87mm x .040 head gasket @ 8.660 deck
•	 Top ring down dimension: .300"-.265" 1.070cd
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.150" intake and .070" exhaust
•	 2618 material for High HP/Boost applications

Mitsubishi

  Stock Bore 86.0mm (3.3858) Stock Stroke 86mm (3.3858)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  49cc  Ring Set  Part #

 86.0mm  86.0mm  5.659  1.305  call  .905 x 2.250  -6.0cc  9.0  09513386  82050

 86.5mm  86.0mm  5.659  1.305  call  .905 x 2.250  -6.0cc  9.1  09513406  82051

 90.0mm  86.0mm  5.659  1.305  call  .905 x 2.250  -6.0cc  9.7  09513543  82062

 86.0mm  86.0mm  5.659  1.305  call  .905 x 2.250  1.0cc  10.0  09513386  82052

 86.5mm  86.0mm  5.659  1.305  call  .905 x 2.250  1.0cc  10.1  09513406  82053

 90.0mm  86.0mm  5.659  1.305  call  .905 x 2.250  1.0cc  10.5  09513543  82063

 Stock Bore 86.0mm (3.3858) Stock Stroke 86mm (3.3858)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  49cc  Ring Set  Part #

 86.0mm  94.0mm  5.659  1.150  call  .905 x 2.250  -12.0cc  9.0  09513386  82054

 86.5mm  94.0mm  5.659  1.150  call  .905 x 2.250  -12.0cc  9.1  09513406  82055

 90.0mm  94.0mm  5.659  1.150  call  .905 x 2.250  -12.0cc  9.8  09513543  82064

 86.0mm  94.0mm  5.659  1.150  call  .905 x 2.250  -4.5cc  10.0  09513386  82056

 86.5mm  94.0mm  5.659  1.150  call  .905 x 2.250  -4.5cc  10.1  09513406  82057

 90.0mm  94.0mm  5.659  1.150  call  .905 x 2.250  -4.5cc  10.8  09513543  82065

 Stock Bore 86.0mm (3.3858) Stock Stroke 86mm (3.3858)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  49cc  Ring Set  Part #

 86.0mm  98.0mm  5.659  1.070  call  .905 x 2.250  -15.0cc  9.0  09513386  82058

 86.5mm  98.0mm  5.659  1.070  call  .905 x 2.250  -15.0cc  9.1  09513406  82059

 90.0mm  98.0mm  5.659  1.070  call  .905 x 2.250  -15.0cc  9.7  09513543  82066

 86.0mm  98.0mm  5.659  1.070  call  .905 x 2.250  -7.0cc  10.0  09513386  82060

 86.5mm  98.0mm  5.659  1.070  call  .905 x 2.250  -7.0cc  10.1  09513406  82061

 90.0mm  98.0mm  5.659  1.070  call  .905 x 2.250  -7.0cc  10.8  09513543  82067

All items in red are non-stocking parts, made-to-order as necessary
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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2JZGTE SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	  Moly skirt coating for friction loss and skirt wear protection
•	  Side gas ports for better ring seal
•	  Ratios figured for 87mm x .040 head gasket @ 8.621 deck
•	  Top ring down dimension: .300" 1.338cd - .280" 1.180cd
•	  Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	  Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	  Oversized valve pockets - for larger than stock valve sizes
•	  Valve pocket depth: 0.245" intake and .230" exhaust
•	  2618 material for High HP/Boost applications

Toyota

  Stock Bore 86mm (3.385) Stock Stroke 86mm (3.385)  COMPRESSION RATIO
Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  Ring Set  Part #

86.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -14.5cc 8.5 09513385 37000

86.5mm 86.0mm 5.590 1.338 call .866 x 2.250 -14.5cc 8.6 09513405 37001

87.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -14.5cc 8.7 09513425 37002

86.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -10.4cc 9.0 09513385 37003

86.5mm 86.0mm 5.590 1.338 call .866 x 2.250 -10.4cc 9.1 09513405 37004

87.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -10.4cc 9.2 09513425 37005

86.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -6.1cc 9.6 09513385 37006

86.5mm 86.0mm 5.590 1.338 call .866 x 2.250 -6.1cc 9.7 09513405 37007

87.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -6.1cc 9.8 09513425 37008

86.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -3.5cc 10.0 09513385 37018

86.5mm 86.0mm 5.590 1.338 call .866 x 2.250 -3.5cc 10.1 09513405 37019

87.0mm 86.0mm 5.590 1.338 call .866 x 2.250 -3.5cc 10.2 09513425 37020

 Stock Bore 86mm (3.385) Stroker 94mm (3.700)  COMPRESSION RATIO
 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  Ring Set  Part #

86.0mm 94.0mm 5.590 1.180 call .866 x 2.250 -20.7cc 8.5 09513385 37009

86.5mm 94.0mm 5.590 1.180 call .866 x 2.250 -20.7cc 8.6 09513405 37010

87.0mm 94.0mm 5.590 1.180 call .866 x 2.250 -20.7cc 8.7 09513425 37011

86.0mm 94.0mm 5.590 1.180 call .866 x 2.250 -16.2cc 9.0 09513385 37012

86.5mm 94.0mm 5.590 1.180 call .866 x 2.250 -16.2cc 9.1 09513405 37013

87.0mm 94.0mm 5.590 1.180 call .866 x 2.250 -16.2cc 9.2 09513425 37014

86.0mm 94.0mm 5.590 1.180 call .866 x 2.250 -8.6cc 10.0 09513385 37015

86.5mm 94.0mm 5.590 1.180 call .866 x 2.250 -8.6cc 10.1 09513405 37016

87.0mm 94.0mm 5.590 1.180 call .866 x 2.250 -8.6cc 10.2 09513425 37017

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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SR20DE & SR20DET SERIES

VQ35DE SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Side gas ports for better ring seal
•	 Ratios figured for 88.5mm x .040 head gasket @ 8.315" Deck Height
•	 Top ring down dimension: .280"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.0mm x 1.2mm x 2.8mm( ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.105" intake and 0.105" exhaust
•	 2618 material for High HP/Boost applications

-	  3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 96mm x .030 head gasket @ 8.460 Deck Height
•	 Top ring down dimension: .250"
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Premium 1.2mm x 1.5mm x 3.0mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.115" intake and sym exhaust
•	 2618 material for High HP/Boost applications

Nissan

Nissan

SR20DE Block: 86.0mm Std Bore 86.0mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 45cc  Ring Set  Part #
86.0mm 86.0mm 5.365 1.255 call .866 x 2.250 -14.0cc 8.5 09513386 83060

86.5mm 86.0mm 5.365 1.255 call .866 x 2.250 -14.0cc 8.6 09513406 83061

87.0mm 86.0mm 5.365 1.255 call .866 x 2.250 -14.0cc 8.7 09513426 83062

86.0mm 86.0mm 5.365 1.255 call .866 x 2.250 -6.5cc 9.5 09513386 83063

86.5mm 86.0mm 5.365 1.255 call .866 x 2.250 -6.5cc 9.6 09513406 83064

87.0mm 86.0mm 5.365 1.255 call .866 x 2.250 -6.5cc 9.7 09513426 83065

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance

COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 57cc  Ring Set  Part #
95.5mm 81.4mm 5.676 1.167 call .866 x 2.500 1.0cc 10.0 09503760 83050

95.5mm 81.4mm 5.676 1.167 call .866 x 2.500 -2.5cc 9.5 09503760 83051

95.5mm 81.4mm 5.676 1.167 call .866 x 2.500 -6.5cc 9.0 09503760 83052

96.0mm 81.4mm 5.676 1.167 call .866 x 2.500 1.0cc 10.0 09503780 83053

96.0mm 81.4mm 5.676 1.167 call .866 x 2.500 -2.5cc 9.6 09503780 83054

96.0mm 81.4mm 5.676 1.167 call .866 x 2.500 -6.5cc 9.5 09503780 83055

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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VQ37VHR SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for 97mm x .030 head gasket
•	 Top ring down dimension: .280"
•	 Premium 8620 .185W wrist pins chamfered for roundwire locks included
•	 Premium 1.2mm x 1.5mm x 3.0mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.225" intake and .000" exhaust
•	 2618 material for High HP/Boost applications

Nissan

COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 50.5cc  Ring Set  Part #
95.5mm 86.0mm 5.881 1.197 call .866 x 2.500 3.5cc 11.5 09503760 83000

95.5mm 86.0mm 5.881 1.197 call .866 x 2.500 -3.0cc 10.5 09503760 83001

95.5mm 86.0mm 5.881 1.197 call .866 x 2.500 -10.0cc 9.5 09503760 83002

96.0mm 86.0mm 5.881 1.197 call .866 x 2.500 3.5cc 11.6 09503780 83003

96.0mm 86.0mm 5.881 1.197 call .866 x 2.500 -3.0cc 10.5 09503780 83004

96.0mm 86.0mm 5.881 1.197 call .866 x 2.500 -10.0cc 9.6 09503780 83005

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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COMPRESSION RATIO

COMPRESSION RATIO

COMPRESSION RATIO

GT-R 3.8L VR38DETT SERIES

Designed to work with OEM grade block ratings
3D milling on piston crowns for ready to install finish
Offset pins for quiet operation
Moly skirt coating for friction loss and skirt wear protection
Ratios figured for 96mm-100mm x .038 head gasket
Top ring down dimension: .260"
Premium 1.2mm x 1.5mm x 3.0mm ring package included
Premium H-13 .185W wrist pins chamfered for roundwire locks included
Oversized valve pockets - for larger than stock valve sizes
Valve pocket depth: 0.071" intake and .071" exhaust
2618 material for High HP/Boost applications

Nissan

Stock Bore - 95.5mm Stock Stroke 88.4mm  
 Block Type  Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  67cc  Ring Set  Part #

 Grade 1  95.5mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.0  09503760  81000

 Grade 2  95.5mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.0  09503760  81001

 Grade 3  95.5mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.0  09503760  81002

 N/A  98.5mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.5  09503878  81003

 N/A  99.0mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.6  09503898  81004

 N/A  99.5mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.6  09503917  81005

 N/A  100.0mm  88.4mm  6.500  1.350  call  .905 x 2.500  -0.86cc  9.7  09503937  81006

 Stock Bore - 95.5mm Stock Stroke 88.4mm  
 Block Type  Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  67cc  Ring Set  Part #

 Grade 1  95.5mm  94.4mm  6.500  1.230  call  .905 x 2.500  -0.86cc  9.5  09503760  81007

 Grade 2  95.5mm  94.4mm  6.500  1.230  call  .905 x 2.500  -0.86cc  9.5  09503760  81008

 Grade 3  95.5mm  94.4mm  6.500  1.230  call  .905 x 2.500  -0.86cc  9.5  09503760  81009

 N/A  98.5mm  94.4mm  6.500  1.230  call  .905 x 2.500  -6.5cc  9.4  09503878  81010

 N/A  99.0mm  94.4mm  6.500  1.230  call  .905 x 2.500  -6.5cc  9.5  09503898  81011

 N/A  99.5mm  94.4mm  6.500  1.230  call  .905 x 2.500  -6.5cc  9.6  09503917  81012

 N/A  100.0mm  94.4mm  6.500  1.230  call  .905 x 2.500  -6.5cc  9.7  09503937  81013

Stock Bore - 95.5mm Stock Stroke 88.4mm 
 Block Type  Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  67cc  Ring Set  Part #

 Grade 1  95.5mm  98.4mm  6.500  1.155  call  .905 x 2.500  -4.5cc  9.6  09503760  81014

 Grade 2  95.5mm  98.4mm  6.500  1.155  call  .905 x 2.500  -4.5cc  9.6  09503760  81015

 Grade 3  95.5mm  98.4mm  6.500  1.155  call  .905 x 2.500  -4.5cc  9.6  09503760  81016

 N/A  98.5mm  98.4mm  6.500  1.155  call  .905 x 2.500  -9.5cc  9.5  09503878  81017

 N/A  99.0mm  98.4mm  6.500  1.155  call  .905 x 2.500  -9.5cc  9.6  09503898  81018

 N/A  99.5mm  98.4mm  6.500  1.155  call  .905 x 2.500  -9.5cc  9.7  09503917  81019

 N/A  100.0mm  98.4mm  6.500  1.155  call  .905 x 2.500  -9.5cc  9.8  09503937  81020

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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Q50/Q60 3.0L VR30DDTT SERIES

•	 Designed to work with OEM grade block ratings
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Ratios figured for factory head gasket
•	 Top ring down dimension: .260"
•	 Premium H-13 .200W wrist pins chamfered for roundwire locks included
•	 Premium 1.2mm x 1.5mm x 3.0mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.170" intake and .080" exhaust
•	 2618 material for High HP/Boost applications

Nissan/Infiniti

Stock Bore - 86.0mm Stock Stroke 86.0mm        COMPRESSION RATIO

 Block Type  Bore  Stroke  Rod  C.D.  Weight  Pin  CC's Factory CC  Ring Set  Part #

Grade 1 86.0mm 86.0mm 5.974 1.155 call .905 x 2.250 -3.0cc 10.3 09503385 81050

Grade 2 86.0mm 86.0mm 5.974 1.155 call .905 x 2.250 -3.0cc 10.3 09503385 81051

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance
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1.8T 20V SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Side gas ports for better ring seal
•	 Ratios figured for 82.0mm x .045 head gasket @ 8.661 Deck Height
•	 Top ring down dimension: .325"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.100"/0.060" intake and 0.080" exhaust
•	 2618 material for High HP/Boost applications

Audi/Volkswagen

1.8T Block: 81.0mm Std Bore 86.4mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 43cc  Ring Set  Part #
81.0mm 86.4mm 5.669 1.285 call .787 x 2.250 -5.0cc 9.0 09513188 38000

81.5mm 86.4mm 5.669 1.285 call .787 x 2.250 -5.0cc 9.1 09513208 38001

82.0mm 86.4mm 5.669 1.285 call .787 x 2.250 -5.0cc 9.2 09513228 38002

82.5mm 86.4mm 5.669 1.285 call .787 x 2.250 -5.0cc 9.3 09513248 38003

83.0mm 86.4mm 5.669 1.285 call .787 x 2.250 -5.0cc 9.4 09513268 38004

81.0mm 86.4mm 5.669 1.285 call .787 x 2.250 -9.0cc 8.5 09513188 38005

81.5mm 86.4mm 5.669 1.285 call .787 x 2.250 -9.0cc 8.6 09513208 38006

82.0mm 86.4mm 5.669 1.285 call .787 x 2.250 -9.0cc 8.7 09513228 38007

82.5mm 86.4mm 5.669 1.285 call .787 x 2.250 -9.0cc 8.8 09513248 38008

83.0mm 86.4mm 5.669 1.285 call .787 x 2.250 -9.0cc 8.9 09513268 38009

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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2.0T FSI & TSI SERIESAudi/Volkswagen
•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Side gas ports for better ring seal
•	 Ratios figured for 83.5mm x .035 head gasket @ 8.661 Deck Height
•	 Top ring down dimension: .250"
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.125" intake and 0.095" exhaust
•	 2618 material for High HP/Boost applications

2.0T Block: 82.5mm Std Bore 92.8mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's  45cc  46cc  Ring Set  Part #
82.5mm 92.8mm 5.669 1.165 call .787 x 2.250 -15.5cc 8.5 8.4 09513248 38100

83.0mm 92.8mm 5.669 1.165 call .787 x 2.250 -15.5cc 8.6 8.5 09513268 38101

82.5mm 92.8mm 5.669 1.165 call .787 x 2.250 -11.5cc 9.0 8.9 09513248 38102

83.0mm 92.8mm 5.669 1.165 call .787 x 2.250 -11.5cc 9.1 8.9 09513268 38103

82.5mm 92.8mm 5.669 1.165 call .787 x 2.250 -4.5cc 10.0 9.8 09513248 38104

83.0mm 92.8mm 5.669 1.165 call .787 x 2.250 -4.5cc 10.1 9.9 09513268 38105

82.5mm 92.8mm 5.669 1.165 call .8267 x 2.250 -15.5cc 8.5 8.4 09513248 38106

83.0mm 92.8mm 5.669 1.165 call .8267 x 2.250 -15.5cc 8.6 8.5 09513268 38107

82.5mm 92.8mm 5.669 1.165 call .8267 x 2.250 -11.5cc 9.0 8.9 09513248 38108

83.0mm 92.8mm 5.669 1.165 call .8267 x 2.250 -11.5cc 9.1 8.9 09513268 38109

82.5mm 92.8mm 5.669 1.165 call .8267 x 2.250 -4.5cc 10.0 9.8 09513248 38110

83.0mm 92.8mm 5.669 1.165 call .8267 x 2.250 -4.5cc 10.1 9.9 09513268 38111

82.5mm 92.8mm 5.669 1.165 call .866 x 2.250 -15.5cc 8.5 8.4 09513248 38112

83.0mm 92.8mm 5.669 1.165 call .866 x 2.250 -15.5cc 8.6 8.5 09513268 38113

82.5mm 92.8mm 5.669 1.165 call .866 x 2.250 -11.5cc 9.0 8.9 09513248 38114

83.0mm 92.8mm 5.669 1.165 call .866 x 2.250 -11.5cc 9.1 8.9 09513268 38115

82.5mm 92.8mm 5.669 1.165 call .866 x 2.250 -4.5cc 10.0 9.8 09513248 38116

83.0mm 92.8mm 5.669 1.165 call .866 x 2.250 -4.5cc 10.1 9.9 09513268 38117

82.5mm 92.8mm 5.669 1.165 call .9055 x 2.250 -7.5cc 9.5 9.4 09513248 38118

83.0mm 92.8mm 5.669 1.165 call .9055 x 2.250 -7.5cc 9.6 9.5 09513268 38119

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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VR6 Block: 84.0mm Std Bore 95.9mm Std Stroke COMPRESSION RATIO

 Bore  Stroke  Rod  C.D.  Weight  Pin  CC's 40cc  Ring Set  Part #
84.0mm 95.9mm 6.457 1.364 call .787 x 2.250 -21.5cc 9.0 09513307 38200

84.5mm 95.9mm 6.457 1.364 call .787 x 2.250 -21.5cc 9.1 09513327 38201

85.0mm 95.9mm 6.457 1.364 call .787 x 2.250 -21.5cc 9.2 09513347 38202

84.0mm 95.9mm 6.457 1.364 call .787 x 2.250 -7.0cc 11.2 09513307 38203

84.5mm 95.9mm 6.457 1.364 call .787 x 2.250 -7.0cc 11.4 09513327 38204

85.0mm 95.9mm 6.457 1.364 call .787 x 2.250 -7.0cc 11.5 09513347 38205

Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.

VR6 3.2L R32 SERIES

•	 3D milling on piston crowns for ready to install finish
•	 Offset pins for quiet operation
•	 Moly skirt coating for friction loss and skirt wear protection
•	 Side gas ports for better ring seal
•	 Ratios figured for 85.0mm x .025 head gasket @ 9.709 Deck (.000 Deck)
•	 Premium 8620 .180W wrist pins chamfered for roundwire locks included
•	 Premium 1.0mm x 1.2mm x 2.8mm ring package included
•	 Oversized valve pockets - for larger than stock valve sizes
•	 Valve pocket depth: 0.200" intake and 0.125" exhaust
•	 2618 material for High HP/Boost applications

Volkswagen
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Custom Diesel Piston Capabilities

Diamond Pistons is an acknowledged leader in racing piston design, but many may be 
unaware that Diamond also applies its considerable engineering expertise to the commercial 
and consumer diesel market. Diamond offers a fully customizable piston package for almost 
any Diesel engine. Diamond’s custom piston options incorporated the desirable performance 
and durability features that are long recognized as a hallmark of Diamond Pistons. Diamond 
can manufacture custom diesel pistons ranging from bore diameters of 2.600" to 6.000". 
With over 15 years of experience in billet piston technology, Diamond can reproduce any 
customer engineered fuel bowl design or prototype one-off piston design imaginable. 
Diamond’s broad library of OEM specs range from European, Antique, GM, Ford, Dodge,  
John Deere, International and many other engine platforms. 

Diamond is your #1 source for all Diesel piston applications.
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APPROVED  
STOCK ELIMINATOR PISTON LISTINGNHRA

 CHEVROLET

 Engine Type  Bore  C.D.  Weight  CC's  Pin  Part #
 346 98-02 LS1  3.905  1.340  416  0.0cc  .945 x 2.500  80001

 346 98-02 LS1  3.905  1.315  416  -0.0cc  .927 x 2.500  80002

 283 57-67  3.935  1.787  545  -3.0cc  .927 x 2.750  80003

 327 62-69 210-300HP  4.040  1.665  547  -3.0cc  .927 x 2.950  80004

 305 78-86  3.800  1.560  452  -12.6cc  .927 x 2.500  80005

 350 67-70 250-300HP  4.030  1.550  535  -5.7cc  .927 x 2.950  80006

 350 LT1 90-98  4.040  1.535  518  -5.7cc  .927 x 2.500  80007

 396 65-69 375HP  4.095  1.760  641  40.7cc  .990 x 2.930  80008

 427 66-69 425HP  4.250  1.760  662  37.0cc  .990 x 2.930  80009

 409 61-65 340-425HP  4.320  1.820  810  90.7cc  .990 x 2.930  80030

 454 1971 425HP  4.280  1.615  642  14.7cc  .990 x 2.930  80037

 265 56-57 All HP  3.750  1.810  525  -3.0cc  .927 x 2.500  80046

 427 2012 Copo  4.125  1.190  469  11.5cc  .927 x 2.250  80052

 396 2013 Copo  4.065  1.105  420  -4.0cc  .927 x 2.200  80056

 350 2014 Copo 350HP  4.125  1.250  475  11.9cc  .927 x 2.250  80058

 427-1 2014 Copo  4.125  1.140  415  -3.0cc  .927 x 2.200  80059

 396 66-69 325-360HP  4.095  1.735  672  23.2cc  .990 x 2.750  80061

 302 37-69 290HP  4.000  1.775  565  14.3cc  .927 x 2.500  80063

 350 2014 Copo 530HP  4.065  1.200  467  12.1cc  .927 x 2.250  80067

350 2016 Copo Supercharged 580HP  4.065  1.200  474  12.0cc  .927 x 2.250  80074

 409 2016 Copo 450HP  4.125  1.125  453  11.3cc  .927 x 2.250  80075

 427 2016 Copo 470HP  4.125  1.140  454  11.3cc  .927 x 2.250  80076

 FORD

 Engine Type  Bore  C.D.  Weight  CC's  Pin  Part #
 390 FE 66-70  4.080  1.745  618  -7.6cc  .975 x 2.930  80024

 428 67 Shelby  4.160  1.645  615  -3.6cc  .975 x 2.930  80025

 351C 70-72 All Flat Top  4.030  1.645  532  -1.6cc  .912 x 2.750  80026

 429 69-71 370-375HP  4.422  1.848  778  -1.3cc  1.040 x 2.930  80028

 5.4L 2012 450HP CJ  3.552  1.260  389  -12.5cc  .866 x 2.500  80040

 5.4L 2008 425HP CJ  3.552  1.260  389  -12.5cc  .866 x 2.500  80042

 5.4L 2010 435HP CJ  3.552  1.260  389  -12.5cc  .866 x 2.500  80043

 5.4L 2010 500HP CJ  3.552  1.220  389  0.0cc  .866 x 2.500  80044

 5.4L 2012 510HP CJ  3.552  1.260  389  -12.5cc  .866 x 2.500  80045

 428 2010 375HP CJ  4.080  1.245  450  -5.1cc  .927 x 2.500  80048

 363 2013 CJ  4.125  1.090  397  -6.6cc  .927 x 2.500  80060

 302 2013 500HP  3.630  1.155  338  -5.5cc  .866 x 2.500  80068

 427 2013 425HP CJ  4.125  1.230  423  -14.0cc  .927 x 2.250  80070

 351C 1971 Boss 330  4.060  1.650  562  11.6cc  .912 x 2.750  80071
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APPROVED  
STOCK ELIMINATOR PISTON LISTINGNHRA

MOPAR

 Engine Type  Bore  C.D.  Weight  CC's  Pin  Part #
 426 2009-2010 Dragpack  4.185  1.221  476  18.3cc  .927 x 2.250  80010

 426 66-71 426 Street Hemi  4.280  1.970  836  90.5cc  1.031 x 2.930  80017

 440 70-71 6-Pak  4.360  2.062  856  -2.7cc  1.094 x 2.750  80018

 340 68-71 275-290HP  4.070  1.842  712  -5.5cc  .984 x 2.750  80019

 340 72-73 240HP  4.070  1.742  712  -0.9cc  .984 x 2.750  80020

 360 73-92 All HP  4.030  1.592  580  -6.8cc  .984 x 2.750  80021

 360 80-92 Truck  4.040  1.620  469  -9.8cc  .984 x 2.750  80022

 360 93-99 All HP  4.030  1.626  469  -6.8cc  .984 x 2.750  80023

 345 09-10 Drag Pak  3.917  1.263  489  14.9cc  .927 x 2.750  80038

 370 2009 385 Drag Pak  4.050  1.263  515  10.7cc  .927 x 2.750  80039

 392 2010 375HP Drag Pak  4.060  1.155  447  -4.8cc  .927 x 2.750  80049

 512 2011 Dodge V10  4.060  1.250  492  8.1cc  .927 x 2.500  80051

 413 1962 410HP  4.180  2.015  741  7.8cc  1.094 x 2.930  80064

 426 1963 415HP  4.250  2.015  741  8.2cc  1.094 x 2.930  80065

 426 1964 415HP  4.250  2.015  741  10.5cc  1.094 x 2.930  80066

 354 2015 530HP Drag Pak  4.060  1.270  470  13.4cc  .927 x 2.250  80073

BUICK

 Engine Type  Bore  C.D.  Weight  CC's  Pin  Part #
 455 1970 350-360HP  4.320  1.900  634  -9.7cc  1.000 x 2.930  80053

 455 71-76 All HP  4.320  1.900  634  -25.0cc  1.000 x 2.930  80054

PONTIAC

 Engine Type  Bore  C.D.  Weight  CC's  Pin  Part #
 350 74-77 155-170-200HP  3.935  1.690  557  0.0cc  .980 x 2.750  80062

OLDSMOBILE

 Engine Type  Bore  C.D.  Weight  CC's  Pin  Part #
455 68-70 All 4-Brl  4.125  1.735  575  -8.2cc  .980 x 2.930  80015

 455 71-76 All 4-Brl  4.125  1.735  650  -22.1cc  .980 x 2.930  80016

 307 80-89 138-180HP  3.840  1.590  538  -12.5cc  .980 x 2.930  80057

All items in red are non-stocking parts, made-to-order as necessary.
Optional H-13, M2 and TP-1 wrist pins available as a upgrade to any piston part number. 
Contact Diamond Pistons for tech assistance.
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01-4751

•	 Provides a thermal barrier and prevents heat soaking into the crown  
of the piston.

•	 Allows piston be ran at high cylinder pressures and temperatures
•	 Recommended for Small/Medium Boost & Nitrous applications

Ceramic Crown Coating

01-4752

•	 Reduces friction
•	 Reduces the chance of scuffing on dry start ups
•	 Prevents premature skirt wear
•	 Recommended for any performance application – NA or Power Adder

Moly Skirt Coating

01-4761

•	 Provides a thermal barrier and increases both corrosion-resistance  
and wear-resistance

•	 Deters piston rings from micro-welding themselves to the ring grooves
•	 Resists high cylinder temperatures and pressures and allows for a  

larger tuning window
•	 Prevents head soaking through entire piston
•	 Recommended for Large Boost & Nitrous applications

Hard Anodized Coating
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01-4777

HARD ANODIZED AND TEFLON SEAL COATING

•	 This coating is a combination of Hard Anodized Coating and Moly Skirt Coating
•	 Give you the best protection from high cylinder pressures, high cylinder 

temperatures and pre-mature skirt wear
•	 Reduces friction
•	 Recommended for Large Boost & Nitrous applications

•	 Provides a thermal barrier and increases both corrosion-resistance  
and wear-resistance

•	 Deters piston rings from micro-welding themselves to the ring grooves
•	 Resists high cylinder temperatures and pressures and allows for a  

larger tuning window.
•	 Prevents head soaking through entire piston
•	 Sealed with a Teflon coating that frees-up to 30% of friction on the piston  

skirt and ring groove surfaces
•	 Recommended for Large Boost & Nitrous applications that will see street use

Double Diamond Coating

PTFE Coating
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•	 Trend’s G-Series pin is a popular choice among OEMS, after market piston 
manufacturers and shelf-stock piston sellers.  Superior to common  
1018 mild steel alternative, this alloy steel pin is ideally suited for use  
in naturally aspirated race engines.  The four operations performed in  
its manufacture are as follows: Blanked to size, heat treated  
(60 Rockwell O.D./45 core), tumbled and ground. 

LEGEND:
•	 ”C” CHAMFERED FOR ROUND WIRE LOCK

8620 Series

 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
 G4902000095  0.490  2.000  0.095  29

 G6692000125C  0.669  2.000  0.125  54
 G7502500145C  0.750  2.500  0.145  87
 G7872000200C  0.787  2.000  0.200  94
 G7872250155  0.787  2.250  0.155  88
 G8272500155  0.827  2.500  0.155  104

 G8272500155C  0.827  2.500  0.155  103
 G8662200155  0.866  2.200  0.155  97

 G8662250155C  0.866  2.250  0.155  99
 G8662250180C  0.866  2.250  0.180  111
 G8662500155  0.866  2.500  0.155  111

 G8662500155C  0.866  2.500  0.155  110
 G8662500180C  0.866  2.500  0.180  123
 G8752500155  0.875  2.500  0.155  112

 G9052250180C  0.905  2.250  0.180  117
 G9052500155  0.905  2.500  0.155  117

 G90552500155  0.9055  2.500  0.155  117
 G9052500180C  0.905  2.500  0.180  131
 G9052750155  0.905  2.750  0.155  118
 G9062500155  0.906  2.500  0.155  129
 G9122400125  0.912  2.400  0.125  93
 G9122500155  0.912  2.250  0.155  118
 G9122750155  0.912  2.750  0.155  128
 G9122950155  0.912  2.950  0.155  138
 G9252250155  0.9252  2.250  0.155  109

 G9252250155C  0.9252  2.250  0.155  108
 G9272200155  0.927  2.200  0.155  106

 G9272200155C  0.927  2.200  0.155  105
 G9272250155  0.927  2.250  0.155  109

 G9272250155C  0.927  2.250  0.155  108
 G9272250180C  0.927  2.250  0.180  121
 G9272400125  0.927  2.400  0.125  97

 G9272400125C  0.927  2.400  0.125  96
 G9272400155  0.927  2.400  0.155  115

 G9272400155C  0.927  2.400  0.155  114
 G9272500125  0.927  2.500  0.125  100
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8620 Series

 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
 G9272500155  0.927  2.500  0.155  120

 G9272500155C  0.927  2.500  0.155  119
 G9272500185  0.927  2.500  0.185  137

 G9272500180C  0.927  2.500  0.180  135
 G9272650155C  0.927  2.650  0.155  127
 G9272750155  0.927  2.750  0.155  132
 G9272750185  0.927  2.750  0.185  151
 G9272950155  0.927  2.950  0.155  141
 G9272950185  0.927  2.950  0.185  162
 G9402750155  0.940  2.750  0.155  134
 G9452500155  0.945  2.500  0.155  122
 G9452750155  0.945  2.750  0.155  135
 G9752930155  0.975  2.930  0.155  155
 G9802750155  0.980  2.750  0.155  142
 G9802950155  0.980  2.950  0.155  151
 G9842400155  0.984  2.400  0.155  124
 G9842400180  0.984  2.400  0.180  139
 G9842750155  0.984  2.750  0.155  140
 G9842930180  0.984  2.930  0.180  171
 G9902500185  0.990  2.930  0.185  150
 G9902750185  0.990  2.750  0.185  164
 G9902930185  0.990  2.930  0.185  175

 G9902930185C  0.990  2.930  0.185  174
 G9902930155  0.990  2.930  0.155  176

 G10002930155  1.000  2.930  0.155  155
 G10012930190  1.001  2.930  0.190  181
 G10312930155  1.031  2.930  0.155  160
 G10402930155  1.040  2.930  0.155  162
 G10942750190  1.094  2.750  0.190  190
 G10942930155  1.094  2.930  0.155  172
 G10942930190  1.094  2.930  0.190  204
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•	 Trend’s H-Series is an H-13 tool steel alloy. H-13 is the best all-round  
material for most applications, especially power adder engines. The H-13 
piston pin has a Rockwell hardness around Rc54 and easily accepts a DLC 
(Diamond-Like Carbon) coating.

LEGEND:
•	 ”C” CHAMFERED FOR ROUND WIRE LOCK
•	 ”D” DLC COATED
•	 ”T” TAPER WALL

H-13 Series

 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
 H6692500125C  0.669  2.500  0.125  68
 H7082000125C  0.708  2.000  0.125  58
 H7482000125C  0.748  2.000  0.125  62
 H7482250155  0.748  2.250  0.155  82
 H7482250185  0.748  2.250  0.185  94

 H78651820125C  0.7865  1.820  0.125  60
 H7872000155  0.787  2.000  0.155  78
 H7872000185  0.787  2.000  0.185  88

 H7872000205C  0.787  2.000  0.205  95
 H7872250155  0.787  2.250  0.155  88
 H7872250185  0.787  2.250  0.185  100

 H8272000125C  0.827  2.000  0.125  70
  H8272500155  0.827  2.500  0.155  104
 H8272500155C  0.827  2.500  0.155  103
 H8662250125C  0.866  2.250  0.125  83
 H8662250155C  0.866  2.250  0.155  99
 H8662250185C  0.866  2.250  0.185  113
 H8662250200C  0.866  2.250  0.200  120
 H8662400155C  0.866  2.400  0.155  106
 H8662500155  0.866  2.500  0.155  111

 H8662500155C  0.866  2.500  0.155  110
 H8662500200  0.866  2.500  0.200  133

 H8662500200C  0.866  2.500  0.200  132
 H8662500220  0.866  2.500  0.220  143
 H8752500125  0.875  2.500  0.125  94

 H8752500125C  0.875  2.500  0.125  93
 H9052250125C  0.905  2.250  0.125  87
 H9052250205C  0.905  2.250  0.205  129
 H9052500125C  0.905  2.500  0.125  97
 H9052500155C  0.905  2.500  0.155  116
 H9052500200C  0.905  2.500  0.200  141
 H9122750145  0.912  2.750  0.145  122
 H9122750155  0.912  2.750  0.155  129
 H9122950145  0.912  2.950  0.145  130
 H9252950205  0.925  2.950  0.205  174
 H9272200145  0.927  2.200  0.145  101
 H9272200155  0.927  2.200  0.155  106
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H-13 Series
 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
 H9272200165  0.927  2.200  0.165  112

 H9272200165C  0.927  2.200  0.165  111
 H9272200175  0.927  2.200  0.175  115
 H9272200185  0.927  2.200  0.185  122

 H9272200185C  0.927  2.200  0.185  121
 H9272200200  0.927  2.200  0.200  127
 H9272250145  0.927  2.250  0.145  103
 H9272250165  0.927  2.250  0.165  114

 H9272250165C  0.927  2.250  0.165  113
 H9272250185C  0.927  2.250  0.185  124

 H9272250185CD  0.927  2.250  0.185  123
 H9272250205C  0.927  2.250  0.205  133
 H9272250225C  0.927  2.250  0.225  142
 H9272400125C  0.927  2.400  0.125  96
 H9272400185  0.927  2.400  0.185  131
 H9272500125  0.927  2.500  0.125  100

 H9272500125C  0.927  2.500  0.125  99
 H9272500135  0.927  2.500  0.135  106
 H9272500145  0.927  2.500  0.145  113

 H9272500145C  0.927  2.500  0.145  112
 H9272500155  0.927  2.500  0.155  118

 H9272500155C  0.927  2.500  0.155  117
 H9272500155CD  0.927  2.500  0.155  117

 H9272500165  0.927  2.500  0.165  124
 H9272500165C  0.927  2.500  0.165  123
 H9272500175  0.927  2.500  0.175  130
 H9272500185  0.927  2.500  0.185  136

 H9272500185C  0.927  2.500  0.185  135
 H9272500195  0.927  2.500  0.195  142
 H9272500205  0.927  2.500  0.205  147
 H9272500225  0.927  2.500  0.225  156

 H9272500225C  0.927  2.500  0.225  155
 H9272750125  0.927  2.750  0.125  110
 H9272750135  0.927  2.750  0.135  117
 H9272750145  0.927  2.750  0.145  124

 H9272750145C  0.927  2.750  0.145  123
 H9272750155  0.927  2.750  0.155  131

 H9272750155C  0.927  2.750  0.155  130
 H9272750155CD  0.927  2.750  0.155  132

 H9272750165  0.927  2.750  0.165  138
 H9272750165C  0.927  2.750  0.165  137
 H9272750175  0.927  2.750  0.175  144
 H9272750185  0.927  2.750  0.185  150

 H9272750185C  0.927  2.750  0.185  149
 H9272750185CD  0.927  2.750  0.185  151

 H9272750195  0.927  2.750  0.195  156
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 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
 H9272750205  0.927  2.750  0.205  162
 H9272750215  0.927  2.750  0.215  168
 H9272750225  0.927  2.750  0.225  174
 H9272950145  0.927  2.950  0.145  133
 H9272950155  0.927  2.950  0.155  139
 H9272950165  0.927  2.950  0.165  148
 H9272950175  0.927  2.950  0.175  155
 H9272950185  0.927  2.950  0.185  161

 H9272950185C  0.927  2.950  0.185  160
 H9272950205  0.927  2.950  0.205  174
 H9272950215  0.927  2.950  0.215  180
 H9272950225  0.927  2.950  0.225  186

 H9282750175C  0.928  2.750  0.175  145
 H9282750185  0.928  2.750  0.185  151

 H9292950165C  0.929  2.950  0.165  149
 H9302750115  0.930  2.750  0.155  132
 H9402750155  0.940  2.750  0.155  135
 H9452750185  0.945  2.750  0.185  154
 H9842750155  0.984  2.750  0.155  143
 H9902500165  0.990  2.500  0.165  135
 H9902500175  0.990  2.500  0.175  142
 H9902500185  0.990  2.500  0.185  148

 H9902500185C  0.990  2.500  0.185  147
 H9902500195  0.990  2.500  0.195  154
 H9902500200  0.990  2.500  0.200  158
 H9902500205  0.990  2.500  0.205  160

 H9902500205C  0.990  2.500  0.205  159
 H9902500215  0.990  2.500  0.215  166
 H9902750135  0.990  2.750  0.135  128
 H9902750145  0.990  2.750  0.145  136
 H9902750155  0.990  2.750  0.155  143
 H9902750165  0.990  2.750  0.165  150
 H9902750185  0.990  2.750  0.185  164

 H9902750185CD  0.990  2.750  0.185  164
 H9902750195  0.990  2.750  0.195  170
 H9902750205  0.990  2.750  0.205  176
 H9902750220  0.990  2.750  0.220  186
 H9902765160  0.990  2.765  0.160  148
 H9902930125  0.990  2.930  0.125  126
 H9902930135  0.990  2.930  0.135  136
 H9902930145  0.990  2.930  0.145  144

 H9902930145C  0.990  2.930  0.145  143
 H9902930155  0.990  2.930  0.155  152
 H9902930165  0.990  2.930  0.165  160

 H9902930165C  0.990  2.930  0.165  159
 H9902930165CD  0.990  2.930  0.165  160

H-13 Series

168
Order now! 586.792.6620

Fax 586.792.1105

W
R

IS
T

 P
IN

S



 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
 H9902930175  0.990  2.930  0.175  168

 H9902930175C  0.990  2.930  0.175  167
 H9902930185  0.990  2.930  0.185  176

 H9902930185C  0.990  2.930  0.185  175
 H9902930185CD  0.990  2.930  0.185  175

 H9902930195  0.990  2.930  0.195  183
 H9902930200  0.990  2.930  0.200  187
 H9902930205  0.990  2.930  0.205  190

 H9902930205C  0.990  2.930  0.205  189
 H9902930215  0.990  2.930  0.215  197
 H9902930220  0.990  2.930  0.220  200
 H9902930225  0.990  2.930  0.225  203

 H9902930225C  0.990  2.930  0.225  202
 H9902930250  0.990  2.930  0.250  219

 H9902930250C  0.990  2.930  0.250  218
 H10312740185  1.031  2.740  0.185  172
 H10312750165  1.031  2.750  0.165  157
 H10312750170  1.031  2.750  0.170  162
 H10312750200  1.031  2.750  0.200  184
 H10312925200  1.031  2.925  0.200  196
 H10312925220  1.031  2.925  0.220  210
 H10312930155  1.031  2.930  0.155  160
 H10312930170  1.031  2.930  0.170  172
 H10312930180  1.031  2.930  0.180  180
 H10312930185  1.031  2.930  0.185  185
 H10312930200  1.031  2.930  0.200  195
 H10312930215  1.031  2.930  0.215  207
 H10312930220  1.031  2.930  0.220  210

 H10312930250C  1.031  2.930  0.250  230
 H10942925220  1.094  2.925  0.220  226
 H10942930145  1.094  2.930  0.145  163
 H10942930185  1.094  2.930  0.185  197
 H10942930200  1.094  2.930  0.200  210
 H10942930220  1.094  2.930  0.220  226
 H10943100250  1.094  3.100  0.250  264
 H10943100300  1.094  3.100  0.300  298
 H10943125250  1.094  3.125  0.250  265
 H10943400250  1.094  3.400  0.250  289
 H10943400275  1.094  3.400  0.275  309

 H13083150330D  1.308  3.150  0.330  404
 H13383028330D  1.338  3.028  0.330  406
 H13392750330D  1.339  2.750  0.330  365
 H13583150330D  1.358  3.150  0.330  432
 H15152950330D  1.515  2.950  0.330  458
 H15742950330D  1.574  2.950  0.330  490
 H16253475437D  1.625  3.475  0.437  728

H-13 Series
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•	 Trend’s TP-1 Series is a proprietary material designed to be superior over 
all other wrist pin materials available.  The TP-1 pin has the toughness of 
a maraging steel and the hardness, compressive strength, and the surface 
qualities of M2 tool steel. TP-1 pin is heat-treated to a through-hardness  
of Rc60.  The TP-1 pin is choice of many top NHRA Top Fuel, Funny Car  
and Pro Stock teams.

LEGEND:
•	 ”C” CHAMFERED FOR ROUND WIRE LOCK
•	 ”D” DLC COATED
•	 ”T” TAPER WALL

TP-1 Series

 Part Number  Diameter  Length  Wall Thickness  Weight (Grams)
CA8272125120CD  0.827  2.125  0.120  73

 CA8662050200CD  0.866  2.050  0.200  111

 CA8662125120CD  0.866  2.125  0.120  77

 CA8662250185CD  0.866  2.250  0.185  113

 CA8672125120CD  0.867  2.125  0.120  77

 CA8682125120CD  0.868  2.125  0.120  78

 CA8692125155C  0.869  2.125  0.155  95

 CA8702125165C  0.870  2.125  0.165  98

 CA10943250250TD  1.094  3.250  0.250  262

 CA10943400250D  1.094  3.400  0.250  290

 CA11563300330TD  1.156  3.300  0.330  322

 CA11563400330TD  1.156  3.400  0.330  322
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•	 Diamond’s wrist pin retaining locks are available for wrist pin sizes ranging 
from .490” to 2.000”.  The locks are offered in single spirolocs, double 
spirolocs, round wire locks, and Tru-arc locks.  Round wire locks require a 
chamfered wrist pin.

Wrist Pin Retaining Locks

 Part Number  Type        Diameter x Wire Thickness       Pieces per piston
 01-4900  Spirolox  .490 x .035  2
 01-4997  Spirolox  .750 x .043  4
 01-5003  Spirolox  .787 x .043  4
 01-5000  Spirolox  .811 x .042  4
 01-5005  Spirolox  .866 x .043  4
 01-5010  Spirolox  .875 x .043  4
 01-5015  Spirolox  .905 x .043  4
 01-5104  Spirolox  .927 x .042  4
 01-5103  Spirolox  .927 x .073  2
 01-5106  Spirolox  .990 x .042  4
 01-5105  Spirolox  .990 x .073  2
 01-5108  Spirolox  1.031 x .050  4
 01-5115  Spirolox  1.031 x .073  2
 01-5114  Spirolox  1.094 x .050  4
 01-5118  Spirolox  1.188 x .050  4
 01-5124  Spirolox  1.250 x .050  4
 01-5131  Spirolox  1.312 x .050  4
 01-5137  Spirolox  1.360 x .050  4
 01-5150  Spirolox  1.500 x .050  4
 01-5156  Spirolox  1.562 x .062  4
 01-5162  Spirolox  1.620 x .062  4
 01-5175  Spirolox  1.750 x .062  4
 01-5187  Spirolox  1.875 x .062  4
 01-5200  Spirolox  2.000 x .062  4
 KRA905  Kramm-Lox  .905 x .073  2
 01-5107  Tru-Arc  .927 x .073  4
 01-5109  Tru-Arc  .990 x .042  4
 01-5119  Round Wire  .551 x .040  2
 01-5120  Round Wire  .591 x .040  2
 01-5121  Round Wire  .669 x .050  2
 01-5122  Round Wire  .708 x .050  2
 01-5125  Round Wire  .748 x .050  2
 01-5126  Round Wire  .787 x .050  2
 01-5128  Round Wire  .812 x .063  2
 01-5113  Round Wire  .866 x .063  2
 01-5129  Round Wire  .905 x .063  2
 01-5130  Round Wire  .905 x .073  2
 01-5111  Round Wire  .927 x .073  2
 01-5133  Round Wire  .945 x .073  2
 01-5112  Round Wire  .990 x .073  2
 01-5135  Round Wire  1.031 x .073  2
 01-5136  Round Wire  1.156 x .073  2
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•	 Diamond’s Pro-Select ringsets are available for applications from naturally 
aspirated to high hp power adders.  Bore size availability ranges from 3.346" 
to 4.675", and come in a wide variety of top ring materials.  Not sure on what 
ringset will fit your application the best?  Contact our technical staff and let 
them help you pick the best ring package for your build.  

Pro-Select Ringsets

Top Ring
 Code  Description

 AP  Stainless Steel W/ C-23 PVD Face Coating
 AP Gapless  Stainless Steel - C-23 PVD Face Coating - Gapless

 CRM  Carbon Steel - Chrome Face - Barrel Face
 GN  Gas Nitrided - Barrel Face
 KS  Keystone

 PMD  Plasma Moly Dutile - Barrel Face
 PMD Gapless  Plasma Moly Dutile - Barrel Face - Gapless

 TNT  Martensitic Ductile Iron - Barrel Face
Fire-Power PC479 Hardened Ductile

2nd Ring
 Code  Description
 NAP  Napier Face
 RBT  Taper Face - Reverse Back Twist
 ZG  Z Gap

Oil Ring
 Code  Description

 LT  Low Tension Oil Ring
 STD  Standard Tension Oil Ring

Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09023766 3.766 1/16 0.158 PMD 1/16 0.170 RBT 3/16 0.190 STD 8
09023796 3.796 1/16 0.173 PMD 1/16 0.173 RBT 3/16 0.200 STD 8
09023820 3.820 1/16 0.170 PMD 1/16 0.175 RBT 3/16 0.185 STD 8
09023830 3.830 1/16 0.174 PMD 1/16 0.175 RBT 3/16 0.186 STD 8
09023840 3.840 1/16 0.174 PMD 1/16 0.174 RBT 3/16 0.205 STD 8
09023940 3.940 1/16 0.179 PMD 1/16 0.175 RBT 3/16 0.195 STD 8
09024000 4.000 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8

09024000V10 4.000 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 10
09024000V10F 4.000 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8

09024020 4.020 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.185 STD 8
09024030 4.030 1/16 0.183 PMD 1/16 0.185 RBT 3/16 0.187 STD 8

09024030NF 4.030 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024030V10 4.030 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.183 STD 10
09024030V10F 4.030 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.183 STD 10
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Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09024040 4.040 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024060 4.060 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024070 4.070 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.185 STD 8
09024080 4.080 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024090 4.090 1/16 0.186 PMD 1/16 0.186 RBT 3/16 0.187 STD 8
09024100 4.100 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024110 4.110 1/16 0.188 PMD 1/16 0.188 RBT 3/16 0.199 STD 8
09024120 4.120 1/16 0.188 PMD 1/16 0.188 RBT 3/16 0.195 STD 8
09024125 4.125 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024130 4.130 1/16 0.187 PMD 1/16 0.185 RBT 3/16 0.193 STD 8
09024135 4.135 1/16 0.188 PMD 1/16 0.185 RBT 3/16 0.193 STD 8
09024145 4.145 1/16 0.187 PMD 1/16 0.185 RBT 3/16 0.195 STD 8
09024150 4.150 1/16 0.189 PMD 1/16 0.189 RBT 3/16 0.190 STD 8
09024155 4.155 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024160 4.160 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024165 4.165 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024170 4.170 1/16 0.185 PMD 1/16 0.185 RBT 3/16 0.187 STD 8
09024175 4.175 1/16 0.190 PMD 1/16 0.190 RBT 3/16 0.186 STD 8
09024180 4.180 1/16 0.190 PMD 1/16 0.180 RBT 3/16 0.186 STD 8
09024185 4.185 1/16 0.190 PMD 1/16 0.180 RBT 3/16 0.186 STD 8
09024190 4.190 1/16 0.190 PMD 1/16 0.188 RBT 3/16 0.205 STD 8
09024233 4.233 1/16 0.191 PMD 1/16 0.190 RBT 3/16 0.200 STD 8
09024250 4.250 1/16 0.185 PMD 1/16 0.200 RBT 3/16 0.186 STD 8

09024250NF 4.250 1/16 0.185 PMD 1/16 0.200 RBT 3/16 0.186 STD 8
09024263 4.263 1/16 0.193 PMD 1/16 0.190 RBT 3/16 0.195 STD 8
09024270 4.270 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.180 STD 8
09024280 4.280 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 STD 8
09024290 4.290 1/16 0.194 PMD 1/16 0.190 RBT 3/16 0.190 STD 8
09024310 4.310 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 STD 8
09024320 4.320 1/16 0.197 PMD 1/16 0.202 RBT 3/16 0.185 STD 8
09024350 4.350 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 STD 8
09024360 4.360 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.185 STD 8
09024375 4.375 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.195 STD 8
09024380 4.380 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.186 STD 8
09024390 4.390 1/16 0.195 PMD 1/16 0.202 RBT 3/16 0.190 STD 8
09024400 4.440 1/16 0.197 PMD 1/16 0.200 RBT 3/16 0.185 STD 8
09024420 4.420 1/16 0.187 PMD 1/16 0.185 RBT 3/16 0.185 STD 8
09024440 4.440 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.190 STD 8
09024470 4.470 1/16 0.200 PMD 1/16 0.200 RBT 3/16 0.183 STD 8
09024500 4.500 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 STD 8

09024500NF 4.500 1/16 0.205 PMD 1/16 0.205 RBT 3/16 0.190 STD 8
09024530 4.530 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 STD 8
09024560 4.560 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.192 STD 8
09024600 4.600 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 STD 8
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Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09024625 4.625 1/16 0.210 PMD 1/16 0.200 RBT 3/16 0.187 STD 8
09034000 4.000 1/16 0.180 PMD 1/16 0.180 RBT 3/16 0.190 LT 8
09034020 4.020 1/16 0.182 PMD 1/16 0.183 RBT 3/16 0.182 LT 8

09024020G 4.020 1/16 0.182 PMD Gapless 1/16 0.183 RBT 3/16 0.182 LT 8
09034030 4.030 1/16 0.183 PMD 1/16 0.183 RBT 3/16 0.185 LT 8

09034030G 4.030 1/16 0.183 PMD Gapless 1/16 0.183 RBT 3/16 0.185 LT 8
09034040 4.040 1/16 0.184 PMD 1/16 0.185 RBT 3/16 0.145 LT 8

09034040G 4.040 1/16 0.184 PMD Gapless 1/16 0.185 RBT 3/16 0.145 LT 8
09034060 4.060 1/16 0.184 PMD 1/16 0.185 RBT 3/16 0.187 LT 8

09034060G 4.060 1/16 0.184 PMD Gapless 1/16 0.185 RBT 3/16 0.187 LT 8
09034070 4.070 1/16 0.184 PMD 1/16 0.183 RBT 3/16 0.187 LT 8
09034080 4.080 1/16 0.187 PMD 1/16 0.180 RBT 3/16 0.190 LT 8
09034090 4.090 1/16 0.187 PMD 1/16 0.187 RBT 3/16 0.195 LT 8
09034100 4.100 1/16 0.186 PMD 1/16 0.188 RBT 3/16 0.186 LT 8
09034125 4.125 1/16 0.187 PMD 1/16 0.185 RBT 3/16 0.187 LT 8
09034130 4.130 1/16 0.187 PMD 1/16 0.185 RBT 3/16 0.187 LT 8
09034135 4.135 1/16 0.187 PMD 1/16 0.187 RBT 3/16 0.187 LT 8
09034145 4.145 1/16 0.187 PMD 1/16 0.187 RBT 3/16 0.187 LT 8
09034155 4.155 1/16 0.189 PMD 1/16 0.185 RBT 3/16 0.187 LT 8
09034165 4.165 1/16 0.187 PMD 1/16 0.187 RBT 3/16 0.187 LT 8
09034170 4.170 1/16 0.189 PMD 1/16 0.189 RBT 3/16 0.187 LT 8
09034185 4.185 1/16 0.190 PMD 1/16 0.190 RBT 3/16 0.185 LT 8
09034195 4.195 1/16 0.187 PMD 1/16 0.190 RBT 3/16 0.187 LT 8
09034250 4.250 1/16 0.185 PMD 1/16 0.200 RBT 3/16 0.186 LT 8
09034270 4.270 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 LT 8
09034280 4.280 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.185 LT 8
09034310 4.310 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.145 LT 8
09034320 4.320 1/16 0.197 PMD 1/16 0.202 RBT 3/16 0.185 LT 8
09034350 4.350 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.145 LT 8
09034360 4.360 1/16 0.198 PMD 1/16 0.198 RBT 3/16 0.185 LT 8
09034375 4.375 1/16 0.197 PMD 1/16 0.178 RBT 3/16 0.152 LT 8
09034380 4.380 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.186 LT 8
09034390 4.390 1/16 0.198 PMD 1/16 0.198 RBT 3/16 0.178 LT 8
09034400 4.400 1/16 0.202 PMD 1/16 0.188 RBT 3/16 0.155 LT 8
09034420 4.420 1/16 0.197 PMD 1/16 0.180 RBT 3/16 0.150 LT 8
09034440 4.440 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.185 LT 8
09034465 4.465 1/16 0.200 PMD 1/16 0.200 RBT 3/16 0.183 LT 8
09034500 4.500 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.170 LT 8
09034530 4.530 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.187 LT 8
09034560 4.560 1/16 0.195 PMD 1/16 0.200 RBT 3/16 0.192 LT 8
09034600 4.600 1/16 0.207 PMD 1/16 0.200 RBT 3/16 0.192 LT 8
09034625 4.625 1/16 0.210 PMD 1/16 0.200 RBT 3/16 0.187 LT 8
09043780 3.780 5/64 0.173 PMD 5/64 0.164 RBT 3/16 0.175 STD 4
09043800 3.800 5/64 0.173 PMD 5/64 0.164 RBT 3/16 0.175 STD 4

Pro-Select Ringsets (CONTINUED)
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Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09043810 3.810 5/64 0.173 PMD 5/64 0.150 RBT 3/16 0.193 STD 4
09043820 3.820 5/64 0.173 PMD 5/64 0.164 RBT 3/16 0.185 STD 4
09053552 3.552 1.5mm 0.150 AP 1.5mm 0.157 RBT 3.0mm 0.145 STD 8
09053562 3.562 1.5mm 0.139 AP 1.5mm 0.152 RBT 3.0mm 0.145 STD 8
09053572 3.572 1.5mm 0.150 AP 1.5mm 0.157 RBT 3.0mm 0.145 STD 8
09053582 3.582 1.5mm 0.150 AP 1.5mm 0.157 RBT 3.0mm 0.145 STD 8
09053630 3.630 1.5mm 0.150 AP 1.5mm 0.164 RBT 3.0mm 0.145 STD 8
09053640 3.640 1.5mm 0.150 AP 1.5mm 0.164 RBT 3.0mm 0.145 STD 8
09053641 3.641 1.5mm 0.150 AP 1.5mm 0.164 NAP 3.0mm 0.145 STD 6
09053650 3.650 1.5mm 0.150 AP 1.5mm 0.164 RBT 3.0mm 0.145 STD 8
09053651 3.651 1.5mm 0.150 AP 1.5mm 0.164 NAP 3.0mm 0.145 STD 6
09053660 3.660 1.5mm 0.150 AP 1.5mm 0.155 RBT 3.0mm 0.145 STD 8
09053661 3.661 1.5mm 0.150 AP 1.5mm 0.155 NAP 3.0mm 0.145 STD 6
09053662 3.662 1.5mm 0.150 AP 1.5mm 0.155 NAP 3.0mm 0.145 STD 8
09053682 3.681 1.5mm 0.150 AP 1.5mm 0.155 NAP 3.0mm 0.145 STD 8
09053700 3.700 1.5mm 0.150 AP 1.5mm 0.152 RBT 3.0mm 0.145 STD 8
09053905 3.905 1.5mm 0.150 AP 1.5mm 0.165 RBT 3.0mm 0.145 STD 8
09053927 3.927 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09053937 3.937 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09053947 3.947 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054005 4.005 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054010 4.010 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054020 4.020 1.5mm 0.150 AP 1.5mm 0.165 RBT 3.0mm 0.145 STD 8
09054030 4.030 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054060 4.060 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054065 4.065 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054070 4.070 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054080 4.080 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054090 4.090 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054125 4.125 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054130 4.130 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09054185 4.185 1.5mm 0.150 AP 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09063348 3.348 1.5mm 0.126 CRM 1.5mm 0.144 RBT 3.0mm 0.123 STD 4
09063552 3.552 1.5mm 0.135 PMD 1.5mm 0.155 RBT 3.0mm 0.145 STD 8
09063572 3.572 1.5mm 0.165 PMD 1.5mm 0.157 RBT 3.0mm 0.145 STD 8
09063582 3.582 1.5mm 0.135 PMD 1.5mm 0.155 RBT 3.0mm 0.145 STD 8
09063640 3.640 1.5mm 0.164 PMD 1.5mm 0.164 RBT 3.0mm 0.145 STD 8
09063700 3.700 1.5mm 0.156 PMD 1.5mm 0.156 RBT 3.0mm 0.145 STD 8
09063800 3.800 1.5mm 0.145 PMD 1.5mm 0.159 RBT 3.0mm 0.145 STD 6
09063810 3.810 1.5mm 0.150 PMD 1.5mm 0.150 RBT 3.0mm 0.145 STD 6
09063820 3.820 1.5mm 0.137 PMD 1.5mm 0.159 RBT 3.0mm 0.145 STD 6
09063830 3.830 1.5mm 0.166 PMD 1.5mm 0.150 RBT 3.0mm 0.145 STD 6
09063840 3.840 1.5mm 0.166 PMD 1.5MM 0.159 RBT 3.0mm 0.145 STD 6
09063898 3.898 1.5mm 0.150 PMD 1.5MM 0.160 RBT 3.0mm 0.145 STD 8
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09063905 3.905 1.5mm 0.151 PMD 1.5mm 0.165 RBT 3.0mm 0.145 STD 8
09063927 3.927 1.5mm 0.154 PMD 1.5mm 0.155 RBT 3.0mm 0.145 STD 8
09063937 3.937 1.5mm 0.164 PMD 1.5mm 0.164 RBT 3.0mm 0.155 STD 8
09063947 3.947 1.5mm 0.152 PMD 1.5mm 0.165 RBT 3.0mm 0.145 STD 8
09064000 4.000 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064010 4.010 1.5mm 0.150 PMD 1.5mm 0.165 RBT 3.0mm 0.145 STD 8
09064030 4.030 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064040 4.040 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064060 4.060 1.5mm 0.160 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064070 4.070 1.5mm 0.160 PMD 1.5mm 0.165 RBT 3.0mm 0.145 STD 8
09064080 4.080 1.5mm 0.154 PMD 1.5mm 0.157 RBT 3.0mm 0.145 STD 8
09064100 4.100 1.5mm 0.160 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064125 4.125 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064130 4.130 1.5mm 0.154 PMD 1.5mm 0.160 RBT 3.0mm 0.145 STD 8
09064135 4.135 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064145 4.145 1.5mm 0.158 PMD 1.5mm 0.162 RBT 3.0mm 0.145 STD 8
09064155 4.155 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09064165 4.165 1.5mm 0.155 PMD 1.5mm 0.170 RBT 3.0mm 0.145 STD 8
09074000 4.000 1/16 0.183 PMD 1/16 0.182 RBT 3.0mm 0.145 STD 8
09084000 4.000 .043 0.160 PMD .043 0.145 RBT 3.0mm 0.145 LT 8
09084020 4.020 .043 0.160 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084030 4.030 .043 0.160 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084040 4.040 .043 0.160 PMD .043 0.140 RBT 3.0mm 0.145 LT 8
09084060 4.060 .043 0.155 PMD .043 0.165 RBT 3.0mm 0.145 LT 8
09084070 4.070 .043 0.155 PMD .043 0.165 RBT 3.0mm 0.145 LT 8
09084080 4.080 .043 0.155 PMD .043 0.165 RBT 3.0mm 0.145 LT 8
09084120 4.120 .043 0.155 PMD .043 0.165 RBT 3.0mm 0.145 LT 8
09084125 4.125 .043 0.160 PMD .043 0.140 RBT 3.0mm 0.145 LT 8
09084130 4.130 .043 0.160 PMD .043 0.140 RBT 3.0mm 0.145 LT 8
09084135 4.135 .043 0.160 PMD .043 0.140 RBT 3.0mm 0.145 LT 8
09084145 4.145 .043 0.160 PMD .043 0.140 RBT 3.0mm 0.145 LT 8
09084155 4.155 .043 0.160 PMD .043 0.140 RBT 3.0mm 0.145 LT 8
09084160 4.160 .043 0.160 PMD .043 0.145 RBT 3.0mm 0.145 LT 8
09084165 4.165 .043 0.150 PMD .043 0.155 RBT 3.0mm 0.145 LT 8
09084175 4.175 .043 0.150 PMD .043 0.160 RBT 3.0mm 0.145 LT 8
09084180 4.180 .043 0.160 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084185 4.185 .043 0.155 PMD .043 0.160 RBT 3.0mm 0.145 LT 8
09084190 4.190 .043 0.155 PMD .043 0.160 RBT 3.0mm 0.145 LT 8
09084200 4.200 .043 0.160 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084250 4.250 .043 0.160 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084500 4.500 .043 0.200 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084530 4.530 .043 0.175 PMD .043 0.170 RBT 3.0mm 0.145 LT 8
09084560 4.560 .043 0.207 PMD .043 0.208 RBT 3.0mm 0.145 LT 8
09084600 4.600 .043 0.175 PMD .043 0.205 RBT 3.0mm 0.145 LT 8
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09084625 4.625 .043 0.175 PMD .043 0.205 RBT 3.0mm 0.145 LT 8
09084675 4.675 .043 0.217 PMD .043 0.205 RBT 3.0mm 0.145 LT 8
09094030 4.030 .043 0.160 PMD .043 0.165 RBT 3/16 0.145 STD 8
09094040 4.040 .043 0.160 PMD .043 0.165 RBT 3/16 0.145 STD 8
09094060 4.060 .043 0.160 PMD .043 0.165 RBT 3/16 0.145 STD 8
09094125 4.125 .043 0.160 PMD .043 0.170 RBT 3/16 0.187 STD 8
09094145 4.145 .043 0.160 PMD .043 0.170 RBT 3/16 0.187 STD 8
09094155 4.155 .043 0.160 PMD .043 0.170 RBT 3/16 0.188 STD 8
09094500 4.500 .043 0.200 PMD .043 0.170 RBT 3/16 0.176 STD 8
09094530 4.530 .043 0.202 PMD .043 0.170 RBT 3/16 0.195 STD 8
09094560 4.560 .043 0.175 PMD .043 0.170 RBT 3/16 0.195 STD 8
09094600 4.600 .043 0.207 PMD .043 0.205 RBT 3/16 0.195 STD 8
09094625 4.625 .043 0.175 PMD .043 0.210 RBT 3/16 0.195 STD 8
09094650 4.650 .043 0.175 PMD .043 0.210 RBT 3/16 0.205 STD 8
09094680 4.680 .043 0.218 PMD .043 0.210 RBT 3/16 0.195 STD 8
09094700 4.700 .043 0.218 PMD .043 0.210 RBT 3/16 0.207 STD 8
09104125 4.125 1.2mm 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 LT 8
09104130 4.130 1.2mm 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 LT 8
09104145 4.145 1.2mm 0.135 PMD 1.5mm 0.170 NAP 3.0mm 0.145 LT 8
09104150 4.150 1.2mm 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 LT 8
09104165 4.165 1.2mm 0.155 PMD 1.5mm 0.170 NAP 3.0mm 0.145 LT 8
09114000 4.000 1/16 0.187 TNT 1/16 0.185 RBT 3/16 0.187 STD 8
09114030 4.030 1/16 0.185 TNT 1/16 0.186 RBT 3/16 0.183 STD 8
09114040 4.040 1/16 0.185 TNT 1/16 0.186 RBT 3/16 0.183 STD 8
09114125 4.125 1/16 0.187 TNT 1/16 0.187 RBT 3/16 0.190 STD 8
09114155 4.155 1/16 0.185 TNT 1/16 0.185 RBT 3/16 0.189 STD 8
09114165 4.165 1/16 0.192 TNT 1/16 0.185 RBT 3/16 0.187 STD 8
09114500 4.500 1/16 0.192 TNT 1/16 0.185 RBT 3/16 0.187 STD 8
09114530 4.530 1/16 0.210 TNT 1/16 0.200 RBT 3/16 0.195 STD 8
09114560 4.560 1/16 0.207 TNT 1/16 0.200 RBT 3/16 0.193 STD 8
09114600 4.600 1/16 0.207 TNT 1/16 0.200 RBT 3/16 0.193 STD 8
09114625 4.625 1/16 0.210 TNT 1/16 0.200 RBT 3/16 0.187 STD 8
09124500 4.500 .043 0.175 TNT 1/16 0.210 RBT 3/16 0.195 STD 8
09124530 4.530 .043 0.175 TNT 1/16 0.200 RBT 3/16 0.195 STD 8
09124560 4.560 .043 0.175 TNT 1/16 0.200 RBT 3/16 0.187 STD 8
09124600 4.600 .043 0.175 TNT 1/16 0.200 RBT 3/16 0.187 STD 8
09124625 4.625 .043 0.175 TNT 1/16 0.200 RBT 3/16 0.187 STD 8
09133386 3.386 1.2mm 0.125 PMD 1.5mm 0.145 RBT 2.8mm 0.100 STD 4
09143385 3.385 1.2mm 0.134 AP 1.5mm 0.150 RBT 3.0mm 0.130 STD 4
09143800 3.800 1.2mm 0.150 AP 1.5mm 0.160 RBT 3.0mm 0.145 STD 8
09163346 3.346 1.5mm 0.126 CRM 1.5mm 0.144 RBT 3.0mm 0.123 STD 4
09174500 4.500 1/16 0.210 Fire-Power 1/16 0.170 RBT 3/16 0.201 HT 8
09174530 4.530 1/16 0.210 Fire-Power 1/16 0.170 RBT 3/16 0.201 HT 8
09174560 4.560 1/16 0.210 Fire-Power 1/16 0.170 RBT 3/16 0.201 HT 8
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09174600 4.600 1/16 0.210 Fire-Power 1/16 0.170 RBT 3/16 0.201 HT 8
09184125 4.125 .043 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09184130 4.130 .043 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09184135 4.135 .043 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09184140 4.140 .043 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09184145 4.145 .043 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09184155 4.155 .043 0.160 PMD 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09193740 3.740 1/16 0.173 AP 1/16 0.170 RBT 3/16 0.150 STD 8
09193750 3.750 1/16 0.173 AP 1/16 0.170 RBT 3/16 0.150 STD 8
09193760 3.760 1/16 0.173 AP 1/16 0.170 RBT 3/16 0.150 STD 8
09194000 4.000 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194030 4.030 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194040 4.040 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194060 4.060 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194070 4.070 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194080 4.080 1/16 0.173 AP 1/16 0.187 RBT 3/16 0.195 STD 8
09194110 4.110 1/16 0.173 AP 1/16 0.188 RBT 3/16 0.195 STD 8
09194120 4.120 1/16 0.173 AP 1/16 0.185 RBT 3/16 0.195 STD 8
09194125 4.125 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194130 4.130 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194135 4.135 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194155 4.155 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194165 4.165 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194470 4.470 1/16 0.173 AP 1/16 0.200 RBT 3/16 0.187 STD 8
09194500 4.500 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194530 4.530 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194560 4.560 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194600 4.600 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09194610 4.610 1/16 0.173 AP 1/16 0.200 RBT 3/16 0.187 STD 8
09194625 4.625 1/16 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09204030 4.030 .043 0.134 AP .043 0.145 NAP 3.0mm 0.145 STD 8
09204040 4.040 .043 0.134 AP .043 0.165 NAP 3.0mm 0.145 STD 8
09204060 4.060 .043 0.134 AP .043 0.140 NAP 3.0mm 0.145 STD 8
09204125 4.125 .043 0.134 AP .043 0.140 NAP 3.0mm 0.145 STD 8
09204135 4.135 .043 0.173 AP .043 0.170 NAP 3.0mm 0.145 STD 8
09204155 4.155 .043 0.134 AP .043 0.140 NAP 3.0mm 0.145 STD 8
09204165 4.165 .043 0.134 AP .043 0.145 NAP 3.0mm 0.145 STD 8
09204185 4.185 .043 0.134 AP .043 0.145 NAP 3.0mm 0.145 STD 8
09204500 4.500 .043 0.173 AP .043 0.170 NAP 3.0mm 0.145 STD 8
09204530 4.530 .043 0.173 AP .043 0.170 NAP 3.0mm 0.145 STD 8
09204560 4.560 .043 0.173 AP .043 0.170 NAP 3.0mm 0.145 STD 8
09204600 4.600 .043 0.173 AP .043 0.170 NAP 3.0mm 0.145 STD 8
09204625 4.625 .043 0.173 AP .043 0.170 NAP 3.0mm 0.145 STD 8
09214155 4.155 1.0mm 0.143 PMD 1.0mm 0.130 NAP 2.0mm 0.110 LT 8

Pro-Select Ringsets (CONTINUED)

178
Order now! 586.792.6620

Fax 586.792.1105

P
IS

T
O

N
 R

IN
G

S



Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09224000 4.000 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224030 4.030 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224040 4.040 .043 0.160 PMD .043 0.140 NAP 3.0mm 0.145 STD 8
09224060 4.060 .043 0.160 PMD .043 0.140 NAP 3.0mm 0.145 STD 8
09224070 4.070 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224125 4.125 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224130 4.130 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224135 4.135 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224137 4.137 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224140 4.140 .043 0.160 PMD .043 0.140 NAP 3.0mm 0.145 STD 8
09224145 4.145 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224147 4.147 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224155 4.155 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224165 4.165 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224185 4.185 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224200 4.200 .043 0.160 PMD .043 0.145 NAP 3.0mm 0.145 STD 8
09224220 4.220 .043 0.160 PMD .043 0.140 NAP 3.0mm 0.145 STD 8
09224500 4.500 .043 0.175 PMD .043 0.170 NAP 3.0mm 0.145 STD 8
09224530 4.530 .043 0.175 PMD .043 0.170 NAP 3.0mm 0.145 STD 8
09224560 4.560 .043 0.175 PMD .043 0.170 NAP 3.0mm 0.145 STD 8
09224600 4.600 .043 0.175 PMD .043 0.170 NAP 3.0mm 0.145 STD 8
09224625 4.625 .043 0.175 PMD .043 0.170 NAP 3.0mm 0.145 STD 8
09234000 4.000 .043 0.173 AP 1/16 0.185 RBT 3/16 0.185 STD 8
09234030 4.030 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234040 4.040 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234060 4.060 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234125 4.125 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234130 4.130 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234135 4.135 .043 0.173 AP 1/16 0.185 NAP 3/16 0.193 STD 8
09234145 4.145 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234155 4.155 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234165 4.165 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234175 4.175 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234185 4.185 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234280 4.280 .043 0.173 AP 1/16 0.185 RBT 3/16 0.186 STD 8
09234310 4.310 .043 0.173 AP 1/16 0.200 RBT 3/16 0.187 STD 8
09234350 4.350 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
09234440 4.440 .043 0.173 AP 1/16 0.188 RBT 3/16 0.190 STD 8
09234470 4.470 .043 0.173 AP 1/16 0.200 RBT 3/16 0.183 STD 8
09234500 4.500 .043 0.173 AP 1/16 0.185 NAP 3/16 0.170 STD 8
09234530 4.530 .043 0.173 AP 1/16 0.200 RBT 3/16 0.193 STD 8
09234560 4.560 .043 0.173 AP 1/16 0.185 NAP 3/16 0.192 STD 8
09234600 4.600 .043 0.173 AP 1/16 0.185 NAP 3/16 0.187 STD 8
02934610 4.610 .043 0.173 AP 1/16 0.200 RBT 3/16 0.187 STD 8
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09234625 4.625 .043 0.173 AP 1/16 0.200 RBT 3/16 0.195 STD 8
09244030 4.030 .043 0.173 AP .043 0.145 NAP 3/16 0.183 STD 8
09244040 4.040 .043 0.173 AP .043 0.145 NAP 3/16 0.185 STD 8
09244060 4.060 .043 0.173 AP .043 0.145 NAP 3/16 0.180 STD 8
09244125 4.125 .043 0.173 AP .043 0.140 NAP 3/16 0.187 STD 8
09244135 4.135 .043 0.173 AP .043 0.140 NAP 3/16 0.193 STD 8
09244145 4.145 .043 0.173 AP .043 0.140 NAP 3/16 0.189 STD 8
09244155 4.155 .043 0.173 AP .043 0.140 NAP 3/16 0.187 STD 8
09244165 4.165 .043 0.173 AP .043 0.145 NAP 3/16 0.187 STD 8
09244175 4.175 .043 0.173 AP .043 0.145 NAP 3/16 0.186 STD 8
09244185 4.185 .043 0.173 AP .043 0.145 NAP 3/16 0.186 STD 8
09244500 4.500 .043 0.173 AP .043 0.170 NAP 3/16 0.186 STD 8
09244530 4.530 .043 0.173 AP .043 0.170 NAP 3/16 0.193 STD 8
09244560 4.560 .043 0.173 AP .043 0.170 NAP 3/16 0.195 STD 8
09244600 4.600 .043 0.173 AP .043 0.170 NAP 3/16 0.195 STD 8
09244610 4.610 .043 0.173 AP .043 0.203 RBT 3/16 0.195 STD 8
09244625 4.625 .043 0.173 AP .043 0.170 NAP 3/16 0.195 STD 8
09253248 3.248 1.0mm 0.125 CRM 1.2mm 0.130 RBT 2.8mm 0.125 STD 6
09264030 4.030 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264040 4.040 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264060 4.060 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264125 4.125 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264135 4.135 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264155 4.155 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264165 4.165 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264185 4.185 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264500 4.500 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264530 4.530 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264560 4.560 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264600 4.600 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264610 4.610 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09264625 4.625 .043 0.173 AP Gapless 1/16 0.185 NAP 3/16 0.195 STD 8
09453905 3.905 1.2mm 0.134 AP 1.5mm 0.170 NAP 3.0mm 0.145 STD 8
09453927 3.927 1.2mm 0.150 GN 1.2mm 0.156 NAP 3.0mm 0.155 STD 8
09453937 3.937 1.2mm 0.150 GN 1.2mm 0.156 NAP 3.0mm 0.155 STD 8
09454005 4.005 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454010 4.010 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454030 4.030 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454040 4.040 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454060 4.060 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454065 4.065 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454070 4.070 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454080 4.080 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454090 4.090 1.2mm 0.134 AP 1.2mm 0.163 NAP 3.0mm 0.145 STD 8
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Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09454100 4.100 1.2mm 0.134 AP 1.2mm 0.147 NAP 3.0mm 0.145 STD 8
09454125 4.125 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454130 4.130 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454135 4.135 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454145 4.145 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454155 4.155 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454165 4.165 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09454185 4.185 1.2mm 0.148 GN 1.2mm 0.150 NAP 3.0mm 0.145 STD 8
09503760 3.760 1.2mm 0.134 AP 1.5mm 0.140 RBT 3.0mm 0.150 STD 6
09503780 3.780 1.2mm 0.134 AP 1.5mm 0.140 RBT 3.0mm 0.150 STD 6
09503878 3.878 1.2mm 0.134 AP 1.5mm 0.176 RBT 3.0mm 0.150 STD 6
09503898 3.898 1.2mm 0.134 AP 1.5mm 0.163 RBT 3.0mm 0.145 STD 6
09503917 3.917 1.2mm 0.134 AP 1.5mm 0.165 RBT 3.0mm 0.115 STD 6
09503937 3.937 1.2mm 0.134 AP 1.5mm 0.160 RBT 3.0mm 0.155 STD 6
09512854 2.854 1.0mm 0.115 GN 1.2mm 0.115 NAP 2.8mm 0.125 STD 4
09512894 2.894 1.0mm 0.110 GN 1.2mm 0.130 NAP 2.8mm 0.128 STD 4
09513188 3.188 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513208 3.208 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513228 3.228 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513248 3.248 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513268 3.268 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513307 3.307 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 6
09513327 3.327 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 6
09513346 3.346 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513347 3.347 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 6
09513366 3.366 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513385 3.385 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 6
09513386 3.386 1.0mm 0.122 GN 1.2mm 0.138 NAP 2.8mm 0.122 STD 4
09513405 3.405 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 6
09513406 3.406 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 4
09513425 3.425 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 6
09513426 3.426 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 4
09513543 3.543 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 4
09513445 3.445 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 4
09513448 3.448 1.0mm 0.134 AP 1.2mm 0.142 NAP 2.8mm 0.125 STD 4
09513543 3.543 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 4
09513622 3.622 1.2mm 0.134 AP 1.2mm 0.143 NAP 2.0mm 0.115 STD 4
09513642 3.642 1.2mm 0.134 AP 1.2mm 0.143 NAP 2.0mm 0.130 STD 4
09513661 3.661 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 2
09513662 3.662 1.2mm 0.134 AP 1.2mm 0.143 NAP 2.0mm 0.130 STD 4
09513700 3.700 1.2mm 0.134 AP 1.2mm 0.143 NAP 2.0mm 0.130 STD 8
09513740 3.740 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 2
09513780 3.780 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 2
09513858 3.858 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 2
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Pro-Select Ringsets (CONTINUED)

Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09513917 3.917 1.2mm 0.134 AP 1.2mm 0.165 RBT 2.0mm 0.130 STD 4
09513927 3.927 1.2mm 0.134 AP 1.2mm 0.165 RBT 2.0mm 0.130 STD 4
09513937 3.937 1.2mm 0.134 AP 1.2mm 0.165 RBT 2.0mm 0.130 STD 4
09513957 3.957 1.2mm 0.134 AP 1.2mm 0.165 RBT 2.0mm 0.130 STD 4
09523405 3.405 1.0mm 0.130 GN 1.2mm 0.142 NAP 2.8mm 0.122 STD 4
09523445 3.445 1.0mm 0.122 GN 1.2mm 0.126 NAP 2.8mm 0.122 STD 6
09523650 3.650 1.2mm 0.134 AP 1.5mm 0.164 NAP 3.0mm 0.145 STD 8
09523670 3.670 1.2mm 0.134 AP 1.5mm 0.164 NAP 3.0mm 0.145 STD 8
09523681 3.681 1.2mm 0.134 AP 1.5mm 0.154 NAP 3.0mm 0.145 STD 8
09533632 3.632 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 6
09533642 3.642 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 6
09533652 3.652 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 6
09543780 3.780 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 8
09543800 3.800 1.0mm 0.138 GN 1.2mm 0.154 NAP 2.8mm 0.122 STD 8
09554185 4.185 1.2mm 0.155 PMD 1.5mm 0.165 NAP 3.0mm 0.145 STD 8
09563640 3.640 1/16 0.173 AP 1.5mm 0.170 NAP 3.0mm 0.145 HT 8
09563650 3.650 1/16 0.173 AP 1.5mm 0.170 NAP 3.0mm 0.145 HT 8
09573385 3.385 1.2mm 0.106 GN 1.2mm 0.122 NAP 2.0mm 0.098 STD 4
09573395 3.395 1.2mm 0.106 GN 1.2mm 0.122 NAP 2.0mm 0.098 STD 4
09573405 3.405 1.2mm 0.106 GN 1.2mm 0.122 NAP 2.0mm 0.098 STD 4
09583307 3.307 1.2mm 0.134 AP 1.2mm 0.135 NAP 2.8mm 0.125 STD 4
09583327 3.327 1.2mm 0.134 AP 1.2mm 0.135 NAP 2.8mm 0.125 STD 4
09583347 3.347 1.2mm 0.134 AP 1.2mm 0.144 NAP 2.8mm 0.123 STD 4
09583385 3.385 1.2mm 0.134 AP 1.2mm 0.144 NAP 2.8mm 0.123 STD 4
09583405 3.405 1.2mm 0.134 AP 1.2mm 0.134 NAP 2.8mm 0.120 STD 4
09583425 3.425 1.2mm 0.134 AP 1.2mm 0.143 NAP 2.8mm 0.125 STD 4
09583445 3.445 1.2mm 0.134 AP 1.2mm 0.125 NAP 2.8mm 0.125 STD 4
09583465 3.465 1.2mm 0.134 AP 1.2mm 0.124 NAP 2.8mm 0.125 STD 4
09583505 3.505 1.2mm 0.134 AP 1.2mm 0.138 NAP 2.8mm 0.125 STD 4
09593307 3.307 1.5mm 0.150 AP 1.5mm 0.140 RBT 3.0mm 0.125 STD 4
09593327 3.327 1.5mm 0.150 AP 1.5mm 0.144 RBT 3.0mm 0.120 STD 4
09593346 3.346 1.5mm 0.150 AP 1.5mm 0.144 RBT 3.0mm 0.123 STD 4
09593386 3.386 1.5mm 0.150 AP 1.5mm 0.150 RBT 3.0mm 0.130 STD 4
09593425 3.425 1.5mm 0.150 AP 1.5mm 0.129 RBT 3.0mm 0.140 STD 4
09593445 3.445 1.5mm 0.150 AP 1.5mm 0.122 RBT 3.0mm 0.130 STD 4
09593465 3.465 1.5mm 0.150 AP 1.5mm 0.150 RBT 3.0mm 0.140 STD 4
09593484 3.484 1.5mm 0.150 AP 1.5mm 0.150 RBT 3.0mm 0.140 STD 4
09603740 3.740 1/16 0.170 CRM 1/16 0.170 ZG 3/16 0.188 STD 8
09603760 3.760 1/16 0.170 CRM 1/16 0.170 ZG 3/16 0.188 STD 8
09603770 3.770 1/16 0.171 CRM 1/16 0.171 ZG 3/16 0.188 STD 8
09603780 3.780 1/16 0.171 CRM 1/16 0.171 ZG 3/16 0.188 STD 8
09603866 3.866 1/16 0.175 CRM 1/16 0.175 ZG 3/16 0.188 STD 8
09603886 3.886 1/16 0.176 CRM 1/16 0.176 ZG 3/16 0.188 STD 8
09603896 3.896 1/16 0.177 CRM 1/16 0.177 ZG 3/16 0.188 STD 8
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Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09603900 3.900 1/16 0.177 CRM 1/16 0.177 ZG 3/16 0.188 STD 8
09603920 3.920 1/16 0.178 CRM 1/16 0.178 ZG 3/16 0.188 STD 8
09603940 3.940 1/16 0.179 CRM 1/16 0.179 ZG 3/16 0.188 STD 8
09604020 4.020 1/16 0.182 CRM 1/16 0.182 ZG 3/16 0.188 STD 8
09604040 4.040 1/16 0.183 CRM 1/16 0.183 ZG 3/16 0.188 STD 8
09604060 4.060 1/16 0.184 CRM 1/16 0.184 ZG 3/16 0.188 STD 8
09604080 4.080 1/16 0.185 CRM 1/16 0.185 ZG 3/16 0.188 STD 8
09604100 4.100 1/16 0.186 CRM 1/16 0.186 ZG 3/16 0.188 STD 8
09604125 4.125 1/16 0.187 CRM 1/16 0.187 ZG 3/16 0.195 STD 8
09604210 4.210 1/16 0.191 CRM 1/16 0.191 ZG 3/16 0.195 STD 8
09604230 4.230 1/16 0.192 CRM 1/16 0.192 ZG 3/16 0.195 STD 8
09604250 4.250 1/16 0.193 CRM 1/16 0.193 ZG 3/16 0.195 STD 8
09614055 4.055 3.0mm 0.165 KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09614075 4.075 3.0mm 0.165 KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09614095 4.095 3.0mm 0.165 KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09614125 4.125 3.0mm 0.165 KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09623900 3.900 3.0mm 0.164 KS 2.0mm 0.176 RBT 2.5mm 0.135 STD 8
09623920 3.920 3.0mm 0.164 KS 2.0mm 0.176 RBT 2.5mm 0.135 STD 8
09623940 3.940 3.0mm 0.164 KS 2.0mm 0.176 RBT 2.5mm 0.135 STD 8
09624110 4.110 3.0mm 0.167 KS 2.0mm 0.200 RBT 2.5mm 0.160 STD 8
09624130 4.130 3.0mm 0.167 KS 2.0mm 0.200 RBT 2.5mm 0.160 STD 8
09624150 4.150 3.0mm 0.167 KS 2.0mm 0.200 RBT 2.5mm 0.160 STD 8
09633740 3.740 2.31mm 0.157 KS 2.0mm 0.171 RBT 3.46mm 0.177 STD 8
09633760 3.760 2.31mm 0.157 KS 2.0mm 0.171 RBT 3.46mm 0.177 STD 8
09633770 3.770 2.31mm 0.157 KS 2.0mm 0.171 RBT 3.46mm 0.177 STD 8
09633780 3.780 2.31mm 0.157 KS 2.0mm 0.171 RBT 3.46mm 0.177 STD 8
09643866 3.866 2.5mm 0.145 KS 2.0mm 0.160 RBT 3.0mm 0.120 STD 8
09643886 3.886 2.5mm 0.145 KS 2.0mm 0.160 RBT 3.0mm 0.120 STD 8
09643896 3.896 2.5mm 0.145 KS 2.0mm 0.160 RBT 3.0mm 0.120 STD 8
09654015 4.015 3.0mm 0.162 KS 2.38mm 0.167 RBT 4.0mm 0.165 STD 6
09654035 4.035 3.0mm 0.162 KS 2.38mm 0.167 RBT 4.0mm 0.165 STD 6
09654055 4.055 3.0mm 0.162 KS 2.38mm 0.167 RBT 4.0mm 0.165 STD 6
09664213 4.213 2.87mm 0.172 KS 2.5mm 0.175 RBT 3.46mm 0.149 STD 6
09664233 4.233 2.87mm 0.172 KS 2.5mm 0.175 RBT 3.46mm 0.149 STD 6
09664253 4.253 2.87mm 0.172 KS 2.5mm 0.175 RBT 3.46mm 0.149 STD 6
09674055 4.055 3.0mm 0.165 SS KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09674075 4.075 3.0mm 0.165 SS KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09674095 4.095 3.0mm 0.165 SS KS 2.0mm 0.181 RBT 3.0mm 0.150 STD 8
09714250 4.250 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09714280 4.280 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09714466 4.466 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09714470 4.470 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09714496 4.496 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09714500 4.500 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
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Pro-Select Ringsets (CONTINUED)

Ring Part#  Bore 
Size

 Top 
Ring 
Axial

 Top 
Ring 

Radial
 Top Ring 

Type
 2nd 
Ring 
Axial

 2nd 
Ring 

Radial

 2nd 
Ring 
Type

 Oil Ring 
Axial

 Oil Ring 
Radial

 Oil Ring 
Tension

 Ringset 
Cylinder 

Qty
09714530 4.530 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09714560 4.560 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 4.0mm 0.150 HT 8
09724570 4.570 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 3.0mm 0.150 HT 8
09724580 4.580 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 3.0mm 0.150 HT 8
09724590 4.590 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 3.0mm 0.150 HT 8
09724600 4.600 1.5mm 0.200 HD 1.5mm 0.200 HD NAP 3.0mm 0.150 HT 8
09754125 4.125 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754130 4.130 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754135 4.135 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754140 4.140 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754145 4.145 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754150 4.150 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754155 4.155 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754160 4.160 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09754165 4.165 0.0354 0.126 AP 0.0354 0.126 NAP 2.0mm 0.125 LT 8
09804250 4.250 1/8 0.190 HD 1/16 0.185 HD ZG 3/16 0.190 STD 8
09814625 4.625 3/32 0.182 CD 3/32 0.188 Gapless 3/16 0.190 STD 8
09824875 4.875 3/32 0.227 PMD 3/32 0.222 Gapless 3/16 0.200 STD 8
09834470 4.470 .017 Dykes 0.173 Fire-Power 1/16 0.207 RBT 3/16 0.201 HT 8
09844155 4.155 .043 0.134 AP .043 0.145 NAP 3.0mm 0.145 STD 1
09844250 4.250 .043 0.134 AP .043 0.170 NAP 3.0mm 0.145 STD 1
09844350 4.350 .043 0.134 AP .043 0.165 NAP 3.0mm 0.145 STD 1
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Piston Ring Installation Guidelines
       RING END GAP CHART

Application Fuel Top Ring 2nd Ring Oil Ring Rail
Street Gas, E85 Bore x .0045 Bore x .0050 .015" Min - .050" Max

Street/Strip Gas, E85 Bore x .0050 Bore x .0055 .015" Min - .050" Max
Circle Track Gas Bore x .0055 Bore x .0060 .015" Min - .050" Max
Circle Track Alcohol Bore x .0050 Bore x .0055 .015" Min - .050" Max

Drag Race - NA Gas, E85 Bore x .0050 Bore x .0055 .015" Min - .050" Max
Drag Race - Nitrous Up To 250HP Gas, E85 Bore x .0060 Bore x .0065 .015" Min - .050" Max
Drag Race - Nitrous Over 250HP Gas, E85 Bore x .0070 Bore x .0075 .015" Min - .050" Max
Drag Race - Boost - Up To 20lbs Gas Bore x .0060 Bore x .0065 .015" Min - .050" Max
Drag Race - Boost - Up to 20lbs Alcohol Bore x .0060 Bore x .0065 .015" Min - .050" Max
Drag Race - Boost - Over 20lbs Gas Bore x .0070 Bore x .0075 .015" Min - .050" Max
Drag Race - Boost - Over 20lbs Alcohol Bore x .0070 Bore x .0075 .015" Min - .050" Max

Marine - NA Gas Bore x .0060 Bore x .0065 .015" Min - .050" Max
Marine - Boosted Gas Bore x .0070 Bore x .0075 .015" Min - .050" Max

Diesel Diesel Bore x .0080 Bore x .0085 .015" Min - .050" Max

Specialty Rings
       RING END GAP CHART

Ring Type Fuel Minimum End Gap Maximum End Gap
ZG - Z-GAP 2ND RINGS Gas, E85 .016" .040"
ZG - Z-GAP 2ND RINGS Diesel .016" .040"

See supplemental instruction sheet for ZG 2nd rings on next page.

       PISTON RING AXIAL GROOVE CLEARANCE
Ring Type Fuel Min. Axial Clearance Max. Axial Clearance

Top Ring Groove All 0.0008 0.0020
2nd Ring Groove All 0.0008 0.0025
Oil Ring Groove All 0.0020 0.0040

Piston Ring Axial Groove Clearance: Special attention should be paid when checking piston ring groove clearance.  
Too much axial (vertical) clearance is just as bad as too little clearance. Experience has shown the above tolerance range  
is effective for high performance applications.
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RING INSTALLATION & SUGGESTIONS   
1.	� Starting with the oil ring expander, place in third groove of piston 

paying attention 2 ends butt but do not overlap. Wrap bottom 
rail around expander and piston assembly followed by top rail. 
Rotate end gaps of rails – away from expander ends – while placing 
expander ends on non thrust side of cylinder bank.

2.	� Place second ring dot up, bevel down in second groove on piston, 
being careful not to over-expand ring (this can cause breakage).

3. 	 Place top ring dot up bevel up in top grove on piston
4. 	 Rotate rings to desired end gap locations on pistons
5. 	� Using a ring compressor, install piston and ring assembly after 

appropriately lubricating rings with appropriate assembly lube.

ASSEMBLY LUBRICATION   
Use Diamond's Assembly Lube  
Part #03-1300 (or simular product)



 Part#  Min. Bore  Max Bore  Rail Radial  Thickness
01-9000-000  4.000  4.039  0.188  0.030
 01-9000-030  4.030  4.059  0.188  0.030
 01-9000-060  4.060  4.099  0.188  0.030
 01-9000-080  4.080  4.119  0.188  0.030
 01-9000-120  4.120  4.159  0.188  0.030
 01-9000-155  4.155  4.194  0.188  0.030
 01-9000-185  4.185  4.224  0.188  0.030
 01-9000-220  4.220  4.259  0.188  0.030
 01-9000-250  4.250  4.289  0.188  0.030
 01-9000-280  4.280  4.319  0.188  0.030
 01-9000-310  4.310  4.349  0.188  0.030
 01-9000-350  4.350  4.389  0.188  0.030
 01-9000-390  4.390  4.429  0.188  0.030
 01-9000-435  4.435  4.474  0.188  0.030
 01-9000-500  4.500  4.539  0.188  0.030
 01-9000-530  4.530  4.569  0.188  0.030
 01-9000-560  4.560  4.599  0.188  0.030
 01-9000-600  4.600  4.639  0.188  0.030
 01-9000-675  4.675  4.714  0.188  0.030
 01-9000-750  4.750  4.789  0.188  0.030
 01-9000-800  4.800  4.839  0.188  0.030
 01-9001-810  3.810  3.849  0.188  0.030
 01-9001-875  3.875  3.914  0.188  0.030
 01-9001-905  3.905  3.944  0.188  0.030
 01-9001-935  3.935  3.974  0.188  0.030
 01-9001-960  3.960  3.999  0.188  0.030
 01-9005-000  5.000  5.040  0.188  0.030
 01-9005-040  5.040  5.080  0.188  0.030
 01-9005-080  5.080  5.120  0.188  0.030
 01-9005-120  5.120  5.160  0.188  0.030
 01-9010-000  4.000  4.039  0.158  0.030
 01-9010-030  4.030  4.059  0.158  0.030
 01-9010-060  4.060  4.079  0.158  0.030
 01-9010-080  4.080  4.119  0.158  0.030
 01-9010-120  4.120  4.159  0.158  0.030
 01-9010-155  4.155  4.184  0.158  0.030
 01-9010-185  4.185  4.219  0.158  0.030

•	 Diamond’s support rails are available for applications utilizing bore size  ranges 
from 2.953" to 5.220". Available in radials widths from .138" to .188". Not sure 
on what support rail will fit your application? Contact our technical staff and let 
them help you select the correct support rail for your application. 

Support Rails
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 Part#  Min. Bore  Max Bore  Rail Radial  Thickness
 01-9010-220  4.220  4.260  0.158  0.030
 01-9010-280  4.280  4.319  0.158  0.030
 01-9010-320  4.320  4.359  0.158  0.030
 01-9010-369  4.369  4.399  0.158  0.030
 01-9010-450  4.500  4.539  0.158  0.030
 01-9010-560  4.560  4.599  0.158  0.030
 01-9010-600  4.600  4.639  0.158  0.030
 01-9010-635  4.635  4.674  0.158  0.030
 01-9010-675  4.675  4.714  0.158  0.030
 01-9010-710  4.710  4.749  0.158  0.030
 01-9010-750  4.750  4.789  0.158  0.030
 01-9010-790  4.790  4.829  0.158  0.030
 01-9011-385  3.385  3.424  0.158  0.030
 01-9011-425  3.425  3.463  0.158  0.030
 01-9011-464  3.464  3.502  0.158  0.030
 01-9011-503  3.503  3.542  0.158  0.030
 01-9011-543  3.543  3.581  0.158  0.030
 01-9011-582  3.582  3.621  0.158  0.030
 01-9011-622  3.622  3.660  0.158  0.030
 01-9011-661  3.661  3.669  0.158  0.030
 01-9011-700  3.700  3.739  0.158  0.030
 01-9011-740  3.740  3.779  0.158  0.030
 01-9011-780  3.780  3.820  0.158  0.030
 01-9011-820  3.820  3.859  0.158  0.030
 01-9011-860  3.860  3.899  0.158  0.030
 01-9011-900  3.900  3.939  0.158  0.030
 01-9011-940  3.940  3.979  0.158  0.030
 01-9012-030  3.030  3.069  0.138  0.030
 01-9012-070  3.070  3.125  0.138  0.030
 01-9012-130  3.130  3.170  0.138  0.030
 01-9012-188  3.188  3.227  0.138  0.030
 01-9012-228  3.228  3.266  0.138  0.030
 01-9012-276  3.276  3.315  0.138  0.030
 01-9012-307  3.307  3.345  0.138  0.030
 01-9012-346  3.346  3.385  0.138  0.030
 01-9013-953  2.953  2.990  0.138  0.030
 01-9013-992  2.992  3.029  0.138  0.030
 01-9045-000  5.000  5.040  0.188  0.045
 01-9045-040  5.040  5.080  0.188  0.045
 01-9045-080  5.080  5.120  0.188  0.045
 01-9045-800  4.800  4.840  0.188  0.045
 01-9045-840  4.840  4.880  0.188  0.045
 01-9045-880  4.880  4.920  0.188  0.045
 01-9045-920  4.920  4.960  0.188  0.045
 01-9045-960  4.960  5.000  0.188  0.045
 01-9245-080  5.080  5.120  0.188  0.045
 01-9245-220  5.220  5.250  0.188  0.045
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•	 Manufactured and used at the Diamond facilities.  If you’re interested in checking 
your pistons as accurately as Diamond is, this is the right tool for you.

•	 Accurately reproduce your combustion chamber of your existing cylinder 
head with our special mold kit.  Greatly aids in manufacturing custom pistons 
without the need of your actual cylinder head.  Fast and easy setup, only take 
30 minutes, comes complete with everything you need including our two part 
epoxy, mixing sticks, rubber gloves, and spark plug hole plug and complete 
instructions.  Pour the chamber mold, and send it in to us with the shipping 
label included at a special price.

•	 The ultimate in precision ring filing, high power and extremely accurate.   
This power filer includes a 3,000 rpm ball bearing electric motor, 5/16 shaft, 
3in x .125" grinding wheel, de-burring wheel and 6ft power cord and is 
manufactured in the USA.

Piston Checking Fixture

Chamber Mold Kit

Precision Ring Filer - 110V 1/15HP

03-1000

03-2000

03-1100
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•	 AL8 Assembly Lube provides a tenacious yet fluid film to protect reciprocating  
and rotating components during assembly and initial break-in. A non-foaming 
product that mixes with break-in oil and extends film thickness during the  
critical break-in process.

•	 Dry film cylinder wall lubricant provides the proper lubrication during critical 
break-in period.  Quickseat virtually eliminates any ring related cylinder wall 
burnishing and glazing. 

•	 Dry film cylinder wall lubricant provides the proper lubrication during critical 
break-in period.  Quickseat virtually eliminates any ring related cylinder wall 
burnishing and glazing. 

•	 The piston ring expander will support the ring all the way around.  This will help 
in not distorting the ring and cut down on breakage during assembly.  Available 
in three sizes for piston ring diameters ranging from 2” to 7”.  

Assembly Lube 8oz

Quickseat 2 grams

Quickseat 14 grams

Piston Ring Expander

03-1300

03-1200

03-1214

03-1400
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Part Number  Bore Size
 01-8900-3530  3.530
 01-8900-3560  3.560
 01-8900-3622  3.622
 01-8900-3642  3.642
 01-8900-3685  3.685
 01-8900-3701  3.701
 01-8900-3736  3.736
 01-8900-3766  3.766
 01-8900-3780  3.780
 01-8900-3810  3.810
 01-8900-3839  3.839
 01-8900-3850  3.850
 01-8900-3858  3.858
 01-8900-3905  3.905
 01-8900-3917  3.917
 01-8900-3920  3.920
 01-8900-3935  3.935
 01-8900-3937  3.937
 01-8900-4000  4.000
 01-8900-4005  4.005
 01-8900-4020  4.020
 01-8900-4025  4.025
 01-8900-4030  4.030
 01-8900-4035  4.035
 01-8900-4040  4.040
 01-8900-4045  4.045
 01-8900-4060  4.060
 01-8900-4070  4.070
 01-8900-4115  4.115
 01-8900-4120  4.120
 01-8900-4125  4.125
 01-8900-4130  4.130
 01-8900-4135  4.135
 01-8900-4140  4.140

Part Number  Bore Size
 01-8900-4145  4.145
 01-8900-4150  4.150
 01-8900-4155  4.155
 01-8900-4160  4.160
 01-8900-4165  4.165
 01-8900-4180  4.180
 01-8900-4185  4.185
 01-8900-4200  4.200
 01-8900-4250  4.250
 01-8900-4260  4.260
 01-8900-4280  4.280
 01-8900-4310  4.310
 01-8900-4350  4.350
 01-8900-4375  4.375
 01-8900-4380  4.380
 01-8900-4390  4.390
 01-8900-4440  4.440
 01-8900-4500  4.500
 01-8900-4530  4.530
 01-8900-4560  4.560
 01-8900-4600  4.600
 01-8900-4610  4.610
 01-8900-4625  4.625
 01-8900-4630  4.630
 01-8900-4675  4.675
 01-8900-4705  4.705
 01-8900-4710  4.710
 01-8900-4720  4.720
 01-8900-4730  4.730
 01-8900-4750  4.750
 01-8900-4800  4.800
 01-8900-4875  4.875
 01-8900-4900  4.900
 01-8900-5000  5.000

•	 Diamond’s ring compressors are precision machined from heat treated 
aluminum and hard anodized for years of use, for the builder who does  
a lot of repeat bore sizes.  Available from 3.530” to 5.000” bore size.

Tapered Ring Compressors
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Piston Orientation Diagrams
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Piston Orientation Diagrams

SB Ford

Ford Raptor 6.2L

Modern Hemi
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Piston Orientation Diagrams

Dodge 24V CumminsDodge 12V Cummins

Big Block Mopar Chevy 6.6L DuramaxBB Mopar Hemi

Ford 6.7L DieselFord 6.4L DieselFord 6.0L Diesel

Ford 7.3L Diesel
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Diamond Pistons is the industry leader in custom and prototype piston designs. With Diamond’s state of the art machining 
capabilities, advanced engineering staff, and knowledgeable experienced sales staff, the proof is in the performance.   
Diamond is able to manufacture custom pistons ranging from bore diameters of 2.600” to 6.000”.  With over 15 years of 
experience in billet piston technology, Diamond can re-produce almost any vintage, prototype or one off piston design  
imaginable.  Can’t find the perfect piston selection from our catalog offerings?  Give our tech support a call, and let Diamond  
design the best piston possible for your application.

Diamond Pistons Custom and Prototype Capabilities

NHRA & ANDRA Pro Stock Pistons

NHRA Top Fuel Pistons

NHRA Pro Stock Motorcycle Pistons

NHRA-PDRA Pro Nitrous 
5.3bs Pistons

Harley Davidson Pistons

NHRA Super Stock Billet Pistons
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Custom Designed Billet Pistons

Custom Marine Pistons

European Custom Pistons Vintage & Prototype Pistons

Custom Inboard Billet Designs

Custom Alcohol Hemi Pistons
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Compression Ratios Explained
At Diamond, we make every effort to accurately 
calculate and inform our customers how we arrive 
at the compression ratios we advertise. Integrity is 
everything to us. An engine’s compression ratio simply 
put, is the total swept volume (with the piston at BDC-
bottom dead center) divided by the total compressed 
volume (with the piston at TDC-top dead center).

Actually, things are not that simple. Too often a piston 
with a tall dome is viewed as a 15-to-1 piston, but 
in reality, once the ratio calculations are performed 
correctly—with real numbers and ALL the volumes 
accounted for—things usually end up with an actual 
compression ratio far less than advertised. This is 
especially true for engines under 500 cubic inches. 
Interestingly enough, many piston manufacturers 
offer pistons for the same engine and application with 
volumes only one or two cc’s apart, but the advertised 
compression ratios vary as much a one full point of 
compression from brand to brand.

Why?  
The key to figuring out an engine’s actual compression 
ratio requires understanding ALL the numbers 
necessary to compute its compression ratio correctly. 
The variance in advertised ratios is usually due to 
the following volumes being omitted from the 
calculations:
1.	 The compressed head gasket volume.
2.	 Deck volume (actual, based on piston position . . .

at TDC, not assumed.) 
3.	 Volume around the top ring (top land volume). 

Usually 2.0 - 3.0cc’s.

These are CRITICAL volumes that must be 
accounted for when accurately computing 
an engine’s compression ratio. In some 
engines, these volumes can add up to more 
than 20cc’s, which DRAMATICALLY changes 
an engine’s actual compression ratio.
 
Prove it. 
To prove this, take the number 1,000 and divide it 
by 100. Your calculated ratio in this case is 10-to-1. 
1,000cc’s represents the swept volume of a cylinder 
with the piston at BDC. 100cc’s represents compressed 
volume with the piston at TDC. Simple right? Now, 
take the number 1,020cc’s and divide it by 120cc’s and 
see what you get. Your new ratio is now only 8.5-to-1. 
The difference here is that extra 20cc’s now represents 
the gasket, the top ring (down) volume and deck 
volume added ON BOTH ENDS of the ratio calculation. 
That 20cc’s is crucial, because it’s there at both BDC 
and TDC.

Now the RATIO starts to become more obvious. This is 
what usually changes a piston advertised at 12.5-to-1 
for a 454 cubic inch engine into an 11-to-1 piston upon 
assembly. Actual volumes are not verified (poured), 
or calculated at the time of assembly based on how 
the actual parts stack-up. The builder is unaware of 
the engine’s lower compression ratio until the engine 
is placed on the dynamometer or race track, usually 
with less than satisfactory results.

Accuracy is everything.
Using actual volumes rather than theoretical book 
dimensions provides more accurate ratio calculations. 
The key is to try and SIMULATE on paper how your 
engine will stack up at the time at the time of assembly. 
Remember, the bigger the swept volume (cubic 
inches) and the smaller the compressed volume, the 
higher the RATIO. 

Bottom line:
Measure your parts and crunch the actual numbers—
all the numbers—and know what your compression 
ratio will be for a particular piston before you buy 
it. If you use “theoretical” numbers out of a book 
you will end up having an engine with less ratio 
(and performance) than anticipated. Crankshafts, 
and connecting rods are usually very close to their 
advertised length, but engine block deck heights are 
rarely “spot on” the listed OEM specs.

Your compression ratio is calculated using  
volumes obtained from the drawing at right:

For determining the various formulas,
consult the tables on the following page.

Your compression ratio is calculated using volumes obtained from 
the drawing below:

Head gasket bore diameter

Chamber volume
Eff. Dome volume

Pin C/L

Rod Length
Bore 

Diamter

Block deck height

1/2 stroke

Crank      C/L

Rod   C/L

Head gasket 
thickness

Piston-to-deck volume
Piston top land volume
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Automath 101 - Displacement (inches)
Cubic inches = Bore2 x Stroke x .7854

(Multiply x 8 for a V-8 engine)
To figure compression ratio, you will need  

to convert to cubic centimeters:
cc’s3 = (Bore x 2.54)2 x (Stroke x 2.54) x .7854

Automath 102 - Piston-to-Deck Volume
Piston-to-Deck Volume = (Bore x 2.54)2 x 

(Deck Clearance x 2.54) x .7854
If your piston is about the deck @ TDC, use a negative (-)  

number for your deck clearance.

Automath 103 - Compressed Gasket Volume
Compressed Gasket volume:  

(Gasket Bore x 2.54)2 x (Compressed Gasket Thickness x 2.54)  
x .7854

This assumes a “round” gasket bore.

Automath Formulas
Automath 104 - Top Ring Volume

Top Ring Volume = The difference between the  
bore size and the top of the piston above the ring. 

(Bore x 2.54)2 x (Top Ring Down x 2.54) x .7854 -  
{(Bore - .060”) x 2.54}2 x (Top Ring Down x 2.54) x .7854

Subtracting .060” from your bore size gives you  
a “normal” value for your tip land diameter.

Automath 105 - Engine Compression Ratio
Compression Ratio = (Total swept volume +  

compressed volume) ÷ (compressed volume)

Total Swept Volume = 
Cylinder Volume + Head Gasket Volume + Deck Volume  

+ Top Ring Volume. Then: - Piston Dome Volume  
or + Piston Dish Volume

Compressed Volume = 
Chamber Volume + Head Gasket Volume +  

Deck Volume + Top Ring Volume,
Then: Subtract ( - ) Piston Dome Volume or 

Add ( + ) Piston Dish Volume 

How to Select a Set of Diamond Pistons for Your Engine.
1. 	Locate the piston selection 
	 that matches your engine

2.	Select the type type of piston that fits 		
	 your application (Flat top, Dome, Dish, etc.)

3.	�Locate the compression 
dimension (C.D.) to  
fit your connecting  
rods, crankshaft, and  
engine block  

4. �Select the cylinder 
bore diameter

5. �After choosing your piston set,  
use the formulas above to 
confirm your compression ratio

6. �Choose the Diamond Part#, Ring Set, 
and Piston Pins to place your order–
use the pin dimensions to locate the 
part number in the back of this catalog 

7. 	�For custom pistons refer 
to the last page of this 
catalog or call one of  
the experts at Diamond

Before selecting a piston, 
the desired compression 
dimension must be known - 
the compression dimension 
is the distance between the 
centerline of the pin bore  
and the top of the piston.  
To determine the compression 
dimension for any engine 
combination, first calculate 
the block height, connecting 
rod length, and crankshaft 
stroke length. 



 ENGINEERING & LABOR SURCHARGE FEES

 PIN BORE OPTIONS

  WEIGHT REMOVAL & MILLING OPTIONS

 CYLINDER HEAD, SAMPLE PISTON, CHAMBER MOLD 3D SCANNING

 EXPEDITE OPTIONS

 Code  Description
 01-4716   DYKES TOP RING CUT SURCHARGE FEE

 01-4739   CUSTOM LAND DIAMETERS - ENGINEERING SURCHARGE FEE

 01-4700   SINGLE PISTON SURCHARGE FEE (UP TO 3 PISTONS)         

 01-4794   FEA PISTON STRESS ANALYSIS - ENGINEERING FEE

 01-4793   STANDARD BILLET DESIGN SURCHARGE FEE - (PER PISTON)

 01-4795   CUSTOM BILLET DESIGN SURCHARGE FEE - (PER PISTON)

 01-4791   CENTER GRAVITY BALANCING - ENGINEERING FEE

 01-4792   MODELING TO PISTON WEIGHT - ENGINEERING FEE

 01-4762   NO TOP & 2ND RING GROOVES -  SURCHARGE FEE

 01-4756   INBOARD FORGING - SURCHARGE FEE

 Code  Description
 01-4702   DOUBLE PIN OILERS - FULL ROUND SLOTS W/ SIDE SLOTS

 01-4704   DOUBLE PIN OILERS - BANANA GROOVE SLOTS

 01-4736   OFFSET PINS

 01-4738   PIN FIT - (.001 STANDARD CLEARANCE)

 Code  Description
 01-4714   INTERNAL MILL MAXI-LITE (CROWN, RINGBELT & SKIRT)

 01-4718   INTERNAL MILL SKIRT (SKIRT AREA ONLY)

 01-4720   MACHINE FOR ROD CLEARANCE

 01-4728   MILL BETWEEN PIN BOSSES (PIN BOSS SPACING)

 01-4731   MILL INSIDE/OUTSIDE PIN BOSS - LIGHTING PACKAGE

 01-4747   MILL OVER BOTTOM PIN BOSS - (INBOARD PIN BOSS ONLY)

 01-4755   INTERNAL MILL ULTRA-LITE - (HEMI PISTONS ONLY)

 01-4796   LIGHTENING HOLES THROUGH SIDE RELIEF

 01-4776   COUNTERWEIGHT CLEARANCE - SKIRT UNDERCUT

 Code  Description
 01-4764   FULL SCAN ENGINEERING FEE - (PER SET)

 01-4758   FULL SCAN OPTION PACKAGE - STAGE 1 (CALL FOR DETAILS)

 01-4759   FULL SCAN OPTION PACKAGE - STAGE 2 (CALL FOR DETAILS)

 01-4760   FULL SCAN OPTION PACKAGE - STAGE 3 (CALL FOR DETAILS)

 Code  Description
 01-4763   EXPEDITE FEE - PER SET (CALL FOR CURRENT LEAD TIME)

 01-4790   EXTREME EXPEDITE FEE - (CALL FOR CURRENT LEAD TIME)
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 COATING OPTIONS

 GAS PORTING & RING GROOVE OPTIONS

 ADDITIONAL MILLING OPTIONS

 CHANGE TO SHELF STOCK OPTIONS

 Code  Description
 01-4751   CERAMIC CROWN COATING

 01-4752   MOLY SKIRT COATING

 01-4761   HARD ANODIZED PISTON COATING

 01-4777   DOUBLE DIAMOND COATING - (HARD ANODIZE & MOLY SKIRT COATING)

 PTFE COATING   PTFE ANODIZE COATING (TEFLON SEALED ANODIZED COATING)

 Code  Description
 01-4706   GAS PORTING  - SIDE 

 01-4710   GAS PORTING  - TOP 

 01-4774   PRESSURE SEAL GROOVE - TOP RING GROOVE

 01-4765   ANTI-DETONATION GROOVES - TOP LAND

 01-4753   SECONDARY RING CUT - ULTRA FLAT RING GROOVE

 Code  Description
 01-4757   3D CROWN MILLING OPTION - DOME/DISH/FLAT TOP

 01-4740   RADIUS ON OUTSIDE EDGE OF TOP LAND (DISH & F/T ONLY)

 01-4742   RADIUS ON BOTTOM OF SKIRT

 Code  Description
 01-4743   CHANGE TO SHELF FEE - CD CHANGE

 01-4744   CHANGE TO SHELF FEE - RINGPACK CHANGE

 01-4745   CHANGE TO SHELF FEE - DOME/DISH VOLUME CHANGE

 01-4749   CHANGE TO SHELF FEE - BORE CHANGE
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